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IT PAYS TO BUY FROM SEARS 


Because 


Because 


Because 


Because 


your purchase ts backed by 54 years of reliable service. 
Sears, Roebuck and Co. guarantee to save you money, to satisfy you perfectly. If you are not 
pleased with any article purchased from us, we want it returned at our expense. Then, at your 
option, we will either exchange it for other merchandise or refund your money, including all 
transportation charges. We know of no stronger or fairer form of guarantee in all the world. 


Sears Easy Payment Pian permits you to use and enjoy the articles you want 
while paying for them in convenient monthly installments. All your dealings are made through 
Sears, Roebuck and Co., and your requests are met with friendly, courteous consideration. 
Complete instructions, telling how to use this Easy Payment Plan, are shown directly below 
with a table of terms. This is the modern way to better buying. 


our selection is complete! Sears offer you not only the best sellers, but the 
hard to get items as well. High quality, guaranteed lines that you know are best... . lines such 
as National, Hallicrafters, Hammarlund, RCA, Supreme, Cardwell, Stancor, Bliley, Barker and 
Williamson, and many others. Also, there is Sears own Silvertone line of high quality Public 
Address equipment, at prices far lower than ever before. Again Sears prove that the best costs 
less! You're sure of quality—and savings—at Sears. 


you can save on shipping charges. Although the merchandise in this 
catalog is shipped from Chicago, you pay the shipping charges only from our nearest Mail Order 
House. There are ten of these Houses scattered throughout the United States, and one near 
enough to make your shipping charges unusually reasonable. This additional saving often 
amounts to several dollars on average-weight or heavy items. 


Sears Easy Payment Plan 


Millions of Sears customers have found that Sears Easy Payment 


Table of Terma 


, : : Wowill| Att Y 
Plan is an easy, practical way to buy the things they need. It if Cash Price Aad as Need to Amount 
makes it possible to get the equipment you need without disturb- Amounts to eit ont, Monthly 
ing your savings, and to buy goods of better quality than might So anT tae saa waco 
be possible if limited to the amount of cash available. Your order 11.01 to 12:00] 1,00| 
‘ rs 12.01 ¢ 13, 1,0. 
need total only $10 or more. Answer the simple questions on the 13.01 is i 103 $200 | $200 
order blank and refer to the table of terms at right for the de- 14.01 to 35,00) 1.25 
i im b 15.01 to 16.00] 1.35 
posit to send in with your order and the amount payable monthly. 16.01 to 17.00] 1.43 
aad fo 18.00 ea 
Ol to 19.00] 1, 
19.01 to 20.00| 1:70] $290 | $300 
How to Order 20,01 to 21,00] 1.80 
Parcel Post Rates i Select the articles you want from ao 2 ee -}-30 _ 
ee this catalog and write them down eae : : 
Packages weighing up to 70 bh on one of our order blanks or any ot ec rae yt $300 $400 
pounds can be carried by Parcel piece of paper. Put down the 28.01 to 30.00] 2.60 
Post in all zones. If you are not catalog number, quantity desired, “30.01 to 32.00] 2.70 = 
sure which Parcel Post Zone the name of each article and the 32.01 to 34.00) 2.90 $400 | $500 
you are in, ask your carrier or price. aot ie Be 3s 4 5 
postmaster. Send EASY PAYMENT OR- 38.01 to 40.00] 3.50 
DERS to 40.01 to 42.50] 3.65 = 
2 ounces or fess..........- 1c Sears, Roebuck and Co. 42,51 to 45,00} 3.90 
Aor akeuncest eee 3e Chicago, Philadelphia, Boston, 4751 19 $0100| 4.401 $500 | $500 
Minneapolis, Kansas City, At- 50.01 to 52.50| 4.65 
5 or 6 ounces... 00... sees 4% lanta, Memphis, Dallas, Seat- 52.51 to 55.00] 4.90 
7 or 8 Ounces... 6... cs eee 6c tle, or Los Angeles—whichever 55.01 to 57.50) 5.15 
is nearest you. ride to 40.00 ony $600 $600 
01 t 5.00) 5. 
Shoe. Local | Zones | Zone | Zone Send CASH ORDERS direct to 65.01 to 70.00} 6.15 
t. | Zone} 1&2) 3 4 Chicago. 70.01 to 75.00| 6,55 00 
Tb. | 7c 8< 9c} 10¢ Merchandise will be shipped 75.01 to 80,00} 7.05 $7 $700 
2ibs,| 8c) 1c | Tle ie from Chicago, but you pay trans- 80.01 to 85.00) 7.55 | 
st eee J JOAN CN RUS cA portation charges only from your eat ig 90,00 aus $300 | $00 
4 ibs.) 9c) W2e | 5c) 2tc nearest Sears Mail Order House. eee ‘ 
5 lbs.| 9c | 13c We) 24¢ : ae 4 0! 95 
6 Ibs.) 10c | I4e 19c| 28¢ Be sure to include additional 
7 Ibs.| 10 | 15¢ Q1e| 31e money in your remittance to pay $900 
Slbs.| Tle | 16c 23c) 35¢ postage as charges for parcel post ¢ 
9 tbs.| Te | 17 25c| 38c shipments must be paid in ad- 130.01 to 140,00) 12.25 $1950 | $100 
TO Ibs.| 12c | 18c 27¢| 42 vance. We always return every Pia to 130100 v ar 12 10 
IT Ibs.) 12¢ | 19¢ 29%c| ASc penny you send over actual post- to 160.00) 14 
12 Ibs.) 13¢ | 21e | 3c} 49¢ age required to cover shipping 160.01 to 170.00|15.00) $1 F500 | $7 100 
170.01 to 180.00/16.00 
13 Ibs.) 13¢ | 22 33c} 52 charges from your nearest Sears Ta0.01t 190.00 1670 i 
14 Ibs.) 14¢ | 23¢ 35c| 56¢ Mail Order House. 190.01 S 200.00|17.70 $1,300 | $1200 
15 tbs.| 14c | 24e | 37¢|_59c For ordering merchandise on 200.01 to 212.50 18.40| sq559 $7200 
US Te Ve = ae ee Easy Payments, see instructions 212.51 to 225,00] 19.65 22 13 
YU above under Sears Easy Payment 225.01 to 237,50|20.65 
16 tbs Vs | are) ae Plan. 237:51 to 250.00|21.90| 20 | $14% 
S. bd j 250.01 to 262.50/22.90 
20 ibs.| 17¢ | 29e 47c| 77e Sears prices are so low that optic 2 soe anlage $9750 $1500 
30 Ibs.| 22¢ | 40¢ | 67c/$1.12 should the Federal Government , 
40 lbs.) B7< | Ste 87e! 1.47 or any State increase by taxes, or aes 3 hee baer $3900 $1,600 
50 Ibs.| 32¢ | 62c |$1.07| 1.82 otherwise, the cost or selling price pede? 5 
60 Ibs.| 37¢ | 73c | 1.27) 2.17 of any merchandise listed in this Write for Terms on Purchases 
70 Ibs.! 42c | 84c | 1.47) 2.52 catalog, we reserve the right to Over $300 


add any such increased cost to 
prices in this book. 


Copyright, 1940 by Sears, Roebuck and Co. 


F8132 2-15-40 Printed in U.S.A. 
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The New 11-Tube Receiver That Most Hams Are Talking About 


5 0 The SX-23 is a truly fine example of outstanding engineering design, offering for the first time 
s| / compensated frequency stability, eliminating drift. The main feature of the new bandspread 
Cash System is its reset accuracy. There is no bandset dial to fuss with The same station always 

comes in at the same place on the dial. 


The band indicator is direct reading and harmonizes with the S-DB meter, Tubes 3-6SK7, 

Terms: $10 Down = 1.6SA7, 2-6SJ7, 1-6SQ7, 1-6B8, 1-6H6, 1-6F6G, 1-80. Controls, RF gain, Pitch control, Tone 

seeihage:a control, Selectivity switch, A.N.L. switch, Band switch, Send-receive switch, Audio gain, Crys- 

tal phasing control, Main tuning control and phone jack. Cabinet size—19 in, long, 93% in. 

high, 1214 in. deep. For operation from 110 volt, 50-60 cycle AC. For 110-volt AC operation from 6 volt DC, 
use Vibrapack VP554 power pack. See Page 4. 


Receiver Only 


Entirely new bandswitch arrangement—8 positions. Bands 1-2-3-4 cover 545 kc to 44 mc continuously. Bands 
5-6-7-8 are pre-set bandspread for the amateur 10, 20, 40 and 80 meter bands. A six-step wide range variable 
selectivity circuit gives easy control from needle sharp CW crystal to broad high-fidelity, with automatic switching 
of the AVC to suit the selectivity. An improved noise limiting circuit that really knocks out STATIC. Frequency 
stability never before achieved in a commercial receiver both from temperature-humidity effects and from line 
voltage variations. ‘Venetian Blind” dial, Band indicator and S-DB meter. Completely shielded crystal circuit 
and phasing control—permeability tuned coil—with a separate shield compartment for the crystal. Steel Cabinet, 
gray crackle finish. Signal key not included. 


57 PT 08816—The SKYRIDER 23 (Model SX23). Complete with tubes and crystal. Shpg. wt., 56 Ibs,.......,.,... $115.50 
57 PTM 881 7—The SKYRIDER 23 (Model SX23). Complete with tubes, crystal and 10-in. PM 23 speaker. Shpg.wt.,73 lbs. 127.60 


An Added Convenience to Our Customers 


How do you like to buy .. . for cash, or on easy payments? By mail, or over the counter? Whatever your buy- 
ing habits, Sears have a plan completely suited to your needs and convenience. 


We have more than five hundred stores and order offices throughout the United States. In each of these, there 
is a Catalog Order Desk to which our customers can go to do their buying. Courteous clerks accept orders 
and save customers letter postage and check or money-order fees. Orders on Sears Easy Payment Plan are handled 
there, as well. Payments will be accepted there on any Easy Terms balance. Added savings... added service... 
added convenience are all yours when you obtain your supplies from Sears. 


If there is no Sears Store in your vicinity, mail us your order as directed under How to Order on Page 2. If 
you require suggestions as to just the proper items which will best meet your needs, write Sears Personal Service 
Department. We will gladly go into your problems with you and give you our recommendations, together with 
our reasons for making such suggestions. 


Important Notice About Prices 


The resale prices of all nationally advertised products in this book except Silvertone P.A. Equipment are con- 
trolled by the manufacturers. We reserve the right, therefore, to raise or lower the selling prices of all such products 
if and when said manufacturers revise their list prices. 
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The New SUPER DEFIANT 


The latest Hallicrafter receiver. More pre-selection and more and 
better audio than the Defiant (SK-24). Covers 540 KC to 42 MC in 4 
bands. Separate calibrated band spread dial for 10, 20, 40, and 80 Cash 
meter amateur bands affording frequency meter tuning. Tubes: 

4-6SK7, 1-6K8, 2-6SQ7, 1-6H6, 2-6A6G, 1-6T5GT, and 1-80. Front Terms $8 Down 
panel controls: R. F. Gain, Selectivity Switch, Crystal Phasing, Audio See Page 2 
Gain, Pitch Control, Main Tuning Control, Band Spread Tuning Control, Noise Limiter 
Switch, Hi-Lo Tone, Send-Receive Switch, and BFO switch. Two RF Pre-Selector Stages. 
Push-pull output of 8 watts. Compensation in Oscillator circuit for frequency stability. 
DC operation socket for battery or Vibrapack listed under Sky Champion. Automatic 
noise limiter. Six step variable selectivity covering wider range from extreme CW crystal 
to high fidelity. ‘“S’ meter calibrated in “S” and DB units. External connections for 
Break-in Relay and Headphones. Outputs 5000 and 500 ohms. Single wire and Doublet 
Antenna connections. Size of Receiver cabinet, 191% in. long, 94 in. high, 1114 in. deep. 
Gray finish. For 110 volt, 50-60-cycle A.C. 

57 PTM 8290—Receiver (SX-25) complete with tubes, crystal and PM-23 (10 inch) 
Speaker. Shipping weight, 74 lbs. 

Not mailable. Cash Price....... eid entoe a's stahaisisctaie.wiere .... $99.50 


New HALLICRAFTERS Sky Champion 
Buln Speaker, a bahay: A.C. Communications Receiver with Pre-Selection 
= $430 


eee is tae tomas RE, ever peeves sell: rg pe) le its price. ce. Provides 
from © met teur band 
Mt band: Band Not (eis RE to 1800 KC), Band No. (1-1 MC to "arms 58 Down 


oat Band d No, 3 (G8 MC to 188 MC). Band No. 4 (17 to 44 MC). The Sky See Poge 2 
ion offers reception a8. follows: 


all the essen! amateur ri 
Gain » Tone Cone nol Phone ack cone eve Switch, ipeat CS Oscillator Switch, Send-Receive Switch, 
A.F. Gain Control Band Swi Switch and Pitch Control. Sensitivity on all bands is extremely 


good; which Ale ce impertance onthe por popular 10 meter band. ‘The separate band spread is better 
al R.R.L. Handbook recommendations for band spread agama scale calibra- 


Speaker is an int part Clg ge etl acti else to buy. For operation on oe Volt, 

cycle, AC only. ey adapted for battery operation with the eddition of Vibrapack listed below. 
of Cabinet— 184 in. wide, O34 in. deep, 8% in. high. 

cle PT 08802—The Sky Champion (S20-R) including speaker and tubes. Shipping weight, 31 je. sCaah 

By eT OBEG3 Model SMO =."S" Meter in mmatchinueeparate Mele Kudside, Sipe we, eIGEENET EO 

67 PT 08289-—6-volt Vibrapack VP554, powerpack for above receiver. Shpg. wt., 12 !bs......... 11.74 


HALLICRAFTERS Sky Buddy 


The Eure is a 6-tube amateur’s ayenive in every Leg PS eee everything on 
the air fr 6 MC. to 540 KC including the 10, 20, 40, 80 and amateur bands, $ 50 
Band No, 1 (ei0 Bite i ¢ LEG No, 0. 2.(17 MC'to 5.5 MC), an “Band No. No. 3(5.2 MC Cash 
to 17.8 MC). Band No. 5.5 MC to 46 MC). Has socket for Vibra 
The Sky Buddy is an A oy ith con: Power T) * Terms $3 Down 
All its components are of the quality and it has sensitivit: sormat Construction 
found on communications receivers selling at many times See Page 2 
The controls are ted in the Buddy: e 
Switch, Combined AVC and Beat Switch AVC on AVC off, on with 
AVC off positions: Jack, Send-Receive Switch: : is art of 
the receiver, nothing else to buy. Band Spread is better than A.R-R.L. for 
band aor scale calibration. Equipped for either Doublet or M: 
For 110-120 Volt, 50-60 cycle, AC only. Can be adapted for 6-volt Battery operat 


Shipping weight, 


th the addition 

of vow VPSS54 Vibrapack (listed sae: Dimensions of Cabinet: 17% in. long, 8 Py deep and 854 
pounds. 

67 PT 08806—The Sky Buddy (Model S-19R) including Speaker and Tubes. Cash Price........$29.80 


HALLICRAFTERS Skyrider 5-10 
® Noise Limiter ° Im ved Band Spread Be age In Reesivert * Socket for SM21 Carrier 
ateur $950 


wo bands, with a degree of canciey and Seavey that offers unon lelea Own 

reception of the ultra high frequencies. The recently avai RE 1852 tube, with a poms ser 

gain increase of 6 to 1, is used as an R.F. amplifier uouee which an ultra high frequency See Page 2 

sensitivity of better than 1 microvolt is obtained for this receiver. The separate Bani 

Spi Dial provides easier and more accurate logging, , and ee equipped as it is with an inertia tuning con- 
ing F. amplification is used, providing a band 

width of 30 KC at 10 times down. With this oe even uency modulated 5 meter signals & are 

clearly understandable with the Skyrider 5-10. Mounted in sturdy steel cabinet finished in ge 

the specialist in ultra high Ly pans Aa gro tion there is no finer receiver than the Skyrider uF 

operation on 110-120 Volt, 50: current. Has socket for Vibrapack. 

67 PT 08804—Skyrider 5-10 (Model S-21), complete with tubes and speaker. Shpg. wt., 30 Ibs.. $69.50 

67 PT 08806—SM21 Carrier Level Meter. Shipping weight, 6 pounds...................... 10.00 
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ALLICRAFTERS 


RECEIVERS 


With 
Frequency 
Meter 
Tuning 


HALLICRAFTERS ©¢S8X-24” 


will strongly recommend it to the thrifty Amateur. Frequency Meter Tun- 
img is accomplished by an accurately calibrated band spread dial which, 
when once set, accurately indicates all frequencies throughout the band. 
Built-in Noise Limiter, for quieter high frequency work. Variable Selectivity 
in six positions—three with AVC off and three with AVC on. Exceptional 
frequency stability. Removable plug on rear of chassis provides for 6-volt 
DC operation with suitable vibrator. Break in relay connections for standby. Bliley Crystal Filter 
in double balanced bridge circuit. General Coverage 43.5 MC to 540 KC in four bands. S Meter 
is calibrated in S units and DB. Controls: R.F. gain, Band Switch, Selectivity, Crystal phase, 
Audio gain, pitch, tuning, Band Spread, Tone, Noise Limiter, Send-Receive, BFO on-off. Cab- 
inet size, 1934x9!4x10!4 inches. For 110-volt 60-cycle AC operation. 6-volt operation may be 
accomplished by addition of Vibrapack VP554 power pack (see Page 4). 


57 PT 08812—Receiver, Tubes, and Crystal. Shipping weight, 41 pounds. Cash Price. .. .§69.50 
57 PT 08813—PM23. 10-in. PM Speaker in cabinet as shown above. Shpg. wt., 17 lbs... 12.00 


$ The new 9-tube Skyrider Defiant (SX-24) has many new features which 
Cash 


Less Speaker 


Terms $6 Down 
See Page 2 


The SEXEIDER; 8-1 8- anpe Marine Receiver 
An B-tube recel ver de pee commana that can be adapted 
$§450 for marine work. In Rae mace Pas beh Gaal on eobeacee ted 


meter 

Tunes from IBS MG to 140K 4 Bands, as follows: Band 

1-2150 to 645 OaRe Ke, Bem Band No. to 199 metera (4651KKC to 1510 

meet i Bend No. Sit to a8 meters? MC to 8 ee NES 4.54.5 to iS mates (3 
ses caage The tise of 1600 KC IF trrostormere The directis cal, 
the use bed charts and and tables, and an efficient mechanical 


hewdonae 
n speaker. Automatic volume control. In- 
Mity gun aed toe cool 7 Tube Complement: 6K7-r.f. amplifier, 6L7-first 


i "Rag ert bg Mgeragcalhioon pre AVC and first 
a. and 6J5-B.F.0 metal cabinet 
dui wide x 84 in. high. For operation on 110-volt A.C. or D.C. current only. 


87 PT 881 SF—Model S22—Skyrider Marine. Shipping weight, 31 Ibs. Cash Price................ $64.80 


HT-8 25-WATT Marine Radiotelephone 


BS PELE, Bg: «ing transmitter-receiver is the ideal unit for type of 
S 00 cr lear, 35 wate hoe a ay oly ae aboot power supply, eicta arveral phere Scrat 
yo aires aiiene tea nfube receiver, elective Ti pebceng Handest or 
vane eel ote Ware Disaaicn x x high. 
For Torms © to reece availa! The very effective squelch circuit prevents static and noise 
See Page 2 a we i Cait sittin Reatekir wikecr sonmiog teeta el Gate aumeine wo 
the ears. A plane cade Nankeia eine ven ther the HT-8 isa life aver in time of ies. 
S7PTM 8818F—-Model HT Ft-8~Desk mounting tope for 12, 32 or 100 volts D.C. as specified 110 volts A.C, 
operation, State voltage. Shpg. wt., BS Ibs, Cash Price... .........-.- 25. -ceeeeneeenereceersresecneeee $270.00 


Crystalis for HT-8 
67 PT 8296F—Set of Transmitter and Receiver Crystals for ocean ship to shore, coast guard or ship to ship 
channels. (.04% tolerance.) Shipping weight, 1 pound. 
State’ Frequency peberjoctah eee ticise tate tye lea cs waetere oul tyafe's eeempiaLeNonsts oa ste cgeelare $25.00 
As above, except for inland waters use. (Tolerance .02%.) State Frequency. 
67 PT 6297F—2000 to 3000 K.C. Per Set... .$30.65 87 PT 8298F—3100 to 6600 K.C. Per Set. $47.60 
67 PT 8299F—Receiver Crystal for 2662 or 2572 K.C. Marine Weather Channel. Shipping weight, 1 penne. 
State Frequency... 4c53ie Vote ee ty Fae MEO MPO aed cay. tye eee ey $12.60 


RCA AR-77 Communication Receiver 


is the hich prove a this new general purpose receiver, yaks Sonsibanie ae. been placed a a. these features 

$ a a truly high vol owner satisfaction: ph slgnal-getting of the elec- 
and accessory aids to acquire the desired iy of tuning justments to 

fd ‘the periods and for accurate re-setability; Convenient con controls: and of ; 

For Aas Polystyrene rote Dual IF t. Low Noise Level. Negative ve feed | ck. Accurate 
See Page 2 = signal reset. Calibrated 4 A eeeey: Improved Image Reiection. Effi- 
cient aoee limiter chee for for minimizing local  napeagecd Overall sensitivity about 2 micro- 

complements 3-88K, to noise ratio dielectric trimmers. Pee See aaa tvity aria level seek, Tube 
year ge lh 7, 1-6K8, 1-6H6, Tesar, 1-6F6, goat oe Dn Mee trols: Crystal selectivity, 


Trimmer, Bandspread, Negative 

Feedback, mye, yaw Choe Gain, Bower Swi Switch, toh Ne Noise a R snag ao Terminals: doublet or 

single wire ante ney 7 Xmitter relay heipions jack. AVC for Sivergiy atte udio output 2-3 Ssenpe Fre- 

cs Bid KC to 31 MC in six bands with individual coils, Ca’ tains, 20 4 10s 115% inches jeep. 
‘or 1 25 volt volts, 50-60 cycle A 

67 PT 07543—Receiver, Tubes, 2S and Power Supply. Shpg. wt., 49 lbs. Cash Price......... $139.60 

87 PT 07644—8-inch PM Dynamic Speaker in cabinet to match. Shpg. wt., 8 Ibs. Cash Price...... 00 


NATIONAL HRO Receiver 


The two pre-selector stages xe remarkable image frequency suppres- 


sion, weak signal response and high Signal-to-Noise Ratio. The two high 
gain I.F. stages employ Litz-wound coils and are tuned with air-conden- 
sers. The usable sensitivity and selectivity are exceptional. Other cir- 


$[797° 


nadieawee Sent cuit details are automatic and manual volume control, a vacuum tube 
$15 Down voltmeter calibrated in ‘‘S” units for carrier intensities, a phone jack, a 
See Page 2 Send-Receive switch and a Lamb Single-Signal crystal filter. This filter 


makes selectivity adjustable over a wide range and the circuits are so 
precisely balanced that heterodyning signals may be completely phased out. 

When Standard HRO coils are used for general coverage, each of the 4 coils includes two 
amateur bands and spectrum between. A simple switching device is provided which makes 
these same coils bandspread their respective amateur bands (except 160) over a span of 400 
divisions on the dial. Black Wrinkle finished Steel cabinet. 

The circuit and mechanical details of the HRO Jr. are the same as in the HRO except 
the HRO Jr. does not have the Lamb Single-Signal crystal filter, the ‘‘S’”’ meter, or coils for 
continuous band spread only. See Page 2 for Easy Payment Terms. 


57 PTO9I9—STANDARD HRO Receiver, table model, complete with tubes and four sets 
of coils covering range 1.7 MC to 30 MC, but no speaker or power supply. Order speaker 


and power supply from listing below. Shpg. wt., 62 lbs. Cash price...... Sten s $179.70 
Additional Coils for HRO Receiver 

57 PT 9322—50-100 KC............ $22.50 57PT9325—500-1000 KC....... .. $12.00 

57 PT 9323—100-200 KC........... 18.00 57 PT9326—900-2000 KC.......... 12.00 

57 PT 9324— 175-400 KC........... 16.50 Shipping weight, each, 8 pounds. 


57 PT09020—HRO JUNIOR RECEIVER table model, complete with tubes and one set 
of coils, 10 to 20 meters (2 amateur bands) but no speaker or power supply—which are re- 


quired (see S7aP T0902 1)’ Shpparwier42el bs amen cheer it Sn gh ay een ea $108.00 
57 PT 9327—- Additional HRO sinc Coils (2 amateur bands per il), Shipping weight, 
8pounds. Specify 20-40, 40-80, or 80-160 meter bands................... 0.000. $9.90 


57 PT 9328—MCS Table-model Metal Speaker Cabinet and 8-inch Dynamic Speaker for 
HRO Junior (P.M. type requires no power supply) with impedance matching transformer 
for a single Class A Pentode (7000 ohms). Shipping weight, 12 pounds............. $9.90 


57 PT 0902I—5897 AB Power Supply required for above receivers. T Type 80 tube included. For 
110-volt 60 cycle A.C. Shipping weight, 15 pounds TERE Bele ete. Aelita. $15.90 


a0 ® NC-80X and NC-81X Receivers 


® This inexpensive receiver has exceptional operating characteristics. 
$990 Ten-tube, high gain superheterodyne circuit. The IF amplifier operates 
Cash at 1560 KC. High image suppression; better, in fact, than that obtain- 
able in many receivers having elaborate pre-selectors. 

$8 Down The crystal filter (2nd IF stage) has continuously variable selectivity 
See Page 2 from 400 cycles to 5 KC. The range of the phasing circuit (heterodyne 
elimination) has been similarly extended. Crystal filter in circuit at all 

times. Undistorted output of 2 watts when using either AC or DC, 115-volt supply. 

The tuning system employs a multiple-scale dial of the full-vision type, accurately 
calibrated in megacycles. Several unusual features are incorporated, such as the mirror for 
over-coming parallax, and the adjustable frequency markers, by means of which any par- 
ticular stations, or frequencies such as band limits, may be “logged” on the dial itself. Air 
tuned IF and RF circuits. 

Automatic plug-in coils are used, controlled by a knob on the front panel, as in the 
NC-100. The frequency coverage is continuous, except for a small gap at 1560 KC., from 
550 KC to 30 MC, in four ranges. The NC-81X is a special amateur model covering the 
following bands only: 1.7-2.05 MC., 2.5-4.0 MC., 7.0-7.3 MC., 14.0-14.4 MC. and 28-30 
MC. The dial is calibrated in megacycles. Black Wrinkle finished Steel cabinet. 

57 PTM 9320— NC-80X—complete with tubes, crystal ..Jter, 8-inch PM speaker in cabinet. 
For 115-volt AC or DC. Shpg. wt., 69 lbs. Cash Price............00 00.0.0 0005. $99.00 
57 PTM 932I—NC-81X—Amateur Model, complete with tubes, crystal filter, 8-inch PM 
speaker in cabinet. For 115 volts 60 Cy. AC or DC. Shpg. wt., 70 lbs. Cash Price. . $99.00 


Special Order Models 

Either of above receivers can be supplied modified for Battery Operation 6-volt heater, 135- 
volt B-Supply on special order. Allow 14 days for shipment. 

57 PTM 9344— NC80X-B—for battery operation. Shpg. wt., 69 Ibs................ $99.00 
57 PTM 9345— NC81X-B—for battery operation. Shpg. wt., 70 lbs............... 99.00 
The NC-80X with either a special high frequency (30-45 MC) range or a low frequency 
range (200-550 KC) in place of one of the standard ranges. When ordering specify which 
standard range is to be omitted for the special range and allow 14 days for shipment. 

57 PTM 9346—Shipping weight, 69 pounds. ...............0 00 ec cece eee e eee eee $105.00 
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NATIONAL 
THE WORLD'S FINEST 
AMATEUR EQUIPMENT 


NATIONAL NHU Reeeivers 


A superheterodyne covering 27 to 62 MC in three 
ranges. Direct reading dial. Circuit uses three acorn 
tubes (956 RF, 954 First Detector, and 955 Oscillator) 
followed by three IF stages using 6K7’s. A 6C8G Twin 
Triode is used as an infinite-impedance diode detector, 
and as a noise limiter. An additional 6C8G acts as 
first audio and as a carrier-off noise suppressor. Two 
6SJ7’s are used for CW oscillator and the AVC, which 
is amplified and delayed. The output employs a 6V6G. 
Knob slides in or out to engage either tuning con- 
denser or the range-changing system. Coils mounted 
radially in a cast aluminum turret. Three-gang straight- 
line-frequency tuning condenser. The RF circuit and 
tubes are in frame of the condenser. Black Wrinkle 
finish Steel cabinet. 
57 PT 09335—NHU Receiver, table model, with tubes, 
8-in. speaker in cabinet and coils to cover 27 to 62 M.C. 


Less power supply. Shpg. wt., 62 Ibs......... $165.00 
57 PT 09334—Power Supply, Type 5856, with rectifier, 
for AC model. Shpg. wt., 17 lbs.............. $17.70 


RECEIVERS 


NOW SOLD ON SEARS 
EASY PAYMENT PLAN 


NATIONAL One-Ten Receiver 


Designed for maximum efficiency on the Ultra high 
frequencies, the One-Ten Receiver fulfills the need of 
the experimenter for an adequate receiver to cover 
the field between one and ten meters. 

A four tube circuit is used, composed of one tuned 
R.F. stage, a self-quenching super-regenerative detec- 
tor, transformer coupled to the first stage of audio 
which is resistance coupled to the power output stage. 
Tubes required; 954-R.F., 955-Detector; 6C5-ist 
Audio, 6F6-2nd Audio. 

Coil forms and insulation moldings are made of low- 
loss Victron. They contribute much to the stability, 
dependability and high performance of the One-Ten. 
Black Wrinkle finished steel cabinet. 


57 PT 09333—Type One-Ten Receiver and 6 sets of 
coils, without tubes, speaker or power supply which 
are required (See 57 PT 09338). See Page 62 for 
Speakers. Shipping weight, 16 lbs............. $51.00 
57 PT 09338—5886 Power Supply and Tube. For 
110-volt 60-cycle A.C. Shipping weight, 17 Ibs... $17.70 


NATIONAL NC-100 and 101 Series Receivers 


Now equipped with NOISE SILENCER at no extra cost 

These 11-tube superheterodyne receivers are self-contained (except for 

the speaker) in a table model cabinet that is readily adapted to relay |20°° 

rack mounting. One stage of RF and two stages of IF are used. Low Cash 
loss insulation and high “‘Q” coils give ample sensitivity and selectivity. 


Separate RF and Audio Gain Controls and a signal strength meter are seb oe 
mounted on the panel. Other controls are Tone, CW Oscillator, AVC are Pade 2 


with amplified and delayed action, a B-switch, and a phone jack. Self 
contained power supply. The range-changing system is unique in that it combines the 
mechanical convenience of a coil switch with the electrical efficiency of plug-in coils. 


The NC-100A covers the range from 540 KC to 30 MC. Dial calibrated directly in mega- 
cycles. NC-100XA is similar, but equipped with a crystal filter. Black Wrinkle cabinet. 

The NC-101X covers only the following ranges: 1.7-2.05 MC, 3.5-4.0 MC, 7.0-7.3 MC, 
14.0-14.4 MC, and 28.0-30.0 MC. The NC-101X is equipped with a crystal filter, S-meter, 
and the PW type dial. (See illustration of HRO on preceding page.) The battery models 
use 9 tubes. Power output of AC model is 10 watts, battery model 2 watts. Not Mailable. 
57 PTM 9022—-NC-100A—-complete with tubes and 10-inch speaker in cabinet. For 110 
volt 60 cycle AC. Shipping weight, 70 pounds. Cash Price. $120.00 
57 PTM 9023—NC-100XA—complete with tubes and crystal filter and 10- inch* speaker in 
cabinet. For 110-volt 60-cycle A.C. Shpg. wt., 71 lbs......0.00.......00 cee $142.50 
57 PTM 9024—NC-100SA—complete with tubes and 12-inch Rola G-12 speaker chassis. 
For 110-volt, 60-Cycle A.C. Shipping weight, 76 pounds........................ $133.50 
57 PTM 9025—NC-100XSA—complete with tubes and crystal filter and 12-inch Rola G-12 
Speaker chassis. For 110-volt 60-cycle A.C. Shpg. wt., 76 Ibs........ $156.00 
57 PTM 9026—NC-101X—complete with tubes and 10- inch speaker in cabinet. For 110- 
volt, 60-cycle A.C. Shipping weight, 71 pounds... 2.2.0... 00.06.00 ccc c cent $129.00 
57 PT 09329-—DCS-10 metal cabinet for 10-inch speaker, same finish as receiver. Shipping 
weight, 8 pounds «02°. swcw..si-wihare : oaeiatace +» sapscuile Muay. steer erel Wrenn ees cs woes $3.60 
57 PT 9330—DCS-8-Metal cabinet for 8-inch speaker, same finish as receiver. Shipping 
weight; 7 poundSp:... 9... ey alate ete © ales 2 SIRT a. alata vas cre oes . $3.00 
57 PT. 9332—-RRA Relay rack adapters designed for mounting any of the above receivers 
in a standard relay rack. Shpg. wt., 12 Ibs. Per Pr.... 020... eee $1.50 

National cabinets for 12-inch Speakers not available. See Page 31. 


Battery Models 
Not carried in stock. Allow 14 days for shipment. 
57 PTM 934I—NC-100A—complete with tubes. Battery model. 8-inch speaker in cabinet. 


Shipping weight, -70.:pounds:. ‘Not miailabley. , 2940 -c..Asc.: plein acs See eae $10.50 
57 PTM 9342—NC-100XA—complete with tubes and crystal filter. Battery model. 8-inch 
speaker in cabinet. Shpg. wt., 71 lbs. Not mailable..................... .... - $133.00 


57 PTM 9343—NC101X—complete with tubes. Battery model. 8-inch speaker in cabinet. 


Shipping weight, 71 pounds. Not mailable................. 0... -002- 005 . . $120.00 
NATIONAL NC-44 Receiver 

The new NC-44 employs seven tubes in a superheterodyne circuit. 

The 6K8 first detector and oscillator has exceptional stability and $ 
conversion gain. Other circuit features are: Two 456 KC I.F. stages, Cash 
second detector and AVC tube, CS oscillator and 25L6G beam power tube 
with 2 watts output. There are separate controls for RF and AF gain, $5 Down 
and on and off switches for the AVC and CWO circuits. The self-contained See Page 2 


power supply operates on 105-130 volts AC or DC. 6-volt battery model 
is also available. 


Separate band spread condenser. This combination, plus the full vision dial calibrated 
in frequency for each range covered and a separate linear scale for the band spread con- 
denser, makes accurate tuning easy. Inertia-type drive. A coil switch with silver-plated 
contacts selects the four ranges from 550 KC to 30 MC. Provision is made for either head- 
phones or speaker operation. 

Like all receivers which have no pre-selector stage, the NC-44 is not free from images. 
However, where price is an important consideration, the NC-44 will be found a satisfactory 
receiver. Black Wrinkle finished steel cabinet. 

57 PT 0933I—NC-44 Receiver, complete with tubes, coils covering from 550 KC to 30 MC, 
and speaker in cabinet, for 105-130 volts AC or DC operation—black finish. Shipping 


weight, 45 pounds. Gasht Erie. : Gey Ie, Wie ceed eaten tae $49.50 
57 PT 09340—NC-44A. Same as above except for 110- volt 60-cycle A.C. operation. Shpg. 
wits 45nlbss" Gash IPricels 2. ornare sy fea havnt te CRE, 70M OS BONE Sar as $49.50 


57 PT 9332—RRA Relay Rack eaapiets designed for mounting these receivers in a standard 
relay rack. Shipping*wt., 12 lbs. Per Paits.cctclucan waties + ieee nea seiea sce $1.50 


‘ : 

2 < S08 SOAPS SLND 
” feneer Cabinet PT S400F. Shipping 
‘alnut ‘ 8 


ee ee eee ee eee ee ee ee es 


MEISSNER Signal Shifter 

Permits instant change of 

$ Frequency on any band. Ideal 

for remote control operation. 

IS Uniform output over entire 

range. Single control full 

Terms: band spread on each band. 

$4 Down Selective automatic operation. 

See Page 2 A espa ass frequency sta- 
ity 


A variable mes ere electron coupled exciter unit which enables theo: tor 
to instant! nge his frequency by simply adj justing a single dial. Fre- 
quency stability superior to that of most crystals. Eliminates one or two 
loubler stages in the transmitter as the power output is more than sufficient 
to drive medium power R.F. amplifier or final stage. Covers entire phone 
band on each of the amateur bands except the 160 without re-tuning the 
main transmitter, Unique system of fully automatic standby permits 
tubes to remain at operating temperature. Built-in power supply. Set of 
3 coils for one amateur band furnished with each unit. Specify band 
. Extra coils listed below. 110 volt, 60 cycle A.C. one wt., 20 Ibs, 


67 PT 08406—Cash PRICE: Nets grin: fp ee Maen esata - $39.15 
(Only $4 Down, see Page 2 for details) 


57 PT 8407—Coils for 10, 20, 40, 80 or 160 meter band. State band 
desired. Shpg. wt., 2 lbs. Per Set of 3...........0.02055 - $2.45 


NATIONAL SW-3 
Reeeiver 


$3 [00 220% 


Employs one R.F. stage trans- 
former coupled toa regenerative 
detector and one stage of im 
ance coupled audio. Precision two-gang condenser operated by single tun- 
ing dial, Regeneration control is smooth and noiseless. No back lash or 
fringe howl. Calibrated volume control. No tubes or coils are furnished. 
67 PT 09000—ACSWS3 for 110 volt 60 cycle A.C. operation. Less power 
supply. Shpg. wt., 17 Ibs. Cash Price..........6-..scceeeeeees $21.00 
57 PT cha gr A.B. _ omer Supply for above receiver. 


Shipping weight, ree) teen 
67 PT SOOT ADCS WS fo for 6 volt D.C. ‘Shpg. wt. 17Ibs...... 21.00 
67 PT 09003—2DCSW3 for 2 volt D.C. Shpg. wt., 17 Ibs.... .. 21.00 


SW3 COILS: Specify band desired and receiver used. Shp. wt., 1 Ib. 
B7 PT 9004—General Coverage Coils 9 to 15, 13.5 to 25, 23 to 41, 
40 to 70, 65 to 115, or 15 to 200 Meters. Per Pain| ae es $3.00 

57 PT 9006—For 200 to 360, or 350 to 550 Meters. Per Pair...... 3.30 
67 PT 9006— Bahadeprend Coils. For 10, 20, 40, 80 or 160 meters. 
PersPair sey» aig fos whe aber te OME . $3.00 


TUBES. Shipping ‘weight, Kit of 3, | pound. 


67 PT 8416—2-58s and 1-27 for ACSW3...... 1.0... $1.04 
67 PT 8416—2-36 and 1-37 for 6DCSW3....................... 1.28 
67 PT 8417—2-32 and 1-30 for 2DCSW3... |... 1 ) 1.68 
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MEISSNER 14 Tube 
“Traffic-Master” 
Reeeiver Kit 


Terms: 
6, 7 Down 
at See Page 2 
Chassis Kit 


© 530 KC to 32.4 MC 
e1M.V. Sensitivity 

e 5-Band Tuning Unit 

¢ Electrical Bandspread 

e Flywheel Tuning 

® Mono-Unit Crystal-Filter 
® Noise Silencer Circuit 

© Beat-Frequency Oscillator 
e “R” Indication Meter 


The Traffic-Master has been designed par- 
ticularly for Amateur use. Every Amateur 
band (except 160 meters) has been “‘spotted”’ 
ie insure better than 1-microvolt sensitivity 
by overlapping eaarac ranges as much as 

per cent. Ample bandspread on all bands 
is assured by careful design. Exce tional 
sensitivity is provided by a ‘‘hot’’ R.F. stage 
on all bands, using the new 1853 “televi- 
sion” tube. 

The Traffic Master comes to you in com- 
plete kit form—everything is included down 
to the last nut, including solder—every- 
thing except tubes and speaker. All the 
“‘headaches’’ have been removed—there are 
no “bugs” to take out. When you have fin- 
ished assembling and wiring the kit, it is 
ready to operate! 


SILVERTONE 
9-Tube 
Communications 
Reeeiver 


g 5 Terms: 
$4 Down 
Cash See Page 2 
Less Speaker, Crystal 


These receivers originally sold 
for $59.95. We have drastically 
reduced the price to clear them 
out quickly. Less than fifty left. 
Firet come, first served. 


We guarantee that this receiver will hold its 
own in competition with others now selling 
for about one-third more. It has everything: 
40 M.C. os in 5 bands . Good 
quatty vane t “R" meter . Direct 
‘uning . feetrical band spread a 
Variable beat frequency oscillator on all 
bands . An R.F. stage on all bands. . . 
Edge lighted twin dials . .. Headphone jack 
cuts out speaker when phones are plugged in 
. Connections for doublet or single wire 
antenna ... Improved High *'C’”’ coil as- 
sembly ... Iron Core LF, transformers . . . 
Variable "Selectivity - + « Copper plated 
chassis steel cabinet, gray crackled finish. 
This receiver will deliver eee re that 
most amateurs demand. end is so 
designed that all leads prone coils and 
tuning condensers are entirely eliminated. 
465 K.C. LF. frequency is used for high 
sensitivity. 


Hallicrafters 


FREQUENCY STANDARD 


FOR USE IN... 


* Checking Transmitter Frequency ¢ Bendaernne Receivers 
® Checking Receiver Calibrations © Lace ing S| Si nails 
e Setting 


Used in con ujunction with any good communications receiver, the 

provides an accurate method for measuring frequen- 
cies. It may be used to set or check existing calibrations or to make 
initial calibeations. By following a simple procedure it is possible 


@ Calibrating Receivers 


Model HT-7 


to check the frequency of any signal. 


Consists of a stable crystal oscillator providing 1000 ke or 100 kc 
output, together with a 10 kc multi-vibrator and a harmonic 
amplifier, Harmonics of 1000 kc, 100 ke or 10 ke can be selected. 


The entire “front end’ is furnished al- 

ready assembled, wired and aligned, and 
needs only to be mounted in place on the 
chassis. For 110 Volt 60 Cycle A.C. 
Complete Kit of parts less Cabinet and 
Panel, Speaker and Tubes. Shpg. wt., 40 te 
&7 PT 08402—Cash Price........ $8 0.2 
Front Panel—Black crackle-finished oon 
Pea and drilled. Shpg. wt., ey E 
57 PT 84 
Gabinet--Biack crackle-finished steel. soos 
ping weight, 10 pounds. 
Gi PMASA OAs oie ower py pe th Mees oo 
Kit of tubes—1-1853, 1-6k8, 1- are.” 1- 
6k7, 1-6]7, 2-6H6, 1-6L7, 1-6C8G, 2-6V6G, 
1-5V4G, 1-6C5, 1-VR150. Shpg. wt., 4 lbs. 
B72 T SAG Res pce tc samc cs $9.26 

See Page 62 for PM speakers. 


Band spread in dial divisions is as follows: 
28 to 30 M.C., 88; 14 to 144 M.C., 45; 
7 to 7.3 M.C., 270; istoAMC, 370; 1.7 to 
2 M.C., 290. There are 12 controls as fol- 
lows; BFO Inj ection, Power Switch and R.F. 
Gain, Main Tuning, Band Selector, Band 
3 read Tuning, Audio Gain, Tone Crystal 

se, BFO On-off, Send-receive, AVC On- 
a and Crystal In-out. Sensitivity com- 
rable with that of the Precision Series 
hree. Selectivity 12, 19, or 38 K.C. at 
1000 times down. Size, 17%x11%x11 in. 
For 105-130 volt, 50-60 cycle A.C. only. 
Shipping weight, 39 pounds. 
67 PT 08419—Complete with tubes, less 
Speaker and Crystal... .Cash Price $39.96 
87 PT 08420—As above, with factory-in- 
stalled crystal.......... sh Price $42.95 
87 PT 8421—10-inch P.M. Speaker in cab- 
inet to Match. Shipping wt., 9 i . $3.95 
For Easy Payments, See Page 2 


Frequency 


With the out of the Frequency Standard fed into the receiver 


accurate mar 


er frequencies spaced 10, 100 or 1000 ke apart will 


appear across the dial in any frequency range up to 30 cp orgie 
e frequency of the 100 kc crystal is adjustable so that it is $ 
possible to set its frequency to zero beat with either WWY or 90 


domestic broadcast stations. 


A tuned circuit, placed at the output of the harmonic amplifier, 


increases the level of the higher harmonics. 


The HT-7 Frequency Standard performs a very important func- 
tion in amateur radio operations—and_ is available at small cost 


Easy Terms 
$3 Down 
See Page 2 


for a precision instrument of its Pe Shpg. wt., 12 lbs 


67 PT 8814—HT-7 Complete. 


sh Price... 


HAMMARLUND “HQ-120-X” Receiver 


(Licensed under RCA and Hazeltine Patents) 


NEVER BEFORE have so many outstanding features been 00 
incorporated in a single receiver. This ultra-modern 12-tube s| 3 
receiver covers 31 M.C. to 540 K.C. (9.7-555 meters). De- 

signed to meet the most exacting demands of the amateur and 

short wave experimenter. With the type construction em- Terms: 
ployed in the HQ-120-X the inclusion of the broadcast band  $42-50 Down 

4 ‘ : s : ‘ See Page 2 

in no way jeopardizes the efficiency of the receiver at higher 

frequencies. Although this requires special tuning condenser design, it is the only 
satisfactory solution. 


Cash 


New Crystal Filter 


The new “‘full-range” crystal filter that opens up a new field in radiophone com- 
munication; the special high gain R.F. stage with its antenna compensator; uni- 
form sensitivity; three I.F. stages with silvered mica condensers and permeability 
tuned transformers; exclusive tuning condenser design; calibrated dial; noise 
limiter, and many other features all go to make up a receiver that is already taking 
the field by storm. The stability, sensitivity and selectivity of the new HQ-120-X 
are exceptional. The voltage regulated power supply provides constant voltage 
to the high frequency oscillator. This, together with special oscillator circuit, 
provides a degree of stability high enough to warrant calibrating the band-spread 
dial in megacycles for each amateur band from 80 to 10 meters inclusive. This 
dial has an additional 0-200 scale for calibration at other frequencies. The general 
coverage dial is also calibrated in megacycles. The high gain R.F. stage, with its 
antenna compensator control, provides maximum image rejection and highest 
signal-to-noise ratio with all types of antennas. By special circuit arrangement, 
the gain of the entire receiver is held relatively constant in all amateur bands and 
provides accurate “S’” meter readings. Another feature directly concerning the 
accuracy of the ‘‘S” meter is the uniform output of the crystal filter. 


The specially designed 15-gang tuning condenser in the HQ-120-X provides 
constant band-spread throughout its entire range. There are six sections in the 
main tuning condenser, and nine sections in the bandspread condenser, The 
special design of the tuning condenser, combined with an unusual dial arrange- 
ment, provides 310 degrees band spread on each amateur band. 


Noise Limiter 


The noise limiter in the HQ-120-X is designed to effectively remove auto- 
mobile ignition interference and similar disturbances. It works with or without 
the A.V.C. system and there are no delicate threshold controls on the panel— 
merely an “On and Off” switch. 


The new crystal filter circuit employed in the HQ-120-X is an outstanding 
HAMMARLUND development. Because of its “full-range’’ selectivity, this 
filter is applicable to both phone and C.W. reception. There are six positions on 
the selectivity switch and these are controlled from the panel. There are three 
positions for phone reception and the first of these positions provides a band 
width wide enough to admit fairly good quality music. Two positions in the 
selectivity range are for single signal C.W. reception, The sixth position cuts the 
crystal out of the circuit. Equipped with black etched panel and crackle finished 
metal cabinet with handles. Measures 171% in. long x 10 in. high x 1234 in. deep. 


Catalog No. Code | Description Cash Price 


67 PT 08433 | HQ-120-X Receiver complete with tubes, crystal filter and 10- 
P.M. Dynamic speaker, less speaker cabinet. 


Shippin weight, 56 pounds 
57 PT 08434 SC-10 Cabinet for 10-in. P.M. speaker finished to match 
pasar’ Size is 12x12 %x7 in. Shipping weight, 
pounds 


Above price is for standard model for operation on 105 to 125 volt, 50-60 cycle A.C. 


HAM MARLUND‘SUPER-PRO 
(Licensed under RCA and Hazeltine Parents) 


THE HAMMARLUND “Super- 

Pro” isa 16-tube superheterodyne de- $ 

veloped to meet the strict demands y 0 
as 


of commercial, air-port, — police, 
marine, news and other equally im- For Easy Terms. 
portant services including govern- 


See Pago 2 : 
ment and broadcasting services. . eG 


Two stages of tuned R.F. on all pants” permitting max- 
imtum image suppression. Continuously variable se- 
lectivity from 3 to 16 Kc. by means of a direct calibrated 
band-width control. “Super-Pro” sensitivity is so great 
and fidelity so faithful, that most large broadcasting sta- 
tions use this receiver exclusively for rebroadcasting and 
recording purposes. Calibrated variable beat oscillator 
control. 0 to 2500 cycle beat note on either side of zero 
beat. 12-gang band-spread condenser which ‘spreads each 
amateur band over practically the entire dial. High fre- 


- quency broadcast channels are similarly spread. 


20 Coils Employed 


In the precision tuning unit are 20! factory-laboratory-ad- 
justed tuning coils on Isolantite bases; the band spread 
condenser, a four-gang 1 main tuning condenser; and a 12 to 
1 ratio direct reading dial calibrated to within an accuracy 
of 34%. Eight glass and eight metal tubes. Electro- 
statically shielded input; 4 air-tuned I.F. transformers; 3 
audio stages; visible tuning meter; separate power supply. 


Air Tuned I.F°s. _ 


Among the unusual features of the “Super-Pro” are the 
variable coupling air-tuned intermediate frequency trans- 
formers. These transformers permit the selection of the 
actual band-width required between 3 and 16 Kc. as stated 
above. By adjusting the band-width control it is also 
possible to secure the proper control of tone, since the high 
or low notes can be cut off at will, dependent, of course, 
upon the band-width selected. Both the primary and 
secondary transformer windings are thoroughly impreg- 
nated three-pi litz, mounted on Isolantite cores having the 
exceptionally high “Q” of 130 at 465 Kc. The tuning con- 
densers are the popular HAMMARLUND “APC” type. 
The band changing switch in the.“Super-Pro” is also an 
exclusive HAMMARLUND development and a radical 
departure from switches commonly used for this purpose. 
Specially designed silver plated knives mounted on Bake- 
lite panels are used. Six silver plated contact fingers insure 
dependable low resistance contact for each circuit. No 
moving part carries current to cause noise or provide stray 
coupling. Silver plated short circuiting springs auto- 
matically short the unused coils at all times. Receiver, 
1834x1434x10% in. Power unit, 13x756x814 in. 12-inch 
speakers furnished are High Fidelity type—10-inch sizes 
are standard dynamic type. Shipping weights, with 10-inch 
speaker, 110 pounds; with 12-inch speaker, 120 pounds. 


Catalog No. Coto Tye |pampeMalers| Sper, | Cash Price 
67 PTM 8426F 10-X 


15 to 560) 10 In. |$279.00 
67 PTM 8428F |SP-220-X n 5 .| 294.00 
57 PTM 8430F |SP-210-SX) % .| 279.00 
57 PTM 8432F |SP-220-SX 74 to 240) 12 In. | 294.00 


Above prices cover 110-Volt 60-cycle A.C. models, pone Le 
with receiver and nel separiee bows: apply i metal cab cabinets. 


New vow NY. Allow several days extra for shipment. ony 
to Order on Page 2. 
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HALLICRAFTERS 
TRANSMITTERS | 


HT-6 25-WATT 
Phone and CW Transmitter 


#9900 


You have a real thrill awaiting you when 

operate the Hallicrafters HT-6 transmitter. It is 
new in design principles, a real amateur phone and 
CW transmitter in every respect and a quality unit 
throughout. Using either an 807 or an RK39 in the 
final R.F. stage the power output is 25 watts on most 
bands. Frequency range is 1.7 MC to 60 MC (160 to 
5 meter amateur bands inclusive). Coils for any three 
amateur bands may be plugged in, pretuned, and 
then the transmitter may be switched to any of these 
three bands at will by a control on the front panel, 
which properly connects all circuits, from crystal to 
antenna. It is then only necessary to retune the 
final amplifier plate condenser for operation in the 
band desired. Coils are available for any amateur 
band, 5 to 160 meters with crystal control; or ECO 
coils are available for operation on the 160, 80, 40, 
20 meter amateur bands. 

Sockets are provided on the rear apron of the 
chassis so that the transmitter may be operated from 
converters or vibrapacks for emergency service. 

A special form of oscillator keying gives a clean 
elurpieas signal, providing for break-in operation on 


$8 Down 
See Page 2 


Any high level, high impedance mike may be used 
such as Astatic type D-104 or Shure 706 SA. Excel- 
lent voice quality with 100% modulation is assured. 
Output circuit is adjustable to match any type of 
resistive load of from 10 to 600 ohms. 

Tube complement; 1-6L6 Osc.-dblr., 1-RK39 or 
807 final R.F. amplifier, 1-6F5 microphone amplifier, 
1-6J5 Audio Amplifier, 2-6L6G modulators and 2-5Z3 
rectifiers. Power drain about 120 watts CW and 225 
watts phone. Size—20 in. long, 9 in. high, 15 in. deep. 
For operation on 110-volts, 50-60-cycle AC. 

See Page 2 for Easy Payment Terms. 


67 PTM 9610—Model HT-6 Transmitter with 
tubes, less coils and pone Shipping weight, 67 lbs. 


Not Mailable. Cash Price................. $99.00 
67 PT 9611—Coils for 160, 80, 40 or 20 meter 
operation. Shpg. wt., 3 lbs. Each Set........ $4.96 


657 PT 9612—E.C.O. unit for 160, 80, 40 or 20 
meter operation for corresponding coils listed above. 
Shpgawtsrculbs. Bach. nia oc va ce trata ne $3.66 


57 PT 9613—Set of coils for 5 or 10 meter operation 
on twice crystal frequency. Shpg. wt., 3 lbs. 8 oz. 
IE aAchiSetemrn weg cit eirariern cede eee $6.96 


57 PT 9614—Random Frequency Crystal for 160, 
80 and 40 meters. Shpg. wt., 80z. Each...... $4.80 


57 PT 9615—Random Frequency Crystal for 20, 
10 and 5 meters. ~Shpg. wt., 8 oz. Each......$6.75 


The HT-6 is available on special order for 220 volt 
50-60 cycle operation at $7.50 additional. Allow 15 
days for shipment. 
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HT-9 Radio Telephone 
and Telegraph Transmitter 


19929 


The HT-9 is a five frequency plate modulated 
~ phone and CW unit, rated at 75 watts phone car- 
rier and 100 watts CW output. Provides operation 
on any five frequencies between 1.7 and 30 mega- 
cycles. Clean, chirpless keying, excellent voice qual- 
ity, instantaneous band change, and complete circuit 
metering. Oversize transformers. 


Crystals and tuning units for all circuits up to the 
grid of the final amplifier are plugged and tuned in 
lor each frequency channel desired. To select a de- 
sired frequency, the correct final tank coil is plugged 
in, the band switch set, and the final tank condenser 
resonated. 


Antenna connections are attached to an adjustable 
tapped coupling coil. Antenna coil will match any 
resistive load from 10 to 600 ohms. 


Keying is done in the oscillator to provide break-in 
operation. 


High level modulation of the plate and screen of 
the 814 gives 100% modulation with very low distor- 
tion. Frequency response is flat within 3 DB from 
100 to 7 cycles. Carrier hum is at least 40 DB 
below 100% modulation. 


Any medium level high impedance microphone, 
such as crystal diaphragm type is suitable. 


Tubes used: 1—6F6 Oscillator, 1—6L6 Doubler, 
1—814 Power Amplifier, 1—6F5 Audio-imput ampli- 
fier, 4—6L6G P-P parallel Modulators, 2—866 recti- 
fiers, 1—5Z3 Exciter Rectifier and 2—Audio Recti- 
fiers. Controls: audio gain (with on-off switch for 
audio section), P. A. plate tuning. Switches: Fila- 
ments, Plate, Transmit-Standby, Meter Switch, 
Band Switch, Phone-CW switch. Meters: P. A. Plate, 
P. A. grid, Modulator Plate-exciter plate, P. A. plate 
tuning scale. Key, receiver standby and antenna 
relay connections on rear panel: Dull black front 
panel. Cabinet size: 28 inches wide, 18% inches deep, 
11% inches high. For 110 volt 50-60 cycle A.C. 


657 PTM 8291F—HT-9 complete with tubes, less 
crystals and coils. Shipping weight, 73 pounds. 
Not mailable. Cash Price................ $199.60 


67 PT 8292F—Coils for 160, 80, or 40 meter band. 
State band wanted.) Shipping weight, 1 lb. 8 oz. 
shvPrice-each band). oo. isa os ste .. $6.65 


57 PT 8293F—Coils for 20 or 10 meter band. (State 
band wanted.) Shipping weight, 1 pound 8 ounces. 
Cash Price each band.......... eeu ike . $8.95 


57 PT 8294F—Crystal for 160, 80, or 40 meter band. 
(State band.) Shipping weight, 8 ounces. 
‘Cash Price es yess... Pee wae a 2 Sea $4.80 


67 PT 8296F—Crystals for 10 meter band. (For 20 
meter operation 40 meter crystal is used in doubler 
circuit.) Shipping weight, 8 ounces. 

Gash Prices... 8. 3% om $5.76 


$18 Down 
See Page 2 


HT-4 450-WATT 
Transmitter 


$6959 


The development of this new transmitter followed 

no blind pursuit of tradition. The design of the 
transmitter was approached from a fresh viewpoint with 
the principles of functional design ever in mind. The 
result is the Model HT-4, a distinct departure from 
cugtomary principles, yet meeting every requirement 
for the best ina lan powered transmitter. Remember! 
The HT-4 is not of the sectional or unit type but rather 
a transmitter with all component parts—R.F., power 
supplies, modulator—everythi oused in one at- 
tractive cabinet. An additional feature is the HT-5 
separate preamplifier-control unit. 


Write for 
Easy Terms 


© The HT-5, with volume indicator, is intended to 

be placed on the operating table alo de of the 
receiver, Modulation, keying and standby are con- 
trollable thru the HT-5 although the transmitter itself 
may be located some distance from the operating table. 
Fully inclosed in heavy metal, three appropriatel 
located inter-lock switches, insulated controls, eac 
circuit individually fused—every conceivable precau- 
Bonen measure has been adopted to make this unit 
safe. 

The HT-4 operates on any amateur frequency from 
160 to 10 meters inclusive. Due to the fact that both 
the exciter and final amplifier coils are of the plug-in 
type the transmitter can be operated on any amateur 
band, with provision for band switching the exciter on 
any three bands (the final amplifier coil is manually 
changed when changing bands). Plate modulation. 


SPECIFICATIONS: Carrier Power Output: 325- 
watts phone, 450-watts CW. Frequency Range: any 
3 crystal controlled frequencies in the 10 to 160 meter 
amateur bands. Tubes: 1-6F6 Osc., 1-6L6 Dbl., 2- 
RK30 Drivers, 1-RK63C Amp., 2-RK38 Cl,, B Mod., 
2-2A3 Drivers, 2-866 and 2-5Z3 Rect. Power Supplies: 
3 Heavy Duty Power Supplies, 2000-volt, 400-volt and 
375-volt. Meters: Filament Volta e, Excitation Plate 
Current, Grid Current, Amplifier Plate Current, Mod- 
ulator Plate Current, Controls: Filament Voltage, 
Excitation Plate Current, Amplifier Plate Current, 
Modulator Plate Current. Power Supply: 110-volts, 
50-60-cycles. Cabinet 29%x19)%x40 in. high, finished 
in black and chromium. 


See Page 2 for Easy Payment Terms. 


67 PTM 9618—HT-4 Transmitter complete with HT-5 
Remote Control Unit and Speech Amplifier. All tubes, 
crystals and coils for any three amateur bands you 
specify (160 to 10 meters). For 110-volt, 50-60-cycle 
A. C. Not Mailable. Shipping weight, 425 lbs. 


Gash Price’: aoe secre: EE See Op oy $695.00 


57 PT 9619—Additional set of coils for any one 
amateur band (10 to 160 meters). Specify band want- 
ed. Shipping weight, 5 pounds. 

Bachisets.: pears: ss Sota nee arian $26.00 


a a a lr 


NATIONAL 
TRANSMITTERS 


National NTX-30 
CW Transmitter 


he 


A compact, highly efficient transmitter or RF 

exciter for four band operation. Push button 
band change control. 6L6 crystal oscillator, three 6L6 
buffer doubler stages, and parallel 6L6’s in RF stage. 

The three doubler stages drives amplifier on 10, 
20, 40, and 80 meters. Metering of all circuits. Key- 
ing is in final amplifier, or in oscillator for break-in 
work. Plug-in tank coils. Normal input 60 watts. 
Power output 30 to 40 watts. Suitable for phone 
operation if modulator listed below is provided. For 
110-volt, 60-cycle AC. 


57 PTM 9014—-Complete with tubes, tank coils for 
10, 20, 40, and 80 meter operation. 4-in-1 crystal 
holder. No crystals. Black wrinkle finished table 
model metal cabinet. Shpg. wt., 70 lbs. See Page 2 
for Terms. Cash Price....... - . $117.00 


67 PTM 9347—Relay rack model. Shpg. wt., 74 Ibs. 
Not carried in stock. 
Allow 14 days for shipment... ...... 


57 PTM 9014 
Terms: $10 Down 
See Page 2 


. $123.00 


National NSM Modulator 


Type NSM Modulator (Not illustrated—similar in 
appearance to NTE (B) at right] is intended par- 
ticularly for use with the NTX-30 Transmitter, shown 
above, but its many advanced features make it 
desirable for any modulating job within its 30-watt 
rating. Automatic Volume Compression, permitting 
high modulation levels without danger of overmodula- 
tion; DB meter indicating the amount of compression; 
four-position tone control. 

Four stages of resistance-couple amplification with 
57 input, 58 second stage, 6F8G phase inverter, and 
push pull 6L6G output—power gain approximately 
135 db, output 30 watts—6X5 high voltage rectifier 
used in Automatic Volume Compression circuit— 
VR-150 Voltage Regulator. Two separate input cir- 
cuits, one of which omits the first 57 amplifier tube. 
67 PTM 9317—The type NSM Modulator, complete 
with tubes and mounted in the table model steel 
cabinet, finished in black wrinkle. Not Mailable. 
Shipping weight, 57 lbs. ..,.......... ... $78.00 


Special Order 


The following items are not carried in stock, Allow 
14 days for shipment. 
57 PTM 9318—Type NSM furnished with a %-in. 
steel relay rack panel. Not Mailable. Shipping 
WIE tmGOLIDSs a Acne r ce Mer opin nats oyo1c Mavcatte $84.00 
57 PTM 9319—NSM Modulator unit and NTX-30 
transmitter available as a combination unit in a steel 
cabinet finished in black wrinkle, with equipment as 
listed with the single units above. Not Mailable. 
Shipping weight, 120 lbs................. $207.00 


National NTE Exciter 
and Speech Amplifier 


$|2900 


The new National Combination Exciter and 

Speech Amplitier is the ideal answer to transmitter 
control at the operating position. It includes a ver- 
satile multi-band exciter unit with a choice of fre- 
quencies in each band, and a high-gain speech am- 
plifier. The exciter can be used with either a con- 
ventional single crystal, a National ‘‘Vari-gap" vari- 
able frequency holder, or a National four-crystal 
multiple holder, although the multiple holder is usu- 
ally supplied. The crystal oscillator is followed by 
three frequency-multiplier stages using 6L6's. The 
crystals can be controlled from the front panel, and 
the same is true of the frequency-multiplier stages 
which are selected by a convenient interlocking push 
switch of special low-loss design. The four-stage 
amplifier delivers 10 watts output from PP 2A3's with 
an input of .005 Volts. Although the power supply 
is entirely self-contained, the hum level is exceedingly 
low. A meter is provided for circuit adjustments. 

Table models are furnished in black wrinkle-finish 
steel cabinets to match the NC-101X receiver. 


67 PTM 9016—NTE-A Exciter-Speech Amplifier for 
5, 10, 20, and 75 meters. Table model. Not Mail- 
able. Shpg. wt., 70 lbs. Cash Price, ....,. $129.00 


67 PTM 9016—NTE-B. Same as above but for 10, 
20, 40 and 75 meters. Shipping weight, 70 lbs. 
EASN PICO a aayiaie-srneeas ee sle/esiee ees $129.00 


57 PTM 9017—NTE-C. Same as NTE-B except 
without speech amplifier. Shpg. wt., 70 lbs. . $93.00 


We can supply on special order relay rack models 
of the above at an additional cost of $6.00 for black 
wrinkle finish, or $9,00 for black leather-like enamel 
or gray enamel finish. State choice. Allow 14 days 
for shipment. 


NSA Speech Amplifier 


The new National Speech Amplifier has two input 

channels with an electronic mixer. One input cir- 
cuit provides an over all gain of 125 db, and is suit- 
able for crystal microphones, etc. The other input 
circuit has one less amplifier stage and is intended for 
high level sources such as phonograph pickups, etc. 
The frequency characteristic is flat within less than 
1 db. from 25 to 10,000 cycles. A separate rectifier 
supplies bias voltage for the PP 2A3’s, which deliver 
15 watts output. A tone control is provided. 


57 PTM 9018—NSA Speech Amplifier, table model 
in black wrinkle-finish steel cabinet, including tubes. 
Not Mailable. Shpg. wt., 50 Ibs. Cash Price. . $69.00 


We can supply on special order relay rack models 
of the above at an additional cost of $6.00 for black 
wrinkle finish or $9.00 for black leather-like enamel 
or gray enamel finish. State choice. Allow 14 days 
for shipment. 


57 PTM 9015 
Terms: $10 Down 
See Page 2 


See eee ee eee 


National 600-Watt 
Transmitter 


KIT 57 PTM 9009 
Terms: $10 Down 
See Page 2 


$ 0 Cash 
() One of the finest transmitters ever offered! Designed 
and built by National engineers to commercial 
standards, it gives top-notch performance and depend- 
ability on those high frequency bands where you want 
to step out and do business, Puts out a signal that will 
make the boys sit up and take notice. And now you can 
buy this “Commercial” type transmitter in kit form 
on Sears Easy Payment plan and save the cost of 
factory wiring and assembly. 

Essentially an NTE-A or NTE-B combination R.F. 
exciter unit and speech amplifier with suitable com- 
ponents added to make a 600-watt (input) phone or 
C.W. rig for the 10, 20, 40 or 80 meter bands. A 35T 
buffer amplifier drives a pair of push pull 100TH's in 
the final amplifier. Compact open type construction 
used in buffer—final stage for short leads, high efficiency 
and easy accessibility. Uses XR plug in forms. Mod- 
ulators are push-pull 203Z’s driven by NTE audio 
output. Conventional circuits used throughout. Trans- 
formers are the new Thordarson CHT series. Special 
Pi network enables efficient coupling to any type of 
antenna. Panels black crackle lacquered finish with 
engraved markings. 


Complete kits include all component parts, meters, 
panels, hardware, instructions, etc. Easy to wire up 
in a few hours time. Tubes not included. Complete 
RF kit, unwired. Tubes required 1-35T and 2-100TH’s. 
Shipping weight, 40 pounds. 

57 PTM 9009—Not Mailable. Cash Price, $101.70 
Complete Modulator Kit, unwired. Tubes required 
2-203Z’s. Shipping weight, 75 pounds. 

57 PTM 9010—Not Mailable,.... +e eee $57.00 
Complete medium voltage supply kit, unwired. Uses 
2-866’s. Shipping weight, 50 lbs. 

57 PTM 9011—Not Mailable............. $69.90 
Complete high voltage supply kit. Uses 2-866 tubes. 
Shipping weight, 75 Ibs. 

57 PTM 9012—Not Mailable............, $135.00 
Pi network coupler kit. Shipping weight, 20 Ibs. 

BT PT O93 14. asinsc <vopiereresweene Seb iale Wip.s's $20.10 
Complete kit of parts for transmitter and pi network 
coupler. Choice of NTE-A or NTE-B. Includes en- 
closed rack, all component parts, meters, coil forms, 
hardware, etc. but less tubes and crystals. Shpg. wt., 
350 lbs. Write for Easy Payment Terms. 

57 PTM 9013—Not Mailable. eee s.$590.42 
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Hytron Ceramic Base Tubes 
Cash 


I Max. Plate | Fil. |Shpg.| Cash Catalog Shpg. { Cash Catalog Shpg. 
cae Dissipation Volts we | Price 2 Number Wt. Price Number Description Wt. | Price 


Acorns } [57 PT 07550|25 Watt triode Fil,, 7.5 V., 2.25 A. 


Triodes 57PT07626) 1 Ib. - : - 
57 PT 07500100 watts 6 Ibs. 87PT07526| 1lb. | 3. j 87 PT 07851 |40 Watt triode. Fil. 7.5 V., 2.25 A. 
67 PT 07501/100 watts 67PT07527| 1lb.| 6. 57 PT 07561 40 Watt Zero-bias Fil, 7.5 V.,25A. 
57 PT 07502) 35 watts 57PT07628) 1 1b. | 3. E 57 PT 07662 65 Watt triode. Fil, 7.5 V3.5 Amp. 
57 PT 07503) 20 watts 57PT07529| 1lb.{ 3. : 75. 

57 PT 07504/125 watts 57PT07530] 11b.| 5. 57 PT 07653 65 Watt triode. Fil. 10 V., 2.25 
57 PT 07605/150 watts) Cathode Ray < | Amp. otherwise same as HY51A. 
67 ST 07506) 50 watts 57PTO7631) 2 lbs 7. ¥ [87 PT 07664 |65 Watt triode. Fil., 7.5 V.. 3.5 A. 


57 PT 07507| 25 watts 87PTO7632\10 lbs |13, oe ees 
57 PT 07508/125 watts 87PT07533| 2lbs| 4. | 67 PT 07656 | Beam tube. Heater 6.3 V., .5 Amp. 
834/57 PT 07509) 50 watts as eT 57 PT 07566/|Beam tube heater. 6.3 V., 9 A. 
838 |57 PT 07510|100 watts Miscellaneous ee a el ne ic OO nets 

7 0 a thc §7PT07634 . 57 PT 07557/|H. W. M.V. Rect. P.I.V. 1750 A.C. 
845|67 PT 07511| 75 watts! 4 

Se eaenae -| 2 |_ Fil, 2.5 V. 
57PT0753 i ‘ —e 

Beam Pow 51 |57PT07637 . i [57 PT 07558 )/ H.W, MY. Rect. P.I.V, 7500 A.C, 
21 watts 57PT07638 % A | 2.5 V. 
§/100 watts 57PT07539| 1b. | 1. 67 PT 07669 |Beam Tetrode heater. 63V., 9A. | 41.865 
4 ame 
5 
8 
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807 157 PT 0751 
813/57 PT 0751 
814/67 PT 0751 
1 
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= 
on 
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50 watts sail HY615 |67 PT 07660|UHF Oscillator. R.F. Amp. Det. 
1p arate - eo F0 762 OND.) %: heater 6aave Is ee LIb. | 2.00 
watts| 2. . 57PT07641 halls HY114_ ‘67 PT 07662!UHF Triode. Fil. 1.4 V.,0.12 A. |11b.! 2.00 


Pentodes 


802 |67 PT 07617| 10 watts! 6.3 
803 |67 PT 07618/125 watts/10 

804/57 PT 07619} 40 watts! 7.5 
837167 PT 07620) 12 watts/12.6 


Rectifiers | 57 PT 07568 | 87.5 Watt UHF Power Tube Fl. 6.3 V. 3.0A. | 1lb. | $3.60 


n 
Ww 


832 |57 PT 076 
1619/67 PT 076 


N 
ol 


5 PT 07521| 5000 V.* ‘5 3. . a aoe See 
BeeAl67 PT 07622) 10000 tea 2, } 2 57 PT 07566 | 210-Watt UHF Power Tube Fll, 5.0V. 5.0A. | 2ibs. | 6.76 
872 157 PT 07623) 7500 V. ies 57 PT 07666 | 450-Watt Power Tube F1l. 50V., 7.5A. Jibs. | 12.60 


872A|67 PT 07624(10000 V.* 


“67 PT 07567 | 630-Watt Power Tube F1l., 5.0V., 10A. 5 lbs. | 24.50 


HAMMAR- 
LUND 
oD-10 
POWER = y OSCILLATOR | 
AMPLIFIER [Ep ey : ; DOUBLER 
KIT 


COMBINED BAND SWITCHING 
EXCITER AND AMPLIFIER KIT 


This push pull power amplifier can be operated with The OD-10 is a standard tri-tet oscillator doubler and The ED-4 is the same as the EU-4 described on the 
outputs up to 500 watts and over. RK38 and similar can be used as a low power 1 tube transmitter, or in following page except that a power amplifier tube 
tubes requiring up to 2000 or more volts on the plates conjunction with the BD-40 Buffer Driver Kit and (RK47, 814 or their equivalent) has been added so 
can be used. Designed for Hammarlund TC Con- PA-300 amplifier kit, shown on the following page, in a that it can be used as a driver for the PA-500, or asa 
densers. Either the TCD-55-F or the TCD-75-G can multi-band transmitter. The unit employs a 6L6G or transmitter with an output of nearly 100 Watts. This 
be used in plate circuit and TCD-50-H or TCD-165-K similar tube and will operate on two amateur bands Kit contains the same hardware as the EU4 with the 
in the grid circuit. Barker and Williamson standard, with a single crystal. The crystal socket is mounted addition of a tube shield, bracket for mounting the 
fixed or swinging link coils are recommended. Other inside of the Cathode coil form so that coil and crystal tube socket, special spring plate connector, and 2 
parts required in addition to those included in founda- can be changed in one operation. Other parts required pillars for mounting standard plate coil. An extremely 
tion kit price are: 2—S-4 or similar sockets, 2—N-10 in addition to those included in foundation kit are: compact and efficient transmitter or driver. Other 
Neutralizing condensers, 1—CH500 choke, 1—Nari- 2-MTC-100-C Condensers, 2-S-4 Sockets, 1-S-8 Socket, arts in addition to those included in the foundation 
able Plate Condenser, 1 Variable grid condenser and 1-CHX Choke, 1-XS2 Socket, 2-SWF-4 Coil Forms. it price are: 1 ETU Exciter tuning unit for 80, 40, 20, 
tubes. Can pe asco ae ial amplner an al. appteur Size 84 x72x3% in. or 19 ee band (See Page ay 1-XS-2 say ee 
transmitters from to meters. e -500 and - z sockets, 6-CHXRF Chokes, 1-S4 socket, 1-S-5 socket, 
the ED-4 constitute the complete R.F. portion of a Ht PT 09664—OD-10 Oe Dowels Kit $l 68 1-MC 1008S condenser, 1-MTC-100-B Condenser, 
500 watt phone or CW transmitter. Size 15% in. of brackets, screws, nuts, etc. Shpg. wt., 8 0z.... pl. 3-SOS-100 insulators, 2-SOSP Insulator hardware, 
high, 10% in. wide, 12 in. deep. 4 SWF-4 Coil forms. Size, 8x944x17 in. 

&7 PT 09663—PA-500 Foundation Kit of brackets, Al Merchandise: Shipped rom) Chicago But Yat 57 PT 09665—ED-4 Kit of hardware drilled and 
nuts, screws and instructions. Pay Transportation Charges only from Sears Near- shaped, nuts, screws and 2 switches. Ship- 

Shipping weight, 2 pounds............ 8 $2.55 est Mail Order House. See How-To-Order, Page 2. ping weight, 4 pounds.....................- $8.10 
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Catalog 


Number Description 


Catalog 


H.W.-M.V. Rect. P.L.V., 
11000 Plate, 3A., Fil. 

_2.5V., 1OA.__ 

Hascontrol electrode, other- 
wise same as RX-21. 


57 PT 07570 


57PT 07571 


67 PT 07572 


Watts Shipping 


67 PT 07577 
175. MA Fil., 5.0v., 6.5A 


57 PT 07573 (Class C.R.F. Amp. Class B 
Mod. T.K.W. input. in 
PP. Fil. 5V., 6.5A. 


57 PT 07574 |Low Mu Version of 100-TH 
|Replaces Eimac 50T. 


67 PT 07675 (|For 1 KW Rigs. Class C.R. 
F, Amp,-Doub, Fil,, 5V,, 
10.5A. 


67 PF 07576 |Low Mu version of 250-TH 
Replaces Eimac 150-T. 


Grid and Plate Caps 


Type 355. For plate of Eimac 100TH, RCA 807, 
RK39; HY61 and corresponding tubes. For grid 
of older Eimac 250 and Geronding Gammatrons. 
67 PT 8143-—Snipping weight, 

4 ounces. . 40c 


Type R-62. For plate of Eimac 35T-75T and grid 
of later type Eimac 250 and corresponding Gam- 
matron types. 

57 PT 8144-—Shipping weight, 4 ounces, .,, 25¢ 


___ Number Le Output Weight 
57 PT 07585] Triode 55W 5.3) 3.0 |; 2 Ibs. 
57 PT 07586 55W 5.3} 3.0 2 Ibs. 
57 PT 07587 64W : 3.25 4 Ibs. 
57 PT 07688/R-F F 18W .5] 2.0 2 Ibs. 
57 PT 07589] Triode 2.0W 2.0} 0.12 2 Ibs. 
57 PT 07590/R-F Pent. 22W .5} 2.0 2 Ibs. 
57 PT 07591|R-F Pent, 200W oP ae0. 4 Ibs. 
57 PT 07692|Triode | 90W .5| 3.0 2 Ibs. 
57 PT 07593) Dual Tri. 16W* 6.3] 0.8 - | 2 Ths. 
57 PT 07594| Triode 122W 7.5) 4.0 3 Ibs. 
57 PT 07595] Triode 225W 5.0) 8.0 1 Ibs. 
57 PT 07596| Beam R-F Tet. 36W 6.3) 0.9 2 Ibs, 
57 PT 07597) Beam R-F Tet. ~36W 2.5} 2.4 2 ibs. 
57 PT 07598) Triode _ 1.5] .06 1 lbs. 
57 PT 07699| Dual Tri. 1,.25W* 1.5) .12 1 Ibs. 
__ {57 PT 07600| Beam R-F Tet. 120W 10.0) 3.25 | 3 Ibs. 
57 PT 07601/Beam R-F Tet.  250W 10.0} 5.0 
57 PT 07602} Beam R-F Tet. 25W 6.3) 0.9 
57 PT 07603) Triode 170W 7.5) 3.75 
2 \87PT07604\Triode 135W 7.5] 3.75 
Beam R-¥ Tet. 12.5W 6.3} 0.55 
57 PT 07606] Triode _ 215W 0.0} 3.25 
57 PT 07607) Dual Tri. 32W* 6.3) 1.0 
RK-62__|57 PT 07608/Gas Triode __ ; 1.4] 0.05) 
“N .-63 /57 PT 07609] Triode 525W 5.0}10.0° 
57 PT 07610/R-F Pent. 10W 6.3) 0.5 
57 PT 07611/Pentode ies 6.3} 0.45 
=... RK-1852/57 PT 07612|/Pentode _ 6.3] 0.45 
— RK-1853/57 PT 07613|Pentode ye 6.3] 0.45) 
= 866 57 PT 07614/Half W. Rect. 1 PV 75001A,) 2.5} 5.0 
7 36 57 PT 07615/Half W. Rect. 1 PV 10000 1 A! 2.5) 5.0 
as 57 PT 07616; Half W. Rect. 1 PV 10000 1 A.| 5.0!/10.0 
ee. 


HAMMARLUNE 
BD-40 
BUFFER 


HAMMARLUND EU-4 
BAND SWITCHING EXCITER KIT 
For 10, 20,40 and 80 Meter Bands 


Unit covers the 80, 40, 20, and 10 meter umateur 
bands. There are four stages employing 61.6 tubes. 
The first is an 80 meter crystal oscillator and the re- 
maining three stages are for frequency multiplication. 
Band changing is accomplished with a single 4-point 
rotary switch. This switch adds the proper number 
of multiplier stages to provide the output frequency 
desired and also connects the output link to the par- 
ticular stage being used. Link coupling. Another 
switch is provided for metering the four stages. Power 
output is sufficient for driving small and medium 
power beam tubes, pentodes and triodes. Foundation 
unit includes all hardware for building the ‘‘EU-4” 
and includes the two special rotary switches. Other 
HAMMARLUND parts needed: 1 “ETU-80": 1 
“ETU-40”; 1 “ETU-20”; 1 “ETU-10"; 1 “XS-2"; 4 
“S-8" sockets; 5 ““CHX’’ R.F. chokes, The “EU-4" 
is 17 in. long x 8 in, wide x 2% in, high, 


67 PT 09666—EU-4. All hardware, nuts, 
screws, switches, etc. Shpg. wt., 3 lbs. Price. $6.90 


i 


RIVER 
KIT 


THE “BD-40" is a buffer-driver-multiplier unit of 
compact design and can be used in multistage trans- 
mitters where several multiplier stages are necessary 
or can be used as the driving unit for the ““PA-300.” 
The “BD-40" employs an 807 or similar beam tube and 
has an output of nearly 40 watts on all bands from 80 to 
10 meters. Ideal for beginners desiring to start out with 
a small inexpensive transmitter. The ““BD-40,’’ when 
used in conjunction with the “OD-10,” provides a neat, 
compact low power transmitter. Other HAMMAR- 
LUND parts needed: 2 MTC-100-C; 2 S-4; 1 S-5; 
] CH-X; 8 SWF-4 coil forms. Dimensions 8% in. x 
7% ino x 344 in, 

57 PT 09667—BD-40. Includes all brackets, 
shield, screws, washers and nuts. 

weight, | pound. Complete Kit... 


tube 


All merchandise shown in this Catalog 
can be bought on Easy Terms if your 
order is $10 or more... See Page 2 


HAMMARLUND 
PA-300 
AMPLIFIER 
FOUNDATION 
KIT 


These units are so simple to assemble that even the 
most inexperienced person can build a neat, business- 
like transmitter. All brackets are completely drilled 
and shaped to fit standard HAMMARLUND parts 
and can be assembled in only a few minutes time. 
This unit is suitable for either a low or medium power 
transmitter, Such tubes as 809’s, 10’s, and many 
others can be used for low power output, For higher 
output either 808’s, RK-37's, ]US-24 or HK-54 pro- 
vide excellent results. The plate tuning condenser has 
.070 inch spacing. Voltages up to 2000 may be ap- 
plied to the tubes. The brackets are designed to ac- 
commodate standard variable link inductors. Other 
HAMMARLUND parts used are—1 MTCD-100-B; 
1 MTCD-100-C; 2 N-10; 1 CH-500; 2 $-4; 1 S-5; 
4 SWF-4 coil forms. Dimensions 13 in. x 8% in. x 
8 in. 
57 PT 09668—PA-300. Incltudes all brackets, screws, 
washers and nuts. Shipping weight, 1 Ib, 
Complete: Kae cg eke oe . $1.95 
Page 13 
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BLILEY CRYST 


Type BC3. For the 40, 80 and 160-meter bands. The ac- 
curately-cut crystal is an active oscillator and has a drift 
of only 23 cycles /mc. /degree centigrade. Stainless-steel 
holder cover-plate. Shpg. wt., ea., 8 oz. 
67 PT 8260—Within 5 . of specified frequency in the 3 35 
40-80-meter bands, RENE GEE cicicccccescccscnecs . 
67 PT 8261 —Within 10 KC or specified frequency in the 165 


® TYPE BS. A superior low-drift crystal for the 20 and 40- 
meter amateur ds. Drift not exceeding plus or minus 
4 cycles /mc. /degrees centigrade. i 
he B5 Unit for 40-meters possesses high activity and a 
comparatively large power handling capacity (rated r.f. cur- 
rent, 135 ma. maximum). The frequency stability at oper- 
ating temperature is over 5 times greater than obtainable 
with the type HF2 20-meter unit with only a small decrease 
in relative activity and power output. Shipping weight, 
each, 8 ounces. 
57 PT 8263—7.0 to 7.3 MG. within 5 KC of $4 80 


specified frequency...........-. eebcisiaxavicgeess eed 
67 PT 8264F—Frequency to exact integral specific 


Allow 10 days for shipment... ..., $6.9 
67 PT 8266—-14.0 to 14.4 MC., within 15 KC, of specified 
frequenc Snes 533-58 
8266—Within 5 KC. of s .. $12.00 
57 PT 8267—14.4 to 15.0 MC., within 30 KC, of specifi 
ee RO eer piieatie(Aesleva.t eicta nena SK 7.50 


nc 5 
67 PT 8268—Wiithn 5 KC. of specified frequency ....$17.50 


© Type HF2. A fully dependable crystal unit for the 10 and 
20-meter amateur bands. In use, the HF2 Unit for 20- 
meters is directly applies to conventional circuits. With 
the HF2 10-meter Unit, specifically recommended for 5- 
meters, certain circuit considerations are necessary to assure 
correct performance—for details, consult Engineering Bulle- 
tin (See Page 35, 57PT8189). Shipping weight, ea., 8 oz. 
67 PT 8269—14.0 to 14.4 MC.,, drift (+) 20 cycles 
Zenc,/*G., within 15 KG... 0 sscesceccesacersee $5.75 
67 PT 8270—14.4 to 15.0 MG,, drift (+) 20 cycles jing. /°C. 


(>) TYPE LD2. This mounted, precision low-drift crystal for 
the 80 and 160-meter amateur bands is carefully cut from 
selected Brazilian Quartz. It possesses high activity and has 
a frequency drift of less than plus or minimum 4 cycles 
/me./degree centigrade. The holder is low-loss molded 
Bakelite with crystal held under the constant pressure be- 
tween two stainless steel electrodes. It plugs into any stand- 
ard 5-prong tube socket. Shipping weight, each, 4 ounces. 
67 PT 8272—Within 5 KC. of specified frequency 4 80 
or choice from our stock... 0.0... ccc cee eee « 
67 PT 8273F—Supplied to exact Integral specified KC's. 
Allow 10 days for shipment............ 2.0.00 ecceeseeae $6.90 


© TYPE VF1. By a mere twist of the control knob on the 
Type VF1 Variable Frequency Crystal Unit, you ‘can in- 

stantly shift your transmitter frequency. Wide adjustable 
frequency range without detrimental effects from arcing or 
air-gap resonance. Up to 6 ke. variation with the 80-meter 
unit or 12 kc. with the 40-meter unit. When frequency mul- 
tiplying the variation is proportionately increased to 24 kc. 
at 20-meters or 48 kc. at 10-meters. 

Each crystal is individually finished for best variable fre- 
pes performance and has a drift not exceeding (+) 

cycles /mc. /degree centigrade. The crystal activity, 
at minimum frequency, is only slightly less than the activity 
of a corresponding fixed frequency unit, and decreases some- 
what as the frequency is increased. Shpg. wt., each, 8 oz. 
67 PT 8274—Within 5 KC of specified minimum 
estras in the 80-meter band......... 66... ..005 : 6.60 
67 PT 8275F—Minimum freq specified 
KC's., 80-meters. Allow 10 days for shipment, pecif, 
minimum frequency.................-.-+5 Se ieae as "38.50 
67 PT 8276—Within 15 KC. of specified minimum frequenc 
in the 40-meter band... 0... eee $6.60 


® Type CFi. Assures maximum selectivity and minimum 
signal loss. The low-loss Steatite holder plugs into any 
standard 5-prong tube socket. Shpg. wt., ea., 4 oz. 


© Type SMC 100. An inexpensive frequency standard for 

calibrating receivers; signal fis gniacl and monitors can 
easily be constructed with this dual frequency unit (100-KC 
and 1000-KC). The 100-KC may be adjusted to exact value. 
The 1000-KC is accurate to within .05%. Frequency drift: 
100-KC—10 Cy. /MC/degrees centigrade; 1000-KC—23 
Cy. /MC/degrees centigrade. Reference frequencies can be 
obtained up to 20,000-KC from 100-KC, and up to 60,000-KC 


from 1,000-KC signal. Constructional details of a complete 
Seager — covered in bulletin sent with each unit. 
Shpg. wt., 4 oz. 

OY OE LEO hoi i ei cantaeriinaes ceo $7.75 


® Type SOC100. A 100 kc. mounted crystal and tank coil 
of high precision for use in primary or secondary frequency 
Standards. Frequency-temperature coefficient of less than 
plus or minimum 3 cycles /mc. /degree a Cir- 
cuit instructions are supplied with each unit. ‘ow 10 days 
for shipment. Shipping weight, each, 4 ounces. 
57 PT 8281 F—Calibrated at room temperature | 
(average, 25 degrees C). 2... neces ce seer see eteenys 5.50 
57PT8282F—Calibrated at specified oven temperature $21.00 
SOC100X Standard Frequency Crystal Unit is a mounted 100 
ke, X-cut bar for use in frequency standards. Has a frequency- 
Lem perature coefficient of minus 10 cycles /mc./degree centi- 
rade, Calibrated for use with any conventional triode, pentode, 
or Tri-tet oscillator circuit. Shpg. wt., ea., 1 lb. 
67 PT 8283—Type SOC100X, calibrated at room temperature 
Wavevage:25 Gegrees iG). osu acai ein ie ti ee eons $9.60 
657 PT 8284F—Calibrated at specified oven temperature. Allow 
10 days for shipmen ........... 00.0 ce cee ener $16.00 


Bliley Crystal Holder. Molded Bakelite. Fits standard 


5-prong tube socket. Shipping weight, each, 4 ounces. 
57 P¥ 8285-20-40 Meter Size 95¢ 
67 PT 8286—80-160 Meter Size.. ...... 0... eee eeeeee 96e 
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NATIONAL 


4-in-1 Multiple Crystal Holder 


® So designed that four crystals can be accommodated, ar one of 
which can be selected ie a simple switch adjustment. The four- 
Position switch is especially designed low-loss unit. One plate of 
the holder is common to all four crystals. Plates are of solid metal 
23{6-x1% inch by % inch thick. Accommodates crystals up to 1 
inch square. Supporting structure and plug in base are made of 
low-loss R-39 material. A very convenient device when an im- 
mediate choice of frequencies is desirable. Unit as illustrated is 
unassembled to better show component parts. Shipping weight, 
1 pound 6 ounces. 
67 PT 9165—Type NC 4H. Each.............0.00008 $4.50 


NATIONAL CHV Vartable Holder 


This piece of apparatus provides a frequency variation of one 

part in 600 (about 6 KC on the 80-meter band) without loss of 
Lacs ee The variation is doubled in the 40-meter band and quad- 
rupled in the 20-meter band. Holder has standard 5-prong Glug 
and flexible shaft, knob and dial plate for panel mountin, ly 
zero temperature co-efficient crystals of 1 inch square or less can 
be used. Shipping weight, 2 pounds, 3 ounces. 
67 PT 9166— Without Crystal... 22... 0... c eee ee ec ns $5.70 
57 PT 9167F—With Special Meter Hollister be See 40-80 or 16 
meter crystal ground to desired frequency. Specify frequency 
wanted and allow 10 days for shipment............. ...... $19.50 


National Vertical Holders 


® These Crystal holders are a long way ahead of the average run of 
such devices. Yet when you compare prices you will notice that 
only a few cents must be added to the cost of an ordinary holder 
to get a NATIONAL. The insulating material is made of R39— 
that well-known low loss material which so many amateurs are turn- 
ing to for best high-frequency results. Nickel finished metal cover. 
Five-prong socket mounts one crystal up to 1 inch square in vertical 
position. Shipping weight, each, 4 ounces. 
57 PT 9168—Model CHR for use in receivers, resonator 


[4 jo, ee OREO TIA AHA Cit, Gites DEERE GHA oo be Mees $1.50 
57 PT 9162—Model CHS for use in tranemitters, pressure con- 
Stantialr-gap typ@os... Noe, ieee Beh ne ee aero $1.50 
57 PT 9163—Model CHT—for use in transmitters, pressure 
types NO:dir RaDWOS «acces nc gus os Dae ee $1.50 


USE YOUR CREDIT—BUY BETTER QUALITY 


SILVERTONE UNMOUNTED CRYSTALS 


© Insures in-the-band operation. 
$ 5 0 © Lowest frequency drift. 
¢ Highest power handling capacity. 
AND UP © Unusually free oscillators. 


The fine X-Cut Crystals are furnished to us 
by one of America’s largest and best known 
crystal laboratories whose products are noted 
for their dependability, accuracy, and work- 
manship. Only the best grade of Brazilian 
quartz is used in the manufacture of these units 
and all quartz must pass many rigid optical 
mechanical tests before it is ground. Fre- 
quency calibrations are made by reference toa 
primary standard of frequency maintained ac- 
curate to within two parts in ten million. 


Our immense stock of approximately 300 crystals insure you of fre- 
quencies very close to those which you specify on your order—never 
more than 5 KC above or below your specifications. Size 1 inch square. 
Specify Frequency. Shipping weight, each, 3 ounces. ; 

67 PT 8287—For 80 and 160 meter band...................4. $1.50 


67 PT 8288—For 40 meter band...... 0... 2.6 eee eee 1.96 


AU merchandise shown in this Catalog 
can be bought on Easy Terms if your 
Order is $10 or more... See Page 2 


Hammarliund 
XS-2 Crystal Socket 


A new crystal socket designed to follow the 
modern trend toward compact transmitter 
design. Pure Isolantite with heavy re-in- 
forced contacts to insure perfect connec- , 
tion. Can be mounted above or below base Lh 
or inside Hammarlund XP-53 coil form 
shown on Page 17. Mounting centers '}¢ 
inch. Shipping weight, 3 ounces. 

GUPTHSA4GT ey en seas 30c 


SPEED-X No. 515 
Speed Key 


This semi-automatic radio telegraph key will 
enable you to transmit code faster and more 
legibly. The Speed-X Model 515 was designed 
for the amateur who demands a durable, heavy- 
duty Key at low cost. The parts are finished in 
Heavy Nickel and the black wrinkle on the base 
and casting make this an outstanding key in 
appearance. The same standard construction 
used on all Speed-X keys is one of the features 
ofthiskey. No switchor plug. Base 3x6%x% in. 


67 PT 8740—Shipping wt., 4 lbs.. 


SPEED-X 
320 Key 


The last word in ap- 
pearance and perfor- 
mance. The Ama- 
teur’s favorite. %4- 
inch coin silver con- 
tacts—well insulated 
for heavy current. All 
machine parts chro- 
mium plated. Black 
wrinkle base. Ship- 


$h4 


eaten: $5.44 


SPEED-X 
300 Key 


This practice key is well 
built and inexpensive for 
the beginner. The base is 
moulded of Walnut Bake- 
lite, all machine parts are 
finished in statuary bronze, 
this makes a very attrac- 
tive combination. Perfect 
action—simple adjust- 
ments, Coin Silver Contacts. 


machined parts. 


ping weight, 2 lbs. Shipping weight, 1 pound. 
&7 PT 8744 $l 9I 


Eachvstas.:-: Each jis: 


Quality 
HEADSETS 


BRUSH CRYSTAL PHONES 


Brush crystal phones are becoming iereasingly popu- 
lar for communication work. When crystal phones 
are used a plate voltage must be fed by blocking 
condensers with current carried by a choke or 
resistors of 10,000 to 100,000 ohms. Type A. 
Response 100 to 10,000 cps. High impedance. Mold- 
ed plastic case. Standard headband. 5 foot cord with 
pin tip ends. Shipping weight, 2 Ibs. 


57 PT 8875—Double Earphone Type...... $5.29 
57 PT 8876—Single Earphone Type. 
Shipping weight, 1 pound................... $2.94 


_ Type BJ—An improved model with sealed cart- 
ridge and 5 ft. yokeless cord. Shpe Why 2 lbs. 

67 PT 8877—Double Earphone Type..... $7.06 
Cannon-Ball “MASTER” Headphones 
Exceptionally high quality and rugged construction. 
Concealed terminal type. Diameter of diaphragm 
24%.6in. Bakelite shell. Double cases. Chrome mag- 
net steel magnets. Stainless steel adjustable head- 

band. Has 4'%-ft. cord. Shpg. wt., 1 Ib. 

67 PT 8880—5000 Ohm Dbl. Barphone Type$ 2.35 
67 PT 8881—2000 Ohm Dbl. Earphone Type $1.75 
Cannon Ball ‘“‘DIXIE” Headphones 
The old reliable low priced head set. Outside termin- 
als. Diameter of diaphragm 2.6 inches. Aluminum 
case, lucanite ear caps. Double cases. Stainless steel 
headband. Adjustable. 4%-ft. cord. Shpg. wt., 1 lb. 

87 PT 8882—3000 Ohm 

Double Earphone Type............-....-. $ 1.65 
67 PT 8883—2000 Ohm Dbl. parphone Type $1.26 
Cannon Bail “GRAND” Single Headphone. Di- 
ameter of diaphragm 13{, inch. Aluminum case, 
lucanite cap. Spring steel headband. Shipping 
weight, 12 ounces. 

57 PT 8884—Resistance 1000 Ohms D.C.....66¢ 


Headphone Adapter 

Designed to permit the use of headphones with a 
radio not equipped with headphone jack. No changes 
in wiring of the radio necessary. 

67 PT 8886—Shpg. wt., 8oz............-.06 85c 

Hearing Volume Control 

A small metal box containing a volume control and a 
jack to receive a standard phone plug. 

87 PT 8945—Shpg. wt., 1 lb, 8oz..........- $1.59 


67 PT 8746 
...... 88e 


SPEED-X No. 501 
Professional 


SIGNAL 
%4 K.W. Key 


For the beginner in 
the field of radio. 
Combines desirabil- attractive price. 
ity and inexpensive- Black enamel key 
ness, Well made base, mounted on 
throughout, with mahogany finish 
polished key lever wood base. Key 
and lacquered parts. lever is nickel! 
Contact points are plated. Contact 
Platinor. Shipping ints are Platinor. 
weight, 1 pound. hipping wt., 2 Ibs. 


SIGNAL 
Std. Key 


A scientifically 
correct key at an 


TRIPLEX CODE 


Practice Set 
The ideal instrument to learn Telegraphy-Radio 
Code Signals and Blinker or Navy Signaling. 
Composed of a High Frequency Buzzer-Blinker- 


Light and telegraph . sunder. Easy and eco- 
nomical to operate. Only 2 Standard Flashlight 
Batteries needed. 

Code instruction is mounted on signal box. A 
switch is provided on panel board, enabling the 
user to change from one type signal to another. 
Clips are provided for connecting to an additional 
set. When the two sets are connected, messages 
can be sent or received by either set. Complete 
instructions. 

67 PT 8797—Two instruments and 50 feet of 
connecting wire. 

SHpgeewt eS ss ek es mee is eee ate $1.85 
67 PT 8798—Single Instrument. No wire. 
Shipping weight, 1 Ib. 4.0z..............- 85c 


NATIONAL 
Code Practice 
Oscillator 


$360 


This small audio oscillator will make it easy for 
you to learn the radio telegraph code in a week or 
so. Also suitable as an audio signal for I.C.W. 
ultra high frequency bands. Requires a type 30 
tube and four ordinary flashlight batteries. Sub- 
stantially made throughout. Steel case black 
wrinkle enamel finish. 


87 PT 9164—Shpg. wt., 5 Ibs.......... $3.60 


$102 


This model has Heavy Duty %-inch coil silver contacts, pigtail con- 
nections to the vibrator arm, no current through the bearings. Vibra- 
tor arm extra fast and Dot U spring designe i y 
Adjustable from 8 words per minute to as high a rate as is desired. 
It has standard construction used throughout. 
will hold adjustment at all speeds. 


for heavy duty work. 


Heavy construction 
Polished chromium base and 
All machine parts nickel plated. Complete with 
switch, cord and plug. Base 34x6%x'% in, Shpg. wt., 5 lbs. 


657 PT 8741—Speed-X No. 501..... 


57 PT 8742—Model 500. Same as abov 
and nickel plated machine parts... 


e except black wrinkle base 


SPEED-X 
Practice Set 


$91 


One of the requirements for obtaining a govern- 
ment license for operating an Amateur Radio 
Station is the ability to send and receive the 
continental code. This inexpensive device will 
assist you to qualify. The ideal practice set for. 


the beginner. Moulded entirely of Walnut 
Bakelite. Consists of a Hi-Frequency buzzer 
and a special key. The best results are usually 
$10.29 obtained with two or three dry cells. Ship- 
a = ping weight, 1 pound 4 ounces. 


$7.94 67 PT 8743 » $1.91 


SPEED-X High 
Freq. Buzzer 


® Many beginners pre- 
fer to construct their 
own code practice sets. 
This buzzer of improved 
design, either a standard 
or semi automatic key, 
and 2 dry cells are all that 
is required. Moulded base 
and top. Will hold adjust- 
ment under all conditions. 
Resistance 2 Ohms. Shpg.- 
wt., 8 oz. 
57PT 8746...... 73 


SPEED-X Key 

Replacements 
Navy Type knob, moulded 
Bakelite. Shipping weight, 

3 ounces. 

57 PT 8747 
Plug and cord set for semi- 
automatic speed keys. Ship- 

ping weight, 8 ounces. 

57 PT 8748............ 54¢ 

Everything in this Catalog can 


be purchased on Convenient 
Easy Payment Plan. See Page 2 


© Advance General Purpose Relay 


Designed primarily as a substitute for larger and more ex- 
pensive relays. Entire relay is ‘‘above ground.” Size 24xi% 
inches. Height, 14% in. Ship ne Weta each, 1 Ib. 

57 PT 9400—Type 951SP-ST (Normally Open).... $1.91 
67 PT 9401—Type 952SP-ST (Normally Closed). ...$1.91 
67 PT 9402—Type 953SP-DT.................04. 1.91 


® Advance Antenna Change-Over Relay 


This DP-DT Relay designed for all types of mobile and port- 
able rigs where space is at a premium. Size 2%x1% inches. 
Isolantite insulation is used throughout. No flexible leads. 
% -inch pure silver contacts. Rating: 15 amperes at 115 volts. 
Shipping weight, 1 pound 8 ounces. 

67 PT 9403—Series 1000 for 110-volt 60-cycle A.C. 


Operation 22s hee eho ake Mone ao eaeGie SG casas $4. 4l 


Advance Keying Relay 
Not Illustrated. Similar in appearance to (D). Mounted 
on Bakelite base 3%x2% inches. Phosphor bronze spring 
leaves. % inch pure silver contacts. Two sets of single pole 
single throw switches in series allows a carrying capacity of 
5000 volts. For 110 volt 60 cycle A.C. 
B7 PT 9404—Type 101K. Shpg. wi. 2Ibs........ $2.94 


® Staco Antenna Change-Over Relay 


Ideal for R.F. in multi-band transmitter tank switching, 
shorting coil turns, adding condensers, switching crystals 
etc. ¥6 inch pure silver contacts. Handles 4 amperes. 
Double pole, double throw. Base 3%x3% inches. Ship- 


ping weight, 2 pounds. 

By RT ado) hor Lin vonatA came, ee $2.55 

67 PT 9408—For 6 volts DC.................045. $2.65 
GORDON 


H.D.R.F. Relay 


Handles 1 K.W. D.P. 
DT. Alsimag insula- 
tion, %-in. coin silver 
contacts. Spaced 4%-in. 
apart. Self wiping. Size, 
4%x5946x3 in. For 110- 
yolt,60-cycle A.C. Ship- 


ping wt., 4 lbs. 
57 PT 9409.. $8.82 


BARKER AND 
WILLIAMSON 
' COILS 


Barker and Williamson Air Inductors 


We have selected this line of coils for our catalog because we believe that their quality 
and value will be appreciated by our customers. Most certainly there is no better mer- 
chandise of this kind to be had at any price. All coils are center tapped for your convenience, 
in case you want to use them that way. A complete selection of jack bars and accessories 
for mounting them is listed at the bottom of this page. 


Barker and Williamson 
® Swinging Link Inductors 


You can buy no finer apparatus for adjust- 
ablelink setups. Equally well suited tointer- 
stage or antenna circuits. Provide accur- 
ate, positive control of loading and excitation ® , 
in the final stage. Supplied with 4 plugs to i 
provide twin metering in the plate circuits 
of push pull stages. All base assemblies 
allow front-of-panel coupling control. Swing- 
ing link may be coupled direct to feeders of approximately 72 ohms. For high 
impedance feeders use HDA or TA antenna matching coil shown at lower left 
corner of this page. 


@® NoLink |®centerLink{© End Link | Induct | Cap. Coil \Outside 


: —| Micro | Mmfd.| Wi®! pian. Plug 
Catalog | Price) Catalog | Price} Catalog | Price i Size 
Number | Each | Number | Each | Number | Each [Henries| Read. In. | Cts 


Types B and BL Rating 100 Watts 


57PT7669/$1.75/57PT7674|$2.50|/57PT 7679,$2.50) 78.0 ; 110 
57PT7670| 1.85/57PT7675| 2.30/57PT7680 
S7PT7671| 1.30/57PT7676| 2.05/57PT7681 
57PT7672| 1.05/57PT7677| 1.80/57P T7682 
57PT7673! 1.00/57P T7678) 1.75|57PT7683 


Shpe . 


ro 
toh OAD 
NNNKND 
oooum 


Type BVL Type TVL , Type HDVL Types BX and BXL Rating 250 Watts 
ao | ities Ol ee Oe fox errata ares sean arenas 4/48 
or Catalog Shope. atalog npg. atalog hipping . 4 02z. . | 2 14 | 3.0 
Gatalog | Supt | Price | fataice |SHPE:| Price | Suimber | Swergnte | Price - 4 oz. 57PT 7688 SIP T7691) 2.35|57P T7696 14125 
= or eee :40z, F 14 | 2:0 
160 |§7PT7650| 12 oz.|$2.10/57P T7656) 1 1b.|$2.25 |57P T7661 |2 lbs. 4 oz |$5.25 Pera ees st serosal scaslaepY rape tealezo 


2.15 |67PT7662)2 lbs. 4 oz.| 4.60 
1.65|/57PT7658/1 lb.| 1.90 |57PT7663/2 Ibs. 4 oz.| 4.00 
1.45|/57PT7659/1 Ib.) 1.65 |57PT7664)2 lbs. 4 oz.) 3.75 
He S7PT7660)1 Ib.| 1.60 |57PT7666)2 Ibs. 4 oz.| 3.25 


80 |67PT7651|12 oz. 
40 |57PT7662!12 oz. 
20 |57PT7653) 12 oz. 
10 |STP T7654) 12 oz. 
57P T7656) 12 oz. 


1.90|67PT7667)1 Ib. 


Types T and TL Rating 500 


.|57PT7700/$1.85|/57PT7705|$2.85|/S7P T7710 
| STPT7701| 1.6S5|57PT7706| 2.65/57P T7711 
| STPTT702| 1.40|/S7PTT707| 2.40/57P T7712 
STPT7703| 1.15|S7PT7708| 2.15|S7PT7713 
STP T7704| 1.10/STPT7709) 2.10/57P T7714 


Types HD and HDL Rating 


|S7PT7715|$4,25/57PT7720|$6.25|57P T7725 
|S7PT7716| 3.50|S7PT7721| 5.50/57P T7726) 
STPTI717 STPTI722| 5.00|\57PT7727 
ST7PT?718 57PT7723| 4.75 
57PT7719 57PTT724| 4.25 


rrssS 
oS de oa 
pene 
COnuUnage 


57 PT 7666—BVL Base, Swing Link and Jack Bar. Shpg. wt., 12 oz. . $2.60 
67 PT 7667—TV Base, Link and Jack Bar. Shipping weight, 2lbs.... 4.00 
67 PT 7668—HDV Base, Link and Jack Bar. Shipping weight, 4 lbs.. 6.00 


Include Items on this and opposite page with 
your Easy Payment Order ... See Page 2. 


NEW B& W 
BABY TURRETS 


FOR LOW POWER 


EXCITERS 


from 10 to 160 meters and may be tuned with any of the popular 100 mmfd. 
condensers. If a split stator condenser is used, the capacity per section should 
be 200 mmfd. Complete front panel frequency control available with the flick 
of the wrist. Baby Turrets may be used with any of the popular screen grid 
and beam power tubes or low power triodes. Switches are of special design 
employing ceramic sections for the coil ends and high quality bakelite sections 
for center tap and link connections where excessive voltages do not require the 
use of a ceramic section. Model BTM comprises five untapped, unlinked coils; 
10 to 160 meters inclusive. Suitable for operation in capacity coupled, single 
ended, unneutralized circuits. 

67 PT 7736—Shipping weight, 1 pound................5.5 
Model BTCT comprises five coils, 10 to 160 meters inclusive, center tapped 
and suitable for use in neutralized single ended stages or push-pull stages 
employing capacity coupling. 

67 PT 7737—Shipping weight, 1 pound................-. eee eee eee $8.60 
Model BTEL, five coils 10 to 160 meters inclusive, end linked for inter-stage 
link coupling, employing single ended tank circuit. 

67 PT 7738—Shipping weight, 1 pound..............6.. 000 ce eee eee $8.50 
Model BTCL, comprises five coils, 10 to 160 meters inclusive center tapped 
and center linked for use in balanced output stages employing low impedance 
link line coupling. 

67 PT 7739—Shipping weight, 1 pound........ 


Turret 


yy +Antenna Coil 


a Model HDA. High impedance. Antenna matching coil for HDVL link 
assemblies. With three inductance clips and alsimag mounting base. 


The obvious need for a small, compact, 
reliable band switch unit suitable for use 
in low power exciter stages led to the de- 
velopment of the extremely simple little 
device shown above. 

You can now build a complete low pow- 
ered all band exciter unit without the 
necessity of changing coils. 

To secure the greatest operating effici- 
ency, the Model 2A band switch should 
be placed as close as possible to its associ- 
ated tuning condenser, thus making an 
easreey compact tuning pracing & which 
is not only ideal for exciter service but also 
for that little emergency transmitter where 
space igs at a premium and dependability 
of the uttermost importance. 

The Type 2A band switch is for use in 
all capacity coupled stages with such tubes 
as the 6L6, 6G6, 802, 807, RK39, T21, etc. 
67 PT 7735—Shipping weight, 
Di POUR. 05.510:0-519 8 60es¥eceusnnscene BORO 


a Sy Designed for farina, emeleney in low hoger Band W Model Barker and Williamson 
; exciter stages having a 35 watt maximum rating. 
All Baby Parrets contain five coils for operation 2A Band Switch “Babies” 


The smallest, best looking, most efficient 
25 watt coil we have yet examined. You 
would hardly expect such quality for $1. 
Each turn is securely imbedded in tough 
cellulose acetate strips less than 342 in. 
thick. Less insulating material than ever 
before, yet, all turns are perfectly air 
spaced — absolutely symmetrical — ideal 
for use in low power oscillators, buffer, 
doubler, grid and final stages. Universal 
5-prong Alsimag base. Available for 160, 
80, 40, 20 or 10 meter bands. Specify 
band wanted. Shipping wt., each, 8 oz. 
57 PT 7730—Type M. Not Tapped. ..$1.00 
57 PT 7731—Type MC. Center Tapped. 1.00 
(E)67 PT 7732—Type MEL. End Linked 1.00 
(F)67 PT 7733—Type MCL. Ctr. Lkd. 1.00 
67 PT 7734—Type MT 

Tritet Cathode........... 1.00 


Cathode Condenser should be approx- 
imately 100 mmf. variable shunted by 
100 uufd. fixed condenser. 


Barker and Williamson Accessories 


Jack Bars. Shipping weight, each, 8 oz. 
@ 67 PT 7743—For HD-HDL-HDVL 


® Cone Insulators. Shpg. wt., each, 8 oz. 
67 PT 7752—2 in. piel tapped... .30¢ 


67 PT 7740—Shipping weight, 1 pound 4 ounces............-.-..--- $4.00 Coils) .wweetier coat Se caer ago 81876 67 PT 7753—1% in. hig tapped.....20¢ 
87 PT 7741—Model TA high impedance. Antenna matching coil for 250 watt 57 PT 7744—For T-TL-TVLcoils.. 1.25 © @) Hexagon Nickeled Brass Posts. Ship- 
or 100 watt link assemblies. Shipping weight, 1 pound................ $1.75 67 PT 7745—For BX-BXL Coils.. 1.16 ping weight, each, 2 ounces. 


Model B turret provides quick, efficient band switching. Positive action wip- 
ing contact switch affords quick selection of any of three bands. Plug-in 
feature permits any 3-band combination of coils 160 to 10 meters. Five jacks 
provide for single ended, center tapped, end linked cr center linked type B 
coils. Ideally suited to crystal controlled or electron coupled oscillators as 
well as buffer, doubler, or final amplifier stages where inputs of 100 watts and 
1000 volts are not exceeded. 


67 PT 7742—Shipping weight, 1 pound 12 ounces...... 
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67 PT 7746—For B-BL-BVL Coils. .86 


®@ Steatite Bushings. Shpg. wt., 3 oz. 
57 PT 7747—Diam. % in., Length % In. 3¢ 
57 PT 7748—Diam. % in. Length % In. . ..2¢ 


Shipping 


® Steatite Post Insulators. 
weight, each, 4 ounces. 

67 PT 7760—Diam. \% in. Length 1 in.18¢ 

67 PT 7761—Diam. % in. Length 1% in. 18¢ 


57 PT 7764—35{6x% in. long. Each.....3¢ 
67 PT 7765—7i6x% in. long. Each..... 6c 
@ Inductance Clip. Shpg. wt., each, 2 oz. 

67 PT 7756—Each.............. 10¢ 
® Plug Bars. Shpg. wt., each, 6 oz. 

57 PT 7757—For HD-HDL-HDV Coils.$1.10 
67 PT 7768—For T-TL-TVL Coils... 30¢ 
67 PT 7769—For BX and BXL Coils.26¢ 
67 PT 7760—For B-BL-BVL Coils... 20¢ 


NATIONAL Coils and Forms 


OUTSTANDING QUALITY AT ef 
AMAZINGLY LOW PRICES 


AR-16 Exciter and Buffer Coils. Spaced 
Victron insulation. All sizes will tune with 
30 mmf, condenser. Specify End-Link, Cen- 
ter-Link or Swing-Link. Swing-link type 


XB-16 sockets. Shipping weight, 1 pound. 
67PT9315..... See 90c 
67°T9286—Coilformonly. Shpg. wt., 80z.36¢ 
67P°T9287—PB-16 Plug. Shpg. wt., 8oz.. 24¢ 
not available for 5 and 160-meter bands. Base 67PT9277—XB-16 Socket. Shpg. wt., 8 0z.30¢ 
included; socket is extra. Shpg. wt., each, 1 Ib. 
67 PT 9310—160-Meter Coil and Plug... 90c ® Buffer Coil Assembly consists of XR-13A 
67 PT 9273— 80-Meter Coil and Plug... 90c Coil form (D) PB-5 Plug and XB-5 Socket. 
67 PT 9274— 40-Meter Coil and Plug... 90c Plug and socket are made of R39. Shipping 
67 PT 9275— 20-Meter Coil and Plug... 90c weight, 1 Ib. 8 oz. 
67 PT 9276— 10-Meter Coil and Plug. ..90c 67 PT 9312—URI13A................ $1.20 
67 PT 9311— _ 5-Meter Coil and Plug... 90c 67 PT 9309—UR13 Assembly same as above 
67 PT 9277—XBl6. Plug-in socket. except XR-13 Coil (B) is used. 


SADR Wie ORs occu ieccko nessa essen 30c ec Meare he rae pexvoresant $1.60 
anaes —PB- only. 
@® XR-13 Buffer Coil form. Winding length, Shipping weight, 8 oz. bind eit Sb NR ORAS 46c 
2% in. Diameter, 1% in. Isolantite. 67 PT 9291—XB-5 Socket only. 
67 PT 9284—Shpg. wt., 8oz............ 66c Shipping weight, 8 0z,..........0ses0008 45c 
Receiver Coil Form. Made of R39. Easy 
} © to drill and wind. ae 2 2A in. long, 1% in. © prenennittes Cott ty PEs sade Baga td 
efeinleas Epes ds ALT patina and XB-15 Socket. The XB-15 Socket clamps 
RE ua ete ninrane upue ares re on the tie bars of a TMA condenser. 
BV PT O288_XR 6. Gprone. ase 87 PT 9292—XRIOA coil form only. 2% in. 
‘ Lea aes winding diameter, 5 in. long. For and 40- 
meter bands. Shpg. Wis ds os. ccissceines 80c 


@ SRA Buffer Coll Form. Winding 


length, 2% in., diameter, 1 in. Isolantite. 67 PT 9293—XRI4A coil form only. 5-inch 


—Shpg. wt., 40z............ winding diameter, 5 inches long. For 80-meter 

Saez te Shee Nt AO 36¢ band. Shpg. wt, Sibe.....-nus-, <-> $2.10 

‘ ® Exciter Coil Assembly. Consists of XR-16 57 PT 9294—PB-15 Plug. Shpg. wt., 6oz. 81¢ 
- Coil form (having a winding length of 1% in. 67 PT 9295—XB-15 Socket only. 


and a diameter of 1% in.), PB-16 Plug and SSE Wy SO ORS asc gacerscouie sya seein s $1.05 
TRIPLETT 
PANEL 
INSTRUMENTS 


COIL FORMS, 
COILS AND 
CHOKES 


. y a 
= % : ee 
® Olw ©'r, © 
HAMMARLUND Coil Forms 

® Made of low loss XP-53. Winding diameter 2% inches; length 

overall 3% in., exclusive of prongs. Mounting brackets included. 
Shpg. wt., ea., 8 oz. 
67 PT 9669—TCF-4. 4 prong 
67 PT 9670—TCF-5. 5 prong 


@ Pitre aight frequency coil form. Made of Isolantite. Correct 
‘orm factor. 


67 PT 9671—CF5-M. 5 Prong. Shipping weight, 6 oz......... 60c 
® The low loss and stability of these forms of extruded Isolantite 

afford efficient high frequency performance. Black enameled han- 
dle. Numerous holes. Diameter 1% in., length 2% inches exclusive 
of prongs. Shpg. wt., each, 8 oz. 


O7.PT SCOTI—CPRHE. 2 PEODR. o.oo ie vein eters ee sieveseccenin SOO 
67 PT 0673—CF-5. 5 prong... nieces ccecceccvesscecaves 76c 
67 PT 9674—CF6. 6 prong.............. pe ny nm ae 76c 


© Receiving coil form made of XP-53. Has a special threaded 
- molded inside to permit mounting a Hammarlund APC air pad- 
ding condeneer. Diameter, 1% in. Length, 2% in. Shpg. wt., each, 4 oz. 


67 PT 9675—SWF-4. 4 prong........ 02... ccc cues rive @Ih 
B7 PT 9C7E—SWF-5. 5 prong... ... cc ccccesccccevccvecece 21c 
67 PT 90677—SWF-G, G6 prong.............cccesecveuccssia 24c 


We carry in stock only those meter types for which there is an active demand. However we can 
supply on special order at regular trade prices any type Triplett meter desired. Allow 10 days for 
shipment of special order. Shipping weight, each meter listed, 2 Ibs. 


Round Type ® Square Type 
Case Diam. 3 % tn. 294 x2% In. 3x3 Inches 
Catalog No. Price Catalog No, Price Catalog No. 

67 PT 8350|$3.75|67 PT 8354|$4.65 
67 PT 8361| 2.94/57 PT 8356| 3.75 
67 PT 8362| 2.94/57 PT 8356 
67 PT 8363) 2.94/67 PT 8367 
67 PT 8396) 2.94/67 PT 8358 
sane seeeseleseees| 57 PT 8396 

67 PT 8397 

67 PT 8398 

67 PT 8399 


Round Type ® 
Case Diam. 25% tn. 


Catalog No. Price 


Square Type 


57 PT 8333 
67 PT 8334 
57 PT 8335 
0-500 a 67 PT 8336 
0-10 A.C. Volts |57 PT 8337 
0-150 7 67 PT 8338 
0-2.5 RF Amps.|57 PT 8339 
0-5 ” 67 PT 8340 


NATIONAL Mounted “S” Meter 
® For use with NC80X or 81X Receivers. Same type as that used in the HRO. Handy desk mount- 
ing. The necessary resistor net work is built into the above mentioned National receivers and it 
is only necessary to connect 2 wires to install the meter. Shipping weight, 2 pounds. 
t 57 PT 9296—Black wrinkle finish...... 0.0.2... ence eet ees $6.00 
57, PT: 9.29:7—Grayawrimkle fiMish sc tresses sialehs cap vapa,cvagPomanb sree fares a aipge sag. viavela) acts Mh aspegea. 3 6.00 


HAMMARLUND XP-53 Plug-In Coils 


When building a receiver don’t overlook the importance of good coils. 
Good ones cost but little more than those of questionable quality. 
These high efficiency coils provide , aoe signal strength and better 
selectivity. All the amateur and broadcast short wave bands are 
tunable at low capacity. Four coils tuned by a 140 mmf. condenser 
cover 17 to 270 meters. Shipping weights, I coil, 8 ounces; 4 coils, 
1 pound. 
Catalog No. of No. of Wo. of Wire Length Cash 
Number Coils Prongs Windings Meters Price 
87 PT 9678 17-270 
87 PT 9679 
67 PT 9680 
67 PT 9681 
67 PT 9682 
&7 PT 9683 
57 PT 9684 
67 PT 9686 
67 PT 9686 
57 PT 9687 
57 PT 9688 
67 PT 9689 
67 PT 9690 
57 PT 9691 


ee ee tt et et et et ee 
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National Honeycomb coil transmitter chokes. 
0.6 amps. Isolantite core. Shpg. wt., each, 8 oz. 
57 PT 9298—R-152. For 80 and 160 meter bands. 
Inductance 4 m.h.; D.C. resistance 10 ohms... . $1.36 
67 PT 9299-—-R-154. For 20, 40, and 80 meter bands. 
Inductance 1 m.h.; D.C. resistance 60 ohms... . $1.35 


® 57 PT 9300—RI154U. Same as R-154 except that it 
has no insulating pillar or third mounting foot.$1.05 


© National Low frequency oscillator coil. Two 

separate inductances, closely coupled, in an alumi- 
num shield. It is used in the SRR and other super 
regenerative receivers for the interruption frequency 


5 oscillator. Secondary inductance 6.25 m.h.; tunes to 
100 K.C. with .00041 Mfd. condenser. 
57 PT 8301—Type OSR. Shpg. wt., Go0z........ g0c 


® National honeycomb wound choke. Two sec- 
tions. Case molded of R-39. Suitable for output 

circuit of second detector in H.F. receivers (475 K.C. 

intermediate frequency) Inductance approximately 

12 m.h.; D.C. resistance 120 ohms. 

57 PT 9302—Type R-201. Shpg wt., 6G oz...... 76c 


© National R-100 U Choke. Designed to mount 
directly on chassis like a standoff insulator _In- 

ductance 2% m.h.,; distributed capacity 1 mmf.; D.C. 

resistance 50 ohms. Current rating 125 M.A. 

67 PT 9303—Type R-100 U. Shpg. wt., 4 0z...36¢ 


® National R-100 Choke. Isolantite mounting. 
Continuous universal winding in 4 sections. Same 

electrical properties as R-100 U above. 

67 PT 9304—Type R-100. Shpg. wt., 4 oz..... 30c 


© Hammarlund CH-8 R.F. Choke. Isolantite spool. 


Flexible leads. Inductance 8 m.h.; D.C. resistance 
70 ohms; Dist. Cap. 3 mmf.; rating 125 m.a. 
87 PT 9692—Shipping weight, 4 0z............. 66c 


® Hammarlund CH-500 Choke. Designed for paral- 
lel feed in high powered transmitters in the 10, 20, 

40, 80 and 160 meter bands. Not recommended between 

5300 and 6400 K.C. and 8000 and 9000 K.C. Induct- 

ance 2.5 m.h.; D.C. Resistance 8 ohms, Dist. cap., 1.5 

mmf. rating 500 M.A. 

67 PT 9693—Shipping weight, 8 oz........... $1.05 


(©) Hammarlund CHX Midget Choke. Size 1\% in. 

Jong x % in. diameter. Inductance 2.1 m.h.,; D.C. 
resistance 25 ohms Dist. cap., 1 mmf., rating 125 m.a. 
67 PT 9694—Shipping weight, 4 0z............. 36c 


BROW NIN G 


Frequeney Monitor 


A direct reading heterodyne frequency 
meter with built-in mixing circuit, incor- 
porating a highly stable 100-1000 K.C. 
oscillator which can be easily and quickly 
checked against known frequency broad- 
casts such as WWYV for the calibration of 
transmitters operating on all amateur fre- 
quencies. Has calibrated 5%-inch lab- 
oratory-type dial which enables checking 
as close as 2 KC at 14 MC. Electric eye 
provides visual indication of zero beat, as 
well as frequency deviation of carrier. Op- 
erates on 110-volt A.C. or D.C. Comes 
complete with tubes and full instructions 
for use. Shipping weight, 13 Ibs. 


67 PT 08836—Cash Price...... .$31.35 


For the benefit of those who wish to con- 
struct their own monitor, the Browning 
100-1000 KC EC Coil Unit is available. 
Housed in a shielded can, 2x2x5 inches. 
Has “Silver Cap” padders. Shpg. wt., 1 Ib. 


67 PT 08837—Each 


$3.46 


Complete 
Kit 


A precision product of the Brownin, 
type preselector unit covers 5 to 1 


$3]39 


BROWNIN G 
Preselector 


$13%0 


Laboratories, this regenerative 
y 180 meters in five bands. 
high gain for the successful reception of signals too weak to be tuned 


Provides 


in satisfactorily on the unaided receiver. Has main tuning dial and 
separate band spread dials. Sensitivity is variable by means of 


regeneration control. For 110 volt 60-cycle A.C. 


Requires 1—1851 


or 1—1852 tube—see Page 12 for tubes. Requires hookup with 


receiver for filament and plate supply. 


67 PT 08838—Kit of Complete Parts including Cabinet; less tubes 
and power supply. Size, 7x10x6 inches. Full instructions for assem- 


bly. Shpg. w 


bs. Cash Price............. 


Steves Sot $13.60 


57 PT 08839—Completely Wired. Less tubes and power supply 
Shipping weight, 9 Ibs. Cash Price............ $16.6 


NATIONAL 


NATIONAL L.F’s have air dielectric condens- 
ers, isolated from each other by aluminum. 
Litz wound coils specially impregnated against 
moisture and mounted on Isolantite bases as- 
sure faultless performance regardless of climatic 
conditions. Shipping weight, each, 1 pound. 


Fixed Tuned Exciter Tank 

® Has two 25 mmf., 2,000 Volt air condenser, 

_XR-2 (R39) coil form. Square aluminum 
shield can, 44%x2%¢x2 inches. Suitable for either 
capacitive or inductive coupling. 
57 PT 9060—Without plug in bax... .$2.70 
57 PT 9061—With 5-prong plug in base. 2.94 
67 PT 9062— With 6-prong plug in base. 2.94 


I. F. Transformers 

@® Type IFD Diode transformer air core. 

Round aluminum shield can. Designed for 
use in the new Noise silencer circuits or in A.V. 
C. circuits. Air tuned primary. Untuned sec- 
ondary. Diam., 2% in.; ht., 4% in. Shipping 
weight, each, 1 Ib. 
87 PT 9063—For 175 KC use. Each.$2.10 
67PT9064—For 450-550 KC use. Each. 2.10 


© Type IFC LF. transformers. Square alumi- 
num shield can. Air dielectric condenser 
tuned. Adjustments on tcp. Size, 4%x2%x2 
inches. Shpg. wt., 1 Ib. each. 
67PT9055—Air Core 450-550 KC. Ea.$3.00 
67PT9066—Iron Core 450-550 KC. Each3.30 
67 PT 9057—Air Core 175 KC. Each.. 3.00 
57 PT 9068—Type IFCO 450-550 
Beat Oscillator.......... 3.00 


Precision I, F. Transformers 


HAMMERLUND 


Type “ST” (D) and “T” (E) IF. transform- 
ers are high grade units designed for experi- 
mental work and replacements in standard re- 
ceivers of all types. The sensitivity, selectivity 
of these units make them equally satisfactory 
in superheterocynes employing either one or 
two stages of I.F. in connection with any type 
of second detector. All transformers are the 
tuned grid, tuned plate type with lattice wound 
coils impregnated to prevent moisture effects. 
Litz windings are used in the 465 KC. units. 
Tuning condensers are of the best quality mica 
compression type mounted on Isolantite and 
adjustable from the top of the shield can. 

ndaries are either plain or center-tapped. 
Aluminum shield can of type ““T” measures 24% 
inches outside diameter and 3% inches high. 
Mounting is by means of threaded lugs on 2 
inch centers. “ST” type measures 2% inches 
high x 1%¢ inch square with threaded mounting 
studs on 13{s-inch centers. Tunable plus or 
minus 10 kc, Shipping weight, each, 1 pound. 


Type 
Standard 99c¢ 
Standard 990 


Catalog No. Size'Freq 
(D) 67PT8435/ST 465 
(E) 67PT8436/T | 465 
(D) 67PT8437|/ST 175 Standard 99e 
‘e) 57PT8438/T 175 Standard 99c 

D) §7P7T8439|ST 465 Center Tapped| 890 
{E 67PT8440|\T 465 Center Tapped| 990 


D) §7PT8441|ST 175 Center Tapped| 990 
E) 67P78442/T 175 Center Tapped| 990 
D) 57PT8443/ST 465\ Beat Ose. 990 
T (465) Beat Osc. 990 


E) 57PT8444) 


STANCOR 110-CM 
Transmitter Kit 


$487: 


The application of cathode modulation in 
the 110-CM permits the construction of a 
complete 100-watt phone-CW transmitter 
on_a standard 17x10x3-in. chassis. 

The 6L6 crystal oscillator is of the re- 
generative type which will give harmonic 
output. For this reason only three crystals, 
one 160-meter, one 40-meter and one 10- 
meter will provide operation on all five 
bands. 

The audio channel for cathode modula- 
tion employs a 6SJ7 high aie input 
amplifier, permitting the use of low level 
microphones, such as the crystal type. A 
6C5 tube is used as a driver for the push- 
pull 6V6G tubes in Class AB]. The audio 
output easily attains 100 per cent modula- 
tion of the R.F. amplifier. 

In shifting operating frequencies from 
one band to another, merely change both 
the oscillator and amplifier plug-in coils. 
Two switches in the power ap Pa are ar- 
ranged to permit pre-heating of filaments. 
For 110-volt 50-60-cycle A.C. 


67 PT 08096—Complete Kit of parts for 
building except tubes, cabinet, coils, the 
tal, and meter. Shipping weight, 42 lbs. 
Cash Price.... 0... cece eee ees $48.75 


For Easy Terms 
See Page 2 


67 PT 8096—Oscillator Coil. (State 
band.) Shpg. wt., 1 Ib. Each........ 990 
57 PT 8097—Tank Coil. (State band.) 


Shpg. wt., 1 lb. Each....... aupocaus 93c 
67 PT 08093—Cabinet as illustrated. 
Shipping weight, 30 Ibs. Each......$7.36 
67 PT 08448—Kit of 8 Tubes. Waste 
1—6L6, 1—6SJ7, 1—6C5, 2—6V6G, 1— 
RK60, 1—5Z3.) Shipping weight, 5 Ibs. 
Kote ee Sie Paco ee Ce $9.95 
57 PT 08331—Triplett 327, 0-200 D.C. 
Milliammeter. uare Type. Shipping 
weight, 2 lbs. Each............... $3.75 
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STANCOR 60-P 
Transmitter Kit 


$4480 “rxir 


A complete 60 watt phone-CW transmitter 
on a standard 17x10x3 inch chassis. The 
regenerative type crystal oscillator pro- 
duces harmonic output and, for this reason, 
only three crystals will provide operation 
on all five bands, from 10 to 160 meters 
inclusive. The HK24 tube in the amplifier 
circuit is easy to drive and provides high 
efficiency. 

A high fidelity audio channel employing 
a 6SJ7 high gain input amplifier allows the 
use of low level microphones, such as the 
crystal type. A 6N7 tube in Class A makes 
a desirable driver for the push-pull 6L6 
tubes in Class AB1. Thirty-two watts of 
audio permits one hundred per cent modu- 
lation of the Class C amplifier to be easily 
attained. The desired ouch level is ob- 
tained by adjustment of the gain control. 
For CW operation, the key is plugged into 
J2, opening the oscillator cathode circuit 
to permit break-in procedure. For 110-volt 
50-60-cycle A.C. 


57 PT 08092—All parts for building ex- 
cept coils, meter,. crystal, cabinet and 
tubes. Shpg. wt., 43 Ibs. Cash Price.$ 44.80 


67 PT 08093—Cabinet as illustrated. 
Shipping weight, 30 Ibs. Each.....$7.36 


67 PT 08447—Kit of 8 Tubes. (1— 
HK24, 3—6L6, 1—6SJ7, 1—-6N7, 1—5Z3, 
1—RK60.) Shipping weight, 5 lbs. 


Gash> Price se a2.) ton. ciara $10.87 
67 PT 08331—Triplett 327 0-200_ D.C, 
Milliammeter. uare Type. Shipping 
weight, 2 pounds. Chimie. Wee $3.75 
67 PT 8094—Tank Coils. (Specify band.) 
Shpg. wt., lb. Each............... 900 


Oscillator Coils are wound on standard 
1%-inch forms. See Page 17 for these. 


STANCOR 100-MB 
Transmitter Kit 


$ 00 For Easy Terms 
Cash See Page 2 

A novel band switching 100-watt (final 
piste and screen input) transmitter, using a 
SL6G oscillator in a tritet circuit and a pair 
of beam dag tetrodes operating as an 
R.F. amplifier. The exciter, the amplifier, 
and the antenna circuits are simultaneously 
changed with a single switch. Frequency 
range 1.7 to 30 MC. Switching of one 
meter gives three important readings rye 4 
eee Amplifier designed as hig! 
efficiency natural doubler on higher fre- 
quencies and as a straight push-pull am- 
plifier on the two lower frequency bands. A 
separate linked tank coil is used for each 
band. Terminals on back of chassis accom- 
modate the secondary winding of a modula- 
tor’s output transformer, an extension for 
remote switching of the plate power of the 
transmitter, and a_ telegraph key. For 
110-volt 60-cycle A.C. 
57 PT 908098—All parts for building ex- 
cept tubes, coils, meter, cabinet, and crys- 
tals. Shpg. wt., 35 Ibs. Cash Price. . $42.00 
§7 PT 08093—Cabinet as illustrated. 
Shipping weight, 30 Ibs. Each..... $7.36 
57 PT 08449—Kit of 4 Tubes. (I—6L6G, 
2—807, 1—5Z3.) Shpg. wt., 3 Ibs. 
1s SU ee ch pena daniant ong pines Gamer a Vr ones $8.22 
57 PT 08331—Triplett 327 0-200 D.C. 
Milliammeter. Square Type. Shipping 
weight, 2 pounds. CHUB rs certs crc $3.76 


87 PT 8094—Oscillator Coil. (State band.) 
Shpg. wt., 1 lb. Each................ 9Bc 


Tank Coils. Use Barker and Williamson 
100-watt center linked type. See Page 16 
for prices. 

For Phone Operation, Stancor Modula- 
tion Kit 440M is available. Write Person- 
al Service Dept., Chicago, for prices. 


STANCOR 10-P 
Transmitter Kit 


$2|00 wes | 


A compact, low power 
phone-CW transmitter kit, 
covering five band opera- 
tion. Uses a 6J5 tube in an 
untuned crystal oscillator : 
circuit and a 6L6 as an | 
R.F. amplifier. Audio-sec- 

tion consists of a 6L6 in 

Class A-1 plate and screen 
modulating the 6L6 R.F. 
amplifier. Kit includes 

single button carbon mike. 

High percentage of modula- 

tion can be obtained with 

a class “‘C’’ R.F. amplifier 

input of 12 Watts. For CW 
operation an amplifier in- 

put up to 20 watts is al- 
lowable. Frequency range 

1.7 to 30 MC. Crystal con- 

trolled. Cabinet size: 10%x 

6%x6% inches. For 110- 

volt 50-60-cycle A.C. 

67 PT 8090—Complete 

Kit of parts and Instruc- 

tions for assembling. No 

tubes, crystal, coils, meter 

or key, Shos. wt., 14 Ibs. 

Cash Price. .......$21.00 

67 PT 8091—Plug-in Coil 

with Link. (State band.) 

Shpg. wt., 1 Ib. Ea.....966¢ 

87 PT 8361—0-100 D.C. 
Triplett. Square type Mil- 
liammeter. Shpg. wt. 2 

Ibs... 0.0.2.0. 0... 82.94 

57 PT 08446—1-6J5, 2- 

6L6, and 1-80 Tubes. Shpg. 

wt.. 1 Ib. 4 oz. Set $2.76 


- 


ICA Top-Notch 


A super-sensitive crystal mounted 
under a dust-proof glass cover. Brings 
in many stations with exceptional 
clarity and volume. Has beautifully 
engraved calibrated dial — housed 
in’ a handsome black crystalline 
metal case. Selector coil wound on 
solenoid form assuring clear and 
perfect reception. Shipping weight, 
1 pound 8 ounces. 


87 PT 8770—Each........... 88c 


ICA No. 7 


(Not Illustrated) A new type of low- 
loss inexpensive crystal set for sensi- 
tive reception, Has a specially devel- 
oped adjustable crystal and an ad- 
justable slider tuning coil. To operate 
the crystal set it is necessary only 
to connect up the aerial and ground 
and attach headphones. [t is then 
ready to tunein. Complete with cry- 
stal and catswhisker. Shipping weight, 
1 pound. 


67 PT 8771—Each...........59e 


Crystal Sets 


NO BATTERIES 
NO TUBES 
NO EXPENSE 


PHILMORE Blackbird 


An_ efficient crystal receiving set 
which will receive broadcasting 
through headphones over a consider- 
able distance. Will bring endless 
hours of pleasure to any youngsters. 
Housed in a crystalline finished metal 
cabinet with attractive front panel. 
Combines good appearance with good 
results. Shipping weight, 3 pounds. 


57 PT 8772—Price less ear- 
phone and antenna......... $ 1.62 


Crystal Set Accessories 


67 PT 5675—Complete aerial kit 
consisting of 60 feet of copper aerial 
wire, 35 feet of lead-in wire, two aerial 
insulators, one ground connector, one 
window lead-in strip, two lead-in in- 
sulators, one lightning arrestor. 

Shipping weight, 2 pounds..... 59c 


Single Headphone especially de- 
signed for crystal sets. 


67PT8773—Shpg. wt., 1 lb.....66¢ 


| Lh on 


Covered Crystal 
Dustproof—super sen- 
sitive crystal. Glass en- 
closed. Readily adjusta- 
ble. 

67 PT 8774—Shipping 
weight, 8 ounces... 22c 


—— 


Midget 
Crystal Set 


$] 3! 


Will bring in _broad- 
casting from a distance 
of 25 miles under aver- 
age conditions. Has 
spring-action locator 
and station selector 
knob. Housed in an at- 
tractive walnut finish 
cabinet. !Size 44x3%x 
2% inches. Shipping 
weight, 3 pounds. 


67PT8777—Complete 
with special earphone, 
and roll of ground and 
aerial wire...... $1.31 


_ home use. 
with radio. 


ee 
Ue 43c @ 5 


Fixed Crystal 
Point of highest sensi- 
tivity determined at 
factory and fixed to 
prevent variation. 

67 PT 8776—Shipping 
weight, 4 ounces... 43¢ 


Junior 
Crystal Set 


$|98 


Somewhat larger than 
the ale as Crystal set 
described at left; same 
characteristics and 
range. Spring-action 
locator and easy-to-ad- 
just crystal. Housed in 
a solid walnut cabinet. 
Size 5%x4%x3% inches. 
Shipping weight, 
5 pounds. 


67PT8778—Complete 
with earphone, and coil 
ef ground and aerial 
wire. Each..... $1.98 


Home Microphones 


© Microphone Booster—For increasing sensitivity 

of home microphones in order that they may be more 
satisfactorily used in connection with radio sets. Ship- 
ping weight, 1 pound 8 ounces. 
57 PT 8787—Each...... 


Hand Microphone—Single-button carbon type 
for home use in connection with radio. 
57 PT 8788—Shipping weight, 2 pounds. Each $1.18 


(@) Desk pilesop hone, oinele Button carbon type for 
ull directions for using in connection 


67 PT 8789—Shipping weight, 1 pound......... b4c 


Galena Crystal 
Galena Crystals are 
all carefully tested at 
factory. Very sensitive 
in reflex and crystal sets. 
67 PT 8776—Shipping 
weight, 4.0z. Each.. 5c 


De Luxe 
Crystal Set 


$329 


Unquestionably the most 
attractive crystal set on 
the market. Combines the 
fine operating character- 
istics of the Junior Crys- 
tal Set with a better cabi- 
net of solid walnut with 
enuine decorative nae 
as double adjustable 
headphone with head- 
band. Shpg. wt., 8 Ibs. 


67 PT 8779—-Complete 
with headphones as de- 
scribed and roll of aerial 
and ground wire. .$3.29 


R. F. Chokes : ings, tickler and 


For short wave re- 
ceivers. Very low 
distributed capac- 
ity. Silk covered 
wire. Ineulex 
form. Capacity 2.5 
millihenries. D.C. 
resistance 16 
ohms. Maximum 
current 150 M.A. 


67PT8790— 
Shpg. wt.,3 0z.29c 


Inter Communicator Systems = 
FOR OFFICES, 3] 
FACTORIES, $ | g 5 
SCHOOLS, Cash 
STORES AND Terms: $2.50 Down 
HOMES See Page 2 “ 


You cannot fully appreciate the convenience and time-saving qualities of these devices 
without having actually used them. Those who have them wonder why such things were 
not developed long ago. Business Pronk find them much handier for office-to-office com- 
munication than the telephone. Factories are using them to transmit orders and in- 
structions. Schools are using them to maintain contact between principal and teachers. 
Stores and garages and material yards buy them for directing personnel. For housewives 
they save steps in many ways. Anyone can install them. All that is needed is two in- 
sulated wires of practically any variety between the units.- 

They operate from 110-volt, 60-cycle house current and consume but little electricity. 
Talk into one unit and the voice is reproduced in the other. Conversations can be 
originated at either unit. Housed in handsome walnut finished case. See Page 2 for 
Sears Easy Payment Terms. 


67 PT 08794—Master station and one sub-station. Shpg. wt., 14 pounds.....$19.96 
67 PT 8795—10 Station Selector Switch. Required if more than one sub-station is 
used: ‘Shipping ‘weight, 4° pounds......02:.6 6 hecjc< 5 says ade sesere ds wre ed en ye 4 es $6.30 
67 PT 8796—Additional sub-stations; shipping weight, 4 pounds. Each...... . 8.95 


MEISSNER 1, 2, and 3-Tube Midget Radio Kits 
With these new Meissner Kits you can make remarkable little 
radio receivers. Each kit complete with all parts necessary in- 
cluding panel, chassis, sockets, resistors, condensers, wire, hard- rt 
ware and the broadcast band ips gre coil. Tubes, batteries or 
head phone not included. All of these kits operate on a single \ 
1%-volt oy cell for “A” battery. The l-tube kit requires in 
addition on rs single 45-volt ““B” battery; 2 and 3 “‘tube kits re- 
uire two 45-volt “B" batteries and one 7%-volt “C" battery. 
ach kit supplied with coil to cover Broadcast Band (200 to 
545 meters). Coils to cover 17 to 200 meters listed below. 
ONE-TUBE KIT—Requires 1-1EAG tube. 
67 PT 8408—Shipping weight, 2 pounds......,....... $2.65 
TWO-TUBE KIT— Requires 1-1C5G, and 1-1E4G tube. 
57 PT 8409—Shipping weight, 3 pounds.............2-....... 
THREE-TUBE KIT— Requires 1—1C5G tube, 1—1H5G tube,and 1—1E4G tube. 
67 PT 8410—Shipping weight, 3 pounds............ 0.0.0... 0c cece ees 3.67 
57 PT 8725—1EAG Tube. Shpg. wt., 8 oz 
67 PT 8726—1C5G Tube. Shpg. wt., 8 oz. 
67 PT 8727—1H5G Tube. Shpg. wt., 8 oz 
Short Wave Plug-in Coils for Above Kits 


67 PT 8411—Covers 70 to 200 Meters. Shpg. wt., 4.0z............. Each......,24¢ 
67 PT 8412—Covers 35 to 70 Meters. Shpg. wt.,40z............. Each... .24c 
67 PT 8413—Covers 17 to 35 Meters, Shpg. wt., 40z............. Each.......24¢ 


Midget Tuning 
Condensers 


“7126 


Roller bearings on both 
ends. Brass wiping con- 
tacts. Clockwise rotation. 


Single-Gang 
Shipping weight, 8 ounces. 
57PT8780-140 Mmfds72e 
57PT8781-350 Mmfds72o0 


Two-Gang 
Shipping weight t pound. 
67PT8782-140 Mmfds95e 
67PT8783-350 Mmfds86e 

. .Three-Gan 
Shipping weight, 1 1b. 8 oz. 
57 as 784—140 nid 


Eac. 4 
67 PT 8785350 Mmfds. 
Each... cease $1.29 


Receiver and Speaker 
Cabinets 


Here is your opportunity to get high-quality speaker 
and receiver cabinet combination at a fraction of its 
value. We have less than 100 of these and are offering 
them to you at less than cost as long as our supply 
lasts. Made of heavy steel, mere ret finished in 
baked-on black wrinkle enamel. Highly polished 
stainless steel strips on top. Cabinet size over all, 
12 inches high, 10% inches deep, 19% inches wide 
(for standard 19-inch panel). Speaker cabinet 12 in. 
square by 6 in. deep. Has baffle for 10-inch speaker. 


67 PT 08786—One speaker cabinet and one receiver 
cabinet as described. Shpg. wt., 17 Ibs. ...... $2.95 


Experimentera’ 
Tuning and Band Spread 
Condenser Combination 


Plug-in 
Receiving 
Coils 


Ribbed Bakelite Set Builders! Here’s a value that should interest you. 
forms. Space A en) Mey eateocpen'g gies ad 281.2 MMfd. (A) 
wound. For 140 Tunin mdenser and a A og Se MMi{d (B) Band 
Mnifd. tuning con- Spread Condenser to match, th for less money 
denser. Two wind- than you would capes to pay for the main tuning 

condenser alone. With each: pair of condensera we 
furnish complete coil data (coil diameter, wire size, 
number of turns and sparing. for a six-band assembly 
tuning from 65 MC to 540 k.c. 

These condenser combinations are left-over stock 
from a run of our own communications receivers and 
we have less than 100 pairs to Sell at this price. 
First come first served, so send us your order promptly 
to avoid your missing out on this rare opportunity. 
Size of end plate, 2%x334._ inches. Length of y 
4% inches. Shaft diameter % inch. 

67 PT 8422—Shipping weight, 5 pounds. 
Per pair while supply lasts ............. 


grid input. 


67 PT 8791—Set of four 4- 
prong to cover 15 to 200 met- 
ers. Shipping weight, 

Vpound! 32.323. has: 84c 


67 PT 8792—Set of twocoils 
to cover 185 to 565 meters. 
Shipping weight, 12 oz...65c¢ 


57 PT 8793—Single 4-prong 
coil to cover 9.5 to 21 meters. 
Shipping weight, 8 ounces36c 


CARDWELL VARIABLES 


Multi-Band Condensers 


Provide proper Le ratio with standard transmitting inductances. Have jumpers to cut in additional sections. Tables 
give available (split stator) capacities. Type numbers indicate maximum per section capacity Viz.: XG-70-50-XQ has 


® two sections of 70 Mmf. each, and two sections of 50 Mmf. each. 
pr Catalog qT a Airgap, {*Length,| Shipping| Cash 
Number yes Number a san Bee 2 hoses See Jit ba, smelt Inch | Inches'| Wt., Lbs,| Price 
57 PT 9800 | MT- 70-35-GQ | 18- 5 Mmfd. | 35- 7 Mmfd. | 52-10 Mmfd.| .070 6'%42 2 $6.90 
57 PT 9801 | XE -160-70-K 34- 9 Mmfd. 83-13.5 Mmfd. /|114-19 Mmfd 084 10Ki« 5 13.20 
Fack 57 PT 9802 | XG- 70-50-X 30-11 Mmfd. | 40-13 Mmfd. | 64-20 Mmfd.! 171 136 5 11.40 


57 PT 981 


“X” Type Dual Transmitting Condensers 


Rounded edges. Polished aluminum plates .040 inch thick on all except XT. GEM . = 
colix insulation. % inch steel shaft. Nickel plated brass mounting feet furnished. Catalog Type No. Copacity plates Airtso, ele eee Rte cue 
Panel space, 4%x3% inches. _ 57 PT 9813 | XT-220-PS | 220 20| 21 070 3He | 1 | 8 | $2.70 
Catalog T N Cap. Per Sec.) Nr Airgap, |*Leth.,in.,| Shipping Cash 57 PT 9814 | XT-440-PS 440 40 43 ‘070 5 2 4 4.62 
Number ype No. Range Plates _Ineh See Note | Weight | Price 57 PT 9815 | XP- 90-KS 16 i 084 Qe 1 ri 2-70 
67 PT 9804 | XT-210-PD | 210 22 21 .070 5 ‘Sibs. | $6.22 67 PT 9816 | XP-290-KS | 290 35 | 33 O84 5 2/8 5.70 
67 PT 9805 | XP- 90-KD 95 15 11 084 3'4¢| 2 Ibs. 4.60 67 PT 9817 | XP-330-KS | 330 37]| 37 084 5% 2/18 6.48 
crergues |aramee [2 2] 2 | Se) eek | 68) Eee Bl ioe | ella | ee] | f 
57P eae : ‘ : : 57 PT 9819 | XG-110- 110 26 171 5 2/14 & 
87 PT 9808 | XE-120-XD | 120 19| 17 | 100 | 5% | 3lbe. | 6.00 bs hide 
57 PT 9809 G- 50-XD 50 14 11 171 5% | 3 lbs. 6.42 : : ; ; 
67 PT 9810 | XG-110-XD 27 23 171 10}j6 | 4 lbs. | 10.80 “NOTE: Dimension given is length over outside end plates. For overall length, 
57 PT 9811 40 14 11 .200 6% | 3 lbs. 6.90 back of panel, add % inch to this dimension when using panel mounting Hex posts. For 
57 PT 9812 : a length when using mounting feet for chassis add 1% inch to dimension given. y 


Single “TRIM-AIR” 
Midget Condenser 


For heterodyne frequency meters: 
wave meters, etc. Use band-spread 
dial on small capacity section—band is 
set in middle of dial by adjusting 100 
mmfd.section. Shipping weight, 1 pound. 


Dual “TRIM-AIR” 
Midget Condensers 


MEDWAY Feather- Ultra High Frequency 
weight Condensers Transmitting Condensers 
For low and medium power trans- ® Airgaps—NT units .070 in., NP ® Airgap | Data: ER units, .030 in., 
mitters and receivers. Panel mount- units .084 in., NG units .171 in. ~ EU units, .020 in,, ET units, .070 
ing space only 2/x3 inches with con- Isolantite insulation. in., ES units, .140 in. Shipping weights, 
denser nm. Y%-inch steel shaft; alu- Duals, 12 oz; Singles, 8 oz. 
rame; brass bearings; plates Dual “Trim-Airs" 


Catalog No. | Type No (Cap, Range| Price 


minum 
buffed, rounded on all airgaps .070 Singles—Shippin; werent 1 pound. 
inch or over. Supplied with alumi- 57PT9834 NEL 50-DS SO- 9 |$2.10 Catalog No. Type No.) Cap. Range Catalog No. | Type No. Tuning Cash 
num mounting feet. G. Mycalex 5 7PT9835 NP- 75 DS (75-11.0 | 2.46 57PT9847 ER- 10-AD 10 1.2 |$1.66 pee eae Pp. rice 
insulation. For “upside-down’’ mount- 57PT9836 NP-100-DS |100-13 | 2.82 57PT9R48ER- 15-AD 1.5 1.56 87PT9876 EU-25-100-AF| 25 ‘$1.80 
ing, use new type “M” mounting 67PT9837.NP-150-DS ferae ales nH 57PT9849ER- 25-AD 252 1.62 87PT9877 EU-50-100-AF| 50 | 1.96 
brackets for high I cata Signo. 57PT9838\NG- 35-DS! 35-11 Phi ay an 4 - ie Scene 
Airgap Data: n., |ER- 50- - 86 ngle ‘‘Trim-Airs 
type MT 070 In. TYR i pin ng Weights: pment, oN wel ht, 1 ino Boe 57PT9a52EU- 75-AD 75 2.7 1.98 Catalog No. ; Type No. (Cap. Range) Price 
Pane ceiane tapes, F pees S cunenss 57PT9840\NP- BEND) 35: 8 3-60 SrPTeeseEU-IM0-AD| 1408 | 3:80 B7PT9862; ZR- 10-AS| 10 1.2/$.76 
ual Units, 2 pounds. B7PT9841\NP- J-DD 35-5 | 3.21 BYPTOBSGET. 15,AD| 15 3 Hi B7PT9863| ZR- 15-AS 15 1.5] .76 
Catelog No. | Type Number \Cap.Range! Price 67PT9842 |NP- 50-DD 50- 3 3.60 Sera ET AB 15 3 2-10 geese on z5-A5) fe Al 84 
Single Section Types 67PTS843INP- 75-DD 75-11 | 4.32 57PT9857.ET-30-AD 30 4 2.16 Reerouce ZR. 50-AS| 50 28 oe 
Grrragel Mit 1g BS 15610 1:49 MF Neutralizing STEGER ET-E-AO1 Wee | 248) [Eteroseal ZUooASIe [188 
i | 8 1.0 
SPT SS 2a Minor aoe as | 1-88 Condensers STPTOBBGES- 4-SD| 41.5 | 2.16 57PT9869) *ZU- 140-A8140 5 1-89 
57PT9823|MR-365-BS) 365-14 | 2.28 High frequency neutralizers for low | 87PT9870!tZV- 5 £8 75 
o7eTese4MONGeDe 16-15) 1-88 capacity tubes. Mycale insulation; | 57PT9B80|ES- 4-SD!| with insulated | 2-46 STPTeassl'Z. 1OAS 1h Sel 197 
57PT9825.MT- 50-GS| 50- 8) 2.34 heavy buffed plates with rounded edges. | coupling 87PT9872| ZT- 15-AS5 15 3 | -93 
57PT9826|MT-100-GS| 100-12 | 2.94 180-degree rotation permits calibration 57PT9861/ES- 7-SDI! 74 2.70 67PT9873; ZT- 30-AS 30 4 [1.11 
57PT9827IMT-150-GS) 150-16 | 3.60 and reset. Air gap, .218 in. Shipping 67PT9874:{ZS- 4-SS 4 1.5]1.11 
Dual Section Ty: weight, 12 ounces, _ STrim-Air” Accessories 57PT9876/1ZS- 7-SS 7 4 '1.26 
57PT9828 MR-100- “BD par $3.06 Catalog No. | Type No. ‘Cap.Range) Price Shipping weight, 3 ounces. 
57PT9829 MR-260- BD260-11 | ; 3.30 ri el g | 57 PT 9889— Mounting Bracket: *Double bearing—2 end plates 
57PT9830'MR-180- BD. 180-15 | 4.80 57PT9844'NA- 4-NS*: a 2.25 oo 16 with 2 ecrewslandnutass Each p {Supplied with 2 segment stator for U.H_F. cireultae 
67PT9831MT- 50- 6B 50- 9\ 3. Suhad a he eeS ie a 2 16 57 PT 9890—Mounting Posts, Wawe Beira ollie supplied; easily installed; making i 


ROA Bobs, B&W. type “BY Jack 
6. 
Mendard B. 5 . type B, BL, 


ap Rel ee: tips: 00-6} 


“Trim-Air- Air-Neatraliger'to-Migway” 
ZS-7-SS‘ 


ets. 2— ir’ Neu- 
tralizers. 1—Pair “BW"’ 

- Mounting Brackets. 1— air “M”" 
Mounting Brackets ets.  wt., 10 Ibs, 
67 PT 9878—Type * Founda- 
tion, assembled......... Re vccss $7.99 

“Midway"’ Mounting Feet 
Made of heavy aluminum. 
57 PT 9879—Shox. wt., 3 oz: 
PRE DAW ioe cars<sahbes cue oo dee 
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*Adjustable Air gap. 


Fixed Air Condensers 


Hy Ae ne me 
ta JCO 

units’ ey in., » P tee gan oo i pr 

unita, .030 in. Shipping weight, 1 lb. 


Plug-In Fixed Air 


Type sigh 
Cond 


67 PT 9886—Base. Shpg. wt., 8 0z.600 


inch lobes with screws ae lock washers. 
Each.. se MOTE Ot 80 


Min, |Air-|Price 
can. 


S7PT98g8 gon | 3 mmf.|10" 


See (C) above = —— N.A. Neutral- 
izers. 


Buy Now on Sears Easy 
Payment Plan ...See Page a 


{Neutralizer condenser — 040’ thick plates, buffed— 
500 V. peak 


@® Shafe Lock Panel 1 Bushings 
i 


For \-inch sha! 
%-in. hole in panel. Pe. ai 8 oz. 
87 PT 9891—-Type ALB. Each...12c 


Rotor Lock 


For locking ‘‘X’* standard or “‘M” 
Midway rotor shafts. Shpg. wt., 10 oz. 


67 PT 98902—Type ARL. Each. .360 

® insulated Couplings—Flexible 
Catalog Beanie ribald Shi SE |e 
= 700. “Tor. 


3595 % ahd 10,000V.} 407. 


<Q>> NATIONAL PRODUCTS 


Type TML Condensers Type TMA Condenser 


The TML condenser is a 1-K W job throughout. Isolan- The TMA is a larger model of the popular TMC. The 

tite insulators, specially treated against moisture ab- frame is extremely rigid and arranged for mounting on 

sorption, prevent fiashovers. A large self-cleaning rotor panel, chassis or standoff insulators. The plates are of 

contact provides high current capacity, Thick capacitor avy aluminum with rounded and buffed edges. In- 

plates, with accurately rounded and polished edges, sulation is Isolantite, located outside of the concen- 

provide high voltage ratings. Sturdy cast aluminum trated field. There is a size available for all working 

end frames and dual tie bars permit an unusually rigid potentials between 3000 and 20000 volts. 

structure. Precision end bearings insure smooth turn- 

ing and permanent alignment of the rotor. End frames Gatalog | Code 

are arranged for panel, chassis or standoff mounting. an I 
67PT9077 TMA-300 


Type TMC Condenser 
The TMC is designed for use in the power stages of 


Capacity 
Mmf. 


Catalog 
Number 


57PT9060 


D 
[TML-245B+ 
| TML-150B+ 


60-60 | 
TML-100DB+|100-100 - 
ITML-60DB+ | 60-60 | °3 
ITML-200DA +/200-200 - 
TML-100DA-+/100-100) - 


All Purpose Condenser 


National EMC Condensers have 
high electrical efficiency, and cali- 
brations may be relied on. Insulation 
is of Igolantite, and Peak Voltage Rat- 
ing is 1000 volts. Plate Shape is SLW. 


Cap.; No. |Shpg. | Price 
Mmf.| Plates | Wt. | Each 


Catalog 
Number | Code 


Split-Stator Models 
57 PT 9169/EMCD-350/350-350]18-18 | 3 ibs. 


Type TMS 


® Type TMS is a condenser designed 
for transmitter use in low power 
Stages. It is compact, rigid, and de- 
pendable. Provision has been made for 
mounting either on the panel, on the 
chassis, or on two stand-off insulators. 
Single Section Type is shown (C) above. 
Catal ; Cap. 
umber | Cede | Ment. Volts 
57PT9096/TMS-100 100 /1,000 


~300 | 300 /1,000 
57PT9100|TMS-50D | 50-50 |1,000 
57PT9101/TMS-100 D'100-100/1,000} 2 Ibs 
57PT9102/ TMSA-35 35 |2,000) 
S7PT9103/TMSA-50 | 50 /2,000) 2 


Ibs. 
57PT9104/TMSA-50D| 50-50 |2,000| 2 Ibs. 


seseneee 


® Dial lock for type ‘‘O”’ Dial. 

87 PT 9161—Shpg. wt., 20z...30¢ 

National Rotor ShaftLock. 

Clamps securely on TMA or TNC 
rotor shafts. 

67 PT 9152—Shpg. wt.,4oz...... Bic 
National Shaft Bushing. For 
bringing 44-inch shaft through panel. 

67 PT 9153—Shpg. wt., 3oz...... 16c 
National Mica Padder. M30 Iso- 
lantite base. Maximum capacity, 

30 mmf. Size, '%™x%_ex% inch. 

57 PT 9164—Shpg. wt.,40z......18¢ 
Hammarlund Type MEX Pad- 
der. Maximum capacity, 30 mmfs. 

Size, %x% inch. 

57 PT 9498—Shpg. wt.,40z..... 18¢ 


Miscellaneous Accessories 


$16 
1 
1 


6. 
4. 
9. 
7. 
6. 
5. 
0. 


67PT9083'TMA-SODA 


67PT9086/TMA-150B 
67PT9087;TMA-GODB 


Peak Voits Alr Gap 


57PT8084/TMA-100DA 


Peak Volts 


BSSRe)' 


lag 

oe 
Se onoe 
@oncocwon 


eeecescecoescococss 


A ROR WOW NIG to 
paper taba 
BREE 
=a 
SpEsom 


Om = oF 


Air Gap Peak Volts Air Ga 


.026 inch 
.065 inch 


1000 
2000 


ARAOUANRAMEEMAKENN 
Roa Oe mee 

HOaw=candnoo 42 awe 
\-7-7-]-3--3-3-7-)-3-1-1-3-1-7-7-) 


MPO ONT es 


Type SE 

The SE Condenser has 270° Straight- 

_ _Liné-Frequency plates. Insulation 
is Isolantite. Two rotor bearings. The 
SEU models are suitable for high volt- 
ages as their plates are thick polished 
uminum with rounded edges. The 
other SE models do not have this fea- 


Catalog 
Number 


‘018 inch| 2 Ibs 


57 PT 9120|/SEH-335 


“Experimenter” Models 

All-brass construction. Bakelite in- 

sulation. Rotor has one bearing. 
Removable plates. EX15, EX25, EX35 
have double spaced plates, See illus- 
tration (F). 


Catalog Cap. 
Number Mot. 


57 PT 9124 d 
57 PT 9125} EX-100) 100 |. 
$7 PT 9126] EX-140| 240 |. 


® National NC-606 Neutralizing 
Condenser. Suitable for 6L6’s and 
similar tubes. Adjustable 4% to 5 mmf. 
67 PT 9166—Shpg. wt:,40z..... 27c 
NC-800 Neutralizing Condenser 
for RCA-800 and similar tubes. 
67 PT 9167—Shpg. wt., 2 lbs. . $1.80 
67 PT 9158—NC-150 Same as NC-800 
except for HK345, RK36, 300T and 
852’s. Shipping weight, 3 Ibs. .. $3.90 
67 PT $159—NC-500 forWE251A 
and similar tubes. Shipping weight, 
5 pounds.......... soksoe sos eee $7.50 
)) PWL Warm Drive unit for usin 
National TML Condensers paralle'! 
with panel. 
67 PT 9267—Shpg. wt., 5lbs... $6.70 


3000 
6000 


077 inch 
-171 inch 


7500 


9000 .265 inch 


NATIONAL Type ST 


The ST Condenser has 180°Straight- 
Line-Wavelength plates. General 
construction is the same as the SE Con- 
denser sithough its overall height is 
less. All els are double bearing. 
Two split-stator models are available. 
Air‘Gap Data: STH and STHS and 
STHD, .018 In.; ST and STD, .026 In. 


Catslog Cap, |Shpg.| Cash 

Number Symbol | mmf. we Price 
67 PT 9127/\STHS-15 | 15 | 11b. | $.84 
67 PT 9128/STHS-25 | 25 | 1lb.| .90 
67 PT 9129/STHS-50 | 50 (1ib.| .96 
Bf PT 9130/ST-35 35 1lb.| .90 
H PT 9131/|ST-50 50 | 1tb./1.08 

PT 9132|ST-75 5 | 1lb./1.20 
67 PT 9133/ST-100 | 100 (11b./1.35 
57 PT O134\ST-140 | 140 (2 1bs.) 1.50 
67 PT 9136/ST-150 | 150 | 21bs.| 1.50 
67 PT 9136/STH-200 | 200 | 2\bs.| 1.65 
67 PT 31 37)|STH-250 | 250 | 21bs.| 1.80 
67 PT 9138|STH-300 | 300 | 21bs.| 1.95 
4 PT 9139/STH-335 | 335 | 21hs.| 2.10 
67 PT 9140/STD-50 | 50-50 |21bs.) 2.10 
67 PT 9141 |STHD-100|100-100) 2 ibs.| 2.70 


Padding Condensers 


® National Air-Dielectric Padding 
Condensers are extremely compact 
and have a very low temperature co- 
efficient. The aluminum shield is 1% 
inches diameter by 14 to 1% inches 
high. Shipping weight, 1 pound. 
67 PT 9149—W 75 ( 75 Mmf. Air). Ea. $1.36 
67 PT 9160—W100 (100 Mof. Air), Ea. 1.50 


Dial reads direct to 1 part in 500. 

Division lines 4 in. apart. Dial re- 
volves 10 times to cover tuning range. 
Three section condenser ea DaeLLY 225 
MMF per section, or 25 MMF per sec- 
tion. Stator insulation is Steatite. Ship- 
Ping weight, 7 pounds. 
67 PT 9265—N-PW3 with 225 MMF 


condensers........... ee $14.40 
67 PT 9266—N-PWX with 25 MMF 
condensers. ... 0.0... 000.405, $12.30 


ae and Drive only. No condenser. 

hipping wt., 4 lbs. 

67 PT 9313—N-PWO..........$8.10 

® Same dial description as (J). Con- 
densers lie parallel to panel. Avail- 


are aluminum, 
Isolantite, located outside of the concentrated electro- 
Static field. The stator in the split stator model is 
ed at both ends. 
Catalog No. | 


87PT9091/TMC- 50 
67PT9092/TMC-100 100 
57PT9093 TMC-150 150 
57PT9094,TMC-300 300 
57PT9095 TMC-100D) 100-100 


National Micrometer Dials and Precision Condensers 


; nd transmitters, where voltages do not exceed . 
1 < The frame is extremely rigid and arranged for mounting 
I ‘ on panel, chassis or standoff insulators. The plates 


with buffed edges. . Insulation is 


Code | Capacity | Volts |Shpg.wt.) Price 
50 Mmf.3,000) 2 Ibs. |$2.40 
3, 2Ibs.| 2.70 


W) 
®) 


Type UM 


@® The UM Condenser is designed 
2 for ultra high frequency use and 
is small enough for convenient mount- 
\ng in our square shield cans. They are 
particularly useful for tuning receivers, 
transmitters and exciters, Shaft exten- 
sions at each end of the rotor permit 
flexible couplings, ‘The UMI-25 Con 

exible couplings. e - 
denser (J) isa balanced stator model, two 
Stators act on a single rotor. The UM 
can be mounted by the angle foot sup- 
plied or by bolts and spacers, 


Number 
Catalog 


57 PT 9142 


Symboi|Gee- Air- Sipe. Cash 


Price 


-017 inch 


-O17 inch 
O17 inch 
O17 inch 
IMA-25|) 25 |.050 inch 


57 PT 9148 |UMB-25) 25 |.017 Inch 


TEN Neutralizer 


(Not illustrated). Very similar in ap- 
pearance to EMC shown at (A). It has 
a maximum capacity of 25 mmf, and 
a 6000-volt rating. It is suitable for 
such tubes as 203A, 852, and 204A. 
Shipping weight, 1 Ib. 6 oz. 

67 PT 9160—Each........,.... $2.40 
Small items may be included in 
Sa aay Payment Order. See 

‘age 2. 


able with 2, 3, or 4 Section Condensers 
160 or 225 MMF per Section; Single 
Section, 150, 200, 350, or 500 MMF. 
Single spaced or up to 125 MMF double 
spaced. Not carried in stock. Allow 14 
days for shipment. 

67 PT 9268F— With Single Section Con- 
denser. Shpg. wt., 5lbs........ $9.00 
57 PT 9269F—With Two Section Con- 
denser. Shpg. wt., 6 lbs.......$12.00 
67 PT 9270F— With Three Section Con- 
denser. Shpg. wt., 7 1bs.......$14.40 
67 PT 9271 F—With Four Section Con- 


denser. Shpg. wt., 8 Ibs.......$16.60 
67 PT 9272F—Dial and Drive only. 
Shpg wt) 4 bso s/he. ce ane $8.10 


HAMMARLUND 


VARIABLE 
CONDENSERS 


TCD Transmitting Condensers MCD-X Double Spaced Units MC Midget Condensers 


Following 4 split stator types have all © Split stator condensers designed for Isolantite insulation. A wide split- 
four horizontal tie pillars drilled and ultra-high frequency transmitting or type rear bearing and a wide special 
tapped to accommodate brackets for ee NS Le cep New Pesan eae the fone SHer plated ea 
+ ease : 1 ype rear ring and noiseiess wip- lum wiping contact. adamium plates 
rae Panett eee and ing contact. Cadmium plated non-cor- soldered brass plates. End plates of 
tank coil directly on tuning condenser: = rosive soldered brass plates. Air gap heavy aluminum. Plates are .0225 inch 
Sirol TCD-50- between plates .0715 in. thick ya .0245 inch air gap. Shafts are 
,’ and ‘“ -110-H.”’ Y%-inch diameter extending «6 inch be- 
Catalog Code | Max. Cap. |Shpg. Price “1s ‘ 

ond rear frame to facilitate ganging. 

Catalog | Code | Cap.) Frame \Shpg.| Price Number MCD | PerSec. | Wt. Each Shipping weight, each, 1 pound. 


Number | TCD | Mmf,| Length, | Wt Each 


} 
} 
| 
] 


57 PT 9425 | -35-MX | 31 mmf. | 1tb.} $2.10 


+5 60 $8.10 57 PT 9426 | -35-SX | 31 mmf. | 1ib.| 2.10 Catalog Code | Capacity 
qe = 2-35 “MX." = Midline Plates Number | MC |Range mmf pc 
+5 53 5.88 “SX''= Semi-Circular Plates 57 PT 9433|-325-M | 320-13 ° 
ty? ATS 3:35 57 PT 9434|-250-M . 3 
+-240-5 | 250 11:40 Ba ern} +88 
i x3 at MC-X Double-Spaced Units 57 PT 9437|-140-S "50 
$3 335 12:30] (An excellent variable condenser for iit Serene +35 
$-8 88 3-39 ultra-high frequency receivers and 57 PT Saas nes at 
f-210-L | 215 5 In. 4.9 transmitters, particularly compact trans- 57 PT 9441|-75-S "20 
57 PT 9461) $-500-M! 505 | 3346 In 3.90 mitters. Air gap between plates. .0715 57 PT 9442|-50-M 196 
Polished round edged plates—.040-in. thick, | inches. New split type rear bearings and 57 PT 9443/-50-S 196 
{Standard type plates—-.025-in. thick. noiseless wanine contact. Cadmium 57 PT 9444)-35-S 90 
plated soldered brass plates. Isolantite LBA pa) 84 
insulation. “M"" Midline Plates "S$" Semi-Circular Plates 


TC Transmitting Condensers Catalog Code Min 79 Price 
@Heavy aluminum end plates. Dur- Number mc Cap. wie Each HIF Micro Condensers 
aluminum pillars. Both rotor and §7 PT 9625 | -100- 16.5 mmf i @ Cadmium plated soldered brass plates 
stator plates are buffed and_ polished; 57 PT 9626 | - 50-SX | 9.5 mmf. | 1tb.| 1. and Isolantite insulation. Special wide 
rounded edges. The rotor plates staked Hu as eit San ae BY | tie front bearing. *Double Spaced Units are 
IIe to non-magnetic shaft. Stainless steel 57 PT 9629 | - 35- 7) mmf. ah ae indicated by (*). Shpg. wt., ea., 1 lb. 
Ss NN) dial shaft %-in. Full regen bearings. 57 PT 9630 | - 20- 7 mmf Catalog | Code ) Capacity | F 

‘ Pita’ PY The rotor contacts are heavy silver plated 57 PT 9631 : 6.5 mmt Number HE Raacorne tenatn 

— S "le Beryllium wipers. No metal-to-metal 37 PT 963515 , 

\ } (F contacts through framework. Isolantite §7 PT 3680/38 


insulation. bi pe panel —— bush- MC-B Band Spread Condensers 57 PT 9641|-50 
ings and special mounting feet for base or é 57 PT 9642)-100 
standoff insulator mounting furnished ior illustrated.) Designed for use as 57 PT 9643-140 
nd spread’”’ tuning condensers for 57 PT 9644|*-15-X “2. 
Catalog ; Code | Cap.) Frame i short wave receivers and for amateur 57 PT 9645|*-30-X -5. 1546 in. 
TC immf,/Length) Wt band frequency meters. The ‘‘tank’’ sec- 


iE ins tion can be set and locked at any desired APC Micro Condensers 
esiein capacity permitting the tuning section to Ideal ° ir dielectri é f 
grein. spread narrow frequency ranges over the ® ae 28 a ce Heat apae eee 
100-G 110 [656 In. entire dial. Cadmium plated _non-cor- fi g oat Ea eiteuitealeolants 
150-6) 93% In. rosive soldered brass plates. [solantite 3nd for padding rt circuits. Jsolan ite 
25-H) 214 eIn. insulation. Uniform in construction with base. Cadmium plated soldered brass 
50 33<6In. MC units. Shpg. wt., each, 8 oz. rotors and stators. Screw driver adjust- 
55g In ment. Shpg. wt., each, 1 Ib. 
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| 556 In. Catalog Code Tank Tuning Price 7 

90-K! 2)46ln. Numb Mc Cap. Cap. fach Catalog Code; Capacity Fra 

165-K) 334 ¢ln. 57 PT 9632 | -120-B | 100 mmf. | 18 mmf. |$1.80 Number !APC Range mmf, |Plates| Len; 

Lr aoe 57 PT 9633 | -150-6 | 100 mmf. | 50 mmf. 

330 55% In, 57 PT 9647 |-50 

220 334eln. 37 pt ages 100! 10088 | a7 |e 

i 549 |-100' = in 

57 PT 9478)3-440-L 465 15 In. 4.62 MCD Split-Stator Condensers 57 PT 9650 |-140 | 140- 37 htein'| 
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SCOOCSSONSSSCONVBONS 


a ac haere aie cel arabe aie af 


+Polished round edged plates—.040-in. thick. These duals incorporate rigidity, low 
{Standard plates—.025-in, thick. ba losses, and pe construction: | Iso- SM Star Midgets 
antite base. mium plated soldered A mid as 
5 ! et variable condenser for set- 
brass plated. New split type rear bearing © builders experimenters, and labora- 
MTC Transmitting Condensers and noiseless wiping contact of silver tories. Bakelite insulation. Straight line 


A NEW popular series of transmittin: plated Beryllium. Other specifications ape ‘ ; 

Gondeneers: fas high frequency an same as for “MC single midgets. Nor- potngidy 2 Sea acer’ 3 nee — 
ety frequency medium and low mal spacing. Shpg. wt., ea., 1 Ib. 8 oz. Mounting” bushing is Me-inch diameter. 
face ne eeGaealcceatas LAr ee. ee Danie mitced "3" types have 064 inch 
. E iS umber ange uble spaced * -ypes have .064 inc 
Wire ha) IRL Sea acveoe pe “Sr eT gaz -140-' 18 es ‘ air gap. Shipping weight, each, | pound. 

. i“ ¥e ' a fa = mmi n n 
1000-V, for “‘C’’ types. Base mounting 57 PT 9429 | - 100-6.5 mmf. Catalog No. | Code SM |Cap. & f.| Price 
brackets and three panel mounting bush- 57 PT 9430 | - 100-6 mmf. atalog No. | Code ap. Range mmf.| ‘Each 
57 PT 9431 | -50- §0-5.5 mmt 57 PT 9654 


ings furnished. 


Code | Cap. Frame | Shoe. Price 
MTC |mmf,|Length) We. Each 


t+ 35-A) 35 [4%q 1n.|2 Ibs. $3.60 


57 PT 9432 | - 50-5 mmf. 57 PT 9655 
57 PT 9656 


““M"' = Midline Plates 5 
«“§” = Semi-Circular Plates. Hi Hat ote 


57 PT 9659 


Catalog 
Number 


57 PT 9479 


57 PT 9480)t- 20-8) 20 /2%4 In.|1 Ib. 1.95 2 er geepllitsacx sous 

57 PT 9481\t- 35-B 24 In.{L Ib. is ‘ 

gyet suezit- BO-Bl 14 lesginc il to. Sag HFD Splilt-Stator Condensers 

iW oe erat ere a 2 Hh i} oe oz. 2-88 © Like the ‘‘HF” single micro condensers Neutralizing Condensers 

57 PT 9485/S- 50-C) 5 (24m 1n.|1 Ib. 1.68 _in construction. Rotor contact can be Thick aluminu [ntesten eh rounded 

87 PT 9486/S-100-C| 11 |2%In.|1 Ib. 1.83 shifted to three positions. Double spaced ® 4 ese oli heaee p liceuetacese Fine 

57 PT 9487/8-150-C| 15 |24@in.(Lib.8or.) 1.92 units are indicated by (*). Shipping e aes polishe on ail sur. He dj a 

57 PT 9488(S-250-C| 25 |34§ In.|2 Ibs. 2.16 weight, each, 1 pound 8 ounces. thread screw provides smooth acjust- 

57 PT 9489/S-350-C 35h In, |2 Ibs. 2.40 ar ae ; ; ment. Tee as nut ees plates cannot 
it 5 i : 

{Polished round edged plates —.040-inch Nair HED a Length ree touch. Isolantite insulation 


Catalog Shipping Price 


thick. tPolished round edged plates —.025 
PIETIS634) 30) fifesUsa dimmt: Number | Code Weight Each 


inch thick. S Standard type plates —.025 > 

; . 47 PT 9635|-100 | 100-5.2 mmf. 

dpc hsthicke) 57 PT 9636|-140 |140-6.2 mmf. 
57 PT 9637|*15-X | 16-2.8 mmt 
57 PT 9638|-30-X | 28-5.5 mmf 


57 PT 9651 | N-10 1b. 80z. |$1.80 
57 PT 9652 | N-15 2 Ibs. 3:60 
57 PT 9653 | N-20 2 Ibs. 3:90 


MTCD Dual Types 
Same constructional features as MTC type. ETU Exciter Tuning Unit 


Catalog | Code , Cap.| Frame | Shpg. ) Price These handy units are intended for use in multi-band transmitter ex- 
_Number_| MTCD mmf, |Langth | Wt. citers and lend themselves readily to band switching arrangements. 
iY He el t- a iH : ie Bibs: Available unwound or with windings for 10-20-40-and 80 meter bands. 
HY PT aag2\|. 50-B 25.5 |3 nl 3 Ibe, Designed to work with 6L6’s. Consists of two 25 mmf., double spaced 
$7 PT 9493|1-100-8) 51/5 | 4 ibs, condensers and a 2x}%-in. diameter winding form. ‘“‘ETU-10’’ for 10 
57 PT 9494/3- 50-C) 25.5 13 2 Ibs, meters, “ETU-40” for 40 meters, etc. When ordering 57 PT 9662 
State band wanted. 


§7 PT 9495 3-100-C) Sl |3 2 Ibs. 

§7 PT 9496/1-150-C| 77 |39g1n.| 2 lbs. 

§7 PT 9497|3-250-C) 135 |4%in.| 2 Ibs . - 

{Polished round edged plates .025 in, thick Befoice No: cane Size tn. AIL 2 ee 
i i t j St yy 1 tb. $2.40 

—.070 in. plate spacing. {Standard type 57 PT 9661 ETU axdxl lie | 

plates .025 in. thick —.031 in. plate aoaciaa? 57 PT 9662 ETU-10-20-40-80 3.30 

You can include Items on this and opposite page in your Easy Payment Order . . . See Page 2 
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CROWE axon GORDON 


DIALS, KNOBS AND 
ACCESSORIES 


GORDON 
Flanged Knobs 


%-inch shaft. 3- 

inch knob takes 5%-inch scale. 2Y¢-in, 
knob takes 3% inch scale, Scale is made of 
heavy brass. 


Catalog) Sin Metal 
Number |tnches | Flange |pointor|Shoe. 


7 PT $129) 3 yes yes TIb. 
57 PT $130) 3 

57 PT 8131 

aera 

57 PT 8134 

57 PT 8135) 

57 PT 8136) 

57 PT 8137) 

57 PT 8138 


CROWE Station Embiem 
For displaying call letters of amateur broad- 


casting stations. Emblem is illuminated 
from the rear; translucent letters. The 
frame is adjustable for 3, 4, or 5 characters, 
Two complete sets of alphabets furnished. 
Emblem complete with reflector box and 
wired for 110 volts, 

87 PT 8103—Shipping wt., 4 Ibs. 

Each $2.35 


Emblem without sockets and reflector box. 


87 PT 8104—Shipping weight, 1 pound. 
Each Rite -. $1.62 


CROWE Dials 

Direct Drive. Black Transmitter 
Anodyzed dial plate. chromium ay 
0-100, 270 or finieh. F100, : 
degrees. For 4-in. or 9-100, ei 
ik Mace ctor | Bice Brive 
knob. State color Drive. 

57 PT 8112—2%- 
$7 or Btg—1%- in Shi 
ping wt, 80z..44¢ wi, dor... 88e 


67 PT 8111—2%- 67 PT 8113—4 in. 
in. plate. Shipping Shipping weight, 
nt I pound...” $1.38 


Arrow Knob 
Molded black Bake- 
lite. For %-inch 
shaft. An old time 


Bar Knob 
For amplifiers and 
testing equipment. 


ite. For w’- 
inch shaft. 


Black favorite with set 
or Red. State builders and experi- 
color. Shpg. wt., menters. Shipping 
each, 4 oz. weight, ea., 4 or. 
B7PTO712-1%in4C &7PT9710-1 in DC 


87PT9713-2% in.7e |= 7PT9711-1% in.Be 


CROWE Ancdized Dial Piates 


Black Bakelite. 
Brass bushing. For wheel. Fi ;-inch 
shaft, 


GOR DON 
Handwheels 


Molded Bakelite 


Cat. No, | Olam. |Pointer| Shpg. Wt. | Price 
Hand Wheels Only 


57 PT 8115 )3 

57 PT 8116 |3 

§7 PT 8117 |2 

57 PT 8118 |2 

57 PT 8119 |1 

57 PT 8120 |1 8 ounces 

57 PT 8121/1 E Yes | S ounces 
PT 8122 |1 8 ounces 


Scales Only. *Also for 19-inch wheal. 
57 PT 8123 (5% Inch, 3 Gounces | 300 
57 PT 8124 1356 Inch}; 244%| Gounces | 240 
57 PT 8125 [2% Inch] 1 6ounces | 240 


CROWE Slide Rule Dial 
67 PT 8101—Requires panel opening of 
1% in. x 39% in. oe ft couples direct 
to condenser shaft. lounting holes in 


5¢ 


67 PT 8102—Requires panel opening of 
1(¢ inches x 5% inches—pointer travel 4% 
in E tio 7 to 1 (180° condenser 
travel). Shpg. wt., 1 Ib. 12 oz. 

Each. s ucitestteni ters. «casein BT AT 


CROWE Knobs 
Soke gerne Red or Modernistic Bar 
ones yh ee Knobs. Red or 
ing for 4-inch shaft. 


State color. Fine 
appearance and 


87 PT 8108- 1% 
inch. Shippi 


weight, Bor. 8c 
67 8109—2%- & PT 8106—2 in. 
6 


67 PT 8107 — h- 
eight, 40z....7¢ 


hipping weight, 
ounces,.... ete 


GORDON Planetary Drive 
Used as an auxiliary speed reducer. Mounts 
on condenser 4-in. shaft. Dual ratio, 7 to 1 
and 1-1; each drive with separate knob. 
Mounts on control shaft behind panel. 
Drive shaft projects through panel. 

57 PT 8126—Shipping wt., 8 oz. $1.32 
67 PT 8127-—-Black Bakelite knobs for 
above. Shipping weight, 4 oz..... Each 1 2c 


Attractive. re fae black figures on a silvery-white color back- 

nd. Lend distinction to the equipment on which used. 2%¢ in. 
igh x 2% in. wide. Available with the following markings: 

Tone 0-10 Microphone No. 1 0-10 Volume 0-10 

Gain 0-10 i hone No. 2 0-10 Fader 5-0-5 

Master Gain 0-10 Gain 5-0-5 Bass 5-0-5 

Record 0-10 Radio-Microphone 5-0-5 Treble 5-0-5 

Microphone 0-10 Record-Microphone 5-0-5 Expansion 0-10 


57 PT 0702—State marking. Shipping weight, 3 ounces. Eachl 8c 


CROWE Etched Aluminum Switch Plates 
® “Off-on"’ switch plate. Etched @®‘{On-off’ ’ switch 
i Prose aluminum 
Y%x1 inch, § y 
87PT9701—Shpg.wt.202.6¢ © 


aluminum, block 1'}¢x1V¢ in. 
87 PT 9790—Shipping 
weight, 2 ounces............ 


late. 
lock. 


NATIONAL 


DIALS AND KNOBS 
@® “HRO" Dial. Etched Nickel Silver, graduated 


odececscesscvcct IE 
“O” Dial—Made of circular grained nickel 
silver. Highly polished. Deep sharp etching. 
Insulated. For %-inch shaft. mfortable grip 
block composition knob. Dial diameter 3% inches 
overall. Graduated 0 to 100 over 180 degrees. For 
counterclockwise condenser. 
6 7PT9030—Shipping weight, 1 pound...... -90¢ 
© “N" Dial. Engine divided scales. Polished 
nickel silver. Flush vernier of smooth and 
powerful planetary drive. 50 to 1 ratio. Shipping 
weight, each, 1 pound 8 ounces, 
57 PT 9031—0 to 100 counter clockwise 
DDO ORNORB iss cai cidhc tee aes 4.05 
57 PT 9032—100 to0 clockwise 180 degrees. $4.05 


Rie es ea ee 9.00 

57 PT 9036—100 to 0 clockwise 180 degrees. $9.00 
67 PT 9037—150 to Oclockwise 270 degrees. 9.00 
57 PT 9038—200 to 0 clockwise 360 degrees. 9.00 

“BM"’ Dial—“Velvet Vernier” action. Varia- 

ble ratio drive. Black Bakelite case. Diameter 
3 inches. Shipping weight, each, 1 lb. 8 oz. 
67 PT 9039—0-1 for either clockwise 
or counter clockwise condenser. 180 de; rees.$ 1.50 
67 PT 9040—200 to 0 clockwise. 360 degrees$ 1.50 
“B"’ Dial—Same as “BM” except 4 inches in diam- 
eter. Shipping weight, each, 1 pound 12 ounces. 
57 PT 9041—0-100-0 for either clockwise or counter 
clockwise condenser. 180 degrees.......... $1.65 


67 PT 9046—4 inch. 150 to 
57 PT 9047—4 inch. 200 to 
“HRK" Knob. Diameter 2 


110-volt 60-cycle AC. 24-hour colored dials plainly marked for direct 
reading. Information included for telling time in locations not shown on 


clock. Base removable for mounting flush in a panel, 


57 PT 8128—Shipping weight, 4 pounds......... 


CROWE Aluminum 
Title Plates 


Fear isan e Oe 


“RF. GAIN 


Anodized aluminum finish, silvery-white color background, with black fig- 
ures. Size % inch x 1% inch, furnished with self-tapping screws. The use of 
these attractive plates will give your rig that professional touch, State 
marking wanted. See list below for titles carried in stock. 


57 PT 8100—Shipping weight, each, 2 ounces. Each..............., 6c 
AC Input Doubler Power Amp. Plate 
AC Volts Fader Radio 

Amplifier Filament Voltage Receive 

Antenna Freq. Meter Record 

Beat Osc. Gain Control Rectifier 

Buffer Grid Current Screen Current 
1st Buf. Dblr. Grid Ground Selector 

2nd Buf. Dblr. Grid Input Send 

3rd Buf. Dbir. Grid Key Speaker 

1st Buf. Dblr. Plate Microphone Speech Amp. 

2nd Buf. Dblr. Plate Mike Current Sp. Amp. Dvr. Plate 
3rd Buf. Dblir. Plate Modulator Grid Transceiver 

Ist Buffer Grid Modulator Plate Transmitter 

2nd Buffer Grid Monitor Tone 

3rd Buffer Grid Neut. Condenser Volume 

1st Buffer Plate Off-On 50 Ohm Input 
2nd Buffer Plate Oscillator 50 Ohm Output 
3rd Buffer Plate Output 125 Ohm Input 
Class A Modulator Plate 1 125 Ohm Output 
Class B Modulator Plate 2 200 Ohm Input 
Crystal Osc. Grid Plate Voltage 200 Ohm Output 
Crystal Osc. Plate Phone—CW 500 Ohm Input 


D.C. Voltage Power Amp. Grid 


500 Ohm Output 
Page 23 
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CORNELL-DUBILIER CAPACITORS 


Dykanol Filters Type TQ Dykanol Units Paper Tubular Units Catalog Capacity | Price 

Type TLA Dykanol Filter Units in cylin- Equipped with small insulated terminals Non-inductively wound, spe- Number | mtd. Each 
drical aluminum containers are ideal for and gg < ty oS for mounting in any omg 4 sealed and impreg- 9-—600 V.D.C.—Cont'd. 
portable transmitters, power supplies and am- position. Never before has the amateur been nated. Wire leads, High melting 8 | $1.09 
plifiers. One terminal is well insulated, the offered such a marvelous line of D-X transmit- point wax ends. Average ship- 0 1:38 
idea being ene nee can ae Insulating ting capacitors at such low prices! ping weight, 4 ounces. 1 1.81 
washers as well as a large spade lug are pro- : ; 2 2.26 
vided. Shipping weight, each, 1 pound. KPa | Capacity | size, tnetes | oma” Fee 3 6 2.65 

Lo 2500 V.D.C, t 


. Sos! 
ro) 


pbbae? 


Cap. | Size,Inches | Price 
|_Mfd. |Lath, Diam.) Each 


BE 


2% 
Dry Electrolytics 
Plain foil, dry electrolytic capacitors. EB has 
insulated, color-coded wire leads. In the EP 
units, the central insulated terminal is the pos- Mica Transmitting Units 


itive, while the metal container is pe negative: ® Intended for amateur radio communicating 
Lock washers and hexagon nuts furnished. fone. GW and ICW, for plate blocking. 


Shipping weight, each, 1 pound. grid buffer, tank, and antenna coupling pur- 


C it: Size, Inch 5 ippi i és 
apart y | ae nches poses. Shipping weight, each, 3 pounds 


EB~-450 V.D.C. 
a 2% 


600 V.D.C. Shipping weight, 1 Ib. 
PT 8609 | 2 x2 
PT 8610 4 3% x2 
.C. Shipping weight, 2 pou 
1 2% x2 
| 2 24% x2 
Bi 4 3% x2 
Kon 
Kon 


tage 1200 
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Shipping weight, 3 pow 
1 2% x2 | 
2 3% x2 
Shipping weight, 4 pow 

1 3% x2 


| 2 4% x2 
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Compact Electrolytics Type KR 


Compact etched foil dry electrolytic capac- 

itors. Equipped with pal nut. Fully wax- 

tted sections are carefully and completely 
msulated from one another as well as from the 
metal container. Shpg. wt., ea., 12 ounces. 


Tubular Electrolytics 


Extremely small, handy to use, and com- 

pletely eliminating exact duplicate replace- 
; : - ment capacitors. Polarity is clearly indicated 
| Capacity | Size, pnchiss Price on a protective varnished cardboard sleeve fit- 

Mid. {Leth, Diam.| Each ted over aluminum cartridge. Hermetically 
450 V.D.C. sealed. Shipping weight, each, 4 ounces. 
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MICA Receiving 
and Transmitting 


4 
100 


Transmitting Capacitors oe Ding reanetts ae 
© C-D Dykanol Transmitting Filter Ca- high voltage De. blockin aoe 


pacitors Type TJU are dependable units for 
amateur, broadcast and commercial transmit- 
ters. Compact, lightweight, safely-rated, Uni- 


mie 


power tank capacitors, padders, 
coupling functions, audio and 
video purposes. Finest quality 
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57 PT 8636 
67 PT 8636 
67 PT 8637 
57 PT 8638 
67 PT 8639 
657 PT 8640 
pert) ft | te ras 
versal mounting clamp, well-insulated termin- 85 PT Bad3 4 India ruby mica—select foil and Working Voi DS. 
als, fire-proof. Dc - bate en eee B7 a g < . $0.41 
Can Size, Inch 57 PT 8644 "Tex y. Terminal studs in Type 9 41 
ee Mt, Length Width Thick 67 PT 8645 % bet bs are moulded into case; Type 4 Bf ae MH | “41 
67 PT 8646 2% x ° uses short solder-lug terminals, 57 PT 8538 s 
600V.D.G.440rme Rect.A.C. Shpg.wt. 1 Ib, 8 or. 87 PT 8647 2 x Ps and has insulated mounting or | 
67 PT 8 3) 2m xiinerl ise | $1.62 67 PT 8648 2M x e Boies § 1 ine. Sh $4 ot oeae rf 
57 PTS 1 2 x1 Hexthis 2.06 67 PT 8649 ay S : oles for panel mounting. Shpg. 57 er 8540 -63 
57 PT 8 2 2% xi'3iexth46 2.60 G wt., each, 8 ounces. re or 8 3 88 : 
$7 PT 86 4 | She x2ia xidie | 3:28 57 PT 8650 Wy a Gaislog | Gap. | Price 67 PT 8543 BB 
1000 V.D. ect. AG. Shpg. wt. 2 Ibs. b7 Pr geo , ic Number Mfd. Each 87 3 8544 -91 
j {ex1h4 
ef pr & a cities | $228] | sf er gees 2 | [Otay bcvenine verse) | G7 Fr abas 133 
85 PT 8 4” xitslextfe | 2:5 B7 PT 8664 { H ‘D.C. 87 PT 8547 1:03 
57 PT 8 duper ative | 3:69 57 PT 8665 2 e B7 ET 8480 | 00005 | abe 57 PT 8548 1:32 
Tappan cysovormn ners A Sipe wate! | ayer anne 4 e | [EREREHEE| (Muss | S82 | [ape «sooo vip.c Fase 
x x 1h * . 
B7 PT 8 4546 x2! ‘She 3-87 87 PT 8667 | 1 e B7 PT 8484 | 00025 | 360 Workin; V.D.C, 
67 PTB 4516 x3% x1, | 4’ B7 PT 8456 | (0005 | 360 b7 PTB : 0.53 
= 3 d ; ' 
Per aaeT ™ arag INE Ta reraieg| ws | fer | [eters a 
| ° : ry -62 
He | Sys 238 a | BBE You can include anything Bi er sage coos: | eee ayers $5 
0 Rect.A.C. Shpg. wt. 6 ibs. 67 PT 8461 | 004 B0e PT x 
$0 Se 3 ng wt, 6 Ibs Sears sell in your Easy BF Br baes | bos eee Biers ae 
57 4'3ex344_ x1 7.64 Payment. Order. . See Page bz PT 8463 | .006 B90 57 PTS 1.32 
O00 A.C. 5h Sic Si 57 PT 8464 | 007 680 567 PTS 1.47 
a "Seni xe 37.06 2 for Easy Terms BT PT 8466 | Ol, | Bee 87 PTB 186 
57 aye x3% x3hie 82 67 PT 8467 | 015 940 67 PTS 2:06 


OHMITE 
Center 
Tapped 
Resistors 


For 
Heater or Maxi- 
Filament mum 
Voltage Volts 

Up to 


WIREWATT—1 Watt 

57 PT 8713—State resistance wanted. Ship- 
ping weight, 3 ounces. 

2.5 44 

7.0 

10.0 


BROWN DEVIL—10 Watt 


57 PT 8714—State resistance wanted. Ship- 
ping weight, 3 ounces. 


OHMITE 


R. F. Plate Chokes 


Rating 1,000 M.A. Non Reractie Mounting 
brackets furnished with e three larger 
sizes, 


D.C, 
Catalog Aint | Micro- pete | Shoe.| | Price 
5 |Henties ance | Wt | Each 

Ohms | 


5.4 | 0.85 | The 


| 65c 
| 88e 


Seen il im 

ByPTSyi6 10 and 20} 35 2 4 |44c 
8 
12 


57PT8717\20 and 40) 95 | 5 
67PT8718)20, 40, 80) 
land 160 | 220 | 9 


CENTRALAB | Gp | 


© Center core of resistance material is sur- 
rounded by a dense shock-proof ceramic 
providing strength and protection against 
humidity. 

e Core and jacket are fired together at 2500 
degrees F. into a single solid unit, hard and 
durable as stone. 

Pure copper covers the resistor ends for 
wire lead contact. Contact to the resistance 
material is at the extreme ends only, pro- 


2, ‘000 


OHMITE 


bag evils 


Brown 


Vitreous wire wound resistors of finest con- 
struction. Porcelain core. 1%-inch tinned 
wire leads, 10-watt units are 1%x% inch, 
20-watt units are 2x4 inch. Shipping weight, 
each 3 ounces. 

67 PT 8721--10-watt units (Specify re- 
sistance from table below.) Each : 24e 
67 PT 8722—20-watt nnits available in re- 
sistances marked by an asterisk (*) in table 
above, (Specify resistance.) Each ., 38e 


Ohms | Ohms | 


1'500* : 25000 


67 PT 8723—20-watt units of 20,000; 25,000; 
30,000; 35,000; 40,000; 45,000 or 50,000 ohms 
resistance, Each 44c 


Adjustable Lugs 


For use on Dividohm Resistors. Shipping 
weight, each, 2 ounces. 


Diam Cutslog Price 
Inches Number Each 


With Knob_ 
PT 8729 Qe 
PT 8730 | 150 
T moist 15e 


Fe: 


57 
57 
67! 
af th 
57 
67 
67 


1% 


Fixed 
Resistors 


viding uniform resistance and load distri- 
bution over ENTIRE length. End con- 
tacts do not short circuit part of resistance 
as in other types. 


© Because resistance is small in diameter and 
uniformly distributed for entire length, 
Centralab’s specific resistance per unit 
length is low. The result is low noise level 
and constant value over a wide range of 
frequency and voltage. 


Megohms 


su 
wa 


RGN 
wn 


400,000 


67 PT 8710—.5 Watt. Any resistance valve from above Jist. Each,..., A Cee ie Crh ses 6c 
87 PT 8711-1 Watt, Any resistance valve from above list. Each oe A patio ate 1OC 
57 PT 8712—1.5 Watt. Any resistance valve from above list, Each...... 2 eae ...12¢ 
State Resistance Wanted. Shipping weight, each, 3 ounces. 
Include All Needed Parts in a $10 
Easy Terms Order. See Page 2 
OHMITE OHMITE 
Dummy : Parasitic 
Antenna ~ Suppressor 
Ke 
Model D-100 100 Watts 73 A trouble which occurs in many push-pull or 


or 600 Ohms Non-inductive rt 
Non-Capacitive 


Among the outstanding applications of the 
Ohmite D-100 Dummy Antenna are: its use 
in tunin up a radio transmitter for maxi- 
mum efficiency by making costes the ac- 
curate measurement of the R.F. power output 
(and consequently the efficiency) of the final 
amplifier as well as of preceeding stages; and 
also its use while tuning up to keep the signal 
off the air and eliminate unnecessary inter- 
ference. Other uses are the determination 
of transmission line losses, the checking of 
line to antenna inpedance match, the reduc- 
tion of band congestion during neighborhood 
transmission, the enabling of adjustments 
during Quiet Hours. 

67 PT 8720—Shipping weight, 1 pound. 
FSAGH ure ters eevoin tie ats esate tegess ae caesar $3.23 
67 PT a a sca model. Shpg. wt., 
2 pounds dteye-si- eG 


parallel operated tadio- frequency amplifiers 
is that caused by “‘parasitics.’"’ These un- 
wanted ultra-high frequency oscillations are 
the result of the self-oscillations of a circuit 
composed of the tubes, the two plate leads 
and the grid leads. According to one writer, 
80% of amateur transmitters suffer from 
parasitics. 


The cure for u.h.f. parasitic oscillations is 
to destroy resonance at the parasitic fre- 
aes, by inserting one of the new Ohmite 

300 Parasitic Suppressors in one or both 
grid leads next to the tube sockets. 


The Ohmite P-300 Suppressor by parallel- 
ing a non-inductive resistor with a small, very 
low resistance choke introduces no loss at the 
operating frequency while effectively sup- 
pressing the parasitics by means of the choke 
as well as by means of the resistor. Shipping 
weight, 4 ounces. 

57 PT 8719—Each,......... «+», 89e 


OHMITE “DIVIDOH™M” 
VITREOUS VARIABLE RESISTORS 


10 Watts 
Furnished with Mounting Brackets. Size 14%x% inch. Mounting 
Centers, 2% inches. Shipping weight, 4 ounces. 


Onms ) Max. 
Resist- | Current Sheng 
ance | in Mils, 


q ie 


25 Watts 


Furnished with Brackets. Size 2x'}. inch. Mounting Centers 
2% inches. Shipping weight, 4 ounces. 


Sinton ee 
Sacucrus 
SARA NN mr 


ne 
-_ 
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50 Watts 


Furnished with Brackets. Size, 4x'%_ inch. Mounting Centers 
4% inches. Shipping weight, 6 ounces. 


VS 


15 Watts 


Furnished with Brackets. Size 6x'}j5 inch. Mounting Centers 
6% inches. Shipping weight, 8 ounces. 


mM 


100 Watts 


Furnished with Brackets. Size 64x% inch. Mounting Centers 
7% inches. ae a 10 ounces. 


141 100, 


200 Watts 


Furnished with Brackets. Size 106x1% inches. Mounting Centers 
11% inches. Shipping weight, 1 pound ounces. ‘ 


NEW POLY PEDANCE 
ALL-PURPOSE TRANSFORMERS 


DRIVER TRANSFORMERS 


© Quality transformers with ratios for present and 
future needs provide for new tubes as announced. 


@ Correct impedance matching ALWAYS possible. 
@ Ratios are conveniently changed af terminal board. 


@ Two sizes in power ratings fo permit use of ALL 
popular Class “B" tubes and circuits using them. 


@ Balanced ple-wound coils assure low leakage and 
high efficiency in all modern transmitter circuits. 


@ Low resistance secondary windings for minimum 
power loss and undistorted driving power. 


@ Transformers are securely clamped with four husky 
bolts. Hum-free; they don’t “talk back.” 


© Every transformer furnished with wiring instructions 
and valuable data on best engineering practice. 


MODULATION TRANSFORMERS 


@ Balanced ple-wound tapped coils for wide range 
of impedance ratios. Proved high efficiency. 


© Liberal design insures maximum undistorted power 
output and maximum operating efficiency. 

© Safe, sure and reliable connections easily made at 
the terminal board. Easy to get fo for-changes. 


© Secondary designed to carry Class “C" current. 


®@ Special impregnation to insure long life and quiet 
operation unaffected by humidity. 

@ Highest quality laminations reduce power losses. 

© Outstanding in performance as well as value. 


@ Every transformer furnished with complete wiring 


Transformers 
Like Everything 
Else at Sears May 
Be Bought on 
Terms, See Page 2 


Consult This Chart For Correct Poly-Pedance Transformer 
For Any Popular Tube Combination 
Our stock numbers which correspond to Maaufacturer’s type numbers given in this 


table are as follows: 


57PT8000: A-4761; S7PT8006: A-3893; S7PT8001: A-4762; 57PT 8007: A-3894; 
57PT8002: A-4763; 57P T8008: A-3895; S7PT8003: A-4764; 57PTM8009: A-3896; 
$7PT8004: A-3891; 57PT8010:A-4765; 57PT8005:A-3892; 57PT 8011: A-4766. 


Plate 
Volts 


600 
800 
1,250 


1,000 
600 


Plate 
Watts | to Piate 


Power Load- 


Ohms 


~ 


38558 


Poly- Line Poly- 
Pedance Trans, Pedance 

Driver Poly- Modulation 

to use Transformer 


A-4762 
A-4761 
A-4762 
A-4762 
A-4762 


A-3894 


Bees pe 


A-3895 
A-3895 
A-3894 
A-3895 
A-3893 


A-4762 
A-4762 


eee ee! me 


OAK A COUND] ANOND) OM UO ss 


$8255) 88585 28225 82222 


Ooo 
3 


6L6—Tubes with 16% inverse feed back. 


Beuelgeceelgees: 


3 


A-3895 


A-3896 
A-3895 
A-3895 
A-3896 
A-3896 


2A3--Tubes operated 300 V. self bias unless preceded by * in which case 


they are operated 300 V. fixed bias. 


45—-Tubes operated 260 V. self bias. 


500—Ohm line transformer ratio presupposes use of recommended driver 
tubea feeding 500 ohm line. 
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instructions and valuable application data. 


Buy Today With a Thought for the Future 


There’s a lot of satisfaction in building a rig around quality trans- 
formers. But it isn’t exactly pleasant when you have to discard them 
later because new tubes or new circuits which you wish to use make them 
obsolete. That’s why Stancor have developed for you this fine line of 
Driver and Modulation transformers. 


_When you select Stancor Poly-Pedance transformers you are assured 
not only of a better and closer match with existing tubes, but you can feel 
reasonably sure that when new tubes or circuits are developed you will 
not have to buy new transformers to rework your transmitter. 


This new line of transformers has been factory-laboratory checked 
under actual service conditions to prove their frequency response and 
high efficiency generally. All coils are tapped to make impedance 
changes practical, easy and accurate. Ratios and impedance may easily 
be changed on terminal panel, thus eliminating the necessity of working 
under the chassis. 


Refer to column at left for examples of the tremendous flexibility of 
these transformers. 


POLY-PEDANCE Driver Transformers 


Four sizes with the maximum number of usable ratios to match any driver to the 
modulator grid circuit. 


Cap. Pri, RATIO Mounting Type 
Primary to 
Ye Secondary 


S:1, 1.4:1, 1.6:1 
2.2:1 


Catalog | in | M.A. 
Number | Watts |per side 
57 PT 8000 


Dimensions, Inches; Mount- 
Wd. |Depth 


24:1 


57 PT 8002) 30 


57 PT 8003; 30 


“Indicates @® Type mounting with leads instead of lugs. 


POLY-PEDANCE Modulation Transformers 


Six transformers which cover a wide range of power ratings and will match practically 
all types of tubes to a wide variety of load impedances. 
Catalog Cap. Pri. \Secondary| M.A, Mounting TYP® |ehoe. W 
In M.A. Dimensions, Inches|Mount-|Shpa. Wt., 
Rumbet Watts [Por Side] S| Parallel | Tie" Wa.” Bepin| ing | Lbs. | Oz. 
S7 PT 8004 3 


57 PTM 8009 


POLY-PEDANCE Line Drivers 
Two units to match all common line impedances to the modulator grid circuit. 


Mounting Dimensions) Type . 
Inches Mount- Spiopind Price 
Wd. |Dopth| ing 


B* | 3 lbs. |$3.23 


Catelog Cap. RATIO 


Number beat Primary to 4% Secondary 


67 PT 8010 | 15 


B7PT BOTT | 30 | 1:0.75, 1:0.85 fl : 3% | BY | Fibs. [3-82 


—~ 


Piate Transformers 


Conservatively rated to supply maximum rated current under continuous opera- 
tion, D.C. voltages listed are those obtained at maximum rated current drain, after 
allowance for voltage drop in the rectifier and two section filter. Primary voltage, 
105-115. 


0.c, Current; Type | 
Catalog Voltage Taps in Mount: | Mounting Dimensions ase Price 


Number After Filter M.A ing Height | Wi Depth | Lbs.|( 
57PT 8017 in| 9 
67PT 8018 in.) 7 
57PT 8019 in. 9 
57 PT 08020 in.) 16 
57 PT 08021 in. 17 
57 PT 08022 ay 32 | 
57 PT 08023 
57 PT 08024 
67 PT 08025 
57 PT 08026 


57 PT 08027 
67 PT 08028 
57 PT 08029 
57 PT 08030) 
57 PT 08031 
57 PT 08032 


| 


lolelelelelelelelelele tol lulelo) 


All of the above power transformers are for operation on 110-115 volts, 50-60 
cycles. Any of them may be supplied for 220-230 volt operation, or for 25 cycles 
or both. For 220-230 volts, increase net price 9%; for 25 cycles 36%; for 220-230 
volts 25 cycles, 45%. 


Filament Transformers .. . Single Secondary 


Mounting Dimensions, ; 
Inches Insulation 
in Volts 


1,650 
10,000 
1,650 
2/500 | 
1,650 


Primary Secondary 
Voltage 
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cs 
° 
o 
n 

ehuao% 

“see 


a 


SAaCconn Sena ysl S-aoen 


105-115 
105-115 
115 
115 
105-115} 


oe on 
= 
ae ees 


Neaqge now 


if 


VUVVUVVVUVVVVUD 


= 
Go) sie bono bo 


— 


44444 44444 44444)44aa 


—— 
a 


QUS+O4 D600 Oss oMQaaK at 


VUVVVGY 
tw 


AAAI aA| TAgaca qogqoag) nooo a) 
EEN de sed st dg 
—“@SrOoO$|O—-L0 00O—cq—s 


AOINHa\oa== 


631525) 2.5 


All secondaries center tapped except 57 PT 8072 


Filament Transformers... Multiple Secondary 


Mounting Dimensions: i 
Catal Pri Second: T Insulation|Shpg.Wt.| Pi 
raise | Seunerg |_ Secondary) Ton [inch yasmina Brie 
i vos | Amp | nt. wo __| Lbs, i 
57 PT 8073] 115 a5 CT o| G 134/13 3/8{s1.35 
sf | 7.5 C.T.} 4.0 | 
67 PT 8074|105-115/5.0 C.T,| : 
16.3 C.T, 
67 PT 8076, 115 |6.3C.T. 
7.5 C.T. 


Mounting 
Volts | Type | Dimensions, Inches | 


Henries: é | ing Ht. Wd. | Depth) Lbs,| ¢ 
25 | 
2 


Inductence'Maximum| 
Catalog. in Current Insula- 


PT 8042 
PT 8043 
PT 8044 
PT 8045 
PT 8046) 


PT 8047, IC 
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Get Everything You Need When You Need It 
On Sears Convenient Easy Terms...See Page 2 


BROADCAST QUALITY 
AMATEUR TRANSFORMERS 


Swinging Chokes 


Choke inductances as rated by manufacturer for full load to no load current values. 
All units well insulated and conservatively rated. 


{ fl 
Mounting Dimensions] sia: Wt! Price 


Catalog Inductance Maximum| D.C | Volts | Type Price 


1 la-| Mi (| PR! 
Wumber | Henties | in MA. [in Ohms | tion | ing | Ht] Wd. | Depth| Lbs.) Oz, 
8-40 | 175 | 100 |2000 
8-30 | { 100 | 2000 
8-30 | 60 |3000 
8-25 | 80. | 5000 


D 
D 
F 
5-25 | 60 |5000| F 
Cc 
J 
G 
J 


uv 
4 
o 


aga 


oooo 
Onan w 
PONNO NOAH 


Owww 


T 
T 
T 
T 


P 
Pp 
E 
Pp 


5-20 g 64 | 5000 
5-25 120 | 3000 
8-30 i 70 |3000 
5-25 | < 80 | 3000) 


v 
4 
° 
© 9 € 09 Go| co oo 


57 
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57 
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67 
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Variable Line Auto Transformers 


Line fegulating crensiortnets continuously variable in 5 volt steps from 85-125 volts. 
Designed so that associated equipment may be kept at a specific input voltage 
regardless of line voltage. 


i Mounting Dimensions) Shpg 
Primary Secondary loutput ee inches re 


elt Cycles} Volts | Watts ing | Ht id. | Dpth, | Lbs. (Oz. 
57PT8076 85-125 35 ; | 2h4 | 234 

S7PT B07 7|85-12! 50-60 |85-1 é 3 3 | 2% 

5 7PT8078|80-125 50-00 | 85-12 p : 3. |3% 

6 7PT 807 9185-125] 50-60/85-125|50-60| 413% | 434 


Catalog 
Numb 


Interstage Transformers 
Designed to feed from 10,000 plate to Single Grid. 


i si d: T Mounting Shy 
Catelog Eumaly sana Turns |p, pacry Mount: ’ Dimensions, In. we 
Number dance Ratio! Mia. | ing | Ht. | Width ) Depth | tb. 


87 PT 8084) 10,000 i 3:1/ 10 | A | 18% | 286 | 144 | 7 
57 PT 8085} 10,000 | 90,000 /3:1] 10 He 2 36 | 14 1 1 


Push-Pull Input Transformers 
Designed to feed from 10,000-ohm plate to Push-Pull Grids. 
Catalog Primary Soeeaters Turns|.0-C. | Type Mounting Dimen- 


Inches Shpe.Wt 
Impe- Primary |Mount- sions, | 
Number dance dence Ratio M.A. | ing Ht | Width ita Lbs Oz. 


7 PT 8086)10,000) 90,000 | 3:1| 10 H 1% ae 12 
7 PT 8087)10,000] 90,000 |3:1| 10 | H 8 | 183 18% 1 


Power Transformers (Fully Cased) 
© @ mounting. Filament No. 1 of all units is 5 Volts at 3 Amps. Primary 
oltage 110 volt 60-cycle A.C. 
Plate Filament 2 | so ims ene Shpg. wt.| Price 
on enters, 
Volts Volts el [Volts Amps. Inches | Lbs, 02.) Ee ch 
800 f x24) 9 
700 3 21 xl | 4 


800 5 | 6.3- S lever 2.5|3 x31 | 11 


8016 ait 700 | 70 


63 30/21¢x17%%4 | 3 
gore! 10-12| 720 125 


0.016.3-C.T.4.0/3° x2it%| 5 
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Packed in a handy inde- 
structible metal utility case. 
Metal case is finished in a 
handsome telephone black finish. Has 12 compart- 
ments that contain im ant necessary and ex- 
pensive hardware needed OF serviceman, 
amateur, experimenter, set ilder, etc. 25 As- 
sorted Parker-Kalon seitcapys screws. 20 Rub- 
ber grommets (assorted). 2 Assorted Knob set 
screws. 100 Assorted lengths %2 machine screws. 
50 assorted lengths %: machine screws. 25 As- 
sorted lengths 194, machine screws. 75 Assorted 
lugs 100 $2 nuts. 50 %2 nuts, 25 '%2 nuts. 100 
Assorted $2, %z. '%2 shakeproof and plain washers. 
100 Assorted Rivets. 100 Assorted Eyelets. 50 
Assorted Fibre washers. 25 Spade bolts. 


67 PT 9767—Shipping weight, 2 pounds... $1.76 
1000-Piece Assortment 


An ideal assortment of radio hardware commonly 
used by dealers, servicemen, amateurs, experi- 
menters, etc. Contains 1000 pieces of assorted ma- 

ine screws—wood screws—nuts—bolts—rivets— 
eyelets—lugs—lock washers—fibre washers—metal 
washers—bakelite washers—rubber grommets, etc. 


67 PT 9709—Shpg. wt., Llb. 100z........... 97e 
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NATIONAL INSULATORS 
AND MISCELLANEOUS SMALL PARTS 


® National Steatite Bowls are designed for leadins 
and high voltages. All fittings furnished. 
67 PT 9215—Type XS-3. Fits 2% inch hole. Ship- 


ping weight 3 Ibs. Per pair................0.. $3.00 
67 PT 9216—Type XS-4. For 3% inch hole. Ship- 
ping weight, 4 Ibs. Per pair..............600- $3.90 


@® 57 PT 921 7~—Type XS-5 with flanges for bolting 
down. Diameter 5% in. Shipping weight 5 Ibs. 
Per pair with fittings.........0...ceeeeeeeees $9.30 
© National stand-off insulators with metal base and 
cap, less jack. Steatite body. (@ Shows how type 
GSJ Jack is used in combination with types GS-3, GS-4, 
and GS-44.) 


Catalog No. Size, In., Shpg. Wt Price 


67 PT 9218 
67 PT 9219 


67 PT 9220 
57 PT 9221 
67 PT 9222 


@ Steatite Spreaders. Lgth. 6 in. When used with 
No. 12 wire will give are impedance of 600 ohms. 
87 PT 9223—Type AA-3. Shpg. wt., 8oz. Ea...18¢ 


Steatite strain insulators. Long lestage path. 
87 PT 9224—Type AA-6. Shpg. wt., 80z. Ea.21e 


© Isolantite Q Insulator. When used to space % inch 
~ tube 2 inches apart will give a Q transformer match- 
ing 2 72 ohm center fed full wave antenna to a 6 
ohm line. ; 
57 PT 9226—Type QB. Shipping weight, 80z.... 21¢ 
® Steatite aircraft type insulator 
67 PT 9226—Type AAS. Shpg. wt.,60z...... 18¢ 
(O} Steatite Cone Insulators with internal thread at 
each end for %2z screw. 


Catalog Shpe. Price 
Number Weight 


67 PT 9227 % inch 


67 PT 9228 | GS 5| 1% inches 
67 PT 9229 | GS- 6|2 inches 
67 PT 9230 |GS- 71}3 inches | 8 oz. 46¢ 


® Hollow low-loes cone-type bushings. Stud bolt, 

washers, and 4 nuts included. Shpg. wt., pair, 1 Ib. 
67 PT 9233—Type XS-lforl in hole. Pair.... 45¢ 
67 PT 9234—Type XS-2 for 1% in. hole. Pair....64¢ 


@ Lug Type Stand-off insulator. @ Shows this bush- 
ing used with GSJ Jack. Shipping weight, 4 oz. each, 
67 PT 9231—Type GS-8 with threaded ends...... 21c 
67 PT 9232—Type GS-9 with Jack at topend.... 30¢ 


National Miscellaneous Small Parts 


® Center Insulator for National Dual Section con- 
densers type TMC, 


67 PT 923 6— Shipping weight, 8 ounces......... 18¢ 
@® End insulator for National TMC condensers. 

67 PT 9236—Shipping weight, 8 ounces...... 18¢ 
© Insulator for National ST condensers. 

57 PT 9237—Shipping weight, 4 ounces....... 9c 


© Center Insulator for National Dual condensers 
TMA. 


67 PT 9238—Shipping weight, 8 ounces......... 24¢ 
© Insulator for National condensers type SE. 
57 PT 9239— Sipping weight, 4 ounces......, 9c 
@® End Insulator for National condensers type TMA. 
67 PT 9240—Shipping weight, 8 ounces...... 24c 


Steatite Insulator for mounting 5 meter inductances 
or as 5 meter leadin spreader. 
57 PT 9241—Shipping alg io 3 ounces,........ 18¢ 
@ Steatite H.F. bushing. Diameter % in. Fits 4-in. 
panel, }{¢ inch thick. : : 
67 PT 9242—Type XS-6. Shi ping wort 2 02... 9¢ 
®@ National shaft coupling. G Isolantite. _ 
67 PT 9243—Type -1 Leakage path 1 inch. 


Shipping weight, 6 ounces,.........--+--+e+see- 60¢ 
57 PT 9244—Type TX-2. Leakage path 2% inches. 
Shipping weight, 8 ounces, .........-6-++e500 09s 66c¢ 


® New FWA binding post. Takes banana plug at top. 
Has hole at base for wire. Positive clamping action. 
67 PT 9245—Type FWA. Shpg. wt., 20z......, 15¢ 
© National screw terminal. Shipping weight, 2 oz. 
BT PU GANG ois cals oso:b0ciccwieaicecics vbeawes.e 8e 
@ National 14 -in- shaft extension. For ‘4 inch shaft. 
57 PT 9247—Shipping weight, 3 ounces...... 15¢ 
® Through-Point Bushing of injection molded victron. 
Hage .093 inch conductor molded in but same can be 
removed if desired. Very low loss. __ 
67 PT 9248—Box of 12. Shipping weight, 8 az... 45¢ 


Insuline Couplings... Rods. 
® Shaft Extenders. Shipping weight, 3 ounces. 


67 PT 9760—% in. hole, 4% in. extender... .... 9¢ 
57 PT 9751—% in. hole. \% in. extender..........9¢ 
57 PT 9752—% in. hole % in. extender.......... 9c 
Solid Brass shaft coupling. Shipping weight, 3 oz. 

57 PT 9763—% to Vo in... eee ee eee eee eens Sc 
57 PT 9764—% tO HID. cece ween ene 9c 
67 PT 9765—% to Him... eee eee 9¢ 


Split Bushing. For he ge | s! aft diameter from % 
in. to % inch, Length %« in. Shipping weight, 3 oz. 
B7 PT O7EG—EACN. on cee vscvcesvsccenccevers Be 
® Brass shafting. Round. {4 in. diameter. 

67 PT 9757—6 in. long Shipping wt., 8oz.... 9c 
Fiber shafting. Round. % in. diameter. 
57 PT 9768—6 in. long. Shipping weight, 4 oz.... 9¢ 
© Banana plug. For coils, Nickel plated brass. 

67 PT 9759—Shipping weight, 2 ounces. Each. 4c 


® FWE Jacks. Use with FWC insulator listed at (T). 
57 PT 9240 SF WE. She SF OB. scsecesce OC 
® GS]J Jack. Screws into GS-3, GS-4 and GS-4A 
stand-off insulators. See (D) under National in- 
sulators. 

57 PT 9260—Type GSJ. Shpg. wt., 3 oz. Each... 6¢ 
Victron terminal strip for high frequency use. 
Illustration shows its adaptability for use with FWA 

binding posts which are not included in the price. 

67 PT 9251 oc the FWB. Shipping weight, 3 oz. . 6¢ 

® Type FWC ( A Insulators for use with FWA 
binding posts or FWE Jacks on % inch centers. 

Jacks not included. See (R) above. 

67 PT 9262—Type FWC. Shpg. wt., 40z. Perpr. 21¢ 

@ Safety Plate grip cf Molded R-39. For 866 and 

’ other tubes using %¢ in. caps. Conductor opening 
will receive spark plug cable. 

67 PT 9263—TypeSPG. Shpg. wt., 4 oz. Each... 21¢ 

() A new plug of R-39 that mounts 2 banana plugs on 
% inch centers. Leads may be brought out through 

top or side. When used with type FWE jacks and FWC 

insulators all metal parts are guarded when plugged in. 

67 PT 9254—Type FWF. Shpg. wt., 8oz..... 60c 

@ Flexible shaft. Length 4% inches. 

57 PT 9256—Type TX-11. Shpg. wt., 8 oz... 36¢ 
Flexible shaft with Isolantite i ator on each end. 
Shipping weight, 8 ounces. 

67 PT 9267—Type TX12. Length 4% inches... . 75¢ 

67 PT 9258—Type TX13. Length 7% inches.... 90¢ 


casonee- Bakelite and canvas insulation. No back- 
a 


67 PT 9259—TX-10. For % in. shaft. Shipping 
Weight, 3 OUNCES... cess ccciacceesrececesioviess 33c¢ 
@ Steatite coupling. For 4% in. shaft. Shpg. wt., 602, 

67 PT 9260—Type TX-9. Flexible........... 66c 
@ 57 PT 9255—Type TX-8. Non-fiexible........ 45c 


.. Jacks... Plugs and Bushings 


Jack for above plug. Nickel plated brass. 

57 PT 9760—Shipping weight, 2 oz. Each..... 4c 
© Panel bearing assembly. For mounting volume con- 

trols, condensers, rheostats at a distance away from 
panel. For panels up to $6 in. thick. Shaft % in. 
67 PT 9761—Length over all 3in. Shpg. wt.. 4 0z. 18¢ 
67 PT 9762—Length over all 6 in. Shpg. wt., Goz.. 24¢ 
(3) Giant insulated transmitting plug. Large wipin, 

area. Use with high R.F. current. Handles 1, 
volts at 1 amp. Color coded. Specify color, Red or 
black. Size 1%x/x2% in. long. Contact %xi% inch. 
67 PT 9763—Plug. Shipping weight, 3oz, Each.. 16¢ 
© Jack for above pine. pecify color. Red or black. 

57 PT 9764—Shipping weight, 3 oz. Each.... 32¢ 
@® Insulated bushings for insulating condenser shafts, 

or as grommets. Red or black, specify color. 
87 PT 9765—With % in. hole. Shpg. wt., 20z. Ea. 6 
8&7 PT 9766—With % in. hole. Shpg. wt., 20z. Ea. 6¢ 


Miscellaneous Small Radio Hardware in Glass Jars 
(Not Illustrated) Shipping Weight, Each, 12 Ounces 


Round Head Machine Screws 


57 PT 9955—90 pieces. 92x in. long.........- 24¢ 
57 PT 9966—80 pieces. %2x\a in. long.........+ 24c¢ 
67 PT 9957—70 pieces. %2x% in. long.......... 24c 
57 PT 9958—75 pieces. $42x% in. long..........24¢ 
67 PT 9959—70 pieces, 42x in. long.......... 24¢ 
57 PT 9960—65 pieces. %2x% in. long.........- 24c 
57 PT 9961—60 pieces, '%2x4 in. long......... 24c 
67 PT 9962—50 pieces. '%2x¥ in. long......... 24c 
Nickel Plated Hexagon Nuts 


57 PT 9963—90 pieces. §2x% in. diam.........24¢ 
57 PT 9964—80 pieces. 442x}i¢ in. diam. ; 
57 PT 9965—50 pieces. '92x% in. diam. 


Shakeproof Lock Washers 


67 PT 9966—100 pieces. For %z Screws......... -24¢ 
67 PT 9967— 90 pieces. For %2 Screws......... 24c 
67 PT 9968— 80 pieces. For '%2 Screws........ 24¢ 


Y% in. Hole. 46 in. thickness. ..............045 24c 
67 PT 9970—100 Plain Fiber Washers. % in. Diam. 
Hie in. Hole ig in. Thickness... ... 0.6... 2. eee 24c 
57 PT 9972—100 Shoulder Fiber Washers. % in. over- 
all D. ¥¢ in. Shoulder D. \2 in. Ht 

57 PT 997390 Shoulder Fibe 
Overall D. % in Shoulder D, %2 in, Ht ..........24¢ 
67 PT 9974—75 Shoulder Fiber Washers. % in. Over- 
all D. in. Shoulder D. 42 in.Ht...............24¢ 
67 PT 9975—50 Shoulder Fiber Washers. % in. 


Overall D. % in. Shoulder D. 32 in, Ht......... 24¢ 
67 PT 9971—50 Spade bolts. % in. long, %.« in. 
threaded No. 8 hole. ..... 6... cscs gcse eeee ence 24 


c 
57 PT $976—25 Rubber Grommets for 4%-in. hole. 24¢ 
67 PT 9977—20 Rubber Grommets for \% in. hole . 24¢ 
57 PT 9978—12 Rubber Grommets for %-in. hole. 24¢ 
67 PT 9979—125 Flat lugs %.-in. No.6hole..... 24¢ 
57 PT 9980— 75 Flat lugs l-in. No. 8hole....... 24¢ 
67 PT 9981—100 Spade lugs %-in. No. 8hole....24¢ 


ee 


ee 


SWITCHES AND SET-BUILDERS’ ITEMS 


erepreres Gee = Centralab Volume Controls 
® Has soroacat chat Rescenic ee Fore Centralab controls have important design features not 
APSCITHER Ranaibrace OF hole: pin punch is suffi available in controls of any other make. The exclusive 


alectricideills@antectcHuck: cienPueSnecialenightarade wall type”’ resistor illustrated, provides uniform current 


takes drill or pilot pin. Cut. ateellorapeniiatisrdsncds distribution, for every current path has the same length 


Line DAPBtakeotay ANE: Punchessclean icuiholestor ... the inner circumterence of the control case. Maxi- 


A i : 4 mum power dissipation for size is thus assured. Cen- 
Cuts circular holes in alu- condensers, sockets. Ship- , ai cs : 
minum, steel, bakelite, rub- —_ ping weight, ea., 2 Ibs. 8 oz. tralab’s exclusive non-rubbing contact guarantees long 


HBOH BOdIETORES TN 10S 87 PT 7368—% in. .. 81.67 life and smooth rotation in the Standard Radiohm. 


inches in diameter. An in- 57 PT 7369—l1icin.. 1.67 
dispensable tool for the Ex- 57 PT 7360-1 in, . 1.67 ® 
Be beater and Set Builder. 57 PT 7361—1% in.. 1.67 


Centralab Number 
Without Switch With Switch Usual Circuft Location 


72-107 62-107 ~ Voltage Divider 


hpg. wt., 1 Ib. 8 oz. 67 PT 7362—-Complete set 70-205 52-205 Antenna, C-Bias of Two Tubes 
67 PT 7357—Each $2.35 of 4. Shpg. wt.,7lbs..$6.50 72-100 62-100 Antenna Shunt 
ei | ah | sete et 
- a udio Grid or Tone 
We eeed eyelet vunck 72-105 62-105 Audio Grid or Tone 
© Handles any size eyelet or rivet used in radio. Made of hardened steel. Does 72-140 62-140 | Audio Grid or Tone 
factory-like job. Hexagon body permits tool to be held in vise. A handy tool 72-116 62-116 | Audio Grid or Tone 
for any shop, laboratory or service man. Generous assortment of eyelets and 
rivets included, - 57 PT 7460— Without switch. Givecen- 67 PT 745t— With switch. Give centra- 
67 PT 7363—Shipping weight, 1 pound 8 ounces,.............-., -.. $4.32 tralab number also. Shpg. wt., 5 0z..69c lab number also. Shpg. wt., 6 oz....88¢ 
i Ohmite Band Switch - e 


For changing transmitter frequency. Sub- 
stitutes a quick convenient turn of a knob 
for the inconvenience of coil changing. 
Provides complete front panel control. 
4 Low loss porcelain construction. Small in 
size. Handles 1 K.W. three contacts for 
3-band operation. Two or more switches 
may be ganged. % inchshaft. Mounting 


wd 


brackets and knob furnished. Shipping High Power Push Button Switch © To gle Switches—Rated 3 amps. at 125 volts. 
weight, 1 pound. Ora ned as a safety epitch for transmitters. Nickel plated. Shipping weight, ea., 4 ounces. 
acs reaks primary circuit when rac! loor is piervici ner 
67 PT 8736—Each............. $1.76 opened. Double pole single throw. Capacity 12 67 PT 7369—%-In. Shank SP.S.T.......... 17¢ 
amperes at 125 volts. 67 PT 7370—%-In, Shank S.P.D.T......... 20c 
Centralab Gang Switch 57 PT 7364—Shipping weight, 6 ounces... $1.18 $7 PT 7371—%-In. Shank S.P.S.T.......,..18¢ 
Isolantite insulated. Used in transmit- ® Sliding Lever Switch. Has many applications 67 PT 7372— %-In. Shank S.P.D.T,........ 22c 
ters as crystal frequency selector, inter- in radio apparatus. More up-to-date than a 67 PT 7373— %-In. Shank D.P.D.T,.,.....37¢ 
stage inductance switch or antenna cou- toggle switch. Rated 3 amps. at 125 volts. Ship- 
pling switch. Four positions 90 degrees ping weight, each, 4 ounces. @ Panel Light. Red or green jewel (specify color 
apart. Handles 100 watts up to 1000 67 PT 73665—Single Pole Single Throw. Less wanted). Shipping weight, 6 oz. (No bulb.) 
volts D.C. Shipping weight, 12 ounces. PlaCer es ey ooo ene een ein eee eters .53¢ 57 PT 8895— With bayonet socket.......... 16¢ 
57 PT 7366—Doubile Pole Double Throw. Less 67 PT 8896— With screw socket....... 10c 
Catalog No. Gangs | Poles Price Pistenneears-. 80 oi ee atl a ee 1SC) Ge eer eRe: AT a Pe ee ren MaRS id 
“B7PT 7452 |. 1 | 1 |$1.00 67 PT 7367—Plate to Match. Shpg. wt., 20z.16c @ Panel Light—Has red color disk back of 
57 PT 7453 2 1.59 Tap Change Switch. For Matching Speaker __. Pierced grille. Diameter overall, 1 inch. rae 
87 PT 7464 2.29 impedances, elect uegeuguits and similar appli- into %-in. hole intended to be set opposite bulb 
cations. 8 positions. White numerals 1 to 8. behind panel. No bulb or bulb bracket included. 


57 PT 7465 2.88 


67 PT 7466 3.59 67 PT 9769—Shpg. wt,, 40z. Each,....,... 44c 57 PT 8897—Shpg. wt., 40z. Each.......... 9c 


67 PT 7461 — Dial plate for above 
Switches. Shpg. wt., each, 20z.....126 


Knife Switches 


Bakelite base. Nickel plated brass metal 
parts. Shipping weight, each, 8 ounces. 
57 PT 7407—Single pole single 

LAN eee DONO cho ERO CO Te MOE A 30c 


57 PT 7408—Single Pole Double 
DUNG Varo oamanitn otitis us cgemeases 36c NOTE: Shipping weight of following items is @® Insulated Tip Jack. Fits plugs D, E, F, H, J. 
87 PT 7409—Double Pole Single 2 ounces unless otherwise specified. 67 PT 7382—Red or black. State color. Ea. 6c 
TRYOW, 0 cece eee eee e tenes 42c @® Insulated alligator clip. Red or black. State © Bakelite Binding Post with Jack, for banana 
67 PT 7410—Double Pole Double color. plug. Takes plugs C, T and U. 
OW ao SAI Alc eae rae eos 48e 57. PT 7374—Eachaiia eee tieie Ken eee ne 7c 67 PT 7384—Red or black. State color. Each.7c 
PT 7411—Triple Pole Double Non insulated alligator clip. Length 2 in. Insulated Banana-type Jack with lug. 
Sr ful \ eae y Dire ane ie wns ead 71¢c ® Bie PT: 7.3576 — Bach Piwg.cyin csi ree os ..4¢ @ 67 PT 7386—Red or black. State color. Ea. 6c 
© poowiares Solderless Banana Plug. Red or ® Barolite Bankes plug lee or test equipment. 
~ ack. 7 PT 7386—Red or black. Statecolor....7c 
Centralab otary: Ssvitch 67 PT 7376—State color. Each............ 6c ® Insulated Binding Post. Bakelite. 
Very compact. Bakelite case. Rated 3 @ Insulated solderless plug. Fits phone tip jack. 57 PT 7387—Red or black. State color. Ea. 6c 
amps. at 125 volts. Shpg. wt., €a., 8 oz. 57 PT 7377—Red or black. State color...6c ® Nickel plated phone tip Jack. 
57 PT 7467—Single Pole Single Insulated Needle Point with banana plug re- 67 PT 7388—Each..,.......-...000e eee 3c 
Des Pe eee mee eee, cae Taal eee need 29c ceptacle. © Insulated Test Prods. 7 inches long. Red or 
57 PT 7458—Double Pole Single 57 PT 7383—Red or black. State color...... 6c black. Shipping weight, each, 4.0z. State color. 
PPNOW Spee tees ege law cc ceboe ere 36c ® Molded finger grip tip. Fits phone tip jack. 67 PT 7389—For Phone Needle Tips. Ea....14¢ 
67 PT 7378—Red or black. Statecolor. .12c 57 PT 7390—With standard phone tip. Ea.14c 
Cc lab 23-Pole Switch Spade Lug. Shipping weight for 10, 4 ounces. Insulated Test prod. Solderless type split 
F See ms : Pane ke @ 67 PT 7379—Ten for...............405. 18¢ banana plug. 2% ees long. Red or Bie 
Sa ee Ue OES an pla DOraLOry: Use: @ Solderless plug with Slender Sleeve. 657 PT 7391—State color.................. 12c 
One common terminal, 23 positions. Dou- . 
— A : a 67 PT 7380—Each.................0.45- 3c @ Insulated Test prod. Same as (T) except 4 in. 
ble wiping low capacity contacts. Short. ain 
ing type. Shaft %x2% in. long. Bar @ Solderless Plug to fit phone tip jack. long. Red or black. State color. 
knob furnished. Shpg. wt., ea., 8 oz. 67 PT 7381—Each...............-0 0005 4c 67 PT 7392—Shipping weight, 4 oz. Each...14c 
* 67 PT 7469—Switch without plate.$1.47 
; 57 PT 7460—Plate No. 1to23.... .12 


Heavy Duty Tube Plate Cap 
A new style plate cap connector for 809, 
866, T-20, TZ40, T55, 803, 838, 813, 250- 
T tubes. Has cooling fins for radiating 
heat. Will handle over 1 K.W. Con- 


nectors are % inch flexible plated copper NOTE: Shipping weight of items A and B, 3 oz. © Standard Test Leads. Slender handles insu- 
strips. Length overall, 3% inches. each; others as specified. ~ lated for 5000 volts. Flexible rubber covered 
67 PT 7416—Shpg. wt., 6o0z....... 59c @ Screw terminal strips— Bakelite 342 In. thick. kinkless wire 50 inches long. Needle points color 
67 PT 7393—2 terminals, Each........... gc coded. Shipping weight, 8 ounces. 

Insulated Grid Caps 57 PT 7394—3 terminals. Each............ 12¢ 57 PT 7403—With Phone tips.............. 36c 

Insulation made of special soft rubber 57 PT oer feomipels, pack fez ounce 16c 67 PT 7404—With spade terminals. ........ 36c 
: S PT —5 ti i 2 BAN... cee eae — Wi i i 

Spring bronze cap. For type 866 and es PT ese jepneelet Foch Resake oe: ae 57 PT 7405— With alligator clips........... 41c 


similar tubes. © DeLuxe Test Prod Set. With finger grip 


rg ee ee ze © Br rT 720862 terminals. Each. ......... sc, molded tips. Red and black fensline handles 5 
67 PT 7399—3 terminals. Each,............ 3c pee Recta ie Ti CONETE CE HELD Caress Vire 
Standard Grid Caps 57 PT 7400—4 terminals. Each 4c 65 inches long. Sharp pointed penetrating tips 
Spring action. Hot tinned finish. Ship- Sonia more, which screw into handles. All connections are 
' Ping weight, each, 2 ounces. i Spring Clips. Nickel plated brass. Shipping properly soldered to provide low resistance con- 
i : 5 weight of 12, 4 ounces. nections. Color coded. Add this set to your Easy 
57 PT 7412—For std. glass tubes. Ea.2c 87 PT 7401—Single linchlong. Perdoz..... 10c Payment order. Shipping weight, 8 ounces. 
57 PT 7413—For std. metal tubes. Ea.2c 67 PT 7402—Double 1% inchlong. Perdoz..25¢ BT PUT 74.06 eset ay ceo stone eee oe eRe ere Tle 


NATIONAL 


SOCKETS 


® NATIONAL Isolantite wafer socket for power pentodes 
_ such as RK28 and RCA-803. Complete with standoff 
insulators, as shown. 


67 PT 9170—JX-100S—Shipping weight, 1 pound. $2.16 

57 PT 9171—JX-100—As above but without standoff in- 

sulators. Shipping weight, 12 ounces.............. $1.80 
NATIONAL Steatite 50-Watt Socket 


NATIONAL steatite low loss socket for 50 watts. 
Recommended for high frequencies and high voltages. 


67 PT 9172—XC-50. Shipping weight, 1 Ib. 40z...$2.10 


© NATIONAL 50-watt socket with conventional evan 
lock metal shell. Isolantite base. 


87 PT 9173—XM-50—Shipping weight, 1 pound. . $1.06 
NATIONAL UX Base Socket 

® OE Og UX base socket similar in construction to 

67 PT 9174—XM-10—Shipping weight, 12 ounces... 76¢ 


® NATIONAL square Isolantite Coil Socket Heese to 
fit NATIONAL 6-inch coils. 


67 PT 9176—Shipping weight, 8 ounces............ 46c 
67 PT 9176— Wafer type 6-prong coil socket similar in ap- 
pearance to (G). Shipping weight, 4 ounces.......... 36c 


NATIONAL Acorn Copper Socket 
® NATIONAL pentode Acorn tube socket. Square cop- 
per base with built-in by-pass condensers for stable high 
frequency operation. 
67 PT 9177—XMA—Shipping weight, 8 ounces.... $1.20 


NATIONAL Receiving Socket 
© NATIONAL Isolantite receiving type socket. Shipping 
weight, each, 4 ounces. 
67 PT 9178-4-prong.36c 6&7 PT 9181-7-prong, small.36c 
67 PT 9179-5-prong.36c 6&7 PT 9182-7-prong, large. 36c 
67 PT 9180-6-prong.36c 57 PT 9183-8-prong, octal. 36c 


NATIONAL CIR Sockets 

@ New New NATIONAL CIR Isolantite receiving type sockets. 

Contacts grip tube prong for its full length. Sockets 
for glass tubes are supplied with stand-off insulation 
that allow center mounting for bread board layouts. 8- 
prong sockets. supplied with metal stand-offs. Shipping 
weight, each, 8 ounces. 
67 PT 9184-4-prong.24c 6&7 PT 9187-7-prong, small.24c 
67 PT 9186-5-prong.24c 57 PT 9188-7-prong, large. 24c 
67 PT 9186-6-prong.24c 67. PT 9189-8-prong, octal. 24c 


NATIONAL Isolantite Acorn Socket 
@ NATIONAL Isolantite Acorn tube socket. New design 
contacts provide for very short leads and current path 
practically independent of tube position. 
67 PT 9191—XCA—Shipping weight, 8 ounces...... g0c 


HAMMARLUND Isolantite Wafer Sockets 


Type S. Not illustrated. Octagonal shape. Very similar 
in sepeatonce to (G). Glazed top and sides. Long leakage 
ath between Bes proofed positive side gripping contacts. 
ae cove makes insertion of tubes easier. Size, 2% 
inches fong x 1% inches wide. Mounting centers, 1?%2 
inches. Shippiag weight, each, 4 ounces. 
57 PT 9419-4-prong.36c 67 PT 9422-7-prong, large. 36c 
67 PT 9420-5-prong.36c 67 PT 9423-7-prong, small.36c 
67 PT 9421-6-prong.36c 8&7 PT 9424-8-prong, octal. 48c 


NATIONAL Victron Sheets 


Victron is considered the beet insulating material for high 
frequency currents. Its logs factor (0.2) is about one eighth 
that of ‘Low Loss” rubber. Its power factor is .06% to 
08%. Ideal for mounting high frequency gear, as it is 
easily drilled or sawed. Its color is transparent amber. 


67 PT 9261—Sheet 12 inches x 6 inches x }¢-inch thick. 


Shipping weight, 2 pounds..............-.eeeeee $3.60 
67 PT 9262—Sheet 12 inches x 6 inches x Ye-inch thick. 
Shipping weight, 1 pound 8 ounces............... $3.00 


87 PT 9263—Sheet 6 inches x 3 inches x 34-inch we: 
Shipping weight, 1 pound...................2. 6000 

67 PT 9264—Sheet 6 inches x 3 inches x %-inch ee 
Shipping weight, 8 ounces............5-... 0 ecu eee 76c 


Liquid 912 
A rapid drying, non-hygroscopic coil impregnating resin 
roduct for amateurs, servicemen, and laboratory workers. 
fo loss factor. Essentially, it is the liquid form of Am- 
phenol 912, the world’s finest insulator. Shipping weight, 
each, 4 ounces. 
67 PT 9770—2 oz. bottle Liquid 912............... 29c¢ 
57 PT 9771—2 oz. bottle thinner.................. 16c 


Liquid Crystallin 
Best grade. Air drying, wrinkle finish. For wood or metal. 
57 PT 9714—2-ounce can gray. Shpg. wt.,60z..... 24c 
67 PT 9716—2-ounce can black. Shpg. wt., 6 0z.....18¢ 
67 PT 9716—8-ounce can black. Shpg. wt., 1Ib.....59¢ 


NATIONAL Coil Dope 


A special R.F. lacquer of Victron base. Ideal for holding 
windings in place. not affect the properties of low loss 
coil forms. The loss factor (0.2) of this only one-ninetieth 
that of usual R.F. insulators. 


67 PT 9049—Half pint can. Shipping weight, 12 oz..90c 
Page 30 
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Amphenol Tube Sockets be shielded and removable. Size of 
@ Bakelite ... Furnished with uni- can, 2x2%x4Y% inches. 

versal adapter plate. Shipping 67 PT 9200—PB-10. 5-prong..46¢ 
weight, each, i ounces. 67 PT 9201—PB-10. 6-prong. .46¢ 
67 PT 9772—4- -prong 57 PT 9202—PB-10A. Base only24c 
67 PT 9773—5-prong.. Type HRO coil shield only. (No 
By pT oy 7e—rorone (email) ....7 b7 Pr 920 

9 —7-prong (small)....7¢c 67 PT 9203.................. 

57 PT 9$776—7-prong (aes). ...7C Type B30 Coil Shield. Diane x 
87 PT 9777—8-prong (octal).....9¢ ith mene 3% in. 


Steatite. BT PR 9204 xi ce es ones cases 2tce 
Ber 978k prong... Hope Bat Gol Sha with be 


® Type 530 Coll Sapte Dae 


‘prong 2 
67 PT 9781—7-prong {ire 1. 24¢ 87 As Usp Bent: 3% 


87 PT 0782—7-prone (large)...29e «0 OT PT 9208... 
67 PT 9783—8-prong (oc ary ae) Type 8 56 ee with top cap and 
G7 PUB ZOO Moves cuss: 
EBY Sockets Ty e T78 Shield for 57, 58, i 
© One piece molded bakelite. For sraler tubes. 
Gans board or sub pane! mounting. 87 Pre GRE, een epee reer 
Wye in inch mounting centers. Ship- 6) Tipe Ts8 Shield for 57, 58 and 
ping weight, each, 4 ounces. similar tubes. 
67 PT 9784—4-prong........, 18c BIPTIO208 8. een sya 24c 
57 PT 9786—5S-prong......... He HAMMARLUND Shields 


57 PT 9786—G6-prong......... Type PTS Power tube shield. 


BEET areas rone (ares and @ ByP yuk ac of te tone 


va ype. 
57 PY 9789—S-prong(octal)....24¢ 87’ py 962221433 in. high. Ship- 


NATIONAL Shield Cans ping weight, 4 ounces.......... 


57 PT 9623—Type PTS-H. tax 
Best grade heavy aluminum. Ship- 2% in. high. Shey wt wt, 40z....24¢ 


ping weight, each, 4 ounces. Type CS-3 sit Shield. Diam- 
® Plug-in base and shield. R39 © 

base. Ideal for mounting condensers 
and coils when it is required that they 


La Tr, 


eter, 3 in., height, 3% in. Com- 
plete with base. 
67 PT 9624—Shpg. wt., 40z....30c 


Steel Chassis Bases 
Steel chassis bases for the construction of 
short wave sets, broadcast receivers, ampli- 
fiers and power packs. Easy to work. Formed 
on all sides. Not drilled or punched. See 
Page 29 for chassis punches. 


Size Shipping Cadmium-Plated Wrinkle Finish 

Inches Weight Catalog No. Each Catalog No. Each 
Tx 9x2 3 Ibs 57 PT 9717 | $0.84 | 67 PT 9733 | $0.54 
Tx11x2 3 Ibs 57 PT 9718 -68 | 57PT 9734 58 
7Tx12x3 4 Ibs 67 PT 97190 -60 67 PT 9736 -60 
7x13x2 4 lbs 67 PT 9720 -62 87 PT 9736 -62 
Txi7x3 5 Ibs. 67 PT 9721 73 67 PT $737 +73 
7x23x3 6 lbs 67 PT 9722 77 67 PT 9738 «77 
8x17x2 6 lbs 67 PT 9723 74 67 PT 9739 «74 
8x17x3 6 lbs 67 PT 9724 -98 67 PT 9740 -98 
10x11x2}4 5 Ibs 67 PT 9725 -66 67 PT 9741 68 
10x12x3 4 lbs 67 PT 9726 68 67 PT 9742 -88 
10x14x3 5 lbs 67 PT 9727 81 67 PT 9743 -81 
10x17x3 5 lbs 67 PT 9728 86 67 PT 9744 85 
11x17x2 4 lbs 67 PT 9729 1.19 57 PT 9745 1.18 
11x17x3 5 lbs 87 PT $730 1.29 57 PT 9746 1.29 
10x23x3 6 lbs. 57 PT 9731 1.08 57 PT 9747 1.08 
13x17x3 6 Ibs. 67 PT 9732 1.13 67 PT 9748 1.43 


Heavy Duty Rack Bases 


Made of 4 inch one-piece steel. Closed on 
all sides. Smooth gray enamel bases are made 
by NATIONAL. These bases are a little 
more expensive than the light duty bases 
listed above but the quality well justifies the 
difference. State finish wanted. 


Black or Cadmium 


Gray (National) 


Inches Waight |" Catalog No. | Each | Calalog No. Each 
4x17x3 | 4 Ibs. 57 PT 9210 EC eee ree 


67 PT 9211 i SeRdacee sayy, eees 
67 PT S212 | 1.89 
57 PT 92 B9@ all iedeyeaestieres sl) vious 


9 Ibs. 1202. Slacwiewiawew, fh waecee 
13x17x¢ Ve tetetncctiny Seas 


Merchandise shown on this and oppesite page may be included with 
your Easy Payment Order. See Page 2. 


Standard 
Relay Rack 


Completely enclosed. For 

transmitters and amplifiers. 
Substantially constructed _from 
6 inch cold rolled steel. Panel 
mounting angles are of % inch 
steel, accurately drilled on uni- 
versal centers Be panels listed 
below. Tapped for '%2 screws. 
Panels fit into recess so that no 
edges are exposed. Louvres in 
sides and screen sections in rear 
door provide ample ventilation. 
Rear door hung on loose joint 
hinges and closed by two flush 
snap switches. Furnished in 
either black or gray ripple fin- 
ish. State color. eae 
unassembled. Size, 21 inches 


PAR-METAL 


RACKS, PANELS, CABINETS 


Type “A” Desk 
Panel Cabinet Racks 


Ideal for small transmitters, P.A. Amplifiers, 
oscillators, test equipment and similar appa- 
ratus. Panel mounting’ holes are accurately 
drilled on universal centers for panels listed 
below. Tapped for 192 screws. May be used 
with any chassis up to 17x13 inches in size. 
Made of 6 inch cold rolled steel with welded 
joints. Louvres for ventilation. Piano type 
inges. Panel mounting screws and washers 
furnished. Black ripple finish. 


67 PT 09909—Single unit. With door on top 
only. Size, 8%x19x13% in. deep. Panel space, 
8%x19in. Shipping weight, 22 pounds. . $4.70 


67 PT 09910—As above. Size, 124%x19x13% 
in. deep. Panel space, 124%x19 in. Shipping 
weight,;:27 pounds)... ..s2.. 0-000 05+ yee $5.88 


You Can Buy on 


EASY TERMS 
if Your Order 
Totatis $10 or More 
See Page 2 


Test Equipment and 
Amplifier Cabinets 


A useful design for housing oscillators, test 
ee ipment and portable transmitters. Front 
and back panels are removable. Finished in 
black ripple. 
57 PT 9914—Size, 12x7%x6% in. 


Shipping weight, 9 pounds........... $1.55 
57 PT 9915—Size, 15x7%x6% in. Shipping 
weight, 11 pounds.................... $1.90 
57 PT 9916—Chassis base for above. Size, 
64%x6%x1l'% in. Shpg. wt., 5 lbs........28¢ 


® DeLuxe Amplifier Foundation Chassis. 
Every desirable feature of design and con- 
struction is incorporated into these professional 
appearing units. Rounded corners. Screen 
cover finished in slate gray ripple enamel, black 
chassis. Cover is 6 in. deep in all sizes. Chassis 
depth, 3 in. Chrome handles furnished. 


DeLuxe 
Relay Rack 
© For transmitters or P.A. 


systems. The vertical cor- 
ners at front are rounded. Top 
and bottom are neatly trimmed 
with red striped chrome finished 
moldings. Substantially made 
from 4.6 inch cold rolled steel 
with mieinting angles of % in. 
steel accurately dniled on uni- 
versal centers for panels listed 
below. Tapped for 1%: screws. 
Panels fit into recess; no edges 
exposed, Louvres in sides and 
screened openings in rear for 
ventilation. Mounting screws 
and washers furnished, Black 
or gray ripple finished. State 
color. Shipped unassembled. 


wide, 16% inches deep. Clear 67 PT 09911—Double Unit with door on 57 PT 9917—Size, 6x14 inches. Shipping Size 22 inches wide, 16% 
inside depth, 15% inches. top and door on rear panel. Size, 17/4x19x weight, 10 pounds. Each.............. $2.79 inches deep. Clear inside depth 
x 4 13% in. deep. Panel space, 17%x19 in. Ship- 57 PT 9918—Size, 7x17 in. Shipping wee 15% inches. 

57 PTM 9906—42 inches high. ping weight, 36 pounds $8.75 ug pounds:y. ute eeamere ore a $3.23 : ‘ 
Panel space 36%x19 in. Ship- fe Naa OMA 8 eaeeoate a) ae 87 PT 9919—Size, 10x17 in. Shipping weight, 57 PTM 9922-42 inches high. 
ping wt., 95Ibs........ $21.36 587 PTM aoe eat a le une mabey aber on T3' pounds? os teks Tie es $3.82 epee ee Tot ine inches 
67 PTM 9907 — 66% inches rear panel only. ize, Y%x19x13% in. wt, Bo ae 
high. Panel space 6%x19 in. deep. Panel space, 26 4x19 in. Shipping seen Very Gat Poe: bane Black Ha aie eer cine 
Shipping wt., 135 lbs... $25.87 47 pounds. Not Matlable.............. $9.4 mug nl. pace, 4 

i“ wrinkle base, gray cover. Cover 6 inches deep, inches, Shpg.wt.,150]bs.$30.87 
67 PTM 9908 — 82% _ inches 57 PTM 9913—Quadruple Unit. With a base 3 inches deep, 57 PTM 9924— 82% inches 
high. Panel space 77x19 in. on rear panel only. Size, 35x19x13% in. deep. 57 PT 9920— 7x17in. Shpg. wt., 111lbs.¢2.20 high. Panel space, 77x19 
Shipping wt., 165 lbs... $31.75 Panel space, 35x19 in. Shpg. wt., 55lbs. $11.10 67 PT 9921—10x17in. Shpg. wt., 13 lbs. 2.65 inches. Shpg.wt.,175lbs.$36.75 

STANDARD Rack Panels NATIONAL Cabinets 


These high quality cabinets are in considerable de- 
mand for the construction of special equipment. Fin- 
ished in black ripple. Prices include sub-bases and 
bottom covers. These cabinets, like every other item 
made by NATIONAL, are of the very highest quality. 
Made of heavy grade auto body steel stock. 


Uniformly slotted steel and aluminum panels to fit all relay 
racks listed on this page. Standard 19-inch lengths. Both 
steel and aluminum are of % inch material. Steel panels 
either black or gray ripple finish. State color wanted. 
Available in 6 most popular sizes to fill practically every 
requirement. Special sizes available on special order. 


Steel (State Color) Catalog No Width—Height— Depth 


Aluminum (Black only) 


Size, In 67 PT 9192 | CHWR 13%x7 x 7% Inches $3.00 
Pee. | Catalog Number | Shpg. Wt. Catalog Number Shog. Wt. 67 PT 9193 CEB? 11 4x8 x12 Inches 9 tbe 4.20 
~~ 3%x19 67 PT 9926 5 Ibs. 57 PT 9931 1 Ib. 57 PT 9194 | CSW- Q5x7 x neches | 7 lbs. | 3.30 
Bet 57 PT 9926 7 Ibs. 67 PT 9932 2 Ibs. 57 PT 9196 | C-NC-100 | 17%x8%x11% Inches | 12 lbs, | 5.10 

7 x19 57 PT 9927 8 lbs. 57 PT 9933 2 Ibs. 67 PT 9196 | C-HRO 16%x8%x10 Inches | 11 lbs. | 6.10 
8%x19 57 PT 9928 9 lbs. 67 PT 9934 3 Ibs. 67 PT C-One Ten | 11 x7 x 7% Inches | 9 Ibs, | 2.70 
10x19 57 PT 9929 10 Ibs. 67 PT 9935 3 Ibs. A 6 x8 xl2 Inches | 8 lbs. | 3.60 
67 PT 9936 4 Ibs. 7x7 x 7% Inches 7 Ibs. | 2.10 


12%x19 57 PT 9930 12 Ibs. 


Bracket and Panel 


Chassis Brackets 


Drilled to fit Par-Metal Chassis base 
shown at left (Page 30). Panels used 
must be at least 7 inches high. Made of 
¥% inch steel. Durably finished in black 
baked-on ripple enamel. 


67 PT 9937—For 8-inch base. Ship- 
ping weight, 2 lbs. Per Pair...... 62c 
57 PT 9938—For 11-inch base. Ship- 
ping weight, 3 Ibs. Per Pair...... 76ce 


67 PT 9939—For 13-inch base. Ship- 
ping weight, 3 lbs. Per Pair......96c 


Steel Meter Panels 


At the low price of these ready drilled 
meter panels it pre pays to put your- 
self to the trouble of drilling your own; 
and you ee a much neater job by using 
these. ade of 4-in. steel. 

All are 5% inches high. Black or gray 
ripple finish. State color wanted. 


Catalog No. of | Meter | Shpg Price 
Number Holes | Size ; Each 


57 PT 9940 


57 PT 9941 
67 PT 9942 
67 PT 9943 


For use with relay racks shown above. 
Chassis bases with holes drilled to fit 
these brackets shown on Page 30 (Par- 
Metal). Black or gray ripple finish. 
State color. Panels, 19 in. long. Each 
assembly takes either 2, 2%, or 3-inch 
deep chassis base. Prices quoted include 
bracket but no chassis base. 


67 PT 9944—8% in. panel for 8x17 in. 
chassis. Shpg. wt., 12Ibs....... $1.45 
67 PT 9945—8% in. panel for 11x17 
in. chassis. Shpg. wt., 14 lbs....$1.70 
57 PT 09946—12% in. panel for 13x17 
in. chassis. Shpg. wt., 16 lbs.... $2.21 


Speaker Cabinets 


Made from sheet steel. Louvre back 
cover. Newest model. Rounded corners 
on front. Handle on top. Black ripple 
finish. No speaker. Speaker opening 
has new modern grille to protect 
speaker. 


| Size, inches 
Catalog | — 

Number Cabinot| soesker 
B7PT 9947 10x10x6) 


B7PT 9948 l2xl2x7 
57PT09949 14x14x8) 
57PTO996O l6xi6xs) 12 


————— Et 
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PREMAX Rotary Beam Kits 


Have new positive spring band locking clamp which eliminates 
set screws and wrenches. New instant adjustment for tuning 
without cutting or splicing and a bright rust-resistant cadmium 
finish. All rods adjustable from 6 feet to maximum and are 
tapered 1 inch to % inch. 

4-Element Kit. For 10 and 20-meter work. Consists of a 
set of 4 218-M (B) corulite tubular steel elements and instruc- 
tions for building several types of rotary beams, including 8-JK 
type bi-directional combination 10 and 20-meter beam, uni- 
directional. 20-Meter beam, and uni-directional 10-meter 
beam. Use 4-W Frame Kit. 

57 PT 07625—Kit RB-4218. Shpg. wt., 15 pounds...$14.65 
3-Element 10-Meter Kit. Consists of three double end coru- 
lite elements. No. 418-M (A) and instructions. Designed for 
easy adaptation to various assemblies. Use frame Kit 4-W. 
57 PT 07627—Kit RB3418. Shpg. wt., 10 lbs.......$10.58 
2-Element 10-Meter Kit. Consists of 2 No. 418-M (A) coru- 
lite rods and instructions for building. Use wood frame kit 2-W. 
57 PT 7629—Kit RB2418. Shpg. wt., 6 pounds......$7.06 
Frame Kits. Made of carefully selected lumber. Painted with 
2 coats of green enamel. Drilled ready to bolt together. 
Necessary bolts, nuts and washers furnished. ts 
67.PT 07632—Kit 4-W for 3-element beams. Shipping 
weight: 45, poundsiy. cfs ne oe Oe eee: $10.73 
57 PT 07633—Kit WX, Contains additional supports needed 
in addition to.4-W Kit for 6-element beams. Shipping weight, 


2% POUT Sey er nes ghee nepet + cas peace serena see eae ae cs soe ieee $2.36 
57 PT 07634—Kit 2-W for use with Kit RB 2418 (57 PT 7129) 
2-element, 10-meter kit. Shpg. wt., 8 Ibs. .... $1.76 


Premax Rotomount 


© Heavy gauge steel. Platform revolves on roller bearings. 
Will not rock or wobble. Eauipped with stranded copper 

cable leads for vertical or horizontal pull. No ropes supplied 

Revolves 360 degrees in either direction. Platform size 9x12 

inches. Drilled for attachment of beam frame. Size overall 

9x14x6% inches high. Duco enamel finish. 

57 PT 07635—Type BM-10G. Shpg. wt., 35 Ibs,....$13.23 


Premax Motor Transmission Unit 


Phosphor-Bronze Worm Gear and steel worm enclosed in 
steel housing for the above worm drive rotomount. Gear 
ratio 40 to 1 giving total ratio of 800 to 1. Belted to 1%4-inch 
motor pulley a ratio of 2000 to 1 is obtained—and ideal rotating 
speed for a 20-meter beam. Motor is not included. At least ' 
H.P. is recommended. 
67 PT 07637—Type 20-T. Shpg. wt., 10 lbs......,. $14.70 


Premax Worm Drive Rotomount 


© For hand power or electricity. If a motor is to be used the 
= motor transmission unit (D) will be required. Gear ratio 
of 20 to 1. Ball bearing platforms. Self-locking. Has hole 
through center for lead-in. 

67 PT 07636—Type BMH-20. Shpg. wt,, 45 lbs. ., .$29.40 


Premax Wood Tower 


For Premax Rotary Beam Kits—10 feet high. Horizontal and 
cross bracing. Shipped unassembled. All bolts and washers 
included. Mailable. 

67 PT 07638—WT-100. Shpg. wt., 40 lbs..........$13.43 


ANTENNAS-WIRES 


SILVERTONE ‘“‘Seven Seas” 
Noise Reducing Aerial 


A $5 value! Two special transformers, built into the 
circuit, filter out noise waves. Extremely high supression 
of man-made static and great sensitivity on all wave 
lengths. If space is limited, can be strung up in an “L” 


shape. Full instructions. 


onsists of 60 feet of 7/24 tinned copper wire; 50 ft. 
of weather-resistant two-conductor lead-in wire; two iron 
core noise-reducing transformers. Permanent connec- 
tions are all soldered. Accessories include: two aerial 
insulators; three 6-in. lead-in insulators; one double 
window Jead-in strip; 50 ft. of ground wire. 


radios except AC-DC sets. 


67 PT 06523—Shipping weight, 5 pounds....... 


Catalog | Size pala Shipping |; Price 
Number and Kind | Feet Weight |Per colt 


$2.95 pounds.......... 


SILVERTONE 
Bargain Aerial Kit 


Our lowest price Aerial. For 
rural areas not bothered by man- 
made static, and not too far from 
radio stations. Consists of 60 feet 
of 7/25 tinned copper wire; 35 feet 
of rubber covered lead-in wire; two 
aerial insulators; one ground con- 
nector; one window lead-in strip; 
lead-in insulators; one Bakelite 
lightning arrestor. For all Radios. 


For all Full Instructions. 


67 PT 65765—Shipping weight, 2 
obs coco vee BGC 


BELDEN Aerial Wire 


There is no finer wire made than Belden. Enamel insulation 
is without question the purest and most durable that can be 
)} produced. Rubber insulated wires are covered with best grade 
pure, live gum, made to stand years of exposure to weather. 


Rubber Covered Lead-In Wire 


Catalog Size Coil, Shipping Price 
Number and Kind| Feet Weight |Per Coil 


Stranded and Solid Enameled Copper 
57 PT 9360|7-22 Str.,; 75 |L1lb.80z.| 38¢ 
67 PT 9351 |7-22 Str.} 100 2 Ibs. 49c 
67 PT 9352j12 Solid| 100 | 2Ibs. | 65¢ 
57 PT 9353/14 Solid | 100 |1 lb. 8 oz.| 38¢ 


Bare Copper 
57 PT 9364 (7-22 | 75 1 Ib. 27¢ 
67 PT 9356 |7-22 Str.| 100 2 lbs. 35c¢ 


BELDEN Hookup Wire 


Double braid, push back. 
Waxed. Size 20 tinned. A vail- 
able in following colors: 
Green, Blue, Yellow, Red and 
Black. State color wanted. 
25-ft. spool. Shpg. wt., 8 oz. 
57 PT 9360—Solid..... Tle 
57 PT 9361—Stranded ...............- 13¢ 
Filament Wire. No. 14. 41 strands No. 30. 
Cellulose Acetate push back. Basket weave. 
Tinned. State color. Black or red. 

67 PT 9362-—-25-foot spool 

Shipping weight, 8 ounces... .. 346 


—— a 


BELDEN Microphone Cable 


For crystal, dynamic or velocity microphones. 
Single conductor. Capacity per foot 26 mmf. 
Rubber jacket. 50 feet. Shpg. wt., 2 lbs. 

57 PT 9364—Per foot..............-00. 4¢ 
Two Conductor P.M. Speakers Wire. Size 
18 Cotton wrap. '4-in. rubber jacket. 


57 PT 9366—100 ft. Shpg. wt., 5 Ibs.$2.06 


67 PT 9356/18 Str.| 100 2 Ibs. 36c 


67 PT 9367/16 Str.| 100 |2lbs.80z,) 46c 
67 PT 9368/14 Str.| 50 2 Ibs. 39¢ 


Heavy Duty A.C. Cord 
Heavy duty cord. Get full voltage at your 
rig. Two conductor 16-ga. copper with paper 
serving, rubber insulation, layer of asbestos 
and jacket of braid. Shpg. wt., per 100 ft., 6 lbs. 
57 PT 9359—Per foot.................. Ac 


an —— 


BELDEN Transmission Line 


18 strands. Cotton wrap. Rubber covered. 
Color coded. Twisted pair. Overall cotton 
braid. Weatherproof. 

67 PT 9363—75-ft. Coil. Shpg. wt., 2lbs.$ 1.10 
Frequency es Factor r pore Peridot. 
1500 KC/67.7 ohms}1.42%|3¢ 
10 MC /68.4 ohms} 1.93% 32 
40 MC_ |68.9 ohms}/2.02%/31.9 mmf.| 6.25 


(ee 
a es. = — 


Amphenol Coaxial Cable 


Unequalled for radio and test instrument con- 
struction, antenna leads, public address work 
and any place where high frequencies must be 
carried without radiation or pickup with mini- 
mum loss. No. 14 conductor. Low loss leads. 
Weatherproof waxed braid. 


67 PT 9768—Per foot. Shpg. wt., 1 oz, ..35¢ 


BELDEN Magnet Wire 


The finest qually magnet wire on the market. ) 
tandard B and S gauge. Wound on metal spools. Continuous lengths. 


insulated. 


Plain Enameled 


Cat. No. | Size | Feot | Price 


Soft drawn_copper, uniformly 


Double Cotton 
Cat. No. Size | Feet | Price 


% Lb. Spools. Shpg. wt., 1 lb. 
57 PT 9366 18 101 27¢ 
57 PT 9367 20 160 29¢ 
57 PT 9368 253 29¢ 
57 PT 9369 402 30¢ 
67 PT 9370 640 35¢ 


67 PT 9371 1013 38¢ 
67 PT 9372 1610 42¢ 


%-Lb. Spools. Shpg. wt., 8 oz. 
57 rr saz2| 32 | 1275 | 26¢ 


57 PT 9374 34 2030 30c 
67 PT 9376 36 3220 38 


Belden Litz Wire 


The finest quality litz wire. For rewinding 
antenna primaries and for hand wound R.F. 
coils up to 30 megacycles. Has two wraps of 
tram silk. 100 ft. to spool. 7 strands No. 41. 
57 PT 9386—Per spool. Shpg. wt., 12 oz. 22¢ 
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%-Lb. Spools. Shpg. wt., 1 Ib. 
57 PT 9376 18 96 33¢ 
57 PT 9377 20 150 36¢ 
57 PT 9378 22 235 38e 
57 PT 9379 24 362 42¢ 


Y%-Lb. Spools. Shpg. wt., 8 oz. 
67 PT 9380 26 560 27¢ 
67 PT 9381 28 860 30¢ 
67 PT 9382 30 1321 35¢ 
67 PT 9383 32 1930 47¢ 
57 PT 9384 34 2746 60c¢ 
67 PT 93865 36 1675 vars 


Spaghetti Tubing 


For insulating bus bar wire, condenser and 
resistor pig tails. Colors: Black, yellow, red 
or green. State color wanted. 

57 PT 9387—Shpg. wt, 4 oz. Per 30-in. 
length....... sesalet ; : ; -6¢ 


-SERVICE TOOLS 


Craftsman Automatic Push Drill 
Chuck has hardened steel jaw. Heavily 
nickel plated. Knurled handle. 8 drill 

points (6 to ‘és in.) in magazine type han- 

die. Length 10 inches. A $2.25 value. 

9 PT 4221—Shpg. wt., 12 oz......... $1.65 


Long Blade Serew Driver 
® Fine for radio work. Tempered blade. 
Hardwood handle. Length, blade, 6% 


inches. 
9 PT 4113—Shpg. wt.,60z. Each........ 10¢ 


Shock Proof Socket Wrenches 


® Socket wrenches with transparent amber 

shockproof handles. Blades of hardened 
tool steel. Sizes listed will handle all standard 
nut sizes used in radio work. Shpg. wt., 8 oz. 


67 PT 7416—%6 in. socket............. 36e 
57 PT 7417—% in. socket............. 36¢ 
57 PT 7418—5{6 in. socket Megson OOS: 
57 PT 7419—'42 in. socket............. 35¢ 
67 PY 7420—% in. socket..........,... 36¢ 
67 PT 7421—%e in. socket........... . 36¢ 
57 PT 7422— in. socket............,36¢ 
57 PT 7423—Complete set of above 7 sizes. 
Shipping weight, 2 Ibs. 4 0z.......... $2.20 


Craftsman Diagonal Pilers 
® Vanadium steel. Hand honed cutting jaws 
Highly polished. State length. 
9 PT 4606—6-inch. Shpg. wt., 6 0z...$1.25 
7-inch. Shpg. wt.,8 oz... 1.69 


Craftsman Screw Drivers 
Super quality, shock-proof transparent 
amber ealer handles. Unbreakable! Square 

blade. Vanadium steel. Chromium plated. 
9 PT 4148—State size wanted. 


Blade 44x. in. Shpg. wt., 4 0z,.... 1.376 
Blade 4x% in. Shpg. wt., 5 oz.......... 45¢ 
Blade 6x\% in. Shpg. wt., 6 0z.......... 55e 
Blade 8x3i¢ in. Shpg. wt., 10 oz........ 76¢ 
Blade 12x% in. Shpg. wt., 12 oz........ 89e 


Craftsman Long Nose Pliers 


Drop forged from Vanadium steel. Pol- 
ished slender pointed nose. Milled jaws. 
Length 6 inches. _ i 
9 PT 4499—Shipping weight, 6 oz,..... 98c 


Old Reliable Rosin Core Solder 


Non-corrosive. Proper composition for ra- 
dio work. 
9 PT 8102—10 feet to spool. 
Shipping weight, 6 oz....... 
9 PT 8100—1-pound spool. 
Shipping weight, I lb. 6 oz 


Crafteman Soldering Iron 


© Just the tool for intricate radio soldering! 
Adjustable %-in. solid copper tip is 3 
inches long. 2-year guaranteed 75-watt ele- 
ment is wound on hollow core. Handle kept 
cool by baffle plates. Chromium finish. Rub- 
ber covered cord and plug. For any 110-120- 
volt current. Approved by Underwriters. 
9 PT 6411—Shpg. wt., 1 Ib. 8 oz..... $2.19 


@ Mechanism completely protected 
from dust and weather. 


© Powerful 110 volt, 60 cycle A.C. motor 
with high starting torque. 


° Gear reduction assembly runs in oil, 

® Ollite thrust bearing. 

© Alsimag ‘'196” insulators. 

© Direction indicator timer an integral 
part of main unit. 

® Non-reversible, 360-degree rotation. 

© Positive feeder coupling system en- 
tirely enclosed. 

e Rotating speed % R.P.M. 


AMPLEX Rotary Beam Antenna 


The AMPLEX ANTENNA is designed to give 
the amateur operator an antenna to meet the 
most rigid specifications and to eliminate the 
objectionable features heretofore commonly en- 
countered. Each component of the AMPLEX 
is specially designed as an integral part of the 
mechanism and the certain principles necessary 
in the manufacture of a product of the highest 
quality have been carried throughout. 

Heavy bronze and steel gears are of special 
design, accurately ground, insuring long life 
and quiet operation. Synchronized direction 
indicator (B) is optional. 

The worm construction provides an ex- 
tremely low gear reduction, ratio of 1800 to 1, 
and at the same time provides a positive lock 
when the antenna is stationary. The entire 
gear train is mounted on a heavy sub-frame 
cast from close grain gray iron and set in 
‘the oil reservoir in the base of the main hous- 
ing. A light non-congealing oil provides 


constant lubrication. The main shaft bear- 
ing is made of oil impregnated bronze and 
requires no lubrication. hen the antenna is 
installed no further service is required. The 
main housing and rotating plates are made of 
aluminum alloy. Elements are of heavy reeded 
steel tubing, copper plated. Supporting frame- 
work of red cypress. Tower not included. 
Directional indicator extra. 


67 PT 07640—10-meter antenna complete 
with framework. 2-element radiators, main 
drive unit, (A) rotating plate, insulators, nuts 
and screws. Shpg. wt., 60 lbs....... $54.50 
57 PTM 7641—20-meter antenna complete 
with above enumerated components. Shipping 
weight, 80 pounds....:.............. $69.50 
(B) 67 PT 7642—Amplex direction indicator 
for either of above antennas. Shipping weight, 
DAIDOUNASS 50-2 cic eye 2 aes ci Mecsas $15.00 


VERTICAL RADIATORS 
AND TELEVISION ANTENNA 


Brach Television Antenna 


Adjustable rotary beam type, designed for simple and quick 
installation on any avonoe: Provides maximum television 
reception and minimum interference. Supplied complete, con- 
sisting of: clear Washington Cedar cross-arms and 2-section 
mast; teleceptor rods; climate-sealed teleceptor coupler as- 
sembled to 75 ft. of low-loss transmission line; porcelain in- 
sulators; mounting clamps; hardware, and full instructions. 
67 PT 7645—Shipping weight, 9 pounds 8 ounces. ... . $6.58 
Premax Vertical Radiator, No. VR-136, consists of a 6- 
section mast, No. 136-M, and a specially designed Lapp in- 
sulator, No. 136-P, which has a tested compression rating up to 
10,000 pounds. The VR-136 Radiator is adjustable from about 
7 ft. to 34 ft. and is suitable for %-wave on 10 or 20 or 40 
meters; }2-wave on 10 or 20 meters, or can be loaded for any 
wave length. Diameter of mast at base 1}4”, Braduating fo %” 
at top. lade of high tensile copper-nickel steel, bright cad- 
mium plated. Each unit comes complete with instructions. 


57 PT 07621—VR-136 Mast and insulator complete. Ship- 
Ping weight, 29 pounds.................0.0.0cs caus $16.61 
67 PT 07620—Mast Only (No. 136-M). Shpg. wt., 22 Ibs. 8.82 


Premax Heavy Duty Insulator 


® No. 136-P, as included with Premax Vertical Radiator, No. 

VR-136, The total height is 7 in. with 5 in. between the feet. 
The heavy wet-process brown-glaze porcelain cones are held 
in compression between hot galvanized malleable iron castings 
which form the base support itself. The top mounting will fit 
tubular masts of 1% in. in diameter. ? 


67 PT 07622—Shipping weight, 7 pounds.........._..$7.94 


Premax Vertical Radiator 


No. VR-318, consists of a 3-section mast, No. 318-M, and 

a specially oe insulator of brown-glaze porcelain 
mounted on a special galvanized post and base flange. Though 
entirely adequate for this 10-meter vertical, this type of in- 
sulator is not recommended for heavier installations. This 10- 
meter unit is adjustable from about 6-feet to 17-feet, and may 
be used as 4-wave on 10 or 29 meters, or 4%-wave on 5 or 10 
meters—it being meceeeary sigh A adjust the telescoping sec- 
tions to the required heights. Diameter of mast at base % in. 
graduating to % in. at top. Made of high tensile, copper-nickel 
steel, bright cadmium plated. Shipped complete with erecting 
and feeding instructions. 


657 PT 07624—VR 318 Mast and Insulator Complete. Ship- 
ping weight, 12 pounds..........0. 0000... 0c cece eens $7.36 
67 PT 07623—Mast Only (No. 318-M). Shpg. wt., 8lbs. 4.41 


Premax Light Type Insulator No. 318P 


© Is a specially designed insulator of rn ba construction than 

the Heavy Duty Type. The porcelain is constructed to 
secure the proper insulation for lighter verticals, and is of wet- 
process brown-glaze in which are cast a top mounting and foot 
of heavy malleable iron, hot-galvanized. This is a very service- 
able insulator which mer be used in arrays where the masts do 
not exceed 18-foot heights. This insulator is standard equip- 
ment with Premax Vertical Radiator, No. VR-318. Top post 
is % in. diameter. 


67 PT 7619—Shipping weight, 4 pounds, .... .oe $2.94 


Vertical Receiving Aerial 


® Anew aecoved radio aerial that is efficient, non-directional, 

and simple to erect. The ideal aerial to use where space is 
limited. Attractive slender appearance. Very effective on short- 
waves. Quieter than a horizontal wire. Universal mounting 
block and bracket permits quick and easy installation on 
horizontal, vertical or slanting surfaces. Consists of a 12-foot 
(3 section) Duralumin rod with base designed for mounting at 
various angles, 40-ft. weatherproof lead-in, 25-foot ground wire. 
one 7-inch stand-off insulator, two porcelain nail knobs, also 
one lead-in strip, one lightning arrester, one ground clamp, 10 
feet ground wire. Instructions. 


57 PT 05593—Shipping weight, 5 pounds. . . $2.49 


ep 


THE A‘R-R-L 
LIBRARY 


Amateur Handbook 


This is the acknowledged 

$ standard manual of Amateur 

communication. Tells the things 

which are needed for a com- 

Postpaid orehensive understanding of 
amateur radio. Gives suggestions on 

to learn the oie Explains sig handling 

ure and good operating practices, 

vers fundamentals of electricity and 

radio and carries reader step by step 

the design, construction and opera- 

tion of all modern amateur apparatus. No 

one who aspires to become a licensed Radio 

Amateur can well get al without this 

great book. We supply the latest edition. 


67 PT 8168—Poetpaid in U.S.A. $1.00 


Amateurs’ License Manual 


all, for t nearly 200 typical license exam questions and an- 
swers, All the “dope” on every phase of amateur licensing 


How to Become a Radio Amateur 


Features equipment which, although simple in construction, 
conforms in every detail to present practices. The apparatus 
is of a practical t capable of giving 
satisfactory service—while at the same time it can be built at a 
minimum of expense. Complete operating instructions and 
references to sources of detailed information on licensing pro- 

cedure are given. 27 pages of well illustrated text. 


57 PY 8170—Postpaid in U.S.A.,.......-..0000005 52a5e 


Building an Amateur 
Radiotelephone Transmitter 


Written for the man who has a class C or class B license. A 
companion book to “‘How to Become a Radio Amateur.” 
Contains simple description of good design for ‘phone. De- 
scription of inexpensive low-power transmitter and modulator, 
with complete operating instructions en antenna information 
of particular interest in 160 and 10-meter operation. Tells 
what a new or i ham should know before attempt- 
ing to use "phone. d QST size and format. 


57 PT 8171—Postpaid in U.S.A......-.s.s0e0see000 RDC 


Hints & Kinks 


Amateurs are noted for their ingenuity in overcoming by clever 
means the minor and major obstacles they meet in pursuit of 
their chosen hobby. An amateur must be resourceful and a good 
tinkerer, He must be able to make a small amount of money do 
a great deal for him. He must frequently be able to utilize the 
contents of the junk box rather than buy new equipment. 
Hints & Kinks is a compilation of hundreds of good ideas which 
amateurs have found helpful. 


67 PT 8172—Postpaid in US.A..............-.0055 . 50¢ 


The A.R.R.L. Antenna Book 


A comprehensive manual of amateur antenna design and con- 
struction, by the headquarters staff of the American Radio 
Relay League. Sixteen chapters, profusely illustrated. Both 
the theory and the practice of all types of antennas used by the 
amateur, from simple doublets to multi-element rotaries, in- 
cluding long wires, rhomboids, vees, phased systems, u.h.f. 
systems, etc, Feed systems and their adjustment. Construc- 
tion of masts, lines and rotating mechanisms. The most com- 
hensive and reliable information ever published on the sub- 
t. Over 100 pages, in “QST” format. 


67 PT 8173—Postpaid in U.S.A..........00c0-00000e 50c 


A.R.R.L. Logbook 


= The law requires that Amateurs maintain a log. This is one of 
the best. Spiral bound. Has 39 log pages, 39 note pages. ‘“‘Q”’ 
Signals, graph paper, message number sheet. 


57 PT 8174—Postpaid in US.A................ 0.05. 35c 


Lightning Calculators 


peng ren « gg esecscnnns Se Wooten prone 9 
ves lems involving frequency juctance, capacity, 
Sle ernicaete Eben welche doa ‘ 


57 PT 8175—Not postpaid. Each,......... ...-». $1.00 
Ohms Law Calculator. Type B—Solves problems involving 


current, Rare! rape pores: valent t reading. 
57 PT 8176—Not postpaid. Each................. $1.00 
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Volume IX. Covers 1938 and 1939 models 
announced up to October 1938. 1640 pages— 
over 100 manufacturers represented. 64 pages 
of “How It Works’’ explaining the more com- 
plicated aspects of the new sets. 140-page index. 
Loose leaf pages. Stiff Fabrikoid cover. Size, 
9x11% inches. Cumulative index Volumes 
1 to 9. 


57 PT 8161—Postpaid in U.S.A.... $9.80 


Volume VIII. Covers 1937 and_ 1938 models 
announced up to November 1937. Over 1600 
pages. No_duplication of contents of other 
volumes. Data on new intercommunicators, 
electronic musical devices, and P.A. apparatus 
Stiff Fabrikoid covers. Size, 9x11% inches. 


67 PT 8152—Postpaid in US.A.....$9.80 


Volume VII. Covers 1936 and 1937 models 
announced up to November 1936. Over 1600 
pages. No duplication of contents of other 
volumes. Stiff Fabrikold covers. Size, 9xll% 
inches, Complete to the last detail. 


57 PT 8153—Poatpald in U.S.A ....$9.80 


Volume VI. Data on sets produced up to Oc- 
tober 1935—the start of the metal tube era— 
1,240 pages. Schematics and complete voltage 
data 


57 PT 8154—Postpaid in U.S.A.... $7.35 


Volume V. Sets manufactured up to October 
1934—and older sets, too—are covered in this 
volume— 1,200 pages. Covers 946 different sets. 


87 PT 8166—Postpaid in U.S.A $7.35 


Amateur Course. Covers Elementary Elec- 
tricity—The Vacuum Tube—Amplifiers— 
Transmitters—Amplitude Modulation— Power 
Supplies—Antenna and Feeders, Regeneration 
—Circuits—Construction—Learning Code. 
Over 200 illustrations— 144 pages. 


67 PT 8164—Postpaid in US.A....... 50c 


How to Become an Amateur Radio Opera- 
tor. Covering System of Sending and Receiv- 
ing— Definitions of Radio Terms—Laws of 
Electric Circuits—Descriptions of Receivers 
Used by Amateurs—Amateur Transmitters— 
Specifications for Construction— Regulations 
that apply to Operators— Appendix Which Con- 
tains International “Q”’’ Signals—Conversion 
Tables. 150 illustrations,72 pages.Covers all you 
will be required to know to get your ‘“‘ticket.’ 


67 PT 8165—Postpaid in US.A....... 38c 


RADIO 


Rider’s Manual 


Volume X. 1650 pages. The latest developments in television fac- 
simile wireless record players are all found in this new book. 64 
Pages of technical explanation of the theory of the newest television 
facsimile wireless record players, etc. Index covering entire 10 
manuals. Weight unpacked, 11 lbs. Size 9x11% inches 


87 PT 8150—Postpaid in US.A..................... $9.80 


Volume IV. In this volume will be found in- 
formation on receivers manufactured up to 
March, 1934—1,060 pages. 


57 PT 8156—Postpaid in US.A.... $7.35 


Volume III. Sets released from the middle of 
1932 to June, 1933 are presented in this volume 
—1,070 pages. Indexes more than 8000 sets. 


57 PT 8157—Postpaid in US.A.... $7.35 


Volume II. Data on sets manufactured be- 
tween early 1931 and the middle of 1932— 
800 pages. Valuable point-to-point data. 


57 PT 8168—Postpaid in U.S.A.... $7.35 


Volume I. This volume contains information 
on the old timers—from 1919 up to 1931— 
1,000 pages. There are still plenty of these 
sets in use. 


57 PT 8159—Postpaid in US.A.... $7.35 


Combination Manuals 


Manuals contain a cumulative Index of the 
volumes included. Combination is loose-leaf 
bound in a patented Herculox mechanism steel 
back binder, covered in genuine Dupont Fabri- 
koid. We pay the Postage in U.S.A. 


57 PT 8160—Combination Manual, 


Volumes DES ee es wena $22.05 
57 PT 8161--Combinalion Manual, 
Volumes IV, V, VI.........0.0205. $22.05 


The Silvertone Radio Service Manual 


An authentic, thorough, completely illustrated book of exclusive inside in- 
formation on 450 models of active Silvertone Radios—Covers all Silvertone 
models, 1928 to 1937. Complete parts list with list prices and numbered 
schematics enables you to quickly select any required replacement. Align- 
ment procedure. Instruction for measurement of sensitivity, selectivity, and 
image ratio. AVC action analysis. I.F, Repeat. Speaker repair procedure. 
Tube interchangeability and a wealth of other valuable information. Order 
this great service manual today. Size, 9x11x2'% inches. Thick, stiff buckram 
cover. No Active Radio Serviceman should be without this data. 


67 PT 8162—Postpaid in U.S.A..... 


$2.95 


The Radio Amateur Call Book 


An indispensable reference book for every ham shack. Lists over 70,000 
amateurs of all countries, Gives schedules of time, weather, and press reports 
from principal short wave stations throughout the world. Lists and inter- 
prets international abbreviations of Q, R, and T signals. 


67 PT 8163—Postpaid in USA... 


$1.25 


How to Build and Operate Short-Wave 
Receivers. Contains a wealth of information. 
Dozens of short-wave sets are described—ac- 
tual photographs of sets built—hookups and 
diagrams aplenty. 150 illustrations—72 pages. 
Contains data found in no other book. 


67 PT 8166—Postpaid in U.S.A....... 38c 


Techniques of Recording. Home recording 
is an interesting and fascinating activity. With 
a good working knowledge of its technique and 
suitable equipment, highly satisfactory records 
can be inexpensively produced from any source 
of music and speech. This easy-to-understand 
book gives you information required in non- 
technical language. Contains separate chapters 
on various components of complete home 
recording setup. Profusely illustrated. 43 pages. 
Size, 7x10\% in. 

57 PT 8198—Postpald in US.A...,. $1.25 


BOOKS 


Official Radio Service Manual 


Volume VII. Newest of GERNSBACK MANUALS, contains 
schematic diagrams and service data on 1936-37 and early ’38 
receivers. 1,800 pages of material which radio men use every 
day. Wiring diagrams of over 1,200 different manufactured 
sets. Over 3,000 different illustrations.. Bound in hard, loose- 
leaf covers—mechanism permits pages to be removed and re- 


placed. Size—9x12 inches. 


67 PT 8177—Postpaid in U.S.A.............. 


1936 Official Radio 


Service Manual 


Contains 1,200 pages (over 2,500 illustrations) 
acked with service data of 1935-36-37 sets. 
iagrams of over 1,500 receivers. Alignment 

procedure included with diagrams. Corrating 

voltages for over 80% of sets are recorded. 9x1. 
inches; hard cover, loose-leaf binder. 


67 PT 8178—Postpaid in U.S.A.....$6.86 


1935 Manual 


A radio service guide of over 1,000 pages with 
more than 3, illustrations—contains sche- 
matic diagrame of 1934-35 receivers. Features 
many old sets never previously described, early 
all-wave and short wave sets and auto radios. 
Size—9x12 inches; flexible, loose-leaf covers. 


57 PT 8180—Postpaid in U.S.A.... $6.50 


1934 Manual 


Over 400 pages—over 2,000 illustrations. The 
schematic diagrams cover 1933-34 receivers. 
Features voltage readings, I.F. transformer val- 
ues in superhets. A master index includes 
diagrams published in previous MANUALS. 
Size 9x12 inches; flexible, loose-leaf covers. 


87 PT 8181—Postpaid in US.A.....$3.00 


Girardi’s Radio Physics. Course 


The newest edition. Enlarged and revised. Covers every radio sub- 
ject, P. A. photo-electric cells, television and sound motion pictures. 
972 pages—508 illustrations—856 self-review questions. A radio book 
which is a leader in the field, because it gives a remarkably clear, com- 
plete and easily understood course in radio, sound and electricity; a 
book that leading radio schools throughout the world have chosen as 
one of the most thorough, most instructive, and most interesting radio 
books ever written. Explains in easy-to-understand language all of the 
essential facts about both electricity and radio from simple fundamentals 
to the most intricate applications. Hard covers. Size, 9x7 in. 


87 PT 8182—Postpald in U.S.A........c ccs eec cece seeees $4.00 


Modern Radio Servicing 


One of the greatest texte ever published on 
radio service work. A complete course on the 
most up-to-date methods of locating and cor- 
recting troubles in radio receivers. Hor 
practical, and easy to understand. Fully ex- 
plains use of test instruments. 706 illus. 1300 
pages. 

87.PT 8183—Postpaid in U.S.A.....$4.00 


67 PT 8186—Modern Radio Servicing and Radio Trouble-Shooters’ Handbook. 
Combination Offer. Postpaid in U.S.A. Both for.............. 00 cece eee 5 


Short Wave Coil Data Book. The difference 
between a good and a poor radio set is usually 
found in the construction of coils. Coil windin 

information is important, and in the new cot 
book all the latest "dope" ap . Every ex- 
perimenter needs this book. Over 50 illustra- 
tions—16 pages. Instructions on how to 

your own coils and save money. 


57 PT 8186—Postpaid in U.S.A....... 25¢ 


10 Most Popular Short Wave Receivers. 
Ten outstanding short wave receivers have 
been selected and described in this volume. 
Each receiver is illustrated with complete lay- 
out, pictorial representation, photographs of 
the set complete, hookup and all worthwhile 
specifications. 75 illustrations—40 pages. Tells 
how to build famous Doerle 2 and 3-tube Sets. 


87 PT 8187—Postpaid in U.S.A....... 25¢ 


Servicing by 
Signal Tracing 


John F. Rider's latest. It explains how you can 
locate troubles in any receiver—old or new— 
more quickly and more accurately than ever 
before. This system of receiver testing uses the 
one factor common to all sets—the SIGNALS— 
as a working basis. It has been accepted by 
hundreds of servicemen as the modern way to 
service! Size 5% x 8% inches. 3,000 pages. 
Profusely illustrated. 

87 PT 8179—Postpaid in U.S.A...... $1.96 


Oscillators at Work 


John F. Rider wrote this book because ser vice- 
men have been asking for it. It contains a de- 
scription of all types of oscillaters—how they 
function—where they are used—how the 
employed in servicing and how they should be 
serviced. It tells all you need to know about 
this important phase of radio. It enables you 
to get the most from your test oscillator. Size 
5% x 7% inches. pages. Many illustra- 
tions. 

67 PT 8196—Postpaid inU.S.A... ..$1.47 


Aligning Philco Receivers by John F. 


Rider. vers the subject thoroughly. 176 
pages. 
87 PT 8199—Postpaid in U.S.A... ... 95¢ 


Trouble-ShooterHandbook 


A practical hard hitting ‘‘ Johnny-on-the-Spot” 
book of servicing reference data. Contains most 
comprehensive collection of receiver ‘‘case his- 
tories’ ever published. I. F. peak frequencies 
and alignment data. Much valuable data on 
auto sete. Size, 8%xil inches. 500 pages. 
Postpaid in U.S.A. 


PALAMTNICY Mauaeuaosteteen ououee $3.00 


Short Wave Beginner's Book. Gives infor- 
Mmation on time conversion tables—aerials— 
noise elimination—radio tubes—coil winding— 
short waves—fundamentals of electricity—-sym- 
bols—schematic diagrams—amplifiers for short 
wave receivers—code—etc. 75 illustrations— 
40 pages. This book solves many problems for 
the short-wave beginner 


57 PT 8188—Postpaid in U.S.A....... 25¢ 


Frequency Controls with Quartz Crystals. 
Covers the subject thoroughly. Table of con- 
tents: Theoretical Considerations, Anti-Res- 
onance, Resonance, Temperature, Vibration, 
Holders, Power, Activity, Cleaning, Oscilla- 
tors, Standards, The Multivibrator. Illustrated. 
30 pages. Size 6%4x9% inches. You get data in 
this book that is not in print eleewhere. 


57 PT 8189—Poatpaid in U.S.A....... [Oe 


The “Radio” Handbook 


known amateur reference book, which was formerly 

known as “Jones Radio Handbook.” Contains valu- 

able information not elsewhere available on the latest 

in short wave transmitters, receivers, and accessories— —_ Postpaid 
includes chapters on_television and television equip- 

ment for amateurs. Chapters on service and test equipment, anten- 
na data, and tube characteristics. Constructional articles galore. 
Hundreds of diagrams and illustrations. 500 pages. 1940 Edition. 


87 PT 8190—Postpaid in U.S.A..........0..0eee eee $1.50 


Amateur Newcomer’s Handbook 


To comprehend the intricacies of radio and to understand 
ita advanced general and specialized handbooks, the radio 
amateur newcomer needs a stepping stone. 


Written in easy-to-understand language, the “Radio Amateur 
Newcomer's Handbook" is such a stepping stone. It starts at the 
beginning and takes you step by step through’ the process of mas- 
tering the principles, learning the code, passing the license examina- 
tion, as well as em eg you to build your first simple, effective 
equipment. Contains a’ comprehensive set of typical ques- 
tions such as applicants for a general amateur license are 
required to answer. Thorough, yet concise answers are also 
given. Will save much time in qualifying for your ‘‘ticket.” 


Radio law and regulations pertaining to amateurs are covered with 
simplified interpretations. 


67 PT 8191—Postpaid in U.S.A......... ccc cece cee eeeee 35c¢ 


The “Radio” Antenna Handbook 


Those who break records learned lGhe ago that the antenna is the 
all-important factor, more important by far than the receiver used 
or the transmitter’s power. million watts won't get far without 
an antenna, but witha goo entoiina it is possible to transmit over 
long distances with a fraction of a watt. The best factory-built 
“superhet” won't ‘‘drag in’”’ much without an antenna, but with a 
good antenna it is possible to hear the world on a one-tube set. 


_Profusely illustrated; features include many diagrams, tables of 
dimensions for all frequencies (no calculations necessary), informa- 
tion on all practical arrays and directive antennas, noise reducin 
receiving antennas, and feeders of all types. Several practical 
multi-band antennas are ‘also described. 


57 PT 8192—Postpaid in U.S.A..............ccceeeeeee 15¢ 


Completely new and greatly enlarged edition of the well 5 50 


Servicing Superheterodynes 


To be able to analyze the different portions of the circuit quickl 
and find trouble without losa of time necessitates a thoroug 
knowledge of circuit theory. In this text Rider has analyzed each 
Portion of the superheterodyne circuit. Along with this theory 
goes an easily-understood explanation of different troubles that 
occur in the various parts and how these troubles can be recognized 
and corrected. Hard cover. 


57 PT 8197—Postpaid in U.S.A. 288 Pages............... 95¢ 


The Cathode-Ray Tube at Work 


The cathode-ray tube oscillograph is the most universally used 
testing instrument in the radio servicing field. The progressive 
serviceman must be peeve nly amar not only with the theory 
underlying the cathode-ray tube, but also with its functioning in 
the oscillograph. Half of the book is devoted to the applications of 
the cathode-ray oscillograph to servicing problems. Unretouched 
cecillograms illustrate the text. 336 pages. Over 450 illustra- 
ions. 


87 PT 8145—Postpaid in U.S.A.............0 0... 00. $2.45 


Hammarlund 8S-W Manual 


Written for the amateur, experimenter and short wave listener. 
Contains short wave station list. Easy-to-understand construc- 
tion articles, short wave receivers, preselectors, converters, power 
supplies, transmitters, buffers, and amplifiers. Profusely illus- 
trated. 32 pages. Paper binding. Size 6x9 inches. 


67 PT 8194—Postpaid in US.A....0......00 0c. cece eee ,10c 


Raytheon Handbook 


A big 71 page book which thoroughly covers the application of 
teur transmitting tubes, gives correct design data for numer- 
ous transmitter circuits. Every Ham should have a copy. 


67 PT 8195—Postpaid in U.S.A...........000.c cee ee ees 50c 


Include Needed Books in Your Easy 
Payment Order ... See Page 2 
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Mutual Conductance 
Tube Testers 


$78! 


True Dynamic Mutual Conductance circuit. Fila- 
ment Voltages are available from 1 to 110 volts. 
Provisions are made for gas tests, shorts, and leakage 
tests. Continuity test for ballast tubes. Sockets for 
all types now in use. 

Ranges of the Volt-Ohm-Milliammeter D.C. Volts 
0-10-50-250-500-1000 at 1000 ohms per volt. D.C. 
Milliamperes 0-10-50-250; Resistance .2 to 500 ohms, 
300,000 ohms, 1.5 and 3 megohms. A.C. Volts 0-10-50- 
250-500-1000 at 400 ohms per volt. A special decibel 
chart permits readings against volts—10 to 42 decibels. 
The front-illuminated RED DOT guaranteed indica- 
ting instrument has two-color ‘““GOOD-BAD" scale. 
Attractive all-metal case. Removable cover. Case 
size is 15%x11%x6% in. high when closed. Operates 
on 60-cycle A.C. 110-120 volts. Shpg. wt., each set, 
30 Ibs. See Page 2 for Easy Terms. 

67 PT 08300—Mcodel 1616. Cash Price....... $71.87 
Model 1615 Tube Tester as above without Volt-Ohm- 
Milliammeter section. 

57 PT 08301—Model 1615. 


On Easy Terms 
Only $7 Down 


-$62.07 


a 


Big Meter—Long Scale 


Tube Testers 
32 g24 


This new Tube Tester has a large 6- 

inch scale RED DOT Lifetime guar- 

anteed Measuring instrument. You 

have assurance against future ob- 

solescence because filament Voltages Counter Model 
are provided in twenty ste from 

1 Volt to 110 Volts and all transformer connections 
are made for use on future tubes with voltages between 
these ranges. With this tester any one can make 
accurate tests with the greatest speed and full customer 
confidence. 

The Model 1612 has a fully balanced RMA circuit 
and leakage test for Cathode and Heater and inner 
elements, with short tests between any two elements, 
check for open filaments, and any two elements, hot 
leakage check, ae petnte. section tests of multi-section 
tubes, separate plate test of full-wave rectifiers. 

INuminated speed-roll chart. Streamlined, heavy 
seamless steel case. Size is 1514x11%x6 inches. For 
110-volt 60-cycle A.C. 

67 PT 08306—Model 1612 Counter Type. 

Shipping weight, 30 pounds................. $29.24 
57 PT 08307—Model 1613 Portable as illustrated 
above, but has a detachable cover with attached 
handle. Case size with cover—15%x11%x6% in. 
Shipping weight, 30 Ibs. 

Modell 1G13 56 ix! ck Seer accra nee $34.14 


See Page 2 for Easy Payment Plan 
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Emission Type 
Tube Testers 


$485! 


Individual Switching of terminals insures non-obsoles- 
cence. Filament voltages from 1 to 110 inclusive. New 
chart lists 250 types. Approved RMA emission circuit. 
Direct reading 3-color ““GOOD-BAD” scale. 

The sockets include all types. Neon short tests. Tests 
separate plates on diodes and rectifiers. Ballast tubes 
are tested for continuity. RED DOT Lifetime guar- 
anteed meter ranges are: 1.C. Volts 0-10-50-250-500- 
1000 at 1000 ohms per volt; D.C. Milliamperes 0-1-10- 
50-250; Low Ohms, shunt type circuit, .2 to 500; series 
type circuit 0 to 300,000 ohms, 1.5 and 3 megohms. 
A.C, Volts 0-10-50-250-500-1000 at 400 ohms per volt. 
Front illumination. Attractive all-metal case size, 
154%4x11%x6% in. Removable cover. For 110-volt 
60-cycle A.C. Shipping weight, 30 pounds, 

67 PT 08302—Model 1611., Cash Price...... $48.51 


Model 1610 


Model 1610 Tube Tester only without Volt-Ohm- 
Milliameter section. Shipping wt., 30 Ibs. 
67 PT 08303 PTY ia ee ek IX 


On Easy Terms 
Only $5 Down 


---$38.22 


Six Range 
Signal Generators 


s44!9., 


Model 1630 is an outstanding Signal Generator for 
extreme accuracy, Triple-shielding eliminates the 
most negligible leaks. Covers 100 Ke. to 30 Mc. in six 
ranges. Unusually large dial with widely spaced divi- 
sions (direct vernier type from 100 Kc. to 30 Mc.) has 
total scale length of 52% in. Each coil is individually 
calibrated and tracked for linearity over the entire 
range. A continuously variable attenuator of the pad 
t offers steps from zero output to full output. For 
110-volt 60-crcle A.C. operation. Metal case, size, 
144%x7%x4% inches. A snap-on metal cover. See 
Page 2 for Easy Terms. 


57 PT 08304—Model 1630. Complete with cover and 
accessories. Shipping weight, 30 Ibs. 
Caah Price i x:0)0-6:0<ccesis Saleteleare Sreibtalonslelets tiara $44.10 


57 PT 08305—Model 1631. Same as Model 1630, but 
incorporates electronic frequency modulation from 5 
Ke. to 40 Ke. Either CW, 400 cycle internal or external 
modulation. Shipping weight, 20 Ibs. See Page 2 for 
Easy Terms. 

Cash Price .. $53.90 


On fiasy Terms 
Only $5 Down 


TAKE MONTAS TO PAY e 


Laboratory 
Condenser Bridge 

Model 1640 checks the capacity, 
at 60 cycles, of all condensers—paper, $ 2 0 
electrolytic or mica—from .00025 to Cash 
250 microforads. Also provides tests 
for shorts, opens, leakage and break- $8 Down 
down. Two three-inch RED ® DOT 
Lifetime Guaranteed indicating instruments are in- 
corporated. One has a GOOD-BAD reading scale for 
leakage of electrolytics from 2 to 250 mfd., based on 
-2 Ma. per mfd. at rated voltage. Control permits 
other ratings as well as direct readings in milliamperes. 
For condenser leakage measurements the voltmeter 
and milliammeter are in the circuit at the same time. 
Direct current for checking leakages is available up to 
600 volts variable. The newly developed circuit of this 
Tester measures the actual capacity of a condenser at 
any stage it may present, from a leakage standpoint. 
Tester operates from 110-volt 60-cycle A.C. 
The bridge has four resistive arms. By moving these 
resistors In unison it is possible to maintain a resistance 
balance and at the same time vary the ratio of the 
capacities under test. Sturdy metal case, 144%x8%x 
7% inches, has lustrous black suede enamel finish. 
Leather straphandle. Rubber feet on two sides of 
case for convenience. The etched panel color is silver 
and red on black. Allow 10 days for shipment. See 
Page 2 for Easy Payment Terms. 
57 PT 8308F—Maodel 1640, Complete with Acces- 
sories. Shpg. wt., 40 lbs. Cash Price.......... $88.20 


Push-Bautton 


Vibrator Tester 


® New. Improved. Tests all stand- 
ard 6-Volt Vibrators. 


© Easy to operate. Roll chart has 
107 key settings. 


© Flexible push-button switching. 


A new Vibrator Tester for checking all 6-volt Vibrators. 
Features the ‘“‘Red Dot” Lifetime Guaranteed Triplett 
Meter. Obsolescence-proof push-button feature elimi- 
nates difficulties experienced in keeping other types up 
to the minute, It conclusively c all standard 
makes of six-volt vibrators as used in automotive and 
home battery radio receivers. Red Dot Lifetime Guar- 
anteed instrument has three scales: 0-10 volts to show 
input voltage to vibrator for start or running tests... A 
two-zone, two-color merit scale used in conjunction 
with the load rheostat shows vibrator condition as 
GOOD or BAD .. . 0-100 scale permits inter-comparison 
of vibrator output under standardized input conditions. 
Has tip jack facilities for oscilloscope connections. Like 
pe aee have been made for connecting external 
uffer condensers if desired. Case 144¢x7%x4% in., 
black suede electro enamel finish. Leather strap handle 
is a convenience for portability. Etched panel. Snap-on 
metal cover. Rubber feet on bottom and back of case. 
For 110-volt 60-cycle A.C. See Page 2 for Easy Pay- 
ment Terms. 
67 PT 08329—Model 1671 complete with cover and 
accessories. Shpg. wt., 35 lbs. Cash.......... $39.04 


$3904 


$4 Down 


Oak Cased 
Tube Testers 


S 48 Terms 
Cash $6 Down 
Model 1511 is the same as 
Model 1616 described on op- 
posite page but is in a quartered 
oak case with selector switch 
controls. Dynamic mutual con- 
ductance circuit. Volt-ohm- 
milliammeter as used in Model 
1616. Rotating chart enables a 
auc Selection of instructions. 
se is 153¢xl114x7% inches. 
Antique bronze etched panel. 
Hluminated instrument. See 
Page 2 for Easy Terms. 


67 PT 08309—Model 1511. 
Shpg. wt., 30 Ibs. 

Cash Price........... $68.48 
67 PT 08310—Model 1510. 
Dynamic Mutual Conductance 
Tube Tester only. Same as 
Model 1511, less Volt-Ohm- 
Milliammeter. Shipping vt., 
SO bse As see eee $48.68 


Volt-Ohm 
Milliammeters 


$ 55 Terms 

Cash $4 Down 
Model 1200-E. Red Dot Instru- 
ment reads D.C.: 10-50-250-500- 
1000 volts at 25,000 ohms per 
volt; 0-50 microamperes; 1-10-50- 
250 milliamperes; low ohms, 
backup circuit, %4 to 1000; 40,000 
ohms, 4 and 40 megohms; A.C. 
10-50-250-500-1000 volts. Con- 
tains 22% and 1% volt batteries. 
Case size, 7%x6%x5% in. Shpg. 
wt., each set, 10 lbs. 
67 PT 8311—Cash Price $30.55 


Model 1200-A 

Same as 1200-E but reads as 
follows: D.C. 10-50-250-500-1000 
volts at 2000 ohms per Volt; 1-10- 
50-250 M.A. low ohms, backup 
circuit, % to 500; 1500 ohms, 1% 
and 3 megohms. A.C. 10-50-250- 
500-1000 volts. 
67 PT 8312............ $23.36 


Model 1200-C 
Model 1200-C, same as 1200-A, 
but_ with 5000 ohms per volt 
D.C. suitable for AVC checking; 
250 microamperes, and 7/4 meg- 
ohms scales. 
BU PT 314... 6 ces say 


Newest Triplett 


Portable Laboratory 


Many servicemen prefer the extreme 
Model 1181-B 
Portable Laboratory, which was first 
offered a few years ago, and which 
like other Triplett Red Dot instru- 
kept up-to-date in 


compactness of t 


ments has 


540% 


$5 Down 


A New Sensational Set Tester. D.C. 
Volts—0-10-50-250-500-1000-2500 at 
25,000 ohms per volt. A.C. volts— 
0-10-50-250-: 
ohms per volt. Direct current—0-50- 
Microamperes; 0-1-10-50-250-500 Mil- 


Portable 
Tube Tester 


$2 [95 en, 


This most popular tester uses 
the approved RMA circuit. It 
contains the RED DOT Life- 
time guaranteed measuring in- 
strument, and also a separate 
line voltage control meter. A 
most unique, as well as the 
most simple and practical tube 
chart te devised is provided 
with the tester, Housed in a 
snappy appearing case with 
modernistic etched panel in 
three colors. It is a standard 
unit uniform in size with other 
models of the 1200 series and 
contains all the sockets to test 
pena tubes. Fits cases 
isted lower right corner this 


page. Pilot Lamps, Ballast, 


tubes, Television Tubes and 
Gaseous Rectifiers. Filament 
voltages ranging from 1 to 110 
volts. Model 1213 Tube Tester 
in black baked-on enamel suede 
finish case. Snap-on cover. For 
110-volt cocycle A.C. Shpg. 
wt., 12 lbs. See Page 2 for 
Easy Termes. 


67PT83 16—CashPrice$ 21.56 


The Set Tester 
That Has Everything ‘~ 


-1000-2500 at 1000 


34.884 


$5 Down 


Portable 
Signal Generator 


$ 24 Terms 
Cash $3 Down 
Triple shielded! Improved at- 
tenuation—Zero for all prac- 
tical purposes. Large dial open- 
ing—180°—Improves_readabil- 
ity. Six Bands: 115 Ke. to 30.5 
Mc. Total scale length over 50 
inches. Line filter—Filters RF 
between oscillator and the line. 
Six trimmer calibrated coils— 
For accuracy weil within servic- 
rt requirements on all bands. 
cycle audio note obtained 
from panel jacks. Sturdy 
metal unit size case—7%x6 4x 
55% in. Elastic strap inside 
snap-on cover holds accessories 
an instructions. Attached 
strap handle 


57 PT 08316—Model!l 1232-A 
.C. operated. Complete with 

Shipping weight, 

18 pounds. 

Cash Price............ $29.24 


Model 1231-A—Battery op- 
erated. Complete with bat- 
teries and accessories, 

67PT08317—Shipping weight, 
15 pounds............ $26.95 


RED © DOT 
GUARANTEE 


The meters used in Trip- 
lett and Readrite testers 


now carry a Factory Life- 
time guarantee against de- 
fects of material and 
workmanship. 


Free Point 
Tester 


For servicing sets using met- 
al, glass-metal or glass tubes. 
Has five sockets—with stand- 
ard RMA markings. Panel 
also includes eight automatic 
switch type and ten single 
action jacks. Makes all 
series and parallel meter con- 
nections through the set 
sockets to all parts of the 
circuit. Automatic in opera- 
tion. Used in conjunction 
with any Triplett Volt-Ohm- 
Milliammeter. Shipping 
weight, 8 pounds. 


67 PT 08318—1220-A Unit. 


Bee pe ores $12.58 


Triplett “MASTER UNIT” 
Test Sets and Cases 


Milliammeter, 1213 


A complete servicing laboratory in 
one case for bench or portable use. 
Includes Models 1200-A Volt-Ohm- 
Tube_ Tester 
1220-B Free Point Tester and 12314, 


903 


Model 1206 


Signal Generator. Shipping weight, 


engineering features. Includes Models 1125-A Volt- liamperes; 0-1-2-20 Amperes. Resistance—0-500 Low each set, 45 pounds. See Page 2 for Easy Terms. 


Ohm-Milliammeter (eight A.C.-D.C. voltage ranges; Ohms, shunt type circuit; 0-20,000 and 0-200,000 Ohms, me * 
ive AL De Minlampere ranges and low and hgh 2 and 29 1 Megorians, series es, circuit. (Condenser eh os ate abel eaari panna lea g ee gshrie 
ohm ranges) for point-to-point a’ is and as output ‘ester— Ranges for capacity ng, | © 30 mfds. : : 
meter. tsi Signal generator (110 Ke. to 18 Me. Hor Electrolytic leakage test. Free Point Tester—Makes  1232A Signal Generator .................... $92.63 


67 PT 8324—Same as Model 1206 but has Model 


ies and pi connections th 
al} series anc persre: mister connecnions throne sevee Too. instead of Model 1200-A. voltohm milliamt: 


aligning and balancing radio sets and 1166-B, Free ; 4 : : 
int sockets, Decibel Meter—Special chart provides Decibel 


Po; ester for free point and standard analysis tests. 


(The three units also may be obtained separately. Com- readings against. volts from minus 20 to plus 55. Large TORENT, 56,0 4:5 0:0:9:9:35 4.0 10a 0 sfaraierereieia sees /eoiarnie ab $99.81 
plete information u ‘s uest.) Case size, 16 ext ian Modemiettc indicating instrument with RED DOT Combinations of any Instruments Available. Write 
in. Shipping weight, I7 tbs. Lifetime Guarantee against defects. Exclusive re- for Prices. 


sistance measurements circuit (Patented). There is 
but one Zero adjustment for all resistance ranges. 2 Master Carrying Case 

Plug-in rectifier—Simplifies replacement in case of ac- Black artificial leather covered cases for Triplett Master 
cidental damage. Rectifier incorporates a new copper- Units. Built-in compartment for accessories. (See 
oxide element which is pre-calibrated to a factory Model 1206 above.) 

standard. Heavy steel case with black suede baked 67 PT 8325—1201 Case (1 Unit). 


67 PT 08319—Cash Price.................. $40.99 


All merchandise in this catalog sent 
Srom Chicago, but YOU PAY TRANS- 


PORTATION CHARGES ONLY enamel finish. Size 14%x7%4x4% in. Leather strap Shipping weight, 5 pounds... vate eaten eens $3.92 
handle. Snap on metal cover. For 110-volt 60-cycle 87 PT 8326-—1202 Case (2 Units). 
FROM SEARS NEAREST MAIL A.C. See Page 2 for Easy Terms. Shipping weight, 7 ares ; ee ents ceed a 4.87 


ORDER HOUSE. SEE PAGE 2. 67 PT 8327—1203 Case (3 Units). Wt., 8 Ibs... 6.22 


67 PT 3328—1204 Case (4 Units). Wt., 8 Ibs... 5.88 
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67 PT 08320—Model 1604, Complete with all acces- 
sories. Shpg. wt., 26 lbs. Cash Price......... $48.84 


To 


MODEL 432-A 
Tube Tester 


ea 


Flexible switching arrangement in 
19 steps from 1 to 110 filament 
volts. _Has sockets for Loctals, 
Single Ends, Bantam Jr., Gaseous 
Rectifiers, Ballast, all regular 
types and the new high voltage 
series 117Z6, etc. Separate plate 
tests on diodes and rectifiers. 
Neon short test immediately in- 
dicates the slightest shcrts and 
rectifiers leakages. Uses Red Dot 
Triplett Lifetime Guaranteed 
Meter. 

Triplett precision instrument 
with GOOD-BAD 3-color scale. 
Separate line voltage meter. Black 
artificial leather case has handle 
and removable cover. Size, 9x 
8%x7 inches. Up-to-date charts 
are furnished to registered owners 
as new tubes appear. A.C. operat- 
ed—110-volts, 60 cycles. See 
Page 2 for Easy Terms. 

67 PT 08867—Model 432-A 
(Artificial Leather Case). Ship- 
pine weight, 18 lbs.Cash.$17.49 


MODEL 540 D.C. 
Oscillator 


$ |] $2.80 Dewn 
Cash See Page 2 
® This All-Wave Direct 


Reading D.C. Signal Gen- 
erator has new plug-in coils 
peaked with trimmer con- 
densers, and individually cal- 
ibrated to exceptionally low 
tolerances. Has five frequen- 
cy bands from 110 to 20,000 
Ke.—all fundamentals. 

Greater accuracy is assured 
with the short grid wire con- 
nections and the absence of 
all switch contacts. Shielded 
for static and magnetic fields. 
Attenuation and stability are 
outstanding features. Strong 
signals—both modulated and 
unmodulated are provided. 
Three 1%-volt unicells, 45 
volts of B battery and two 
type ’30 tubes are included 
with the necessary leads and 
accessories. Furnished in 
“40” Series case, 5%x74x4% 
inches. Black wrinkle baked 
enamel finish. Leather strap 


MODEL 840 
Oscilloscope 


$2 Down 


1 | ees se 


® The price of this ’scope is 
sure to be a pleasant sur- 
prise to you. No ham station 
need now be without this 
needed accessory. This found- 
ation oscilloscope has built-in 
60-cycle sweep. For essential 
visual measurements of the 
amateur broadcast station. 
Also a practical foundation 
unit for those who wish to 
add external sweep and ampli- 
fiers for specific test pur- 
poses. With proper external 
additions this basic oscillo- 
scope offers facilities for the 
study of countless circuit 
problems. Vertical and hori- 
zontal deflector plates. In- 
tensity, focus and sweep con- 
trols. For 110-v., 60-cy. A.C. 
Shpg. wt., 12 Ibs. 
67 PT 08870—Model 840— 
(less tubes.) Cash. ..$11.17 
57 PT 8887—No. 913 Cath- 
ode Ray Tube. Shpg. wt., 


MODEL 740 
Milliammeter 


$/9!! 


Has 3-inch square Trip- 

lett precision instrument 
with scale readings: 0-10-50- 
250-500-1000 A.C. and D.C. 
volts at 1000 ohms per volt: 
(D.C. Accuracy 2%; A.C. 
5%); 0-1-10-50-250 D.C. mil- 
liamperes; low ohms, 0-300; 
high chms to 250,000 at 1% 
volts. The ohm-meter rheo- 
stat is capable of taking care 
of 13% volts additional for 
resistance readings up to 24% 
megohms. Batteries may be 
added externally permittin 
the higher readings in 250,01 
ohms steps. Measures low 
ohms with 25 ohms in center 
of scale, giving good meter 
deflection down to % ohm. 
Low loss switch contacts. 
Long battery life is assured 
by low current draw not_ex- 
ceeding 1 milliampere. Red 
Dot Triplett Lifetime Guar- 
anteed Meter. Compartment 


$2.50 Down 
See Page 2 


MODEL 641 
Free Point Tester 


$ 73 $2 Down 
Cash See Page 2 
This device will greatly 
- simplify and speed up ra- 
dio servicing by enabling you 
to make all voltage and cur- 
rent readings directly from 
the tube sockets of the radio 
under test. Meter is required. 
Generally used with Model 
740 Volt-Ohm-Milliammeter, 
shown at left. Has five sock- 
ets with standard R.M.A. 
markings for servicing sets 
using any type tubes. Panel 
also includes eight automatic 
switch Wve and ten single 
action jacks. Extra connec- 
tions can be made when nec- 
essary, at very slight cost. 
All series and parallel in- 
strument connections are 
made through the set sockets 
to any part of the circuit. 
Shipping weight, 8 Ibs. 
57 PT 08872—Cash.$10.73 


See Page 2 


odel 432-A In Oak Case handle. Coils and accessories Wb SS 073 ca ....$4.00 with cover for test prods and for 

57 PT 08868—Model 432-A in included. Shpg. wt., 11 lbs. 67 PT 8888—No. 84 Recti- tools. Shipping weight, 9 

quer en sawed golden oak case. 57 PT 08869—Cash fier Tube. Shipping weight, pounds. Easy Payment 
hpg. wt., 19 lbs......., $21.17 IRriC@ oss seus ase $19.11 Sounces! in 54e 57 PT 08871—Cash $19.11 Terms 


EQUIP YOURSELF 
NOW—PAY LATER— 


TERMS ON PAGE 2 


Handy READRITE Combinations 


Series ‘‘40”’ Testers also are furnished in combinations of two units in handy portable cases. With these units 
you are assured of the ultimate in portable test instruments and at the same time cut your instruments cost 
per call more than half. These testers incorporate the latest engineering developments in keeping with the 
A . high quality standards demanded today by the radio serviceman. All Readrite-Ranger models are precision : 
$2 50:Down motors And ou behold ppliances under .an built, have laboratory accuracy, are extremely durable, compact and consistently low in price. Has 3-inch : 
See Page 2 ‘as Red Dot Lifetime Guaranteed watt- Triplett Lifetime Guaranteed Indicating Instruments. 


TRIPLETT Appliance Tester 


Designed for the electrician and refrigerator 
$ | 8 94 serviceman. Tester provides quick and accu- 
Cash 


rate means of testing power consumption of 
radios, refrigerators, fractional horsepower 


Combination models are housed in sturdy metal cases with attractive black baked enamel finish. Size is 
11%x7%x4%-in. Panels are modernistic silver and black. Convenient built-in compartments with friction 
fitting covers, to hold accessories, Strong leather strap handles for convenience in carrying. See Page 2 for | 
Easy Payment Terms. 

Model 540-740 Combination Model 641-740 Combinations : 
67 PT 08873—Model 540-740 Signal Generator 67 PT 08874—Model 641-740-Free Point Tester 


meter and voltmeter—twin instrument style. Reads line 
voltage and wattage renee wg 2 Voltmeter ranges— 150 
and 300. Direct watt-meter readings—1500 watts at 220 
volts; 750 watts at 110 volts. Current rating is 7.5 amps, 
Push button is incorporated to protect wattmeter during 
starting period. One cord plugs into wall socket. The other 
is for connecting the appliance to the tester. Case is leather, 
3t16X5%6x2%s inches. There is space inside the case for cords. 


ae r ay oo, ; i eR Ai toe se one 

PT —Model 2000. Shipping weight, 7 pounds. and Volt-Ohm-Milliammeter. Shipping weight, and Volt-Ohm-Milliammeter. Shipping weight, 

Clipe sectaioe % Se ope re ONS: ~ Aseria $18.94 TOYPOUNAS evbseR eae. eens son ele ee . $36.75 ZO pounds ran cee edee settle eae. cece cates $28.35 
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MODEL 710-A 
Set Tester 


$1617 


This three meter Set Tester is used to 
check all parts of radio tube circuits by 
plugging directly into the radio socket. 


D.C. voltmeter scale reads 20-60-300- 
600: D.C. milliammeter scale 15-150, 
and A.C. voltmeter scale 10-140-700, A 
special positive contact selector switch 
connects all D.C. circuits to the D.C. 
voltmeter. Panel jacks are provided to 
make individual range connections for 
the three meters. 


Furnished with silver and black panel 
in attractive black artificial leather cov- 
ered case. Case dimensions when closed, 
11 inches x 8% inches x 4 inches. Ship- 
ping weight, 10 pounds. 


57 PT 08856—Model 710-A...$16.17 


MODEL 712-A 


Model 712-A is the same as Model 
710-A, but has a Triplett Model 223, 
2-inch, D.C. Voltmeter having 1,000 
ohms resistance per volt, and_ scale 
reading 15-60-300-600 Approximate 
shipping weight, 11 pounds. 

57 PT 08866—Model 712-A...$21.76 


See Neryt Column for Loctal Adapter 
Socket and Plug. 


$2 Down 
See Page 2 


MODEL 720-A 
Set Tester 
$2 Down 


$470 som 


A handy and efficient radio set, analy- 
zer. Measures resistance, capacity and 
continuity and will check the voltage of 
any tube circuit. Point-to-Point tests 
are made by plugging into the receiving 
set socket. Tester socket terminals ar- 
ranged to RMA standards, making it 
unnecessary to remove chassis from 
cabinet when localizing defects. Rota- 
tion of tube elements does not affect 
tests. Has two meters—D.C. scale 
reading 15-150-300-600 volts, 15-150 
milliamperes; A.C. scale reading 10-25- 
150-750 volts. Black artificial leather 
covered case, 11 inches x 8 inches x 43 
inches when closed. Shpg. wt., 10 Ibs. 


67 PT 08867—Model 720-A. 
‘Gash: Priceantaeih a: 0 sin scels 2 $14.70 


MODEL 730-A 


Model 730-A is the same as Model 
720-A, but has Triplett Model 223 D.C. 
voltmeter with scale reading 15-150- 
300-600 volts at 1,000 ohms per volt. 
57 PT 08858—Model 730-A...$18.23 


Loctal Adapters for 710A, 712A, 720A, 
730A. Shpg. wt., each, 8 oz. 

67 PT 8863—Socket Adapter..... 73¢ 
87 PT 8864—Plug Adapter....$1.18 


2 


3] $3 Down... $4 A Month $279 


Cash See Page 2 for Easy Terms 


MODEL 557 
Signal Generator 


$ 52 $2.50 Down 

Cash See Page 2 
This popular signal generator is meet- 
ing every requirement of thousands of 
busy servicemen. Individually cali- 
brated plug-in type coils, setting a new 
standard of obtaining laboratory ac- 
curacy at low cost, are used with Model 
557 Read-rite-Ranger All-Wave Direct 
Reading Signal Generator. Five fre- 
quency bands from 110 to 20,000 KC, 
all fundamentals. Accuracy guaranteed 
within all servicing requirements, Com- 
pletely shielded for static and magnetic 
fields. Strong signals, both modulated 
and unmodulated. Attenuation and 
Stability are outstanding features. 


Supplied in attractive black artificial 
leather case, Silver color and black 
panel. When closed case measures 12 in. 
x 6% in. x 5% in. Shpg. wt., 12 lbs. 


67PT08859—Model 557. Cash$18.52 


57PT8860F—Model 554-A—Same as 
Model 557 but not Direct Reading. Cal- 
ibrated graphs included for accuracies 
under 1% on any band. Shpg. wt., 
12 Ibs. (Allow 
10 days for ship- 
ment),....$14.11 


MODEL SI" 


MODEL 739 
Milliammeter 


$970 


@® Model 739 Pocket Volt-Ohm-Mil- 

_liammeter . . .zero adjustment . . . 
Tepes three-inch meter. Ranges A.C. 
—D.C, Volts 0-15-150-750-1 (D.C, 
at 1000 ohms ee yoo: D.C, Milliam- 
Peres 0-1/¢-15-150; Resistance, Low 
ohms, 0-500, shunt type circuit with 25 
ohms at center scale; 0-500,000 ohms, 
Series type circuit. External batteries 
may be used for higher resistance meas- 
urements. Molded case, 3)46x5%x2% 
in. All accessories including test leads, 
alligator clips, battery and instructions 
included. Shpg. wt., 5 Ibs. 


67 PT 8861—Model 739....... $9.70 


Model 738. Same as above except 
without A.C. Voltage ranges. 


57 PT 8862—Shpg. wt., 5 lbs.. .$7.35 


© Model 612. Ranges A.C.-D.C. Volts 
0-15-150-450 (60 ohms per volt): A. 
C.-D.C, Millia es 0-15; Resistance 
0-20,000 and 0-100,000 ohms; Capacit- 
ance ranges .01 to 20 mfd. Current sup- 
ply is from either A.C. or D.C. source 
y means of cord and plug. No bat- 
teries needed. Complete with leads. 


67 PT 8863—Shpg. wt., 5 Ibs...$7.79 


Complete With 
Accessories 


THE BEST Costs Bur 


4 LITTLE EACH MONTH 
AT SEARS—S&EE PAGE 2 


$221 


MODEL 510 


Tube and Set Tester 
This Tube Tester Volt-Ohm-Milliammeter combina- 


Pocket Meters 


This * 2 © Model 511. These handy pocket-size instruments are just 
tion gives the serviceman everything he could get from _ what you have always wanted. The complete units, 
Separate units, plus the advantage and convenience of including test leads, are priced at Jess than you would expect 
having both instruments combined in a single case. An to pay for the meters alone. Portable meters are always 
432-A-742 outstanding quality model at a price within the reach handy to have around. At these prices you should have one 
of everyone, Lifetime Red Dot Triplett meter. for each service bench position. Model 511 has a square 
Has Model 432-A Tube Tester that accurately tests all receiving type tubes now in general use. (See op- Readrite meter with full open dial for reading 0-3-30-300 D.C. 
posite page). The Volt-Ohm-Milliameter section is a separate panel with range selector, switch, ohmmeter Volts and 0-10,000 ohms. Case is black wood, nicely finished, 
zero adjuster and jacks and Precision 3-inch indicating instrument has a sensitivity of one mil as described 2%x2%x2 in. Attached leads for making connections and 
in Model 432-A. Volt-Ohm-Milliammeter ranges are: A.C.-D.C, Volts 0-10-50-250-500-2500 (D.C. at 1000 switching. Furnished complete with sell-contained three- 
ohms per volt): D.C, Milliamperes 0-1-10-100; Resistance .5 to 500 with 25 ohms at center scale: 0-100,000 volt battery. Shipping weight, 5 pounds. 
ohms and 14% megohms, Ohmmeter is battery operated. 

The circuit is favored by servicemen who demand more accuracy than obtained from ordinary ohmmeter 57 PT 8866—Model 511..... Pete e eet ee reece as $2.79 
power a gg Caryn ere The case is black artificial leather, with handle, 12'4x8 '4x 7 in. Panels are sil ver color 
and black. tteries not included. Shipping weight, 20 pounds. 

67 PT 08864—Model 432-A-742. Cash Price. 2... t cece ue cccuucuvnceus 


If you prefer, you may buy on Sears Easy Payment Terms. For complete details, See Page 2. 


Model 510 Volt-Ohmmeter, same as the above, but with 
$26.31 the following ranges; 0-300 D.C. Volts: 0-10,000 ohms. 


57 PT 8866—Complete with Battery.............. .$2.21 
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504 Tube and Set Tester 


$6463 


Includes complete tube testing facilities of SUPREME 503 Tube 
Tester (see description below). Also includes 31 ranges and func- 
tions with GUAR ee ee of 2% on D.C. and 3% 
on A.C, measurements. D.C. oles ae anges from 0.1 volt to 
2500. volts (0/5/ 357100/290/500/1 ). 1000 ohms per 
volt TONEY, for D.C. measurements. 5 cee C. voltage ranges 
from 0.1 volt to 1,000 volts (0/5/10/50/250/1000). 7 Direct 
Current ranges from 10 microamperes to 10 anipe eres (0/500 
micro amps/2.5/10/50/250 mils/1/10 amps). ive output 
ranges of 0/5/10/50/250/1000 volts. Wide range ohm and 
megohmmeter offers 5 ranges from 0.1 ohm first scale division 
for voice coil checking) up to 20 megs (0/200/2M/20M/2 

leg. /20 Meg). - 

Measures all paper and mica condensers on 20 ey resistance 
range of meter. 1 electrolytic capacitors including high voltage 
filter types and low voltage—high capacity bypass types checked 
At Correct Working Voltage! Seven voltages—4 300, 250, 
200, 100, 50 and 25 volts! 40 settings given on roller chart for 
EVERY capacity and working voltage. Readings on ‘Good 
Capacitor—Bad Capacitor” meter scale. The 2,500 D.C. 
volt range and the 10 D.C. arapere range are terminated “ 
heavy binding posts. For 110-volt 60-cycle A.C. See Page 2 
for Easy Terms. 


67 PT 08840—Shipping weight, 19 pounds. Cash Price$64.63 


On Easy Terms 
Only $6 Down 


592 Set Tester 


$498 


On Easy Terms 
Only $5 Down 


Contains 8 direct current ranges from 1 micro-ampere to 14 
Meee Y MA; 1.4/14 
amps. 7 D.C. and A.C.voltage ranges at 25,000 ohms per volt 
(on D.C.) from 0.1 to 1400 volts—O/3. 27 /a87140/350/700/ 1400 
volts. 7 D.C. voltage ranges at 1000 ohms per volt from 0 


amps—-0/70/700 micro-amperes; 


to 1400 volts—0/3.5/7/35/140/350/700/1400 volts. 


NOTE DOUBLE METER SENSITIVITY — not available 
= any other instrument. 6 Resistance yn Ha from 4% ohm to 
yr = med battery ue 

megs/50 m oy ut ran 
‘38 /140/350) /700/1 00 
with internal condenser for sbepruent work. 5 Decibel meas- rent. 
, —10/+6, 0/+16, rac 
+26, +-20/+-36, 4-30/- 146 D. B. 50- -meg resistance range allows 
very accurate leakage check of all electrostatic (paper and mica) 
condensers. Songer ones rectifier carries standard RMA 
B. (decibel) conversion chart furnished so 
D.B. readings can also be taken on any line of known imped- 
ance. D.B. readings direct for 500-ohm line. One set of pin 
ld amps range on separate binding 
scale SUPREME 592-593 in single 
for external tube tester use. For 110 volts 60-cycle A.C. Ship- 


50 megohms with completely self-conta 
ly. 0/500/5M/50M/ 
Ee ‘om 0.1 to 14! output volts 0/3.5/7/3: 


uring ranges from —10 to +46 D.B 


GUARANTEE 


jacks serves 46 ranges, 
osts, 40 microampere meter movement. “Good-Bad" 

ping weight, 9 pounds. 

67 PT 0884 1t—Cash Price. 


See Page 2 
for Sears 
Easy Payment 


503 Tube Tester 


SUPREME 503 Tube Tester eliminates ob- 
solescence because FILAMENT RETURN 
SELECTOR circuit automatically, correctly 
gered every new or old type tube. It has 
taps from 1.5 volts to FULL LINE 
VOLTAGE and correctly checks all receiving 
tubes such as loctals, octals, non-octals, tele- 
von ee amplifiers, single- ended spray shield, bantam, plain 
lass “M", 'G", “MG”, “GT,” gas rectifiers, magic eyes, pilot 
amps aaa’ ballast tubes. ‘‘Good—?—Bad" English reading 
scale. Speedy operation. Rotary two-color chart. Just follow 
the arrows. Only six sockets for all tubes. SUPREME 503 
Tube Tester gives 7-way tube test for (1) shorts between any 
two elements (2) positive visual check for open filaments (3) 
standard 200,000 ohm sensitivity “hot” leakage check between 
cathode and filament (4) new, 2,000,000 ohm high sensitivity 
“hot” leakage check between any two other elements (5) bona- 
fide and separate opens element test of any element (6) quality 
test of complete tube (7) separate tube section test of multi- 
section tubes and separate nig Th test of full wave rectifiers. 
For 110-volt, 60-cycle A.C. e 2 for Easy Terms. 
67 PT 08844—Shipping weight, 16 Ibs. Cash Price. 
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$4405 


Terms: $5 Down 


$44.05 


574 Signal Generator 


The SUPREME 571 Signal Generator 

$3679 produces 6 types of si Signals—ail hum- 
Cash 

Terms: $4 Down 


eet) Straight CW. 2) 400-c ih 

30% standard audio modulated 
(3) ae woh ne level ag 
modulated R. (4) xternal Audio 
Modulated K rE (s) External frequen- 
cy modulated R.F., (6) 400-cycle fixed audio note. This 
signal generator has 5 R.F. ranges from 65KC to 20.5MC 
on fundamentals and to over 60MC on harmonics. Only 
2 basic scales. It uses an electron coupled oscillator circuit 
with air-dielectric condensers and iron core coils resulting 
in a guaranteed accuracy of within 4 of 1%! Practically 
free from frequency drift. Dual ratio dial. Illuminated 
scale. Two modulation levels (30% and 75%) 400-cycle 
note has no frequency change from one type signal to an- 
other. 0.1 volt R.F. output on all bands. Every refine- 
ment and operating convenience now demanded by the 
busy Serviceman. For 110-volt, eo A.C. Shpg. wt., 
19lbs. For Easy Terms See Page 2. 


67 PT 08846—Cash Price. .$36.75 


ee 


- $40.18 


592-393 Analyzer 


$5629 


Most servicemen want their ana- 
lyzer unit and set tester meter 
unit in one case to be ready for 
instant use. Here is the answer 
to that demand. The new SU- 
PREME 593 Push-button Ana- 
lyzer circuit uses no twin jacks or 
jumpers. Makes voltage resist- 
ance and current tests by merel 
pushing two buttons. lo unsol- 
dering of wires to measure cur- 
6 sockets including loctal. 
Rapid—-easy— positive operation. 
Supreme 593 Analyzer in port- 
able oak carrying case complete 
with analyzer cable, plug and all 
accessories. See Page 2 for Sears 
Easy Terms. Shpg. wt., 6 lbs. 


67 PT 8842..............$16.17 


Terms 
$5 Down 


combination case as illustrated. 
Shipping weight, 16 pounds. 


67PT08843—Cash Price $56.20 


THE BEST COSTS 
BUT A FEW DOLLARS 
EACH MONTH AT 
SEARS ... See Page 2 


542 Multi-Meter 


$597 


A regular little pocket laboratory with 
a case only 3x5%4x2 inches. 4 D.C. mil 
ranges (with first scale division 5 micro- 
amperes) of 0/0.3/6/30/150; 4 D.C, 
volt ranges (with first scale division 0/1 
volt) of 0/6/150/300/1500; 4 ohms 
Tanges (with 1 ohm first scale division 
and 25 ohms center scale) of 0/2000/20,- 

/200,000/2 mee 4 AC. volt ranges 
(with first scale division 0.1 volt) of 
0/6/30/150/600; 4 output ranges of 
0/ 16/30/ 150/600; 4 bie ya ranges of 
756 +8/+-24, +:22/+38, +34/ 


Full size 3-inch square meter with a 
rugged, accurate 200-microampere 
movement and a knife edged pointer. 
This movement has a sensitivity of 
5000 ohms per voit! All ohmmeter 
ranges, including the megohm range, 
are operated by batteries furnished 
with the instrument and contained 
within its durable black moulded bake- 
lite case. Shipping weight, 2 pounds. 


67 PT 8846—Cash Price..... $15.97 


Terms 
$2 Down 


561 A. F. and R. F. Metered Oscillator 


$ 90 On Easy Terms 
Cash Only $7 Down 
A signal generator you can do everything with. Six iyhes of seca outputs—(1) Variable 


audio from 15 to 15,000 cycles, (2) Unmodulated R from 65KC to 20.5MC on funda- 
mentals and over GOMC on harmonics, (3) Variable audio modulated R.F. over same See 


range, (4) Frequency Modulated R.F. (5) Means for external audio modulation of Page 
R.F. (6) Means for varying the percentage of audio modulation from 0 to 75%. A.F. 
Oscillator has range from 15 to 15,000 cycles on 6-inch illuminated dial. Push button 2 
selection of 4 output impedances (50, 600, 5000, 50,000 ohms) Output center-tapped for For 
push-pull inputs. Less than 5% harmonic distortion over entire range. Power output Easy 
150 milliwatts—open circuit voltage 35 volts. Output fully controllable. R.F. oscillator 
coverage from 65KC to 20.5MC—five bands (65/205KC, 205/650KC, 650/2050KC, Terms 
2050/6500KC and 6.5/20.5MC). Harmonics to above 60MC. Ranges are push-button 
selected and only two scales used for all bands 

Large, illuminated 6-inch dial, shadow type indicator. Dual ratio tuning mechanism. 
Electron coupled oscillator uses air-dielectric trimmers and iron-core inductors allowing 
factory calibration at both ends of each band—within 4 of 1% accuracy guaranteed! 
Push-button attenuator of ladder type employing fine adjustment control. Continuously , 
variable from 4 microvolt to 100,000 microvolts, Additional high level jack for badl i 
mis-aligned receivers. Metered output uses built-in vacuum tube voltmeter whic | 
controls level in actual microvolts. R-.F. and A.P. sections available separately or is y 
variable audio can modulate R.F. oscillator. Percentage of modulation control 
allows control from 0 to 75% of modulated signal read directly on meter. Built-in 560 Vedolyzer 90 
Frequency Modulator using § E'S famous “‘Lock-center synchronize” circuit. IED ¢ i 
For 110-volt 60-cycle A.C. Suipping weight, 25 pounds gph treme fy me eT ate trate $ 
57 PT 08847—Cash Price... 0... eee eee Giga aie \-re'sie ON tes . $76.90 It traces the RADIO SIGNAL through every Cash 

Stage and you SEE the ACTUAL SIGNAL on 
the screen of the VEDOLYZER! Thus, you see Terms: $10 Down 


where the signal begins to distort and how 
much! You see presence or absence of correct signal, You check for 
correct I.F. and oscillator frequency. You check actual operating volt- 
ages without disturbing the receiver's circuit. You check A.V.C., R.F., 
A.F.C. signal grid and D.C. grid voltages—all with the set under actual 
operating conditions. You check for location, amount and frequency of 
hur. ou check for intermittent reception in any part of the set, 
The VEDOLYZER contains (1) a frequency compensated wide-range 
amplifier from 20 cycles to 4.5 megacycles, which includes A.F,, LF. 
broadcast and television video frequencies, (2) a Radio Frequency Oscil- 
loscope for viewing R.F., LF. and A.F. wave forms, modulated envelopes, 
PAY ALITTLE modulation factor, all types of distortion and amount of amplification, (3) 
a Bil a vacuity tbe vor ee wee 7 mene voltage Laping 6, : ) 
volts (0/2/6/20/60/200/600/6 ). 7 A.C. voltage ranges to 3 volts 
EACH MONTH (0/3/9/30/90/300/900/3000). 8 R.F. voltage ranges to 90 volts (0/0.03/ 
0,09/0.3/0.9/3.0/9.0/30/90), 7 ohm and megohm ranges from 4% ohm to 
FROM INCOME 1000 megohms (0/1M/10M/100M/1 meg/i0 meg/1 meg/1000 meg.) 
Uses decimal type, easy reading meter scale, (4) a wave analyzer and 
frequency meter for measuring both frequency and amplitude of both 
... See Page 2 fundamentals and harmonics, (5) an internal sinusoidal line supply {re- 
quency sweep, (6) an internal linear sweep from 5 to over 30, cycles, 
(7) multiple probe input for checking more than one stage at a time for 
intermittents. Two separate input jacks for low input (80 D.B. gain) and 
high input (45 D.B. gain). Works into either internal scope or both scope 
{ and internal vacuum tube voltmeter. All voltages read directly in micro- 
volts! Internal R.F. scope. Linear sweep, horizontal amplifications and 
synchronization result in easily locked R.F. waves. For 110-volt 60-cycle 
j A.C. Shipping weight, 36 pounds. 
67 PT 08848—Cash Price $126.90 


vay 


562 
Audolyzer 


+1623 


On Easy Terms 


$7 Down 
$7 A Month 


See Page 2 


i This is a quick, easy, inexpensive test instrument for DYNAMIC TEST- 
{PREME — ING of every radio receiver using the Sa aoe Tracing method. Easy to 
ecb operate. You always HEAR the demodulated signal instead of wancht g 
a meter or magic eye. You can find the dead portion of any receiver by 
connecting your modulated signal generator to the receiver and touching 
the SUPREME AUDOLYZER'S probe first to the antenna post, then the 
grid of the R.F. tube, the R.F, tube plate, etc., right back through the 
complete receiver. You will hear a signal in the AUDOLYZER'S speaker 
(which has a volume control) until you hit the dead stage. You can use 
the AUDOLYZER’S vacuum tube volt meter to measure all D.C. 
voltages without disturbing receiver’s normal operations. 7 D.C. voltage 


¥y 


al Ose ranges of 0/1/3/10/30/100/300/1000 at 15 megs input. Meter is 
582A Signal Generator iloscope center-reading type with “plus and ‘‘minus’’ readings to each side of 
Supreme 582A Signal Gener- center eliminating reversing test leads for polarity changes. Next, you 
60 ator and Frequency Modula- 75 Terms can check receiver's oscillator. If oscillator cuts out or is weak when 
$ tor is ideal for Visual align- $ $6 Down receiver dial is rotated, AUDOLYZER meter immediately indicates it. 
pee cngepers 3 orn a RENE UROL EER aad” AUDOETIEES 
with SUPREME 546 Cath- ‘ tunin: ortion 1 : an : 
Terms: $6 Down ode Ray Oscilloscope. Gives SUPREME 546 Cathode Ray Oscil- V-LVM. as frequency meter. 
five types of output: (1) un- loscope uses a 3-inch high vacuum For receiver's oscillator place probe on oscillator output and tune 
modulated R.F., (2) 400 cycles audio modulated cathode ray tube. All controls are AUDOLYZER for greatest meter swing. Read frequency on AUDO- 
R.F. (3) frequency modulated R.F. (4) fixed 400 on front of panel. Controls: Hori- LYZER’S direct-reading dial. For R.F. determination, connect your 
cycle audio frequency (5) external audio modula- zontal spot adjust, Vertical spot signal generator to receiver's input and place AUDOLYZER probe on out- 
tion. 5 R.F. ranges from 70KC to 15MC on adjust, Horizontal gain, Vertical put of R.F. stage under test. Adjust signal generator and AUDOLYZER 
fundamentals above 60 NC on harmonics. Can gain, Snap lock Synchronizer, linear to same frequency. Adjust receiver trimmer until receiver dial reads 
be used without scope for alignment peaking time base frequency (coarse), in- correctly. To determine actual signal fed to IF. stages connect AUDO- 
with regular output meter. Frequency modula- tensity, spot focus. Ideal for use LYZER probe to first Det. output, feed a signal into receiver and adjust 
tion is SUPREME'’S “Lock-Center-Synchronize”” with SUPREME 582A or 561 Sig- AUDOLYZER dial until you get maximum swing of its meter needle. 
circuit. Permeability tuned iron core inducters, nal Generators for Visual Align- Read actual LF. signal's frequency on AUDOLYZER. Relative gain or 
air dielectric trimmers, silver plated capacitors ment work. Complete instructions. loss of signal strength in any stage, tube or transformer can be determined. 
and electron coupled circuit insure utmost ac- For 110-volt, 60-cycle A.C. Ship- You can check A.V.C. circuits for correct spol voltage under actual 
curacy and stability. For 110-volt 60-cycle A.C. ping weight, 24 Ibs. Easy to own operating conditions. You can adjust A.V.C. circuits. Distortion is 
57 PT 8850——-582A with push-buttons. on Sears Easy Terms. easily noted by ear, For 110-volt 60-cycle A.C. f 
Shpg. wt., 33 Ibs, Cash Price........ $65.60 67 PT 08851—Cash Price $58.75 67 PT 08849—Shipping weight, 30 pounds. Cash Price....... $76.93 


On Easy Terms 


183! 


Model 308P 
57 PT 08822—Model 308P. Combination Portable and 
Counter Model for 110-Volt 60-cycle A:C. Shipping 


weight 13 pounds. Cash Pri 


Only $2.50 Down 


$18.67 


67 PT 08823—Model 308C. Counter Model for 110- 
Volt 60-cycle A.C. Shipping weight, 11 pounds. 


(GEASHERTICO oe ric te rey tol ive es roche ae 


Electronic 
Multitester 


$189! 


Model 660S, extremely sensitive 12 
range vacuum tube D.C. voltmeter- 
ohmmeter—for operation on 106 to 
130-volt measurements of voltages from 
0.1 volt to 6000 volts. Resistance meas- 
urements extend from 0.1 ohm to 1,000,- 
000,000 ohms. 

A maximum of 7% volts is applied 
in the ohmmeter circuit so that there 
is no exposure to high voltage when 
testing high megohm resistors. 

The sensitivity on all ranges is so 
high as to provide practically no load 
of any kind on the most delicate cir- 
cuits. The input resistance is 200,000,- 
000 ohms on all ranges except 6 volts 
where it is 40,000, ohms. Conse- 
quently, the applications of the 660S to 
any circuit will not change the charac- 
teristics of that circuit. ; 

Handsome sloping front panel in 
solid walnut hand rubbed case. Tubes 
and batteries used contained in case. 
Size 10%x74x5% inches. 

67 PT08825—Complete with test leads. 
Shpg. wt., 7 lbs. Cash Price... $18.57 
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Terms 
$2.50 Down 


New Dynoptimum Test 
Tube Checkers 


Many dealers and servicemen prefer a 
tube tester suitable for either counter or 
portable use. Model 308P is one that 
fills the bill completely. Tests all types 
of receiving tubes now in use, including 
loctal tubes. Enclosed in a handy and at- 
tractive artificial leather covered carry- 
ing case, size 11%x12x7 inches. Model 
30BC (not illustrated) has identically the 
same panel and tube-testing facilities, 
differing only from the 308P in style of 
case which is made of attractively finished 
hardwood. Has sloping panel, no cover. 
Tests 35-45-50-70 up to 100-volt tubes 
and all metal, M.G. glass, OZ4, cold 
cathode rectifiers, octal, loctal and single 
end tubes. Tests made under R.M.A. 
specified plate voltages co-relative test. 

ests all pee tubes. Separate ballast 
tube chart included. Hot interelement 
short. and leakage test between ALL IN- 
DIVIDUAL ELEMENTS. Hot cathode 
leakage test. High sensitivity neon indi- 
cation. Noise tests—provides for audible 
test of noisy tubes. Individual tests of 
each section of full wave rectifiers, duo 
didoes and _all-multi- sparpor tubes. Ac- 
curate calibration checked against our 
laboratory standard mutual conductance 
instrument. Spare socket provides for 
future tubes with new base arrangements. 
Adjustable for all line voltage 105-135 
with line voltage indication directly on 
meter. 2-inch square D’Arsonval meter, 
2% accuracy. irect reading. Simple, 
easy operation. Fine quality throughout, 
attractive appearance, A complete and 
efficient tube tester that costs eo little 
that even the smallest tube business jus 


MASTER De Luxe 
Tube and Multitester 


The finest tube and set tester in the Radio City Products line is 
now brought up to date to take care of all the latest type tubes 
eladiay pe 35, 45, 50, 70 and up to 100-volt filaments, metal, MG, 
glass, O: cold cathode rectifiers, octals, loctals, and single ended 
tubes. A strictly high quality tester at an amazingly low price. 


All tubes tested under load conditions of R.M.A. with separate 
function and component tests. Large, rectangular, easy reading 
44-inch D’Arsonval meter with sensitive movement of 2000 ohms 
per volt. Double floating filaments—free reference selection per- 
mits any two terminals to be used as filaments; a valuable insurance 
against obsolescence. 


Tests all elements for opens—leakage shorts while tube is hot, 
between any two elements with neon indication up to 400,000 ohms. 
HUM TEST—the ultimate cathode leakage test. Noise test for 
each element—jaek provided for phone or amplifier. 


Tests all types of metal, glass M.G., spray shield tubes and cold 
cathode rectifiers, OZ4—new 1.5 volt series, including loctals. 


_ Smooth continuously variable line voltage control with accurate 
indication on the large meter. Double line fuse protection in- 
stantly replaceable. 


Flexible free point system provides for future—space available 
for new types of sockets if necessary—spare voltage taps and 
circuits are provided to guard against obsolescence. 


A comprehensive Multitester is also included with 32 ranges and 
functions. Five A.C. Voltage Ranges 0-5-25-125-500-1250. Five 
D.C. Voltage ranges 0-5-25-125-500-1250. A precision instrument 
that contains almost a complete service shop of test equipment. 
67 PT 08824—Model 321 for_105-130-Volt 50-60- cycle AC, 
Shipping weight, 32 pounds. Cash Price. a $48.51 


‘48°! 


$5 Down 


‘ 


-.-$16.61 


tifies the investment. 


leet 


Li pa 
O-s-@ 


— 


MODEL 702 
Signal Generator 


$2248 


All-wave, continuously variable for 95 
K.C. to 92 M.C. Five bands on funda- 
mentals 95 KC to 23 MC. 

Modulated or unmodulated output. 
Thirty per cent modulation at 400 
cycles, sine wave from self-contained, 
400-cycle circuit. This 400-cycle supply 
is also available for separate external 
use, 6-volt maximum. Provision is also 
made for applying an external source 
of modulation. Can be used with out- 
side sweep circuit and wobbulator. 

Excellent shielding provided by spe- 
cial lead coated steel used in case and 
chassis. Separate shielding of coil as- 
sembly, attenuator and RF circuits. 

Attenuation in approximate micro- 
volt calibration by means of five steps 
ladder attenuator. Range from 1 mic- 
rovolt to % volt. Permits relative sen- 
sitivity measurements in receivers, etc. 

Automatic shorting of all coils not 
in use prevents dead spots, etc. Size, 
8x113¢x5 inches. 

67 PT 08826—Shipping weight, 14 lbs. 
Cash  Priceis sa. iielitaldtee.c soon 3 $22. 


Terms 
$3 Down 


MODEL 504C 
Master Analyst 


$]469 


The Analyst is an improved unique push- 
button circuit selector—making possi- 
ble greater speed, safety and flexibility 
for analyzing symptons at socket ter- 
minals in radio sets and P.A. installa- 
tions. Two or more buttons can be 
pushed at the same time without dan- 
er of “‘shorting.’’ Any button can be 
left locked in depressed position. Per- 
mits both current and voltage measure- 
ments in the same circuit at the same 
time. Speeds up service work because 
prods to tester do not have to be changed. 
No necessity for turning through 
various intermediary position as in ro- 
tary selector switches. Eliminates ne- 
cessity for additonal ‘‘meter read” and 
‘reverse’ buttons required on other in- 
siruments. Meter polarity reversed by 
simply changing polarity of circuit 
buttons pressed for voltage measure- 
ments, 10-wire analyzer cable includ- 
ing spare leads for future requirements. 
Complete with plug and adapters. 
57 PT 08827—Shipping weight, 4 Ibs. 
'CashePricen a7. oot tees ae : 


Terms 
$2 Down 


MODEL 456 
Trouble Tracer 


$ 7 79 lis Inch 


A pocket size A.C.—D.C. volt-ohm- 
milliammeter, and DB meter in attrac- 
tive hardwood case. D’Arsonval meter 
—accuracy guaranteed within 2%. Spe- 
cial ohmmeter shorting switch—no fuss- 
ing around with leads or jumpers. 
Movement is 1 milliammeter or 1000 
ohms per volt. Self contained batteries 
for all ohmmeter ranges. D.C. Volts 
0-5-50-500-1000. A.C. volts 0-5-50-500- 

1000. D.C. milliaamp O-1-10 ohms 
Q-5000-500,000. D.B, —12 to +8/8- 
28/28-48/34-54. Size 6 inches x 3 inches 
x2% inches. 


57 PT 8828—Shpg. wt., 3 lbs... $7.79 


Everything 
in This Catatog 
Sold on 


EASY TERMS 
See Page 2 


MODEL 311 De Luxe 
Tube Testers 


This is the most popular counter type tube tester in the Radio City 
Line. The direct reading ohmmeter and capacity features are es- 
pecially desirable for making quick tests at the tube counter. A 
fine instrument using a 4%-inch rectangular meter with a scale 
length of approximately 4% inches. Dial has 4 easy-reading long 
scales, multi-colored for direct reading tests of tubes, resistors and 
condensors, and miniature lamps. Tests every type of receiving 
tube made today—including loctal and cold cathode rectifiers and 
other tubes which cannot be tested on other tube testers. Tests all 
ballast tubes, pilot lights, Christmas tree lights, etc. 


Provides for future—superflexibility of circuit design, spare 
circuits, spare taps on transformer will permit testing of many new 
types of tubes that have not yet appeared on the market. Testing 
circuit and methods are the very latest and improved according to 
R.M.A. specifications. The accuracy, method and circuit used is 
identical to that of other tube testers selling up to double the price 
of this instrument. Individual tests of each function of multipur- 
pose tubes and of each plate of diodes and power rectifiers. Fila- 
ments are full floating—any two terminals of every socket are avail- 
able for any voltage filament supply. 


Direct Reading Ohmmeter with self contained power supply is 
included. There are two ranges, 0/10,000 and 0/1,000,000 ohms, 
the Direct Reading Capacity Meter having two separate direct 
reading scales with ranges .001/.4 and .4/16.0 mfds. Condenser 
leakage tests with neon indication. Size 10x15x7 inches. 


57 PT 08820—Maodel 311. Counter type. For 105-130-volt, 50-60- 
cycle A.C. Shipping weight, 22 Ibs. Cash Price.......... $28.37 


67 PT 08821-—In combination portable-counter case. For 105-130- 
volt 50-60-cycle A.C. Shpg. wt., 16 lbs. Cash Price........ $28.37 


MODEL 432 
Trouble Shooter 


$583 


Here is one of the lowest price testers 


5%x3x2 
Inch Size 


MODELS 801 and 801A 
Tube and Set Testers 


Here is a truly fine instrument that pro- 
vides the background for a radio service 
business. It combines a modern tube tester 
with comprehensive, accurate set tester 
at a price that could not be possible in 
two individual testers. 12x12%x6 in. 

Has 4'%-inch meter with Alnico mag- 
nets and sapphire jewels. Includes de- 
cibel measurements and condenser leak- 
age tests. Power supply is self contained. 
Supplied complete with tube, battery and 
test leads. Tube tester section tests all 
new and old tubes and provides for all 
heater or filament voltages up to full 
line voltage. Tests all ballast tubes. 
Tests are standard R.M.A. at specified 
plate voltages and loads. Hot interele- 
ment short and leakage tests on each in- 
dividual element. Individual tests at 
each section of multi-purpose tubes, full 
wave rectifiers, duo, diodes, etc. Line 
voltage regulation from 103 to 135 volts 
with smooth, continuous control and di- 
rect indication on meter. Noise test 
shows up tubes having noise or hum and 
which would otherwise test as good tubes. 
Multitester provides Four Range D.C. 
voltmeter 0/10/50/500/1000 at 1000 ohms 
per volt sensitivity. Four Ranges A.C. 
voltmeter 0/10/50/500/1000. Four Range 
D.C. milliammeter _0/1/10/100/1000. 
D.C. Ammeter 0/10/ Four Range Ohm- 
meter 0/500/5000/1,000,000/10,000,000. 
Low ohm range has center of scale at 5 
ohms and each of the first ten divisions 
read 0.1 ohm. Four Range D.B. Meter 
~—8 +15/15 to 29/29 to 49/32 to 55 
decibels. Four Range output meter— 
same as A.C. volts. For 110-volt 60-cycle 
A.C. See Page 2 for Terms. 


MODEL 411 
Supertester 


$| 733 


On Easy Terms 
Only $2.50 Down 


3/14 Soha ee 


See Page 2 


Complete 


57 PT 08835—Model 801A as illustrated. Shipping 
weight, 18 pounds. Cash Price................$37.14 
67 PT 08829—Model 801, Same as 801A except with- 
out Model 503 plug-in analyzer unit in cover. Ship- 
ping weight, 17 pounds. ....... ° .- $27.39 


MODEL 409 AP 
Multitester 


$/906 


On Easy Terms 
Only $2.50 Down 


Compare the specifications of this accurately calibrated instrument 


on the market, yet quality has not been 
sacrificed to achieve economy. It will 
answer every requirement of many 
Radio Servicemen. Size, 5%x3x2 inches. 


Multi-scale D’Arsonval meter 0-1 
mil, accurate within 2%. Has individ- 
ual low ohm scale as on costlier instru- 
ments. 


D.C. Volts 0-5/0-50/0-500/0-1000 at 
1000-ohm per volt sensitivity. D.C. 
Milliamperes 0-1/0-10. Ohms 0- 
500/0-50,000/0-500,000. Self contained 
batteries for all ohmmeter ranges. Test 
probes not required for balancing ohm- 
meter ranges. Meter has zero adjust. 
(necessary on all volt-ohm-milliam- 
meter) in addition to circuit zero ad- 
just. Low range has each of first 5 
divisions reading as low as 0.2 ohm. 
Housed in attractive case covered in 
durable black artificial leather. See 
Page 2 for Easy Terms. 


57 PT 08830-—-Moedel 432. Shipping 
weight, 4 pounds. . at tei hes $6.83 


This new instrument speeds up service work by com- 
bining all important meters for accurate quick analyses 
in one small case; contains the equivalent of 33 individ- 
ual meters in one. Also the best all ‘round tester for 
the Radio Amateur. Low and very high A.C. and D.C. 
ranges. Ideal for electricians and engineers. 

Some of the unusual features of this instrument are: 
5-stage, high AC-DC voltage range to 5,000 volts. 
High voltage not applied to selector switch nor to 
general test circuits. New design all bakelite body 
jacks are used. 3 stage, high AC-DC current range to 
25 amps. 3-inch square meter with movement of 200 
microamperes or 5, ohms per volt. DC Volts 0/10/ 
100/250/1000/5000. DC Amps 0/1/10/25. DC Milli- 
amps 0/10/100. DC Microamps 0-200. Center of 
scale, on low ohmmeter range, only 5 ohms with each 
of first ten divisions measuring 0.1 ohm. 3-slage easy 
reading, high ohmmeter range up to 4,000,000 ohms. 
AC Volts 0/10/100/250/1000/5000. AC Amps 0/2.5/ 
5/25. AC Milliamps 0/500. db meter from —10 to 
+69 in 5 stages. Output meter same as AC volts. 
Natural wood case 7% inches x 54% inches x 3. in. 

57 PT 08831—Model 411. Without cover. 

Shipping weight, 4 pounds.....,.. ceeecess $16.92 
57 PT 08832—Model 411P as above except with cover. 
Shpg. wt., 5 lbs. Cash Price.................. $17.39 


with others which embrace all of' its many fine features. Most cer- 
tainly there isn’t a better value to be had anywhere. It is provided 
with a sturdily constructed case covered with durable black artificial 
leather which insures years of wear. A removable cover protects 
the instrument when not in use. Long Multiple Scales on 5-inch Fan 
Type D’Arsonval Meter. Accurate to within 2%. Sensitivity 2000 
ohms per volt. Each of the first ten divisions reads 0.05 ohm. High 
range ohmmeter gives wide spread readings at 10 megohms. Self 
contained power supply. Supplied with test prods, complete. Size: 
5%x8%x3 in. Artificial leather covered case. 

A.C. and D.C. Volts—0-5/0-50/0-500/0-1000. D.C. micro-amps 
—0-500. D.C. Milliamps—0-5/0-50/0-500. D.C. amperes-.0-i0. 
Output meter—same as A.C. voltmeter. Ohms—0-100/0-7500/0— 
75,000/0-10 megohms. D.B.—Minus 12 to plus 54. For 105-130 
volts. Shpg. wt., 8lbs. See Page 2 for Easy Terms. 


57 PT 08833—Model 409AP. Cash Price............... $19.06 


Save On Transportation Costs 
All Items In This Catalog Are Shipped From Chicago, BUT 


YOU PAY TRANSPORTATION CHARGES ONLY FROM 
SEARS NEAREST MAIL ORDER HOUSE. See Page 2. 
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2-Inch Cathode 
Ray Oscillograph 


$4929 


A new easily read, tilt-mounted screen 
is an important feature of this new 
popular-priced RCA Cathode Ray Os- 
cillograph. Using the new RCA-902 
2-inch tube, this unit provides every 
important feature needed in a modern 
Cathode Ray Oscillograph. All con- 
trols, including centering controls, are 
located on the front panel for handy 
operation. High gain amplifiers for 
both vertical and horizontal deflection 
insure high sensitivity—0.5 volts 
(RMS) per inch of deflection. 


Other features include built-in saw- 
tooth oscillator, an attractive sturdy 
cabinet finished in gray wrinkle lacquer 
with a strong snap type handle. 


Specifications: Sensiliotty . . . 0.5 
volts (RMS) for full-scale deflection. 
(With amplifier.) Amplifier Range and 
Gain . . . Flat 20—15,000 cycles, gain 
50. Timing Axis (Horizontal Sweep)... 
30—10,000 cycles. Operation . . . All 
controls on front panel—complete with 
calibration screen. Input Power Con- 
sumption ... 30 watts. Dimensions .. . 
Length, 13% inches; height. 9% inches, 
depth, 7% inches. Special snap handle. 
Finish . . . Gray wrinkle lacquer with 
nickel trimming. Reversed etched 
nickel-silver panel—large, soft rubber 
feet. Shipping weight, 17 Ibs. 


57PT 09410—Cash Price 
Page 44 


Terms: $5 Down 
See Page 2 


$49.95 


A-C Operated 
Test Oscillator 
Terms: $3 Down 


$9995 ana: 


Again RCA sets the pace in test oscilla- 
tors for servicing the most complex of 
receivers. With this new instrument, 
you may offer your customers a service 
that is impossible with less modern 
instruments, The 6-inch giant dial, 
over 50 inches in length, insures an 
easily read setting, the high dregurney 
range alone covering 10 inches. RC 
all-metal tubes give stability to circuit 
design and eliminate the need for tube 
shielding. Complete A-C operation and 
fuse protection are other important 
features. Leakage is less than one mic- 
rovolt at frequencies below 1,500 K.C. 
R.F. output is variable from 2 micro- 
volts to 1 volt. 
Specifications: Voltage . . . 110-120 
volts. Frequency . . . 50-60 cycles. 
Power Consumption . . . 30 watts. Fuse 
Protection ...1 Ampere. R-F Frequency 
Range. (6 bands—Fundamental Fre- 
uency) - 100-30,000 kc. Audio 
‘odulation Frequency (8 volts avail- 
able for testing) . . . 400 cycles. R-F 
Outpui—Low . . . 0.01 volts max.— 
Medium 0.25 volts max.—High 1.0 volts 
max.—Minimum 2 Microvolts. Oui- 
oy Impedances 10, 750 and 4000 ohms. 
ubes: RCA-5W4 Rectifier, RCA-6C5 
Audio Oscillator, RCA-6K8 R-F Os- 
cillator. Caltbratson Accuracy .. . 2%. 
Frequency Modulator Jack. Provide 
for use with Sweep Condenser for visual 
LF. alignment. Dimensions .. . 13% 
in.x9% in.x64%in. Finish. . . Blue- 
Gray wrinkle lacquer with lithographed 
panel. Special Snap Handle—large, soft 
rubber feet. Shpg. wt., 15 Ibs, 
57 PT 09411—Cash Price. ... $29.96 


TESTING 
EQUIPMENT 


RCA 


Push-Button Counter and Portable Tube Testers 


1 


2 


3 


Operates with one finger. Buttons 
released or retained automatically 
as required for testing. 

Shows the line voltage up to in- 
stant of actual test. Not necessary 
to set line voltage before inserting 
tube in socket. 

Tests every standard type of re- 
ceiving tube, including ballast 
tubes. Provides for battery tubes. 
Tests voltage drop on all types of 


& Tests four-prong and octal-base 
ballast tubes for noise and opens. 

@ Tests Magic Eye Tubes for bril- 
liance and sensitivity. 

7 Teste according to A standard. 

8 Spare switch section and socket 
minimizes obsolescence. 

® Easily read figures on roll chart. 
Large type with guide lines in- 
dicate proper buttons to be 
ressed. 


Gas Tubes, such as OA4-G, OZA-G, 10 Pine voltage adjustment for 100- 
874, and others. 125-volt line. 


RCA offers a highly efficient tube tester that incorporates the experience of the world’s 
largest radio tube manufacturer. It is ruggedly designed, easily stands the most severe 
service, and is priced at a figure every one can afford. This tester literally has everything 
—provision for heaters up to 120 volts, two spare sockets, additional space on roller chart 
for 100 new types-—everything has been included to make it as nearly obsolescence-proof 
as ible. Not only does it test practically every radio tube, but a socket has been 
included for checking miniature lamps. (Xmas tree and flashlight bulbs.) Built-in socket 
provides for all Loktal and bantam types. Furnished with all of these new features plus 
the basic easy-testing features that have made the RCA Radio Tube Tester popular. Size 


1344x5%x8 in. deep. For 110-volt 60-cycle A.C, See Page 2 for Easy Terms. 
57 PT 09414—Counter Model. Shipping weight 16 pounds.............. +. -- $37.95 


67 PT 09415—Portable Model. Shipping weight 18 pounds... 


Buy the Modern Way... -A Few 


Dotliars Down, a Few Doliarsa 


( 


Mis 


Beat Frequency 
Audio Oscillator 


549% 


Audio oscillators are becoming more 
and more necessary for the proper 
servicing of modern, highly complicated 
receiver circuits, Here is your chance 
to bring your equipment up to date. 
The RCA Beat Frequency Audio Os- 
cillator is an instrument that should be 
in the shop of every service engineer. 
It gives a variable frequency source of 
alternating current voltage from 30 to 
15,000 cycles—more than the range of 
the finest radio receivers now built. 
Excellent for testing loudspeakers, P. 
A. systems, for locating cabinet rattles, 
and for running fidelity curves on radio 
receivers. It has many other important 
service applications. 

Provides choice of 3 output impedances 
wee medium of tapped output 
transformer. Has large 8% inch dial 
over approximately 160 degrees for ac- 
curate setting. Attractive gray wrinkle 
finish with special snap handle. Check 
the specifications and see what RCA 
offers in this fine new instrument. 


Terms: $3 Down 
See Page 2 


Month, on Sears Easy Payment Pian 


1-Inch Cathode 
Ray Oscillograph 


539% 


Many eervicemen are buying 1-inch 
Bcopes because they are less expensive 
to maintain than the larger ones, yet 
they do the job. You can easily align 
receivers visually (when used with test 
oscillator and modulator), check dis- 
tortion and hum, see exactly what you 
are doing, when you own this modern 
instrument—and all this at a price you 
can afford to pay. 

This Model 151 Oscillograph is of 
traditional RCA quality, 1s built to 
give long and faithful service and is a 
necessity for servicing the complex 
radio receivers of today. Check the 
specifications and see what outstanding 
performance the Model 151 offers to 
the progressive service engineer. In 
addition to radio servicing, this is a 
general purpose oscillograph, finding 
many invaluable applications in radio 
transmitter, sound equipment, indus- 
trial, and educational fields. 


Specifications: Sensitivity . . . 


Terms: $4 Down 
See Page 2 


1.75 


volts (RMS) for full scale deflection. 
Specifications: Power Rating ...110- Amplifier . . . Flat 20—15,000 cycles 
120 V., 50-60 Cycles, 35 watts. Fuse gain 50. Timing Axis . . . 30—10,000 
Protection . . 1.0 ampere. Ouiput cycles. Power Supply . .. 110 volts 50-60 
Frequency . . . 30-15,000 cycles. 1 db cycles. Input Power . . . 30 watts. 
from 30 to 10,000 cycles down 2 db (at Size... Length 13% inches. Height 9% 
Save BGs cure Stee pee inches, Depth 7% inches. Finish, Gray 
eos: yelts— 500. Aiea ea ‘ae aa as wrinkle lacquer with nickel trimming. 


volts—250 ohm load .. . 5.2 volts. 
Power Output . ..125 milliwatts. Hum 
Level—60 db below maximum output. 
Distortion . . . less than 5% mms over 
entire range. Dimenstons . . . 9% in. 
x13% in.x 6% in. Shpg. wt., 19 Ibs. 
57 PT 09412—Cash Price....$49.95 


Reversed etched, nickel-silver panei, 
snap handle and large soft rubber feet. 
Shipping weight, 25 pounds. 

57 PT 09413—Cash Price. ...$39.95 
We Can Supply Any RCA Test 
Instrument in Current Production. 
Write Our Personal Service Dept. 

Chicago, for Quotations. 


Precision Dynamic 
Electronometer 


PRECISION APPARATUS CO. 
RADIO TEST EQUIPMENT 


The most perplexing issue confronting the radio service engineer is the choice of 
tube testing equipment that will definitely and unfailingly solve all tube test 
) problems with constant accuracy and reliability. 


With this thought foremost in mind, “PRECISION” engineers have conducted 
a great deal of research with the engineering divisions of leading tube manu- 
facturers. hey were firmly convinced that the resultant tube tester design 
MUST definitely be based on two all-important characteristics of a radio tube: 
1. Dynamic Mutual Conductance. 2. Cathode Structure or Emission. 

The “PRECISION” Dynamic Mutual Conductance Tube Test Circuit, in- 
corporated in all “PRECISION” Dynamic Electronometers has been designed 
upon those findings. Various case styles listed below. 


S020) Ae 


A_ complete service laboratory incorporating 
“Dynamic Mutual Conductance”’ tube tester, 
The tube test circuit accommodates all fila- 
ment voltage requiremenis from 1.4 through 
120 volts. 


Tests all new Loktals, Bantam Octals, 
Single Ended Television Amplifiers, Bantam 
Junior pocket radio and hearing aid tubes 
regardless of arrangement of filament or any 
other element pin positions. The Volt-Ohm- 

ibel-Milliammeter circuit provides 33 
ranges for: A.C. and D.C. voltage measure- 
ments to 3000 volts. D.C. current measure- 
ments to 12 amperes. Resistance measurements 


Counter Type 


s2ee are: 


920C—Counter type, black rip- 
pe finish on heavy seve steel. 

ize 16 x 12 x 8 in. Slopes to 3 
inches at front. Complete with 
instructions, battery and test 
leads. Shipping weight, 21 pounds. 


67PT08387—CashPrice $62.87 


AC-DC Mullti- 
Range Tester 


752 


$2.50 Dewn 

See Page 2 
Automatic push button type. In the 
Series 870, “PRECISION” engineers 
have developed an advanced and highly 
practical improvement in a compact 
and complete AC-DC multi-range 
tester. 


Six DC Voltage Ranges at 1000 ohms 
per volt: 2% accuracy 0-6; 0-30; 0-300; 
0-600; 0-1200; 0-3000 volts. Five AC 
Voltage Ranges at 500 ohms per volt: 
3% accuracy 0-12; 0-60; 0-600; 0-1200; 
0-3000 volts. 

Five DC Current Ranges: 2% accuracy 
0-1.2; 0-12; 0-120; 0-600; 0-1200 milli- 
amperes. Three Resistance Ranges: 
0-5000 ohms (20 ohms at center of 
scale) 0-500,000 ohms. Above two 
ranges powered by self-contained bat- 
tery 0-5 megohms (powered by external 
battery.) Fire Decibel Ranges: 10 to 
+64DB. Five Output Meter Indications: 
0-12; 0-60; 0-600; 0-1200; 0-3000 volts 
AC. DC Current Measurements of leak- 
age in electrolytic condensers. Qualtia- 
tive Paper Condenser Tests. Large size 
3 inch double jeweled D'Arsonal type 
meter. Wire wound shunts 1% accuracy. 
Matched metallized multipliers 1% ac- 
curacy. Housed in Walnut finished 
hardwood case with carrying handle. 
Size, 7x4%x3 in. Shipping weight, 
4 pounds. 


67 PT 08390—Cash Price.... $17.59 


Open Type 
Terms: 
$5 Down 


$482 SEs, 


920MCP-—Open type metal case 
portable; black ripple finish. Size 
12 x 10% x 6 inches. Complete 
with instructions, battery and 
test leads. 
20 pounds. 


57PT08388—CashPrice $48.96 


Shipping weight, 


Volt-Ohm-Decibel- 
Milliammeter 


$2249 sm 


$3 Down 
See Page 2 

The series 844 provides complete facil- 
ities for obtaining all measurement re- 
quirements for Service, Amateur, Lab- 
oratory, Television and Industrial use. 
Employs the large Precision 4% inch 
square type meter, incorporating easy 
reading scales and large numerals. The 
base sensitivity of the meter movement, 
400 microamperes, permits overlapping 
resistance ranges up to and including 1 
megohms, and A.C.-D.C. voltage ranges 
at a sensitivity of 1000 ohms per volt 
to 6000 volts. Although nominall 

riced, the same well known “PRECI- 
BION” quality and standard of accura- 
cy prevails as incorporated in higher 
priced “PRECISION” test equipment. 
A glance at the specifications list will 
reveal the more than adequate ranges 
incorporated and the high grade ma- 
terials employed for lasting satisfac- 
tion and accuracy. 
Specifications: Six A.C. and D.C. 
voltage ranges at 1000 ohms per volt: 
0-12; 0-60; 0-300; 0-600; 0-1200; 0-6000 
volts. SIX D.C. Current ranges: 0-1.2; 
0-12; 0-60; 0-300; 0-1200 MA; and 0-12 
Amperes. Four resistance ranges: 0-400; 
0-100,000; 0-1 Meg.; and 0-10 Megs. 
Provisions for Mounting Ohmmeter 
Batteries (414 and 45 volts) on inside of 
case. Six decibel ranges from —12 to 
+70DB. SIX OUTPUT RANGES: 
ak 0-60; 0-300; 0-600; 0-1200; 0-6000 
volts. 

67 PT 08391—844L—Housed in wal- 
nut finished hardwood case with carry- 
ing handle. Compact in size 7x 8x 4 in. 
Shpg. wt., 6 Ibs. Cash Price (Less 
Batteries and test leads)...... $22.49 


Rack and Panel Type 


SD 2a dee 


to 10 megohms. Decibel readings to +64DB. 


920PM--Combination of 920MCP inserted 
in black ripple finish steel panel (12% x 19 
in.) with back dust cover 6 inches deep. Unit 
removable from front for portable use. Suit- 
able for standard relay rack. Shipping weight, 
26 pounds. 


57 PT 08389—Cash Price......... 


E-200 Signal 
Generator 


3523 Es 


This excellent instrument does awa) 

with the expedient of aligning AV 

receivers with the volume control set at 
maximum and signal generator adjusted 
to deliver minimum signal output (to 
avoid broad resonance curve) and aligns 
receivers under NORMAL conditions. 
It soppties tts own AVC voltage, con- 
trollable with a directly calibrated AVC 
voltage substitution system. This volt- 
age is independently adjusted to coin- 
cide with the ACTUAL A.V.C, VOLT- 
AGE developed by the receiver under 
normal average conditions of reception 
and accordingly assures accurate and 
efficient tuned circuit adjustments. 
Provides full frequency coverage from 
110 KC to 72 M.C. in six bands, Large 
full vision 6 inch dial chrome finished 
with deeply etched numerals and scales. 
Ball bearing planetary drive. Stable 
electron-coupled oscillator circuit. Co- 
axial output cable. 400 cycle sine wave 
oscillator independently controlled. 
Calibrated R.F. attenuation. Variable 
modulation control, calibrated to pro- 
vide 0 to 100% modulated R-F. signal. 
This feature more than triples signal 
utility and audibility. Each instrument 
is individually calibrated against labo- 
ratory standards and furnished with 
hand calibrations of commonly used IF 
and RF line up points to better than 
% %accuracy. For 110-volt,60-cycle AC. 
57 PT 08393—E-200— Housed in black 
ripple, heavy gauge steel case with 
carrying handle. Size 12 x 10% x 6 
inches. Complete with tubes and 
Coaxial output cable, Ready for opera- 
ation, Shpg, wt., 19 Ibs,..... $35.23 


Output readings to 3000 volts. 


67 PT 08386—920P—Walnut finish case. 
Size 12x13x6 inches. Complete with battery 
and test leads. Shpg. wt., 20 lbs. 


CashrPricemss: cere. : Wa) cere 6 $52.87 


Mutual Conductance 
Tube Tester 
$4 Down 


$3327 te 


Tests all tubes including gaseous rec- 
tifiers and ballast types for both mutual 
conductance and cathode structure. Ac- 
commodates all Filament voltages from 
1.4 to 120 volts. Automatic push button 
system. Dual free point filament termi- 
nal. Visible filament continuity tests. 
Specific individual loads and voltages 
re to respective elements. Varying 
AC signal applied to control grids. 
Meter reads in plate circuit; indications 
entirely dependent on control action 
(transconductance) of each of interven- 
ing elements. Meter indication instant- 
ly shows up any tube having an open 
element. Hot cathode leakage test. Hot 
interelement short tests made simple. 
Noise test pin jacks incorporated for 
earphone or amplifier connection. Pilot 
light tests for all miniature type lamps. 
Built-in tube chart. New charts fur- 
nished from time to time at no charge. 
Micro-line adjustment. Pilot light (on- 
off) indicator. Fused line plug. Tele- 
Poon cabled wiring. Individual cali- 
rating controls. 


57 PT 083659—910P—Hardwood port- 
able type carrying case with removable 
cover and tool compartment. Walnut 
finish. Size, 12x13x6 in. Shpg. wt., 18 
bs?:Cashi Price 00) ao one $33.27 


67 PT 08361—910C—In counter type 
case. (See 57 PT 08387 above.) Ship- 
Ping weight, 19 lbs............ $33.27 


We can furnish any instrument in 
current production by Precision In- 
strument Co. Write our Personal 


Terms: 


Service Dept. Chicago, for quotations 
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MODEL 180 
Signal Generator 


$979 


® Nine output selections: ® 
Frequency modulated R.F. 
mB Amplitude modulated R.F. 
2 Unmodulated R.F. (4) 100 
C. modulated 100 KC. to 
15000 KC. (5) 100 KC. un- 
modulated, 100 KC. to 15000 
KC. (8) 1000 KC. modulated, 
1000 KC. to 100 Megacycles. 


$5 Down 
See Page 2 


i (9) 400 cycles Fixed 
audio. Power level meter; from 
—10 to 4-38 in 3 ranges. Six 
Fundamental ranges 100 KC. 
to nga he ane inch direct 
reading scale. tput voltages 
1 to “100,000 microvolts. ‘Two 
negative resistance audio oscil- 
lators. Gutpue voltage variable 
Oto 1 volt. For 110 volt 60 cycle 
AC. Shpg. wt., 26 lbs. 

87 PT 08360—Cash 
Price... : veces $67.04 


MODEL 4922 
Milliammeter 


$3 7 64 $4 Down 


See Page 2 

The finest instrument of its 

_ type available. A_ service 
instrument DeLuxe! Nine-inch 
X-Ray type meter with giant 
scales and big figures for easy 
readability. AC and DC volts 
0-10-50-250-500-2500. D.C. 
Microamperes 0-500 D.C. Mil- 
liamperes 0-5-50-500. Resist- 
ance 0-30-10,000 ohms, 0-1-10 
Megohms. Decibels —10 to 
+15. Blocking condenser pro- 
vided for output readings on 
A.C. meter. Guaranteed ac- 
curacy within 3%. External 
shunt for 5 and 50 ampere 
readings. listed below. Particu- 
larly useful in the eerricing of 
S 


auto sets. Shpg. wt., 17 
67 PT 08362 
Cash Price............ $37.63 


50 ampere shunt. Shipping 
weight, 3 pounds. 
CO sce. yet ee $5.58 


New C-B 225 
Tube Tester 


Fastest and most accurate 
test of actual operating mer- 
it of tubes, as developed by 
triple factors of emission, 
mutual conductance and 
power output. Tests all 
tubes, including 117-volt 
types. Separate test for 
each element of diodes, in- 
cluding rectifiers. Point-to- 
point neon glow check of all 
elements for leakage and 
shorts, with hot cathode. 


c-B 110 


Signal Generator 


Attenuation and freedom from strays. 
Range—100 kc. to 31 mc., all on funda- 
mentals in five bands, with exclusive roto- 
inductor switching. Accuracy—Guaran- 
teed 4%. Exclusive Verni-Vider dial 
reads direct to 1/10%. Drift—held to 
1/10% under all conditions, R-F. Out- 
put—From less than %% microvolt to 
-l volt on all bands. Waveform—Pure 
sinusoidal. Attenuation—(down to % 
microvolt or better) so accurate as to pro- 
vide a reliable standard for gain measure- 
ments. Smooth and accurate, through 


Cc-B OCX 


Signal Generator 


Hand calibration to ten_or 
more points on each of five 
bands guarantees %% ac- 
curacy. Range—100 kc. to 
30 mc. on fundamentals. 
Drift—held to 1/10%. R-F 
Output—From less than 4% 
microvolt to .1 volt, on all 
bands. Waveform—Pure 
sinusoidal. Attenuation— 
Dual, continually variable, 
non-inductive. Strays— 
Amazingly low. Output— 


C-B 185 


Unimeter 


Incorporates 31 ranges, ad- 
justed to five positions. 
Green and black scales. A-C 
values linear above % volt. 
Single knob adjusts both 
ohm and ba std ranges. 
Low ohms (0-100) cover 
% scale, read to % ohm. 
D.C. Volts 0-5-20-100-500- 
1000, A.C. Volts—0-8-32- 
180-800-1600. Output A.C. 
—Same. D.C. Mils.—0-5- 
10-100—-Short Pos. Ohms 


Ballast tube test includes 
pilot light taps. Spare 
switch positions to insure 
against obsolescence. For 
110-volt, 60-cycle A.C. 

3 67 PT 08366 60-cycl 


vernier-re, 


le AC. 
weight, 261 


THE CHANALYST AND VOLTOHAH MYST 


@© THE RIDER CHANALYST opens a new 
era in the analysis of receiver troubles. It 
is based upon an entirely new, easier method of 
attack, enabling the application of the same 
systematic diagnosis to all receivers—yester- 
day's, today’s and tomorrow’s. Tuned radio 
frequency or superheterodyne receivers with all 
ial circuits are diagnosed with equal nro 
he speed with which troubles can be positively 
identified is startling . . . Tests can now be made 
with: the Chanalyst that have been impossible 
heretofore and these new tests are so all-reveal- 
ing and so quickly made that your daily output 
of serviced receivers will be increased be: 
belief. Traces signal through RF. and LF. 
stages. Output to headphone or Oscillograph. 
Checks frequency output of oscillator in super- 
heterodynes, Ranges 600 to 1700 KC.; 1650 to 
4950 KC and 4,800 to 15,000 KC. Checks gain 
or loss of signal through audio stages. Indi- 
cates power consumption in watts of receiver. 
Four range electronic voltmeter employing 
tube and meter. aaa. —5 to 0 to +5; 
—25 to 0 to +25; —100 to 0 to +100; and 
—500 to0 to +500. For 110-volt, 60-cycle AC. 
57 PT 08371—Chanalyst. Complete with 
tubes, four test leads and complete instructions. 


ee OEM”... $107,50 
Page 46. 
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lated 4-step control. Strays— 
adjacent set with %- 
microvolt sensitivity. Output—Unmod- 
ulated r-f, 400-cycle 30% internally mod- 
ulated r-f, 400-cycle audio, For 110-volt, 


Undetectable by 


67 PT 68367—Shipping 


Sa $48.51 


r-f, 400-cycle audio. 


67 PT 08368 
Price 


RIDER VOLTOHMYST. A radically new 

Electronic D-C Voltmeter-Ohmmeter with 
extremely wide ranges. 10 billion to one is the 
ratio of the resistance range of the RCA Rider 
VoltOhmyst. This is wide enough to take care 
of the servicing and engineering requirements of 
today and tomorrow. Designed for use on Tele- 
vision, radio receivers, transmitters, aircraft 
radio, power, sound, facsimile and other similar 
types of engineering work. 

The Rider VoltOhmyst measures 0.05 to 5000 
volts d-c—0.1 ohm to 1,000,000,000 ohms with 
a greater convenience than any other existing 
instrument. The VoltOhmyst has one scale— 
one zero adjustment. You just put the proper 
probe on the point to be measured and the 
scale shows the voltage or resistance without 
any adjustments. 

The RCA Rider VoltOhmyst is accurate— 
3% accuracy on the Ohmmeter, 2% on the 

oltmeter. And the input resistance of the 
Voltmeter is higher than all others—16,000,000 
ohms up to volts and 160,000,000 ohms 
from to 5000 volts. Shipping weight, 
13 pounds. If you prefer you may buy on 
Sears Convenient Easy Payment Plan. See 
Page 2 for details. 

87 PT 08372—Price.... .... $57.50 


Unmodulated r-f, 400-cycle 
30% internally modulated 
For pag AT +59. Mfds. 


Eee $33.81 


—0-4000-40, 000-4 megs. 
With ext. battery, 0-20 


110-volt, 60-cycle A.C. See 5-.1-10, line powered. 
Page 2 for Terms. Shpg. Henries—1-140-14,000. 
e Page 2 for Terms. wt., 21 Ibs. 87 PT 08369 


HICKOK INSTRUMENTS 


MODEL 530 
Tube Tester 


$992. 


© Hickok tube testers are the 
only service instruments 
available that read amic 
Mutual Conductance direct! 
in Microhms. Also has Englis 
reading ‘‘GOOD-DOUBT - 
REPLACE” markings. Tests 
all tubes now in use clases 
ballasts and bantams up to ani 
including 117 volt filament 
types. Checks for gas content 
on meter. Detects both shorts 


$5 Down 
See Page 2 


dual. For 110 volt 60 cycle A.C, 
Shpg. wt., 22 lbs. 
67 PT 08364—Model 530P— 


Portable type. Cash. ...$85.27 


67 PT 08365—Model 530C— 
Counter type. Cash. ...$56.27 


C-B 230 
Bridge 


New direct-reading on 
Leakage-per-Mf. scale. 
Measures capacity and leak- 
age-and-insulation resist- 
ance. No flash counting. 
Applies up to 550 volts for 
larizing electrolytics and 
or breakdown test 
during capacity measure- 
ment. Range—2 mmf.-200 
mf. Ohms—2 ohme to 20 


megs. Henries—with ext. 
standards. _Leak.-and-ins. 
Res, —0-2500 megs. Elect. 


volt, 60-cycle A.C. 
67 PT 08370 


See Page 2 for 


Easy Terms 


WESTON TESTERS 


MODEL 777 
Tubechecker 


$49> 


©: Tests all tubes, includ- 
ing Loctal, ballast (at 
300 nett) and gas-filled rec- 
tifiers OZ3 and OZ4. Has 
filament voltages up to 120. 
All tubes tested under pro- 
er R.M.A. load conditions. 
ndividual tests on all ele- 
ments except those which 
are internally inter-con- 
nected. Tests for noise, 
shorts and cathode leakage. 
Has separate scale on meter 
for testing 1.5, 6, 45, and 
90-volt dry batteries. Both 
scales are English reading: 
“Good — Doubtful— Bad.”" 
Natural finish hardwood 
case. For 110-volt, 60-cycle 
A.C. Shipping weight, 
15 pounds. 
57 PT 08373—Portable 
Model. Cash Price.$49.60 


$5 Down 
See Page 2 


MODEL 772 
Type 2 eae 


$ $5 Down 
See Page 2 
3 sh 

A new all-purpose ana- 

lyzer. Has 20,000 ohm- 
per-volt sensitivity D-C 
voltage ranges. 44-inch, 
50 micro-ampere instru- 
ment. A-C readings on 
single arc scale. verall 
accuracy on A-C ranges is 
within 3%. Diode currents 
accurately measured. 

Ideal for condenser leak- 
age tests—maximum volt- 
age on any range being 15 
volts. Volts A. tol and D.C.: 
0/2.5/10/50/250/1,000. D. 
C. current: 0/.1/1/10/50/ 
250 Ma. and 0/1/10 Amp. 
Decibels: —14 to +2, —2 
to +14, 12 to 28, 26 to 42, 
38 to 54. Resistance 0/3,- 
000/30,000 ohms. 0/3/30 
megohms. Shipping weight, 
11 pounds. 


57 PT 08375 


MODEL 776 
Oscillator 


$692: 


@® Features constant sig- 

nal at all frequencies. 
Direct reading, hand drawn 
dial provides ‘‘curve’’ ac- 
curacy. No reference 
curves, no compensation for 
drift are required for this 
permanently accurate os- 
cillator. uaranteed ac- 
curacy: 4% on broadcast 
band, 1% on short waves. 
Freedom from drift and 
feed-back. Stable opera- 
tion. Designed for use with 
Oueloeaa or Wobbula- 
tor. R.F. output 50 K.C. to 
33 M.C. in 6 ranges. Built- 
in 400 cycle oscillator for 
audio modulation at 50%. 
Double shielded circuits. 
Dual speed dial with free 
wheeling. For 110-volt, 60- 
cycle A.C. 


57 PT 08376—Shpg. wt., 


$6 Down 
See Page 2 


Any Etem tn 
fRheis Catalog 
is Available 
on Easy Terms 
See Page 2 
We can supply—on special 


order—any Westen instru- 
ment in current production 


87 Ey 68374—Counter 
Model........ 


.$54.765 Cash Price.... . $49.60 17 1bs. Cash Price. . $66.25 not listed on this page 


MILLION 


Tube Tester 


Model DF tube tester offers 
an exceptionally wide appli- 
cation of tests—covering all 
types of tubes including the 
latest metal and glass types. 
An oversize D’Arsonval met- 
er provides an instant 


MILLION V. T. 


Volt Meter 


A SCIENTIFICALLY de- 
igned Vacuum Tube Voltmeter 
with portable multi-meter con- 
venience. Measures any type of 
Nolte Values of DC, , Or 

otential determinations 
are simp! ply and conveniently 
made without disturbing the 
circuit under test. Half wave 
type, in a fixed-bias arrange- 
ment. Attractive walnut fin- 
ished case. Size 12 x 9 inches x 6 
inches. Meter readings up to 
3000 volts on 9 scales are pro- 
vided—all_ with push button 
selection. Operates on 110-Volt, 
60-Cycle AC. Buy on Easy 
Terms if you wish: See Page 2. 
5 7PT08381—Shipping weight, 


$19.95 pacers $28.95 


MILLION 
Signalyzer 


Four electronic ‘“‘eye’’ signal 
analyzers in one. Each ‘‘eye” 
has an amplifier stage pre- 
ceeding it for high sensitivity. 
This provides visual evidence 
of the signal from the service 
oscillator through the receiv- 
**GOOD-BAD”’ reading. er at every step from the an- 
Tests for shorts and leaks up tenna grid to the loud speak- 
to two megohms HOT. Fila- er. With your present oscil- 
ment switch covers from 1.4 lator and the SIGNALYZER 
to 110 volts with spare taps. you can thoroughly check any 
Simplicity of operation is receiver. Provides a practical 
secured through efficiency of easily operated method for 
the circuit design and utmost checking intermittent or 
accuracy is secured by the “dead” sets. A co-axial cable 
fine components. For 110-voit, input for difficult oscillator 
60-cycle A.C. checks. For 110-volt, 60- 
57 ae OS eRe a REIN cycle AC. ah 
weight, 13 pounds. 5 7PT08379—Ship- 
Price egtenn ss ie $16.95 ping weight, 12 Ibs. $37. 50 


Solar CB 


| Analyzer 


This Analyzer and Resistance 
Bridge marks a long advance 
from elaborate Wien Bridge 
Setups and accomplishes the 
same end. Easy to operate. 
It measures capacity from 
.00001 to 70 mfds. Power Fac- 
tor, Resistance up to 2 meg- 
ohms, insulation resistance, 
and detects. defective con- 
densers. It is also a continuity 
meter and visual bridge bal- 
ance. All readings direct and 
independent of line voltage 
variations. No headphones 
or meters are required. For 
110-volt, 60-cycle A.C. Re- 
quires 1-6E5 and 1-1V tube. 
B7. ae Cosa See LTE 
weig pounds 

Price... $18.82 


MILLION 


Oscillator 


The model OD is a modern, 
precisely engineered device ca- 
pable of producing an artificial 

ignal that can be varied in am- 
plitude from a few microvoits to 
approximately 20,000 micro- 
volts. Uses Separate coils indi- 
vidually trimmed. 


The common fault in the 
average oscillator, frequency 
mod alanon. has been eliminated 
in the OD by attenuating an 
RF amplifier. The RF ampli- 
fier is also the modulated stage; 
makes possible the use of the 
RF and audio outputs simul- 
taneously or separately. For 
110-volt, 60-cycle AC. 


57 PT 08380— 
Shpg. wt., 10 Ibs.... 


THE LATEST TRIUMPH TESTERS 


® The Model 440 is truly the 
most modern tube tester a vail- 
able today. It accurately tests 
every type of radio receiver tube 
now in use in addition toa large 
number of tubes used in television 
reception. Facilities for testing 
tubes having 35, 50, 75, 85 and 
117 volt filaments are incorpo- 
rated in this instrument. No tubes 
have been overlooked. The latest 
releases of all new tubes are in- 
cluded in the Model 440 tube 
index. Loktals, bantam juniors, 
ballast tubes, cathode ray tubes, 
pilot lights, gas rectifiers, magic 
tuning eyes and numerous other 
poss used in special applications. 
very tube can be tested on a 
Triumph Model 440. For 110-volt 
60-cycle A.C. 


57 PT 08382—Counter model 
Shipping weight, 16 lbs. 


RICE vise sonata at ese $32.29 


MODEL 330 Multi-range me- @ The_new Triumph Model 

ter. Specifications: D.C. Volts: 130 Signal Generator antici- 
0-3, 15, 150, 600 and 3,000 volts. pates your immediate future re- 
Current: 0-0.6 ma., 6 ma., 60 quirements in radio and television 
ma., 300 ma., and 15 amperes service. Its range of 100 k.c. to 96 
direct current. A.C. Volts: 0-3, m.c. includes all frequencies en- 
15, 150, 600 and 3,000 volts. Qut- countered in radio service work 
put Volts: 0-3, 15, 150, and 600 plus the television video amplifier 
volts through a d.c. isolating con- frequencies! It has the five char- 
denser. Ohms: 0 to 10 megohms acteristics which are the ultimate 
in4 overernne ranges, mid-scale requirement of a good signal gen- 
readings of 25, 250, 2,500, 25,000 erator:—1, Accuracy of % of 1 
ohms. Self-contained battery on percent and a dial which is so easy 
all ranges to 1 Meg. 10 Meg. range to read that the element of human 
requires 15 v. ext. Decibels: error becomes negligible; 2, Direct 
Minus 20 to plus 64 db. in 5 Reading Linear Output Attenu- 
ranges calibrated for 500 ohm ator and Multiplier; 3, Controlled 
transmission lines. Decibels: Mi- petcentage of modulation cali- 
nus 20 to plus 50 db. in 4 ranges rated on the panel; 4, Pure sine 
with isolating condenser for d.c. wave, 400 cycle audio variable 
lines. Meter: 400 micro-amp, 4% from 0 to 2% volts: 5, Maximum 
inches with two-color mirror attenuation on all frequencies. 
backed scale and 8 speed buttons. 
Shpg. wt., 7 Ibs. 


57 PT 08384......... $19.45 


Steatite sockets and condenser 
insulation minimizes losses at 
high frequencies. For 110-volt, 


60-cycle A.C. 
57 PT 08383—Portable Model. me, ae. ight 
| Shipping weight, See Page 2 for oF eae Shipping weight, 
| 14 pounds... . ... $32.29 Easy Terma Price...... $29.35 
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2 SILVERTONE 


NEW HIGH QUALITY 
IN PUBLIC ADDRESS 
EQUIPMENT PRICED 
TO FITANY PURSE 


The latest triumph of this electrical age. Electricity has given us 
cheap power to light our houses, toast our bread, sweep our 
floors, and bring us news and music via our radios. Now by 
means of the public address system, it is bringing new benefits to 
practically every walk of life. 


Public Address Systems at Work 


In Churches. The installation of sound equipment is looked 
upon with favor by a rapidly increasing number of pastors and 
congregations. It immediately fulfills two definite functions—by 
improving hearing conditions it lessens the strain upon the 
hearing mechanism of the parishioner—it also improves speak- 
ing conditions for the pastor. , 
In Schools. Too frequently a combination of poor auditorium 
acoustics and childish voices seriously curtail the enjoyment of 
school plays and entertainments. Sound equipment is the most 
economical and most dependable aid to comfortable hearing in 
auditoriums and gymnasiums. Parent-Teacher Associations are 
glad to co-operate when the situation is called to their attention 
and a single entertainment usually raises enough money to cover 
the moderate cost of an Auditorium System. 
Transportation Terminals. Airports, Bus Stations, as well 
as Railroad Depots, are installing sound distribution systems to 
announce arrivals and departures; to inform passengers of de- 
layed arrivals, as well as to locate patrons. 

Expositions and Amusement Parks find sound systems of 
vital importance to a well-conducted enterprise. A centrally con- 
trolled system with outlying speakers throughout the grounds 
permits the park management to inform the patrons of special 
shows and events, to locate missing children, etc. 

In Dance Orchestras they have long been recognized as a 
necessity. Any band which lacks this touch of modernity gets 
little consideration from either patron or employer. 


Irresistible Values 


It is for these and hundreds of similar applications that we invite 
your careful consideration of Silvertone Public Address Equip- 
ment, We are confident that we are offering the best values in 
such apparatus ever offered by any reputable source. 


Simplicity of Operation 


The rapidly growing use of sound equipment by individuals and 
organizations without access to technical knowledge of such 
equipment has made it necessary tor our engineers to develop 
apparatus which can be used by the most inexperienced with 
complete success. The instructions we furnish with each system 
are written in such understandable language and are so complete 
that no one need have the slightest hesitancy concerning his or 
her ability to obtain professional results immediately. All con- 
necting wires are fitted with polarized plugs which will fit only 
into the correct sockets. Controls are plainly marked and fused 
circuits provide full protection against permanent damage 
through improper use. 


Easy to Order 


Perhaps you have felt some uncertainty about buying Public 
Address equipment without benefit of on-location, expert advice: 
Much material has been written purporting to guide the inex- 
perienced about to make such a purchase. Not only is it be- 
wildering; it is often the worst kind of misinformation—compli- 
cating an otherwise elementary procedure. But if you will 
acquaint yourself with the few very simple fundamentals we 
point out on the following page, we assure you that you will find 
a Silvertone public address system is as easy to buy and as easy 
to use as your radio or your telephone. 


A FEW DOLLARS DOWN 
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SOUND SYSTEMS... 


A SIZE FOR EVERY PURPOSE.... 


CHURCHES..SCHOOLS..CLUBS.. 
ORCHESTRAS .. BALLROOMS... ATHLETIC 
FIELDS ..POLITICAL GATHERINGS 


Here is about all you have to know to intelligently 
select and successfully use Silvertone Public Address 
equipment: A microphone is a device which converts 
sound waves into electrical currents. A public address 
amplifier is an electrical circuit employing radio tubes 
and transformers to magnify by millions of times these 
feeble microphone currents, and having volume con- 
trols with which to vary the extent of this amplifica- 
tion. Aloud speaker is a device equipped with a vibrat- 
ing cone or diaphragm actuated by electrical impulses 
fed to it by an amplifier. This vibrating cone or dia- 
phragm thus converts electrical impulses into dis- 
turbances in the air which are intelligible to the ear as 
Sound. Essentially a public address system consists 
of one or more microphones, an amplifier and one or 
more loud speakers. An electrical phonograph turn- 
table and pickup is also generally included. 


Microphones 


Whether or not you will need more than one micro- 
phone will depend’ upon how many voices you intend 
to employ and the area over which these persons will 
be distributed. The output (or sensitivity) of all 
microphones diminishes with the increase in distance 
between source of sound and microphone. It is obvi- 
ous therefore that a large choir or a dramatic produc- 
tion on a large stage could not be satisfactorily picked 
up with a single microphone. On the other hand, a 
lecturer would need only one. 


Types of Microphones 


We have available three types of microphones: 
Velocity, Dynamic and Crystal. Don’t worry about 
ordering just the proper type. They are all quite satis- 
factory for day in and day out use. It is well, how- 
ever, that you know something of their various charac- 
teristics. Velocity Microphones are termed ‘‘Bi-direc- 
tional,” because they are sensitive to sound waves 
approaching them from front or rear. They are more 
satisfactory, therefore, for use in relatively small en- 
closures where walls, floor, and ceiling are apt to re- 
flect sound back into the microphone from the sides 
and cause a high pitched howl known technically as 
“feedback.” Crystal and Dynamic Microphones are 
less-directional. For all practical purposes they re- 
spond with good sensitivity to sounds approaching 
from a wide front angle. They are better therefore 
for picking up the voices of large groups where feed- 
back is not a problem. Crystal Microphones are 
slightly better for the higher frequencies which pre- 
dominate in speech, though frequency response is 
good enough in any modern microphone to satisfy all 
ordinary requirements. 


The Amplifier 


There are but two fundamental considerations upon 
which to base your choice of an amplifier: (1) The 
number of microphones it must accommodate; and (2) 
the power it must provide for driving its loud speak- 
ers. While varying acoustical conditions as well as 
noise level will influence coverage somewhat, the table 
given below will furnish a fairly reliable guide to the 
power in Watts ordinarily required for satisfactory 
results. In case of doubt get the larger amplifier. 


Concerning the Number of Tubes 


Unless one is a technician he must rely pretty much 
on the integrity of those he is dealing with. This is 
especially true when he attempts to use the number 
of tubes contained in an amplifier as a yardstick of its 
performance. More tubes than are actually required 
to fulfill the various circuit functions of the amplifier 
are sometimes used in order to create an impression of 
special merit. On the other hand, needed tubes are 
sometimes omitted from the circuit for reasons of 
economy. Two and three microphones, for instance, 
can be fed into a single tube but good engineering 
practice calls for aseparate input tubeforeachchannel. 


Speakers and Baffles 


For rooms seating 500 people or less one permanent 
magnet dynamic speaker with 7 to 9 Watts of power 
will generally be satisfactory. For auditoriums seating 
1000 people two such speakers with 14 to 18 Watts of 
power will be required. For larger auditoriums seating 
up to 3000 people, 35 Watts of power will give excel- 
lent results and two or three speakers will be needed. 
(Some idea of the audibility of speakers when using 
various amounts of power can be gleaned from the 
home radio when turned on full blast. The average 
1939 10-tube A.C. radio will deliver a maximum of 
about 6 Watts.) In all cases where it might otherwise 
be necessary to overload a speaker or speakers in order 
to obtain required coverage, it is recommended that 
an additional speaker be used so as to keep the volume 
level below the point where distortion is introduced. 
Moreover, to avoid a concentration of sound in one 
portion of the room and such low volume that intel- 
ligibility is bad in another, it is better practice to 
place several speakers about the space, operating each 
at somewhat lower volume than would be satisfactory 
were only one used—this gives even volume distribu- 
tion throughout the entire space. 

All speakers require some sort of baffle or horn. 
Baffles distribute the sound over somewhat wider 
areas while horns, having a narrower beam, provide 
greater carrying power. 


Amplifier Recommended for Average Installations 


Room Size, 


No. of Seats 


No. of Seats, 


Outdoor Area Recommended 


Indoors Cubie Ft. Outdoors to be Reached Amplifler 
500—1000 90,000 200—600 30,000 sq. ft. 14-wait 
1000—2000 200,000 600—1500 60,000 sq. ft. 18-watt 
2000—3000 400,000 1500—2500 90,000 sq. ft. 22-watt 
3000—5000 500,000 2500—3500 140,000 sq. ft. 35-watt 
5000-7000 850,000 4500—5500 250,000 sq. ft. 70-watt 


BUYS THE BEST! .... MONTHS TO PAY 
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FOR INDOOR USE 


7) 


Wz 
FOR ADVERTISING 


/, PURPOSES 


OR OUTDOOR 
GATHERINGS 


Speakers and microphones 
at right are supplied with 
this Silvertone Sound Sys- 
tem in various combina- 
tions as listed above. Should 
your requirements call for 
other types you'll find them 
on Pages 60 to 63. If you’re 
not sure, write to Sears 
Personal Service Depart- 
ment in Chicago, stating 
your problem. 
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SILVERTONE 20-WATT UNIVERSAL 


STORAGE BATTERY 


PUBLIC ADDRESS SYSTEM 


The success of radio ee Sopbsan J has proved beyond 
doubt that people react favorably to auditory appeal. 
If, therefore, you have something to sell to the public— 
be it merchandise, service, policy or creed—don’t over- 
look or undervalue the tremendous possibilities of this 
complete public address system which can be used any- 
where—even in a moving automobile! 

It operates equally well from regular 110-volt, 60- 
cycle A.C. or an ordinary 6 volt automobile battery. 
It delivers 20 watts of pure, distortionless power to its 
two giant 12-inch speakers and renders voices intelligible 
and music enjoyable for at least a city block. It will cover indoor 
gatherings of 2000 people. 

When operating from a 6 volt storage battery, this amplifier 
draws 18 amperes when phonograph is still, or 21 amperes when 
phonograph is running. Therefore the average automobile generator 
will keep the battery charged when same is being used in a moving 
car. Even if no charging is done during operation, about 7 hours 
service can be had from a fully charged 150 ampere hour battery. 


It combines amplifier and phonograph in one compact unit—all 
steel enclosed and as easy to move about as a suitcase. There are no 
circuit changes to make when switching from battery to A.C. 
operation—no power pack to install. All you need do is plug it into 
the outlet and it's ready for immediate operation. Since it is entirely 
independent of power lines—if they are not within reach—this 
system is ideal for evangelists, political campaigners, carnivals and 
road shows, as well as sound truck operators. Because it will operate 
on A.C. wherever A.C. is available it is doubly desirable for those 
who talk or entertain indoors as well as outdoors. To political cam- 
paigners this unit is especially recommended. It provides enough 
power for all ordinary requirements, is simple to operate, and eas: 
to move about. Specifications: 6 tube, 20-watt amplifier, wit 
inputs and volume controls for 1 crystal, velocity, or dynamic 
microphone, and phonograph tone control. Battery-sa ving stand-by 
switch which reduces battery drain during intermissions but keeps 
tube filaments at operating temperature ready for instant service, 
Phonograph has crystal pickup and 10-inch turntable. Handsome 
steel carrying case completely encloses unit when it is not in use. 
Snap clasps permit cover to be easily removed. Two-tone gray 
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57 PT 08920 
$5 Down... See Page 2 


wrinkle baked-on enamel! finish. Ruby bull's-eye on 
front panel. Microphone and speaker equipment op- 


tional. 
Price List 

67 PT 08920—20-watt amplifier-phonograph unit 
and tubes less all other accessories. Shipping weight, 
49 pounds. Cash price ..$47.50 
57 PTM 8919—20-watt system including amplifier, 
phonograph unit, tubes, choice of crystal (C) velocity 
(D) or dynamic microphone (E) with 25 foot cable, 
microphone handle, 2-Jensen PM12C speakers with 
25-foot cables. Shipping weight, 67 pounds. . .. $73.95 
57 PT 08918—As above excep with 2 square steel speaker baffles 
(B) in addition. Shipping weight, 121 pounds...............$88.95 
57 PTM 8917—20-watt system same as 57 PTM 8919 except with 
2 Jensen PM12B speakers (A) instead of 2 Jensen PM1i2C speakers. 
(Substituting these speakers for PM12C speakers is the equi talent 
of increasing the power output of the amplifier by 250%. Shipping 
Weights ei DOUNGSh: oars y tcl cs Ae uc pe PO oe $87.60 
57 PTM 8916—As above oxen with 2 square steel speaker baffles 
(B) in addition. Shipping weight, 131 pounds.............. $99.95 
57 PTM 8916—20-watt system same as 57 PTM 8919 except with 2 
Universal SAH driver units and 2 University type LH reflex pes 
jectors instead of Jensen PM12C speakers. This is really a deluxe 
set-up for the sound truck. (See Page 62 for data on University 
equipment.) Shipping weight, 93 pounds..................$137.50 


Shure Military Microphone 


® If Shure Military Microphone is desired instead of other micro- 

phones mentioned, add $4.00 to the price and so state. Equip- 
ment fully licensed by the Electrical Research Products, Inc. under 
U.S. patents of The American Telephone and Telegraph Co., and 
Western Electric Co. 


This System Gives a Complete Outfit Including Amplifier- 
Phonograph, Microphone, Speakers and Baffles for Sound 
Truck or Interior Uses for as Little as $8.00 Down—See Page 2. 


OR A.C. OPERATED 


System can be furnished in 
two carrying cases, one for 
amplifier and one for speak- 
ers. See lists below at left. 


- 


SILVERTONE 30-WATT DE LUXE 
SYSTEM WITH AUTOMATIC RECORD CHANGER 


You will find that this system has features not available 
in any comparable apparatus; and these may easily be 
the very refinements which you require. 

This system not only has a phonograph; it has an 
automatic one! You can put as many as eight 
10-inch, or seven 12-inch records on its spindle, turn it 
on and it will play them through without your having 
to touch them. This exclusive feature adds immensely 
to its value and convenience. It works smoothly and 


positively. Nothing to get jammed, clogged, caught, or $5 Down ... See Page 2 Shpg. wt., 94 Ibs. Cash Price. 


out of order. No trouble, no hitch, no waste of time 

between selections. » There are inputs for two microphones with 
complete mixing and fading facilities for both with phonograph in- 
put. High and low tone compensation with continuously vari- 
able controls ‘enables you to obtain perfect results under all operating 
conditions. Output impedances of 3-4, 4-8, 250 and 500 ohms pro- 
vide for the use of additional speakers (1 to 8) when required. 
Amplifier and phonograph portions are completely self-contained 
and, though normally connected rigidly together, can be easily 
separated when only the amplifier is needed. This is another impor- 
tant and exclusive feature. 

Amplifier operates on 110-volt, 60-cycle A.C. or 6-volt_ storage 
battery current. You can use it anywhere—indoors orout. Efficient 
10-tube circuit gives full 30 watts of power. Reproduces speech 
and music with theater-equipment quality and naturalness. 

No circuit changes required for battery or A.C. operation. No 
bothersome power pack or auxiliary equipment needed. You change 
from one to the other in a jiffy. Polarized plugs for all connections. 

Beautiful two-tone gray wrinkle baked-on enamel body. 

57 PT 08930—Amplifer and tubes only. No record playing equip- 
ment. Size 11 inches high, 15% inches wide, 26 inches long nipping 
weight, 30 pounds. Cash Price ...................0000 0. 64.26 


Systems with Automatic Record ett 


57 PTM 8929—Amplifier, Automatic Phonograph Unit and Tubes. 
No speakers or microphone. Shpg. wt., 71 Ibs. $89.96 

67 PTM 8928—Amplifier-Phonograph unit, tubes, 2 PM12H Jen- 
sen speakers with 35-foot cables, choice of one crystal (C), velocity 
(D), or dynamic (E) microphone with 25-foot cable and microphone 
handle. Shipping weight, 911bs. .................... ..$124.60 


‘94% 


Amplifier and Tubes Only 


67 PTM 8927—Same as 57 PTM 8928 except with 2 
ue steel baffles (No.57 PTM 7469, Page 63) added. 

ipping weight, 145 lbs. ... $139.50 
57 PTM 8933—Same as 57 PTM8927 ‘except with 2 
Jensen PA8H speakers and 2 steel baffles No. 
57 PTM 7470 (see Page 62) instead of 2 Jensen PM12H 
speakers. Shipping wt.,181 Ibs... .... $149.95 
67 PTM 8926—Same as 57 PTM 8928 except with 2 
Jensen PM12B speakers instead of 2 Jensen PM12H. 


§ $129.95 
57 PTM 893 1—Sameas57 PTM 8926 with 2 square steel 
baffles added. Shpg. wt., 148lbs. CashPrice............. $144.96 


67 PTM 8932—Same as 57 PTM 8927 except with 2 University SAH 
Driver units and 2 PH reflex projectors instead of Jensen PM12H 
speakers. Shpg. wt., 110 Ibs. Cash Price.... $159.95 
Systems with Standard Phonogra h Equipment Instead 
of Automatic Record Changer 


57 PT 08950—Otherwise same as 57PTM 8929. Shpg. wt., 
DA ba ators eke. Megit Mec hope nays wey acre ABE .. $68.95 
57 PTM 8961—Otherwise same as 57 PTM 8928. Sh Ls wt., 

ANID Seok Nee OR ht LRN OR): OR IAT cM eee 03.50 
67 PTM 89652—Otherwise same as 57 PTM 8927. Shpg. ae 128 
POUNAS I. «Spica sletile s, wesc OR uae tales cs ABE Tomy os $118.50 
67PTM 8953— “Otherwise same as ‘57 PTM 8933. Shpg. wt., 164 
PRs ais ore aia civaitle ep blcass (acelatslelainavwessthiialareniniaaalals $128.95 
57 PTM 8964—Otherwise same as 57 PTM 8926. Shpg. wt., 77 
SE “ony Rabi ci Rieeath oie vin’occiele pints winwie;a hemaes ie $108.95 
57 PTM 8956—Otherwise same as 57 PTM 8931. Shpg. wt., 131 
TOS. gsi aaccebaisigie sc heeeh Sel eee ee Oe OR Se oie at) ae $1 23. 95 
57 PTM 8966— ‘Otherwise same as 57 PTM 8932. Shpg. wt., 

QB MDGig Sd ae iat Wate ony et ne kA, oS, Se $138.95 


Amplifier Carrying Case. Artificial leather covered. Reinforced 
corners. Size 27 x 11% x 15 in. deep. (This case does not fit 
57 PT 08930.) é 

57 PT 08967—Shpg. wt., 26 Ibs....... eee $9.95 
Speaker Case accommodates two 12-inch speakers. Included are 
2 round speaker flares which fasten to outside of case. When not 
in use they pack neatly within the case. Size 18x 18x 19 inches. 
57 PT 08968—Shipping weight, 30 lbs................... $16.96 

For Shure Military Microphone (F) see Page 50 


Above illustration shows 
this amplifier with Standard 
Manually Operated Phono- 
graph equipment instead ot 
Automatic record changer. 

Otherwise same as 
57 PTM 8929. 

57 PT 08950—Amplifier 
—Phonograph Unit and 


Tubes only. Sh wt., 54 
ibs y- pg. 


Rep ano anaes $88.95 


For best average installa- 
tions we recommend Jensen 
PM12B speakers with this 
system. There are un- 
doubtedly more Jensen 
PM12B Speakers used in 
Public Address work than 
any other kind. 


For DeLuxe installations 
where results are more im- 
portant than cost we rec- 
ommend University drivers 
and Pro} jectors with this 
system. See Page 62. 


© For extra long reach at 

moderate cost we recom- 
mend Jensen PAH8 Speak- 
ers and steel projectors with 
this unit. See Pages 62 and 
63 for complete descriptions 
of these Units. 
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SILVERTONE PORTABLE 


414-WATT HIGH GAIN SYSTEM 


This Silvertone 14-watt Sound System gives you 
extraordinary power, excellent tone quality and 
the most modern features at a price unequalled 
elsewhere. It is proof that you don’t have to 
buy a big amplifier to get a good amplifier ... 
it is proof that Silvertone leads the field! 


Designed by outstanding sound system engineers to 
give you the best, and longest lasting 14-watt amplifier 
...tone quality free from distortion. Built as carefully 
as an expensive watch, with finest materials obtainable. 


The many uses of this instrument are amazing. It performs 
three major services, listed as follows: 

1. You can use it for a phonograph amplifier in either home, school 
or place of business. When used with suitable phonograph equip- 
ment and speaker, it will provide ultra-fine music from ordinary 
phonograph records at sufficient volume for all normal needs. 

. You can use it for home recording. With apparatus listed on 
Pages 58 and 59 you can make excellent personal recordings. 

. You can use it for Public Address Work. Its reproduction from 
either microphone or phonograph pickup will deliver sufficient 
power for gatherings up to 1000 persons. 

Amplifier Specifications. 5 tubes: 1-6J7 G, 1-6Y7 G, 2-6V6 G 

and 1-5V4 G. Circuit: Resistance coupled employing 3 stages on 

the microphone input and 2 stages on the phonograph input. In- 

juts: one crystal, velocity, dynamic, or sound cell microphone and 

high impedance proncerspe: Output impedances; 3-4 and 6-8 
ohms. Individual Volume Controls for microphone and phono- 
graph provide unrestricted mixing and fading of these two when 
used simultaneously. Continuous Tone Control for adjustment 
of bass or treble response to fit individual requirements. High sen- 
sitivity circuit eliminates the necessity for “hugging"’ the micro- 
eg to get satisfactory pickup. Ruby Pilot Lamp shows through 

ullseye on front panel when power is on. Quality Components 
used throughout! Aerovox condensers, Centralab controls, Halldor- 
son transformers will never let you down! Tone Quality that even 
hair-splitting engineers call good. Sturdy auto body steel chassis 
and ventilated cover durably and attractively finished in two-tone 
baked-on gray crackle enamel. Results in a far better looking piece 


BANQUETS CHURCHES 
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Amplifier and Tubes Only 
$2 Down... See Page 2 


ORCHESTRAS 


of apparatus than has ever before been sold at this low 
rice. Size overall of amplifier unit is 6%x6x11 inches 
ong. For 110-volt 60-cycle A.C. Power consumption 
85 watts. 


67 PT 08914—14-watt amplifier with 5 tubes. 
Cash Shipping weight, 7 pounds. Cash Price $15.95 


67 PT 0891 3—(Large view above.) Complete 14-watt pub- 
lic address system for fixed installations, Consists of 
amplifier, tubes, 2 Jensen PM8C speakers with 35-foot 
cables, 2 walnut finished wall baffles for speakers, ban- 
uet ype Microphone stand (A), and choice of Crystal Microphone 

), Velocity icrophone (C), or Dynamic Microphone (D), each 
with 25-foot cable. State choice. Microphones described on Page 
56. Shipping weight, 45 pounds. SP ys Siar thn $42.50 
67 PT 08912—-Same as 57 PT 08913—except with floor type mi- 
crophone stand instead of banquet stand. Shpg. wt.,53 lbs. ,. $46.50 
67 PT 08911—Same as 57 PT 08913 less wall baffles. Shipping 
weight, 25 pounds .. $34.95 
67 PT 08910—Same as 57 PT 08912 less wall baffles. Shipping 


tem same as 57 PT 08911 except in artificial leather covered carry- 
ing case. Shipping weight, 35 pounds. $41.25 
57 PT 08908—Same as 57 PT 08909 except with floor type Mi- 
crophone stand instead of banquet stand. Shpg. wt., 44 lbs. $44.60 
57 PT 08907—Single Speaker Portable Outfit with Jensen 
ten-inch PM10C otherwise same as 57 PT 08909. Shipping weight, 
28 pounds. 6 
57 PT 08906 — Single Speaker Portable Outfit same as 
57 PT 08907 except with floor stand instead of banquet stand. 
Shipping weight, 35 pounds..... $39.95 
This equipment is available at special prices with any speaker 
or microphone combination selected from this catalog, Write Sears 
Personal Service Department in Chicago for prices of combination 
in which you are interested. 

Amplifier Licensed by the Electrical Research Products, Inc., 
under U. S. Patents of the American Telephone and Telegraph Co., 
and the Western Electric Co. 


ENTERTAINERS 


AUCTIONEERS 


SOUND 


Designed for more faithful reproduction, more trouble- 
free service and ease of operation. Designed for users 
without technical experience who want a sound system 
that can be set-up and taken down easily . . . a set that 
will perform perfectly under a wide variety of condi- 
tions. This powerful 22-watt Silvertone meets these 
needs . . . it has flexibility and portability . . . it is built 
to give you absolute dependability. Intended for gath- 
erings of 1700 persons or less, with Remote Control an 
optional feature at small extra cost. Consider these nine 
important Silvertone features: 


1. 8 tubes—an ample number to perform the many 3 
circuit functions of the amplifier and handle its output without 
overloading and consequent distortion. * 

2. Remote Control—so operator can control output from a position 
in the audience where he may be positive that his amplifier is 
adjusted to provide the best and most comfortable hearing con- 
ditions possible. Optional, see details at right. 

3. Two Input Channels with plugs for two microphones and one 
gp ha pe The first volume control handles one microphone. 

he second control is split, the left half controlling one micro- 
phone and the right half the phonograph. Ifa phonograph aceap 
which has its own volume control (such as our No. 57 08900 
shown on Page 58) is used you can mix and fade two micro- 
phones with phonograph input. Lae 

4, Four stage high gain circuit provides needed sensitivity when 
microphone is situated several feet from the source of sound. 

5. High and Low Tone Compensation which brings out and 
strengthens either the “highs” or ‘lows’ and enables the operator 
to accurately adjust the system for best results under all operating 
conditions. A 

6. Jeweled Pilot Light reminds you to turn the power off during 
intermissions or when performance has ended. r : 

7. The handsomest, most professional appearing piece of public 
address apparatus ever offered at this low price. A rounded 
corner, set-back, base and ventilated cover beautifully finished 
in two-tone baked-on wrinkle gray enamel, attractively trimmed 
with two gleaming chrome plated handles; velvet black and 
burnished aluminum escutcheon. 


‘3 


Amplifier and Tubes Only 
Less Remote Control 


$4 Down... See Page 2 


SYSTEMS ... 


22-WATT REMOTE CONTROL SYSTEM 


to take care of multiple speaker requirements. 
9. Tone quality that is clear and beautiful. 


Here are a few of the many applications of this 
Cash equipment; Traveling Musical Organizations will 
find it valuable for sound reinforcement in ninety-nine 
out of a hundred engagements. For Political orators 
who must often make several speeches each day such 
an outfit is a godsend. 

All but the smallest Churches need some sound rein- 
forcement and this is the ideal system for the average 
congregation. By improving hearing conditions it 
lessens the vocal strain on the pastor as well as auditory strain on 
the part of the congregation; hence, permits better attention of both 
to the text. Schools, Colleges and Universities can make excellent 
use of it in their dramatic public speaking, and musical activities. 

Amplifier is designed for 110 volt 60 cycle A.C. Power consump- 
tion, 125 watts. Size, 8x9x14 inches long. Licensed by Electrical 
Research Products Inc., under U, S, Patents of the American 
Telephone and Telegraph Co. and the Western Electric Co. 

Units below are priced without Remote Control feature. 
67 PT 08922—22-watt amplifier and 8 tubes. Shipping weight, 
22 pounds. Cash Price. (Remote Control extra)........... $34.50 
67 PT 08923—22-watt amplifier, 8 tubes, 2 Jensen PM12C (12- 
inch) speakers with 35-foot cables. Floor type microphone stand, 
25-foot mike cable and your choice of one crystal microphone (A), 
Velocity Microphone (B) or Dynamic Microphone (C). State 
choice. Shipping weight, 56 pounds,................. .«.- $64.95 
67 PTM 8924—Two Speaker portablesystem. Same as 
57 PT 08923 except with 3-piece carrying case. Size 254x25x15 
inches. Artificial leather covered. Leather handle and reinforced 
corners. Shipping weight, 64 pounds.................05 =. $73.78 
67 PT 08925—Two channel remote control unit with 50 feet 
of cable. Described at right. For use with above amplifiers. Shipping 
weight, O pounder. (0.7... 8. ssc emesis oe, ee ee $6.85 
Optional Equipment. This equipment is available at special 
prices with any speaker or microphone combination selected trom 
this catalog. Write Sears Personal Service Department at Chicago 
for prices of combination in which you are interested. 


5 0 8. Output Impedances 3-6, 6-8, 250 and 500 ohms 


4-Channel 
Electronic Mixer 
and Pre-Amplifier 


$2995 $3.00 Down 


See Page 2 


The obvious need for a 
small portable A.C. oper- 
ated device permitting the 
use of 4 microphones with 
small amplifiers, led to the 
development of this unit. 
Its seven-tube circuit pro- 
vides for completely mixin 

and fading the outputs o} 
4 crystal, velocity, dynamic 
or sound cell microphones 
and feeding their outputs 
into the regular microphone 
input of a standard ampli- 
fier. Uses 7 tubes. 


Makes a 4-channel ampli- 
fier ofone normally equipped 
to handle but one or two. 
Also provides the pream- 

lification necessary to run 
long microphone lines, or to 
use low level microphones 
with an amplifier of insuf- 
ficient gain to do so with- 
out preamplification. Four 
gain controls and one master 
gain. For 110-volt 60 cycle 
A.C. Metal case finished 
in gray baked-on wrinkle 
enamel. 
57 PT 08993-—Complete 
with 7 tubes. Shipping wt., 
20 Ibs. Cash price. $29.96 


Remote Control 
Unit 


$585 


To accommodate those who 
have no need for remote 
control, we have quoted the 
equipment at left without 
the remote control unit. 
Since it is an accessory and 
is not required for the nor- 
mal operation of these am- 
plifiers it is optional equip- 
ment. Silvertone 22 watt, 
35 watt, and 70 watt A.C. 
Amplifiers described on 
Pages 53, 54, and 56 of this 
catalog have provisions for 
this Remote Control unit. 
It plugs into the rear side 
of the chassis and may be 
either used or disconnected 
depending upon require- 
ments. 

It provides control of two 
channels from any desired 
point within the’ enclosure 
served by the system and is 
ot great value in adjusting 
volume level for best re- 
sults for the various speak- 
ers or entertainers who may 
appear on any single pro- 
gram. It eliminates the dif- 
ficulty of obtaining com- 
plete audibility without in- 
troducing feedback. Sup- 
pace with 50 feet of cable 

ut longer lengths are a vail- 
able if required. 
67 PT 08926—Shipping 
weight, 6 pounds....$5.86 


Page 53 


SILVERTONE 35-WATT HIGH GAIN 
THREE CHANNEL SOUND AMPLIFIER 


Since 35-watt amplifiers are in greater demand than Safety fused power circuit for full protection against 
those of any other power rating, our strongest bid for accidental shorts. Handsome professional style steel 
business is in this field. We are out to get t business cep finished in two-tone gray baked-on wrinkle. 
with values you've never dreamed of getting! When this enamel. Two chrome plated handles. Fully licensed by 
unit was planned by our merchandising snaincering Cash E. R. P. I. under patents at A. T.and T.and W.E.Co. | 
department we @ up our minds that we would include Size 8x9%x15 inches long. For 110-volt, 60-cycle A. C. 


every single feature, every refinement that could Amplifier 57 PT 08938 5 : : 
i the irability of . ich 7 PT 08936—35-watt amplifier only with 9 tubes and 
sibly add to the desirability Tou W reg cr With Tubes Mueeiecet indicator as illustrated. Shipping weight, 


and then price it sensationally | e did it. You get : 

the benefit. $5 Down. . See Page 2 30 pounds. Cash Price....... oo fier ae $44.95 
Anybody, everybody, can now afford ample Sie r, all 67 PT 08936 —35-watt amplifier with 9 tubes less out- 
the new features that make for greater bility, put volpme Indicator. Shpg. wt., 31 Ibs......... $39.96 
sweeter tone and added operating simplicity that heretofore have been 87 PTM 8937—Complete 35 watt fixed system'consisting of 57 PT 08935 
ENeslze Colby (ye STRANI cues ARE Sa amplifier, tubes, 2-Jensen PM12H speakers with 35 foot cables, 2 wal- 


and one phonograph; three electronic mixing and fading controls dynamic (C) microphone with 25 foot cable and full length floor stand. 
for ay eae in (2 in ards when four are used) and phonograph. State microphone. See Page 56 for details. Shipping weight, 82 
Individual high and low tone equalizing controls; Output level pounds. 25... 4... SR, oy) ee ones $88.95 — 
Ae ee ee ee tione wae Remaate contrat Gor «BZ PTM_8938—Same as 57 PTM 8937 except with 57 PT 08936 ampli- 
Gonni-cese 3). ‘Power stage connection for future increase fier. Shipping weight, 83 pounds...................,..---- $94.95 
of power (see 56.) Polarized plug-in connections which insure 67 PT 08939—Same as 57 PTM 8937 except less wall baffles. Ship- 
ick set-up make mistakes impossible. Ruby pilot light on ping weight, 62 Bounds Eu hes cet Re ere mers alae $77.60 
Pee Four stage high gain circult. Output impedances of 67 PT 08940—Same as 57 PTM 8938 except less wall baffles. Ship- 
3-4 , 25 and 500 ohms which permit the use of 1 to 8 speakers. ping weight, 63 pounds............ Ser he ay | one eR eae $82.50 


35-WATT PORTABLE SYSTEMS 


For portable uses the above amplifier is without equal. It has the 

$ 95 power to cover the largest gathering that is likely to assemble in any 

enclosure not served by a permanent installation, combined with 

Cash lightness in weight that is truly amazing for its tremendous output. 

57 PTM 8941 The sturdy three-piece case is built to withstand the hard knocks of 

$8 Down severe usage, reinforced at corners and joints where strain occurs. 

Covered with heavy, durable artificial leather. When completely 

See Page 2 closed, this Silvertone Portable Public Address System is scarcely larger 

than an ordinary suilcase. When opened, it discloses the super-power 

amplifier described above, 2 Jensen 12-inch PM speakers (each with 35-foot cables), 

floor type microphone stand and microphone with 25-foot cable 

57 PTM 8941-—Complete system including amplifier 57PT08935 as illustrated for 110-volt, 

60-cycle A.C., tubes, 2-Jensen PM12H speakers with 35 foot cables, your choice of 

velocity (A), crystal (B) or dynamic (C) microphone with 25 foot cables and full size floor 

type microphone stand; 3-piece case, Size 21x22x12 inches. No volume level indicator. 

State microphone. Shipping weight, 89 pounds. Cash Price........... aif 2 iS 885915 
57 PTM 8942—Same as 57 PTM 8941 except with 57 PT 08936 amplifier (as illustrated ; 

at top of page), with Volume Level Indicator, Shipping weight, 89 pounds $93.95 


REMOTE CONTROL FEATURE FOR PUBLIC SPEAKERS FOR AUCTIONEERS FOR ORCHESTRAS~—ENTERTAINERS 
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The useful applications of this unit are so many and varied that by no 
stretch of the imagination could one explore them all. It is truly a 
marvelous device. Essentially it is a self-contained 14-watt, 7-tube 
high gain, high fidelity amplifier with microphone input, an electric 
phonograph and a very fine speaker—all in a small artificial leather 
covered carrying case measuring only 16x16x12 inches. 
Its most extensive use may well be among salesmen and sales man- 
agers. It makes possible top quality reproduction of transcription 
recorded talks which may be presented in conjunction with industrial 
and advertising movies at regional sales meetings and the like. For 
this purpose it offers the advantage of optional microphone use with 
fading and mixing with phonograph. ortuarles can render better community 
service with the aid of this device. Recorded organ, chime, choir, or vocal soloist 
music can be reproduced with ultra-fine uality, or funeral sermons, remarks and 
other spoken portions of the service can be suitably reproduced and amplified to 
large audiences and overflow groups. 
Small restaurants and tea rooms, desiring to give their patrons music with 
their meals yet unable to afford the expense of an orchestra, can solve this problem 
very nicely and at little expense by using this unit. 

ools the microphone is educationally valuable as a means of developing skill 
in technique of speech, drama, and music, while the phonograph portion of this 
system will render valued service in many ways—music for school dances and 
parties, for instance. Youngsters who gather for parties and dancing will find this 
a very economical solution to their music problem, 
Music stores will find it excellent for demonstrating phonograph records. 


4950 


Less Microphone 
$5 Down.. See Page 2 


NEW SILVERTONE 
TRANSCRIPTION 


Every lodge, club and Legion post should have one of these fine 
reproducers on hand if for only occasional use. The cost is almost 
peeligve The power output of 14 watts is ample for small dances and 
for club room use. No finer phonograph reproducer could be asked for. 
Standard Model. Has 14-watt, 5 tube high gain amplifier for 110- 
volt, 60-cycle operation, Microphone and p ph volume control 
(with geet, rg fading of both). Tone control. 10-inch Jensen PM10C 
speaker with 35 foot cable, standard 78 R.P.M. phonograph motor 
with 10-inch turntable. _ 
57 PT _08991— Without microphone and stand. Shpg. wt., 38 lbs. 
CMS PPM Foscih oi onc cic vcananeas eg cvearadacdens heeastatens $42.50 
57 PT 08992—As above with choice of velocity (A), crystal (B) or dynamic micro- 
phone (C) (see Page 56) with 25 foot cable and full length floor stand. State micro- 
hone. Shipping weight, 50 pounds............ 0.00... c sce c eee eee $66.50 
ofessional Model. Has amplifier as described above, 10-inch Jensen PM12H 
speaker with 35 foot cable, transcription pioregrapn motor (two speeds: 78 R.P.M. 
and 33% R.P.M.) with 12-inch weighted turntable and automatic stop. Will play 
any size record up to 17% inch. Shipping weight, 50 pounds. 
67 PT 08994—Without microphone and stand. .............0........005 $65.00 
57 PT 08995—Same as 57 PT 08994 with choice of velocity (A), crystal (B) or 
dynamic (C) Microphone (see Page 56) with 25-foot cable, and full size floor stand. 
State microphone. Shipping weight, 60 pounds....................... $79.00 


Big Users: Get our Special Quotations on these units in Quan- 
titles. We can save you money. Write Dept. 657 Chicago. 


PRESTO PORTABLE RECORDER 


Presto recotding is a new and fascinating amusement. This highly perfected sound 
recorder makes permanent Foomarseh records of all ordinary sounds on acetate 
blanks. The tone is clear and natural, equal in quality to high grade radio reception. 
With this Presto recorder, you can make records of conversations, songs, stories or 
short dramatic sketches. It can be attached to any radio set to record programs on 
the air. In this way you can often obtain phonograph Syne of of new songs long 
before the ordinary records are on sale. Business men find it useful in making records 
of conferences and long distance calls. Hundreds of actors, musicians and entertainers 


study their own work through Presto recordings; it provides the only way for them to apply their,critical 
abilities to their own performance. In every way this Presto Recorder is a thoroughly practical instrument 


for all commercial and educational uses. 


Records can be played back as soon as they are recorded. No treatment is required to make them suitable 
for playing. Records can be ap ares 100 times or more on any phonograph, using ordinary steel needles. 


Microphone furnished will pick up voices at a distance of 20 feet or more. 


Presto Sound Recorder is equipped with 12-inch turntable and is suitable for making 6, 8, 10 or 12-inch 
records at 78 R.P.M., the standard phonograph speed. Exclusive rubber tire on turntable rim absorbs 
vibration, gives steady speed, and eliminates all waver from recordings. The Presto rubber tire turntable 
eliminates idler wheels and has practically unlimited life. Constant speed self-starting motor. 

Cutting head is driven by a postive action worm and gear system located beneath the turntable for pro- 

damage. Cuts 100 grooves per inch, the pitch that gives greatest economy 


tection from dust or accidenta u 
consistent with long playing life. Cuts outside to inside. 


High grade magnetic type pickup and cutting head the kind used in the most expensive sound recording 
asy to adjust angle of cutting needle and cutting pressure. A cam lever 
lowers cutting head gently onto disc, preventing accidental damage to sapphire cutting needles. 

Four-Stage Amplifier has a maximum undistorted output of 5 watts and an overall gain of 115 db. Amplifier 
control panel contains a volume indicator meter, volume controls for recording and playing records, and a tone 
control. A jack serves to connect the recorder to any radio set for recording radio programs. Case size, 10x16x20 


and record playing installations. 


inches. For 110-volt 60-cycle A.C. Shipping weight, 68 pounds. 


57 PTM 8998—Complete with tubes, microphone and stand. Not Mailable. Cash Price 


16929 


$15 Down 
See Page 2 


Boia ecg 2 $169.60 
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Choice of 
Microphones 


At no additional cost you 
may have your choice of 
Dynamic (A), Velocity (B), 
or Crystal (C) Microphones 
with these systems. The 
dynamic, without balile, 
can be made semi-direction- 
al in the horizontal position 
and non-directional when 
head is tilled to vertical 
position. Frequency re- 
sponse 50 to 7U0Q0 cycles. 
The Velocity is somewhat 
directional and is sailnen ely 
suited to enclosures which 
occasion feed-back trouble, 
The Crystal has a response 
characteristic which favors 
voice frequencies and is 
therefore recommended 
for speech pick-up. 


DeLuxe Microphone 
Equipment 


‘To accommodate those who 
require better-than-ordi 
nary microphone equipment 
we have made these systems 
available with Turner “99” 
Dynamic {D) and Brush All- 
Purpose Crystal (E) Micro- 
phone at slight additional 
cost. See microphone pages 
for full description of these 
fine microphones. If Turner 
“99” Dynamic is_ desired 
instead of optional equip- 
ment mentioned above add 
$2.65 for each microphone 
so substituted. If Brush All- 
Purpose Microphone is pre- 
ferred add $5.00 for each 
substitution, 


Speaker Equipment 


While Jensen PM12B 
Speakers (F) are standard 
equipment, a wide choice of 
Speakers and Enclosures is 
open to you in the purchase 
of this and all other Silver- 
tone Public Address Equip- 
ment. We have types which 
) best fulfill each individual 
requirement. If you wish to 
cover long distances select 
projector (H) with Jensen 

AHS Speakers or Univer- 
sity Projectors (G). If wider 
coverage with correspond- 
ing decrease in reach is de- 
sirable, select 12-inch 
Speakers with Steel Baffles 
Cb. Jensen 12-inch Peri- 
dynamic Baffles (K) for ul- 
tra-fine interior reproduc- 
tion can be substituted for 
(J) baffle at an additional 
cost of $3.49 for each sub- 
stitution. 


(K) Page 56 


(Shown above at left) Here is the engineers’ 
amplifier—a brilliant example of what can be 
accomplished by capable designers when un- 
trammeled by limitations of time and material 
costs . . . unquestionably one of the most ad- 
vanced, most versatile and most complete single 
pieces of sound apparatus ever offered the 
American public. 

Designed to meet the most exacting require- 
ments of the finest of high power installations $6 Down... 
and built to rigid laboratory standards, this 
unit cannot fail to capture the imagination of every expe- 
rienced sound man who considers thoughtfully its many out- 
standing refinements. This amplifier has 4 in pus channels, 
accommodates 4 microphones or 3 microphones and one 
pie raph. Has complete mixing and aeing controls for all 
‘our channels. This is a prime requisite for satisfactory 
microphone pickup of Lg ag oductions, Even the smallest 
stage requires several. It has igh and low tone compen- 
sation with individual controls for bass and treble responses. 
Bass boost maintains proper tone balance at high volume 
levels where all speaker efficiency begins to fall off on lower 
frequencies. You get faultless reproduction at 7 watts or 70 
through the proper manipulation of these controls. 
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Amplifier and 


Automatic Volume Control maintains desired volume 
level as established by volume control settings. Velvet 
smooth operation irrespective of input signal variations. 


Automatic Volume Expansion, the most important 
single contribution to the art of amplifier design in recent 
years. Crescendoes barely perceptible through amplifiers 
without this refinement become soul stirring surges of swelling 
volume that mere words cannot adequately describe. 


Output Level Indicator calibrated directly in watts. 
Gives you the accuracy of instrument control over volume. 
Predetermined volume levels can be instantly re-established 
without experimentation, 

Four Channel Remote Contrel Connections. Two of 
our remote control units shown on Page 53 will provide dis- 
tant monitoring of all 4 channels of this amplifier. 


Power Stage Connections. For power requirements be- 
yond the rated 70 watts of this amplifier one or more 70- 
watt power stages as illustrated alongside the amplifier can 
be used, 

Qutput Impedances. Four taps of 62.5, 125, 250, 500 
ohms provide suitable impedance matching for any conceiv- 
able speaker requirement of up to 72 speakers. The number 
of speakers you can use is limited only by the amount of 
power you wish to feed to each. 

Separate Plate and Filament Switches serve the dual 
purpose of protecting circuit during warm up time and pro- 
viding means of rendering amplifier completely inoperative 
without allowing filaments to cool. 

Master Gain Control provides overall control of ampli- 
fier’s combined output, 

Handsome and Frofessional appearance. Steel base 
and cover finished in two-tone gray baked-on enamel. Chrome 
plated handles. Cover ventilated by means of louvres on top 
and three sides. 


Less Remote Control 


@ AUTOMATIC VOLUME CONTROL 
@ AUTOMATIC VOLUME EXPANSION 
@® HIGH AND LOW COMPENSATION 
@® FOUR-CHANNEL REMOTE CONTROL 


70-WATT FOUR-CHANNEL 


: a oe . 

Coverage. The tremendous output of this 
amplifier when suitably used will provide satis- 
factory coverage of indoor gatherings of up to 
7500 persons. 


99 


Cash _ The Circuit. To perform the many func- 
tions of this amplifier, 17 tubes are required, 
Tubes Only and there are no dummies. The most modern 


inverse feedback transformer coupled circuit 
provides the smooth, distortionless perform- 
ance you would expect from such a high class 
ea piece of apparatus. Five stages insure high 
sensitivity and perfect operation with any type high imped- 
ance microphone you may wish to use (carbon excepted). 
Size 10%x9x21% inches long. Amplifier is designed for use 
on 1)0-volt, 60-cycle A.C. and is licensed by Electrical Re- 
search Products Inc., under U. S. patents of American Tele- 
phone and Telegraph Company and Western Electric Com- 
pany. Not Mailable. 

57 PYM 8970—Amplifier and tubes, Shpg, wt., 55 pounds. 
Cash price...... ; ug AuieieAls e eivatepe/eawitle Joule, 
57 PTM 8971--Amplifier, tubes, choice of one Velocity (A), 
Crystal (B), or Dynamic microphone (C) with 25-foot cable, 
floor type microphone stand and 4 Jensen PM12H speakers 
with transformers but without cables (see Page 32 for speaker 
cable). Shipping weight, 110 pounds....,.........$132.50 
57 PTM 8972--Same as 57 PTM 8971 with 4 square steel 
baffles added (see 57 PTM 7469, Page 63), Shpg. wt. 
228 tbs “s : ‘ : rats $156.50 
57 PTM 8973—Same as 57 PTM 8972 except with 4 Jensen 
PAH8 speakers and 4 steel projectors (see 57 PTM 7470 on 
Page 63) instead of PM12H speakers. This is an excellent 
combination for chime tower. Shpg. wt., 285 Ibs... $169.50 
57 PTM 8975—Same as 57 PTM 8972 except with 4 Uni- 
versity SAH Driver units with transformers and 4 University 
LH reftex projectors, This is the very finest combination for 
chime towers, Shpg, wt., 157 lbs, . Fa aiciea 8 $239.95 


57 PTM 8976—Complete auditorium equipment con- 
sisting of 70-walt amplifier, tubes, 2 microphones of your 
selection from Velocity (A}, Crystal (B), or Dynamic (C) with 
25-foot cables, 2 microphone floor stands, 6 Jensen PM12H 
or PAH8 speakers with transformers, 6 baffles of your selec- 
tion from among 57 PT 07468, 57 PT 07440, 57 PTM 7470 
or 57 PT 07443 on Page 63. Order speaker cable as re- 
quired, see Page 32. Approximate shpg. wt., 275 lbs. $229.95 


See Page 2 


Power Stage 
(Shown above at right) Any number of these stages can be 
driven by any amplifier having a 500 ohm output impedance 
tap. Since it is strictly a power stage it must be used in 
connection with an amplifier. When so used it adds 70 watts 
to the total available output. It supplies no field current and 
must, therefore, be used with P.M. or A.C. electro dynamic 
speakers. It has an output level indicator calibrated in watts 
and output impedances of 62.5, 125, 250 and 500 ohms 
brought out to screw terminals. Four speaker sockets with 
adjustable taps provide impedances of 125, 250 and 500 
ohms. Master gain control. Tubes used 4-GL6G, 1-6F6G and 
2-5U4G. Class AB circuit. Uniform in height and width with 
70 watt amplifier. Length 14 inches. For 110-volt, 60-cycle A.C. 
57 PT 08980—Power stage complete with tubes. Shipping 
weight, 41 pounds, Mailable, pe. $49.95 


TOP VIEW SHOWING 
RECORD CHANGER 
AND CONTROL PANEL 


Sound systems are now a basic necessity in 
every large house of worship. They enable 
congregations to hear better and thus derive 
greater inspiration from church ser vices—for, 
as every minister and priest knows, parish- 
ioners lose interest and fail to get the good of 
sermons when they cannot hear without 
straining. Choir and solo music takes on new 
beauty and dignity when picked up by the 
microphone and distributed clearly and dis- 
tinctly throughout the edifice. Organ and 
recorded chime selections win community approval when 
transmitted out-of-doors through tower or belfry speakers— 
especially on festival occasions such as weddings, christen- 
ings, confirmations, and on religious days like Christmas 
and Easter. 

Modern cemeteries, too, have need for a centralized 
sound distribution system. For example, a completely 
equipped Masonic cemetery near Chicago on each Sunday 
from May to October broadcasts chime, organ, instrumen- 
tal and vocal recordings through loud speakers concealed 
in a cupola atop the cemetery office. At large funerals 
and on patriotic holidays such as Memorial Day and July 
4th the microphone is used to reproduce the voices of 
speakers, singers, and instrumentalists and distribute the 
sound throughout the grounds. 


It is to fulfAll such applications that the Silvertone 
console grand was designed. 


Housed in its beautiful and massive cabinets are a 35- 
watt 3-channel amplifier and an automatic record changer. 
The top of the console lifts to give access to the controls 
which, when once adjusted, require no further attention. 
A visual volume level indicator calibrated directly in watts 
makes adjustment easy and positive, 

The 35-watt basic amplifier delivers adequate power for 
the interiors of even the largest churches and cathedrals. 
Even coverage of basement and adjoining rooms will rarely 
call for more. For a more complete description of the 
amplifier used see Page 54, 


When it is desired to include belfry speakers for the 
broadcasting of chime and organ programs cone or two 
power stages must be added. There is ample room in the 
console for these also and the amount of power required 
will depend, of course, on the elevation of the speakers and 
the distance the tones are to carry. Speakers at great 
heights will require more power than those nearer the 
sidewalk level. Usually 70 watts will be sufficient. If, after 
a trial, it is found that still more power is needed, another 
stage can be added at little expense. 


The basic amplifier has inpuls for 1, 2, 3, or 4 micro- 
phones in addition to the phonograph; one for the choir 
and organist, the other for the pastor. There is also pro- 
vision for connecting headphone wires leading to the 
section in the aed set apart for the hard-of-hearing. 
Headphones and volume control boxes for this purpose are 
listed on Page 15. 

The automatic record changer accommodates eight 10- 
inch or 12-inch records with ¢ach loading. Special chime 
records suitable for church and cemetery use will be 
found on Page 58, 


SILVERTONE CONSOLE GRAND | 
SO UND SYS TE MS For DeLuxe INSTALLATIONS 2 


]37% 


57 PTM 8985F 
$12.50 Down . See Page 2 


Cabinet is a distinctive design with an 
offset front treatment that produces a lovely 
overall effect. Hand-rubbed, selected stump 
walnut veneers with Australian Blackwood 
inlay form the pilasters and front of cabinet. 
Cabinet size: 34 in. high, 334% in. wide, 17% 
in. deep. Licensed by Electrical Research 
Products Inc., under U. S. patents of the 
American Telephone and Telegraph Company 
and Western Electric Company. Numerous 
combinations are available using the basic 
amplifying unit described, all at special prices. Below are 
listed a few of them for your convenience and guidance in 
making a suitable selection. If, however, you desire a dif- 
ferent selection of combinations you may have it at a 
comparable money-saving price. Write our Personal Service 
Department, Chicago, for special quotations on systems 
not listed below. If you need assistance in making your 
selection we will gladly give it. This is Custom-Built 
Equipment, Allow 14 days for shipment, 


For Sears Easy Terms, See Page 2 


57 PTM 8985F--Basic 35 wait amplifier, tubes, and 
phonograph unit in console as shown. Not Mailable. 
Shipping weight, 107 pounds. Cash price.......$137.50 
57 PTM 8986F—As above with 4 Jensen PM12B speak- 
ers, 4 walnut wall baffles No. 57 PT 07443 shown on Page 63, 
two velocity (A), crystal (B) or dynamic (C) microphones 
(see preceding page for illustrations) each with 50-foot cable, 
and two floor type microphone stands. Not Mailable. 
Shipping weight, 255 pounds... . ¥ ars See OJ00, 
57 PTM 8987F--Complete 105-watt church interior and 
belfry chime broadcasting system consisting of all equip- 
ment contained in selection 57 PTM 8986F plus one 70 watt 
power stage, 4 Jensen Al2PM speakers with transformers 
and 4 steel baffles number 57 PTM 7469 (see Page 63). 
Shipping weight, 476 pounds..... : ..$395.75 


57PTM 8988F—Same as the 
57 PTM 8987F except 4 University 
WRSA Driver units and 4 LH Uni- 
versity reflex projectors are sub- 
stituted for 4 Jensen Al2PM 
speakers and 4 steel baffles, No. 
57 PTM 7469. A superb combina- 
tion—worthy of America’s finest 
cathedrals and chime towers. Ship- 
ping weight, 400 pounds. . $472.50 
Pulpit Volume Control 
We also have available for this 
system a handsome two channel 
volume control with visual output 
meter designed to enable the pastor 
to control the volume from either 
Microphone without leaving the 
rostrum. Solid walnut, This device 
makes for such added convenience 
and efficiency that it should be a 
part of every Church System, 50- 


ft. cable. : R 
57 PT 08989—Shipping weight, 16 
pounds..... $15.50 


as 
, 


Page 57 


Public Address 
Record Player 
95 Every public address system should 
$ be provided with a good record player. 
Up There are many occasions when re- 
corded programs are desirable. This 


machine, with modern electrically- 
cut records played through any Silvertone Public 


Address Amplifier, will provide entertainment of 
ultra-fine quality, All Silvertone Amplifiers have 
rovisions for plugging in this record player. It 
fi tone control and volume control 

on motor board for convenience in manipulation. 
Substantially made artificial leather covered car- 
rying case, size 7%x13%x15% inches. Quiet run- 
ower cord. 
10-inch turntable. Standard speed of 78 R.P.M. 
weight, 29 Ibs. 
ickup....$9.95 


s provided wit 


ning, powerful motor with 6-foot 


110-volt 60-cycle A.C. Shippin 
57 PT 08901— With Magnetic ; 
67 PT 08900— With Astatic crystal pickup. 
Cash Price..... 


Tone Equalizer electric with the of a big radio 95 
® An adjustable tone compensa- iit into it. Has a 3-tube it with 3 watta Rad ‘strpos out- $ 
tion network that is recom- put and a 6%%-inch radio-~ y fries hat means Cash 
mended for use with all crystal superb tone realism and highest fidelity— whisper soft- $2.50 Down 
pickups. It connects between pick- neas to tremendous volume, See Page 2 
up and amplifier. The rotary switch It’s Cachigvisi too. Covered in smart luggage fabric—tan 
vovides four ease circuits. with woven gold, maroon, and dark brown stripes. Waterproof and washable, 
Bingle hole mounting. Furnished easy to carry. Size 174%4x14%x7% inches. 
complete with dial plate knob and Save $20 at Sears. Most rns 4" ty.) apinpiossiaanad sell for $40 to $50. We 
instructions. Shpg. wt., 1 Ib. bring you this Silvertone for $19.95, 3 
67 PT 7770 ‘ed by Underwriters. 10 and 12-inch records with lid closed. 
Tone Equalizer, Each.... $1.91 -fidelity Se Bene Variable volume and tone controls, Self-start- 
constant speed motor with On-Off switch. averene: for 10 
12-inch records. Needle cup. Package of 50 needles. For 110 to 125-volt, 
Astatic s Aes For 50-cycle add 50c, For 25-cycle add $2.00. State current. 
Seratch Filter 67 PT 06827—Shpg. wt., 24 Ibs. Cash Price................,.-+- $109.96 


An inexpensive device designed 
to suppress needle scratch from 
either crystal or magnetic pickups. 
Encased in cadmium plated shell. 
Size 1546x2%x% in. Shipping wt., 


8 oz. 
73¢ 


67 PT 7771 
Astatic Scratch Filter. Ea... 


RECORD 


Wireless Reeord Player 


] 5 This Silvertone record player will provide 
$ fine reproduction of 10 or 12-inch phono- 
Cash graph records through your radio, regard- 
less of its age or make. There are no 
$2 Down connecting wires between the machine 
See Page 2 and the radio. Reproduces the recorded 
8 program and transmits it to your radio 
through the air. Does not interfere with normal 
operation of set. Crystal pickup. Walnut colored 
Bakelite case. Smooth running motor. Size overall, 
12% 6x8 45346 inches. Underwriters Approved. For 
110-volt, 60-cycle A.C. 


87 PT 06229—Shipping wt., 13 lbs. Cash. , $10.96 


Presto Blanks 


PLAYERS 


Eeonomy Record Player 
65 The efficient Silvertone record player is 
$ designed for use with radio gets (having 
provisions for phonograph input; or sets 
in which it is practical to make the neces- 
sary connections). Plays 10-inch or 12-inch records. 
Has quiet-running motor and crystal pickup. Ad- 
ustable volume regulator and on-off switch. Brown 
fakelite case with metal parts finished to match. 
Size 5546x124%x8% inches. For 110-volt, 60-cycle A.C. 
Instructions for installing included. 
87 PT 06227—Shipping weight, 9 pounds... .$7.65 
67 PT 6429—Adapter for radios without phono- 
graph jack. Shipping weight, 6 ounces......... 980 


Phonofiex Recording Blanks 


A new low-priced recording disc of plastic material 


Acetate coating on aluminum 
for making home recordings. 
Low surface noise, good f 
quency response. Long wearing 


“Orange Seal”’ quality. 


Catalog 


Size, 
Number 


Inches 


Shipping 
Weight 
8 02. 
8 oz. 
8 oz. 
8 oz. 


67 PT 7791 6 


67 PT 7792 8 
57 PT 7793 10 
67 PT 7794 12 


arene BRN RUS eaetee $13.26 


8-Tube Electrically Amplified Phonograph! 
This Silvertone is not an ordinary phonograph but a powerful 


aa easily as acetate. Coated both sides. 
many playings as ordinary recording. 


on bristol board base. Non-inflammable. Cuts as 
Will give as 


Catalog 


Sizes, 
Number 


Inches 


Shipping 
Welght 


67 PT 7796 6 
57 PT 7796 8 
57 PT 7797 
67 PT 7798 


REK-O0-KUT Recording Mechanism 


96 © (Shown at left.) You can build your own 

$ recorder with this new, inexpensive and 
Cash durable mechanism. This unit brings the 

cost of GOOD recording equipment within 

the budget of the average amateur and user. 
It is the answer to the growing demand for 
a recording assembly that can he used with 
standard amplifiers and radios to record on acetate blanks 
up to 12 inches in diameter. Consists of a spindle and worm 
gear, driven at the center of the turntable, feed screw cut- 
ting head mounting and high fidelity cutting head. The 
cutter impedance of 8 ohms matches the available im- 
pedance of any Silvertone Amplifier listed in this catalog. 
Only 2 watts of amplifier power is needed. Therefore even 
the smallest Silvertone amplifier will suffice. A radio set 
of phonograph-radio combination can also be used to supply 
necessary recording power. The mechanism is so designed 
that it can be attached easily to any good phonograph 
motor, such as the Garrard transcription motor described 


$3 Down 
See Page 2 


on the following page. Records 80 lines per inch which 
permits 3 minute and 10-second recordings on 10-inch 
blanks and over 4 minutes on 12-inch blanks at 78 R.P.M. 
Either a 78 or 33% R.P.M. motor can be used. Records 
from inside to outside. Shpg. wt., 5 lbs. 


67 PT 7764—Cutting heads, feed screw, carriage hard- 
ware and instructions. Cash price............... $28.96 


Recording Needles 


Rangertone Stellite polished hard metal needles for Acetate 
or other semi-plastic discs. Shipping weight, 2 oz. 

BIRT WS BoE ach oo cotton anes oN ae $1.00 
Genuine Presto sapphire recording needle for Acetate discs. 
Shipping weight, 2 ounces. 

57 PT 7790—Each................. 
Recording Blanks are listed above. 
Stroboscope. For checking 78 and 33% Turntable speeds. 
67 PT 7799—Shipping weight, 4 ounces.......... . 126 


, $6.00 


Rangertone Chime Transcriptions 


00 Unquestionably the finest electrical transcrip- 
$ tions available for churches, schools, cemeteries, 
Exch public buildings and homes. All recordings are 
made directly on very tough, durable material 

Recorded by electrical equipment of laboratory perfec- 
on 2 Sides tion. Tones are so ely reproduced that 
it is almost impossible to detect from actual 

chimes. When played through Silvertone public amplifiers 
and good quality speakers, reproduction becomes the prac- 
tical equal of the most expensive carillons. Records are 
12-inch with recordings on two sides. Blank space is pro- 


vided at start of such record for use with automatic record 
changers. Standard speed of 78 R.P.M. These records are 
made to order—not carried in stock. The usual practice is 
to have two hymns on each side of a 12-inch record, and 
two verses to each hymn. The break between the hymns is 
indicated on the record although the record will play 
straight through. Write Personal Service Department, 
Chicago, for list of over 500 religious, patriotic and general 
titles available. Shipping weight, 1 pound. 


57 PT 7786—Each 12-inch record.......... 


AUTOMATIC RECORD CHANGERS 


-_- 


RCA Number 9865 


$9 43 Plays seven 12-inch records or eight 
643 


10-inch records automatically and re- 
peats the last record. Records of any 

$3 Down 

See Page 2 


GARRARD Number RC10 

Plays eight 10-inch or 12-inch records 

$ 22 automatically. Has an automatic 
Cash Stop which operates as soon as the 

last record has played. An automatic 
rejection knob, when turned, rejects 
any record either before playing or 
while it is being played. Has speed 
regulator. Powerful motor designed to give a lifetime 
of service. Crystal pickup. Size 15 in. long, 11% in. 
wide, 4% inches clearance above plate. Clearance re- 
quired below plate 4% in. For 12-in. records cabinet 


space 'should be 15x13 in. For 100/130 and 200/250- 
volt, 50/60-cycle A.C. Made in England. 


GARRARD Number RC50 


$ 90 This machine will play eight disc rec- 
5? Cash 


ords of any make-—10 or 12-inch—in 
any assortment, any combination. The 
size up to 12 inches may be played 
normally. A reject lever, when thrown, $5 Down 
automatically feeds the next record. See Page 2 
Has crystal pickup into which needles 
are put in from top. Offset arm assures perfect. track- 
ing. Light needle pressure gives long record life. Brown 
wrinkle lacquer finish with chrome trim. Size: Motor 
| board 14% in. wide x 11% in. deep. Space required 
above motor board 4% inches. For 110-volt, 60-cycle 
A.C, Shipping weight, 35 pounds. 


motor is the finest phonograph motor 
that money can build. Automatic stop 
functions as soon as last record is 
played. High grade crystal pickup 
Non-slip spindle eliminates record skidding. Any rec- 
ord may be automatically repeated at any time. Speed 
regulator. Dimensions overall with full record supply: 
16 inches long x 14 inches wide x 5% inches above plate 
and 4% inches below plate, For 100/130 and 200/250- 
volt, 50/60-cycle A.C, Made in England. 


$4 Down 
See Page 2 


57 PT 07545—Cash Price 


Phono. Motor 


RCA33343, Smooth, easy- 
running motor that is very 
satisfactory for home record 
| players, 7-inch turntable 
covered with brown flock. 
Plays any size record up to 
12 inches, See pickup arm 
(A) below designed for use 
with this motor, For 110- 
volt, 60-cycle A.C, Ship- 


. $26.43 


GARRARD Transcription Motor 


This super-deluxe phonograph motor is capable of meet- 
ing the most exactirig requirements of broadcasting sta- 
tions, recording studios and other similar applications. 
Two-speed motor equally constant in speed at 78 or 33% 
R.P.M. Self-starting, induction type with no brushes to 
create radio interference. Patented governor insures 


perfect regulation on shot lubrication. Minimizes upkeep 
problem, Extra powerful torque with 12-inch weighted 
turntable insures freedom from “‘wows" and vibration. 
For 100/130-volt ahd 200/250-volt, 40/60-cycle A.C. 
See Page 2 for Terms. Made in England. 


57 PT 09606—Shpg. wt,, 30 Ibs, Cash Price.$38.22 


Rim Drive Motor 


Model RX. 78 R.P.M, General 
Industries self-starting induction 
type. Motor ts rubber insulated 
from bath mounting plate and 
turntable. Turntable shaft re- 
volves with turritable. Driving 
pulley, idler and turntable posi- 
tively aligned in one plane, assur- 
ing efficient operation. 9-inch 
turntable. 110-volt, 60-cycle A.C, 


57 PT 09606—Shpzg. wt., 35 lbs. Cash Price. . $52.90 


Green Flyer Motors 


The old reliable General Industries 
Type. Noiseless; self-starting. Bronze 
finish. For 110-volt, 60-cycle A.C. See 
Page 2 for Sears Easy Terms. 

By PT ae el oe 78 R.P.M. 
10-inch turntable. ipping 

weight, 11 pounds........... $7.65 
57 PT 7777—Model D. Dual speed 
10-inch turntable. Wt., 13 lbs. . $10.20 
57 PT 7778—Model G. For 110-volt 
D.C. or 110-volt, 60-cycle A.C. 10-inch 


ping weight, 6 Ibs. 
57 PT 7546...... $3.50 


Electric 
Phonograph Assembly 


Designed for those who desire a complete 
phonograph motor, turntable and pickup 
assembled ona steel panel. Base plate 11% 
inches wide, 11 inches front to back. High 
impedance crystal pickup with Lrue tangent 
offset head. General Industries Type CX 
Motor, direct drive 78 R.P.M. Bolt kare 
ing, induction type. Automatic stop. Fully 
} enclosed with silent helical cut gears run- 
ning in a bath of oil in sealed housing. 
Combination metal and rubber turntable 
drive sleeve and record-centering tip insures 
mechanical and electrical insulation be- 
tween turntable and motor, 10-inch turn- 
table. Depth below plate 3% inches. For 
110-volt, 60-cycle A.C. See Page 2 for 
Easy Terms. 


87 PT 07779—Shpg. wt., 17 Ibs. $13.20 


Permo-Point Needles 


Extra fine, long-playing phonograph 
needles especially recommended ee 
public address systems and automatic 
record changer use. Smooth precious 


metal point, assures longer record life 


and clear mellow tone. 
weight, each, 2 ounces. 

57 PT 5925 Plays 2000 times.69¢ 
57 PT 5926—Plays 1000 times. 39c 


Shipping 


LL EEE EO eS uuuuuul 


57 PT 09607-—Shpg. wi., IS ibs.............. $23.52 


Shpg. wt., 10 Ibs. 
57 PT 7775........... $3.03 


\ 


o 


NATIONALLY ADVERTISED 
Crystal Phonograph Pickups and Cartridges 


RGA Junior Crystal Pickup. Plays 
either 10-inch or 12-inch records, Sealed 
crystal. Needle position is offset. Shock- 
proof rubber mounting, Brown wrinkle 
lacquer finish to match RCA phonograph 
motor 57 PT 7546 above. 
57 PT 7647—Shpg. wt., 2 Ibs,... $2.9] 


Astatic Model O-7 Crystal Pickup. 
Designed for applications requiring qual- 
ity output combined with short mounting 
centers; only 7 inches. Plays 10-inch or 12- 
inch records. Output 2.9 volts across .5 
meg. load. Needle pressure 2.75 oz. Length 
overall, 94% inches. Statuary brown finish. 
57 PT 7765—Shpg. wt., 
1 lb. 4 oz Sette tie “ ..... $3.82 


Astatic B-10 Crystal Pickup. A de- 

luxe pickup for those who desire the 
ultimate in fidelity of record reproduction. 
The true Tan offset head reduces tracking 
error to 1.5 degrees on a 12-inch record. 
Rotating head facilitates needle loading. 
Ball bearing swivel base and cradle type 
arm rest. Telephone black and_ bright 
chrome trim. 


57 PT 7766—B-10 for 10-inch 
and 12-1n. records. Shpg, wt. 3 Ibs. $10.29 
57 PT 7767—B-16 for lateral transcrip- 


tions up to 16 inches. Shipping 
weight, 3 pounds 8 ounces... . $13.23 


Shure Zephyr Crystal Pickup. Plays 

10-inch and 12-inch records. Does com- 
plete justice to the complete range of mod- 
ern high fidelity recordings. Needle pressure 
2.75 ounces. Tone arm elastically isolated 
from base with “full floating’? mounting. 
Output 2.75 volts. Arm is 11 inches long. 
Black Bakelite shel! 
57 PT 7780—Shpg. wt., 1 Ib, 4 0z..$4.41 


Shure Transcription Reproducer. 

Meets every requirement of broadcast- 
ing stations and other uses where only the 
very finest equipment is used. Genuine 
grafoil Bimorph crystal cartridge, triple 
moisture proofed. Head pivots horizontally 
for easy needle changing. 2.75 oz. needle 
pressure. Output 2.25 volts. For 10-inch 
and 12-inch records. Overall length, 10% 
inches. Chrome finish. 
57 PT 7781—Shpg. wt., 2 lbs .$9.11 


Shure Replacement Cartridges 


Shipping weight, each, 8 ounces 

57 PT 7782—Model WZOC. For Shure 
Zephyr, Economy, Transcription 
Pickups. Lug Terminals........ $2.94 
57 PT 7783—Model WZ4C Universal type 
for popular make pickups using screw ter- 
minal canlnidgess. 1% nse otk $2.94 
57 PT 7784—Model WZ5C. Universal 
type tor popular make pickups using pin 
terminals . ; ews +. $2.94 


turntable, Shpg. wt,, 14 lbs...$11.85 


GARRARD 
Record Changer 
Cases 


Airplane luggage style. 
Sturdy and durable for hard 
use and long wear, Leather 
corners and carrying han- 
dle. Fine quality hardware. 
Shipped with motor board 
to fit Garrard automatic 
record changers described 
above. Shipping weight, 
14 pounds. 


7 ek 9608—For Model 
10 Garrard 
record changer. , $6.91 


57. PT 9609—For Model 
RC 50 Garrard 


record changer .$7.50 


Easy Terms 


You can buy any item in this 
Catalog on Sears Easy Pay- 
ment Plan in orders of $10 or 
more. 

See Page 2 for complete 
information on Sears Easy 
Payment Terms. 
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SHURE 


“UNIDYNE” 
Uni-Directional 
Microphone 


Very latest indynamic 
microphone design. 
Eliminates feedback, 
audience and background 
noise—greatly reduces 
reverberation pickup. 
Employs the exclusive 
Shure ‘‘uniphase’’ prin- 
ciple. Gives smooth wide- 
range reproduction from 
40 to 10,000 cycles over a 
wide angleat the front, yet 
is dead (down 12-15 db) at 
the rear. Solves many 
troublesome sound pickup 
problems in public address, 
recording and broadcasting. 
Rugged, shock-proof con- 
struction with — specially- 
suspended, double-wind- 
screened moving-coil sys- 
tem. Practically unaffected 
by heat and humidity— 
ideal for severe outdoor as 
well as indoor service. 
Ultra-modern stream- 
lined design finished in 
beautiful satin chrome. 
Head tilts through full 90- 
degree angle. Built-in cable 
connector. Special locking 
microphone plug attached 
to cable % in.-27 thread 
for stand mounting. Case 
dimensions: 4% in. high; 
3% in. wide; 3% in. deep. 
Net weight, less cable, 2% 
Ibs. Shipping weight, 4 
pounds 4 ounces. 
57 PT 8206—Model 55C. 
High impedance (100,000 


Price.” $26.46 


IBniCe ce sesh ok 


Amperite 
KONTAK Mikes 


These microphones faith- 
fully reproduce the vibra- 
tion of any musical instru- 
ment on which they are 
placed. Ereauency, range 
40 to 9000 Output 
level—40 db. citable for 
use on all string instruments 
such as guitars, violins, 
string bass viols,; or other 
instruments including pi- 
anos, reed organs, harmon- 
icas, trumpets, clarinets, 
etc. Can be used with any 
Amplifier. Or, with Amp- 
erite Booster tansforner 
listed below, can be used 
with modern radios of 6 or 
more tubes. Cannot be 
used without amplifier or 
radio. 15-foot cable. No 
phone plug or attachin 
clamp. Standard Mode 
SK illustrated at left 
above. No volume control. 
Foot pedal control listed 
below is recommended. 
Shipping wt., 1 lb. 

. $7.06 


87 PT 8206— 
Price. . 

DeLure Model KKH il- 
lustrated at right above. 
Has hand volume control. 


Shpg. wt., 1 Ib. 

57 PT 8207— 

Brice madst .$10.58 
Booster Transformer 


Model BT for use with 
above mikes for playing 


through radio set. Shpg. 
wt., 2 Ibs. 

67 PT 8208— 

IPriCe Seed ictse ele TB 


Foot Pedal Control. For 
Model SKH. Shipping 
weight, 4 pounds. 


67 PT 8209— 
IPriCel dere ome $7.06 
Booster 
Transformer 
Foot Pedal 


THE AMPERIT 
ACOUSTIC COMPENSAT 


VELOCITY 


Distinguished in Design 


and Quality 


i 2470 


et pnd Down 


and humidit 
High output. 

close talk 
pickup. Free 


Genuine Alnico t. 
Hand-hammered ribbon. 
Impervious to temperature 


or distant 
= from back- 


THE AMPERITE 
ODEL SR 80 STUDIO 


VELOCITY 
MICROPHONE 


For Those Who Demand 
20 Very Best 


$3920 2 This fine microphone will 


fully meet the requirements 

of the most exacting pur- 

chaser, Considered by man: 
bast Babe pewe 


chante. the finest microphone avail- 


lent for 


poe pits Acoustic Compensator permits pire: sete V4 
ly moving less being used extensively in the better quality 
of high frequencies by mere! b res lb, spe bee 


finger button. F; 


juency Os tol 


,000 cps. 


age oa me 


ss Priced Model RSHK 
pe eee hg not quite as Kis as the models 


T3 Diaphragm Crystal Microphone 
For Public Address, Recording, Amateur and general ape 
tions. Tilting head. Chrome plated case. Interchangeable plug 
and socket. Response substantially flat, 30 to 10,000 cps. High 
ipedanee. Output—52 db. ‘25-foot cable furnished. Shipping weight, 
s. See Page 2 for Easy Payment Terma. 


57 PT 8210 


JIT30 Diaphragm Crystal Microphone 


A new popular-priced wide-range model of good response and 
high output. mubstantialy, flat 80 to 6000 cps. Output—52 db. 
Genuine Bimorph Crystal ie-cast case with Exed angle position. 
Opalescent-gray finish. Spring cable protector. 25-foot cable. Ship- 
ping weight, 1 pound 8 ounces. 


67 PT 8211 


D104 Crystal Microphone 

© Designed coe eus for and used by more than 12,000 Radio 

Amateurs, Response has rising characteristic above 500 cps. to 
stress the important speech frequencies. 
Solid bronze case, chrome finish. High 
impedance. Output—40 db. requires 
minimum gain in Amplifier. 8-foot cable. 
Shipping weight, 1 pound 12 oz. 
67 PT 8212 
Microphones like everything else at 
Sears sold on Easy Terms. See Page 2. 


“Velvet-Action” Floor Stand 
Ten-inch metal 


%-in.-7-27 microp 
67 PT 08213 
Shure Bros. Studio Stand 

Model S55A. Super- Pome yee friction 

® clutch. Adjustable 48 to 70 

15% inches. Iridescent gray finish, 

weight,14 pounds. 

67 PT 08214 


hone. Shes. wt., 10 Ibs. 


Stand is adjustable from 36 to 67 in. ‘Mwreaded for 


spread 
ipping 


- Outt it—56 pos No peak gl needed 
ain am Gun tal finished 
complete agen built-in, switch and 
25-foot cable. Shpg. wt., 8 Ibs. 
Buy on Sears Easy Payment Terms if you 
prefer. For detaile eee e 2. 


67 PT 8203—Model SR8OH. High impedance. 
67 PT 8204—Model SR80 Low impedance (200 
ohms). Price either model $39.20 


UNIVERSAL BRUNO 


Universal Velocity Microphone 


® An outstanding microphone development for all-around use. 

Combines striking beauty with superlative performance. 
Chrome finished. Suitable for either close-talking or distant pickup. 
Frequency range 40 to 10,000 cps. Output level—66 db. High im- 
pedance. Has %-inch 7-27 thread. 25-foot cable. Shipping weight, 
3 pounds. See Page 2 for Sears Easy Payment Terms. 


57 PT 8219—Model 5SMM-H . $14.41 


Universal Crystal Microphone 


® A strictly first-quality instrument. Curvilinear diaphragm. 

Free from background noise. Low Acoustic feed-back. Modern- 
istic chrome-finished case. High impedance. Fits %-inch to 7-27 
thread. Output—64 db. Frequency response 50 to 5,000 cps. 
Shipping weight, 3 pounds. See Page 2 For Complete Details of 
Sears Easy Payment Terms. 


67 PT 8220—Model 15MM-X. . $14.41 


Bruno VRHP Dynamic Microphone 


One of the finest Velocity Microphones ever offered at a popular 
price. Embodies the latest electroacoustic improvements. Free 
from cavity resonance and background noise. Output-67 db. 
Frequency response 80 to 12,000 cps. Gun metal finished case. 
25-foot cable. Fits %-inch 7-27 thread. Shipping weight, 4 pounds. 
See Page 2 For Sears Easy Payment Terms. 


57 PT 8221 . 514.70 


Utility Microphone Handle 


@ Tubes of heavy ord heavily Gianlee ry! plated. @ Ebonized wood- with brass threaded insert to fit 


Sigs standard %-inch 7-27 microphone and rings. Ship- 
Ping weight, 1 nd. 
87 PT 82156— 


Swivel-Type Tabie Stand 
® fo Black wrinkle base. Chrome plated tube. Height 
any inches. Ball ie S'pounde, has %-inch 7-27 
PINE mele . Pose 8 
BT PT B216-Price.. : . $1.59 
Same as above except : without spi Hecht, 8% in. 
%-inch 7-27 thread. Shpg. wt., 4 Ibs. 8 oz, 
67 PT 8217—Price..............0..2000 alee. $ 1. 


Carbon Microphone Rings 
@ Attractive chrome finish. 8 rust-proof springs in- 
cluded. Fits %-inch 7-27 thread. For use with any 
Pan or aoe es ceed Diameter, 6, inches. 
ipping weight, 1 poun 
87 PT 8218—Price..... 0... cceee cece nesses $1.25 
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lock 


ASTATIC 


NEW BRUSH 


NEW MODEL DN ; MODEL “AT” ALL PURPOSE 


DYNAMIC 
MICROPHONE 


Moving Coil Type 
Microphone rp 


High or Low Impedance 


CRYSTAL 


MICROPHONE 


in the Same Mike 


ye ge a [323 sr oe ene ey conten eee ae $]735 


complishments, Ov’ Brush sound cell pert e more ever before, are generally ac- 
ne | ing features incorporate Cash raphe Sel ige fad pesacente maine raoet stating oe measure- 
Terms: $2 Down ments and tions in which the i) required. Terms: $2.50 Down 
MOVING COILSYSTEM, The diaphragm type of microphone was developed to secure 
a correctly See Page 2 gteater oulput. Tn general, this t Halle rvs cei Copley See Page 2° 


designed 
netic structure with co and a hat cha “i f encies than the sound cell type. Con- 
USTICCIRCUL peice sty and nae special methods of com- 


proportioned ACO) : 
to highly damp the natural resonance of the een a eo le ovement in quality, 


developing 


system vide a char- Asa purpose the AT is without 1, Never before 
Jy flat from 50 to 7000 has & universal microphone been offered at the price. ningdhteriad eatures are housed 

Ser The case is a ; Deis mek oe dlp oh lege png By ap areata 

good looking attrac finished Exceptional sensi — .), Satisfactory operation with even 
in ent-gray ant J of P.A. pret -oe g ‘Coavenientl Hy variable tone control of bass and treble. “Mellow 
Side vented grille di protects against Quality” or good articulation as desired, Effective output of tot ane eee Se aguas tel 
diaphragms. lete barometric may be increased by eliminating unnecessary bass. ‘h or low 
compensation is also provided. The “DN” impedance operation, viz., ipeaanes pS et 000 be at 1, open or 90: or 500 
: bill pce Astatic’s tiki head unusuall Tigh COO? ia i Fo ft coondeah emt then pacity 
A rl mifd.), perm fing use of cote that 

swivel mount, i odin ca microphones. Moderately directional. No prance an necessary for cable 


Shoe wha ite 10 oz. 


; Siere2 822 
87 PT 3222—Cash Price,.......... $13.23 at 


Universal Press-to-Talk Sets 


© Combines microphone and receiver in one unit. Double 
pole press switch in receiver end. Can be operated in 

either hand with equal ease. 2000 ohms receiver. Recommend- 

ed for ‘‘Pack”’ transmitter, portable two-way systems, yachts 

and similar uses. Has 6-foot, 4-conductor cable, Shipping 

weight, 1 pound 8 ounces. : 

67 PT 8224—With Single Button Carbon Mike 

DenICl vs osteaig ieee italia $8.53 

57 PT 8225—With High Impedance Crystal Mike. 

Price Neysigrarnehe eee erent: : $16.76 


Un versal Model w taco Mike 


Single Button. Combines high sensitivity, light weight, and 
compactness. Diameter only 1% inches. Thickness %- 
inch. Impedance 200 ohms. Output—38 db. Bakelite case. 
Shipping weight, 8 ounces. 
87 PT 8226——Price. . Serie eros $1.76 


Universal xx Carbon Hiccaphons 


Double Button. Unquestionably the most popular micro- 
phone of its type on the market. Its high output insures 
maximum volume on either high or low gain amplifiers. Highly 
polished chrome plated. Diameter, 2% inches. Thickness, 1% 
mehcs. Duraluminum diaphragm. Frequency range 40 to 
6,000 cps. Impedance 200 ohms per button. Shipping weight, 


1 pound. 
S7iRIZS 2272 Price Meer a. Seen ae. 3 $5.88 


s prowecto. High impedance length. Position of microp! easily adjustable with new un swivel desi Suit- 
oP toot cal cable. Fits %-inch 7-27 "Sutpue Fino for mere operation: femvine t0 to'wind dis disturbances, Shige weight, S pognda: 


it Ter: 
+ Michie complete with 3-prong, plug an pene and 25; feet Cd edger 


Turner Model 99 Dynamic Microphone 


© Indoors or out, regardless of climate or temperature you get sure- 

fire operation with this superb instrument. Designed for the man 
who can’t afford to have a failure. Response range 50 to 9000 cps. Out 
put level—-54 db. Removable connector with locking feature. Clear, 
crisp reproduction of either speech or music. Gunmetal finish. High 
impedance. 5 -inch 7-27 thread. 25-foot cable. Shipping weight, 5 Ibs. 
See Page 2 For Easy Payment Terma. 


B7 PT 8228—Price,..... SSS Megs ; ices $17.35 


Turner Model 66 Crystal Microphone 


Designed to give better high frequency response than the ordinary 

crystal. Narrow beam pickup reduces feedback. Wind and blast 
proofed. Compensated for barometric changes. An ideal mike for radio 
amateur use. Chrome case. Range 40 to 9000 cps. Output—54 db. 
% inch 7-27 thread. High impedance. 25-foot cable. Shipping weight, 
3 pounds 8 ounces. See Page 2 For Easy Payment Terms. 


Bl PT 0 eee Ne yo RO a at Mae Ree Bae gee $14.70 


Turner Model 55R Crystal Microphone 


(2) The lowest priced crystal microphone on the market. A very popular 

unit with Radio Amateurs. Entirely suitable for all except the most 
exacting installations. Response 50 to 7000 cps. Semi-directional char- 
acteristics reduce feed-back and reflections. Output—56 db. High 
impedance. 15-foot cable. Shipping weight, 3 pounds. 


BTIPT G2 a0 Erica eke ode Fee te $9.38 


® Amphenol type MC1 connectors for 67 PT 83235—Type MC3F three conductor (7) Microphone Plug suitable for either 


wuere nae phone pimps. and Female with thread. .................. 59 ee oe three conductors, Bekelite 

speakers: PP avtipangat ee shell 57 pt 8236—Type SP-PC3F three she ipping weight, plug or jack, 

tices Meee ude. =cpomemoentce contact Female for chassis mounting. -. 59¢ 2 SPT Be 43—Plug : 39c 
ping weight, each, 4 ounces. Amphenol Cable Connectors. Metal 67 PT 8244—Jack, re, ikem 29c 
ea As Pr: Bs eg MCIF. Female, @ creed Male plugs et sane tube - 

_ B7 PT ra232-Type MCiM, Male, ‘with Socket. Shipping weight, each, 3 ounces. @® Amperite Line Impedance Match- 
coupling threads. /. 20.2... ee 24¢ 687 PT 8237—4 prong Male............ [5c ; ing AaB Ae OL er nels Pees ae 
57 ee he tin es Male con- 57 pT 8238—4 contact Female........ 15¢ Ieeathe at ane Ob eran hai tne Sy 
aoase§ Pah be eo 18¢ §7 PT 8239—5 prong Male... .. ance amplifiers. For 25, 50, or 200-ohm 


(0) Amphenol Multiple Conductor eee 67 PT 8240—5 contact Female... 


nectors. 


microphones. Shipping weight, 3 pounds, 
B7.PT 8246.0 Sey ree aa 


=. 87 PT 8241—6 prong Male.........,.. 
57 PT 8234—Type MC3M three $3.53 


conductor Male with coupling ring. . 59c 57 PT 8242—6 contact Female 


eT Hh 14 |fewle Lig 1 


For Microphone 
Cables Shown 
at left See Page 322 


SHURE 


“UNIPLEX” 
Uni-Directional 
Microphone 


® Response 30 to 
10,000 cycles at 
the front, yet is prac- 
tically unaffected by 
sound approaching 
from the rear. Out- 
put level 62 db. Spe- 
cially moisture-proof- 
ed Grafoil Bimorph 
crystal. Tilting head. 
Finished in Chrome. 
25-ft. of cable, Stan- 
dard %-inch—27 
thread. Shpg, wt., 
3 Ibs. 
67 PT 8248 


Price. . -. $19. ll 


Model 700D 


® Response, 30 to 
10,000 cycles. 
Dual-Drive Gra foil 
Bimorph Crystal. 
Internal Screen-Pro- 
tected Cartridge. 
Crystal Triple Mois: 
ture-Sealed. Output 
Level— 53 db. Curvi- 
linear Diaphragm. 
Swivel-type. Semi- 
directional. Tilting 
head. Satin-Chrome 
finish. 25-ft. cable 
Shpg, wt., 3 Ibs. 
67 PT 8249 


’ Price... $14.70 


“Rocket” 


© Response from 30 
to 10,000 cycles. 
Output: 55 db. below 
1 volt per bar. Spe- 
cial moisture-sealed 
Grafoil Bimorph 
crystal and other ex- 
clusive ‘Ultra’ fea- 
tures. Model 705A— 
“ROCKET” Crystal 
Microphone. Com- 
plete with 25-ft. 
shielded single con- 
ductor cable. Shpg. 
wt., 2 Ibs. 
B7PT 8250 


PricQee, / . $14, 70 


Streamliner 
Gives voice and 
music reproduc- 

tion highly suitable 
for low-cost public 
address. Beautifull 
streamlined; ric 


Satin-Chrome finish.  %- 
in.—27 thread for stand. Di- 


ameter, 2% in, 


CRYSTAL MODEL. Re- 
a eee 30 ED 10,000 cycles. 

ut pul—5¢ db. Grafoil 
Bimorph eet fully mois- 
ture-proofed.Complete with 
7-ft. cable. Shpg. wt., 2 lbs. 


67 PT 8252 


Price . as ‘ 


“Military” 


Fits naturally, 
comfortably in 
the palm of the 
hand, Light 
and compact, 
takes minimum 
Space in porta- 
able equipment. 
Sturdy cast- 
aluminum case, 


with bright Satin grille and 
bars against a_ background 
of Iridescent Gray, Excel- 
lent response and high out- 
put level. Improved cam- 
operated switch locks in the 
“ON” position when push- 


ed “up,” operates 


“ON- 


OFF” in the ‘“down’’ posi- 
tion. Switches to control 
external circuits can be 
furnished on special order. 
An ideal unit for sports 


announcers, 


Size: 3% inches high; 2% 
inches wide; 1% inches 
thick, Complete with re- 
movable Suspension Hook, 
and 7-ft. shielded rubber 
jacketed cable with spring 
cable projector. Shipping 
weight, 1 pound. See Page 


2 for Sears Easy Terms. 
57 PT 8253-—Complete 


with switch, 


Prices. xs ..$13.23 
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ability to convert electrical energy into sound PM10C! 10 9| 0. db=10 watts 
.5db= 8.9 watts 


energy. It is cheaper therefore, to buy better PM12C} 12 | 10 
speakers than to invest in more powerful PAH8& 8 | 15 
amplifiers. You will notice that you can get 
as much “loudness” from an Al2PM speaker 
with 3.15 watts input as you can get froma 


PM10C using 10 watts. 


Jensen speakers are without transformers: ; ele 
All speakers and transformers are arranged Model X Transformers are for public model PMLOC and PM12C. Shipping 
address use in matching impedance weight, 1 pound 8 ounces....... $1.32 


FAMOUS 


Jensen “C” Speakers 


For Radio and Low Power 
P.A. Heavy duty, highly 
efficient reproducers for bet- 
ter quality radio and medi- 
um power public address 
uses. Have magnet covers. 
Voice coil 6 ohms. Priced 
without transformer. 

gl OE 10- 
inch. 9 watts. Ship- 

ping wt., 6 Ibs... .. $6.57 
67 PT 7431—PM12C. 12- 


so that you can easily complete the assembly. 


The importance of good speakers for public address installa- 
tions cannot be overestimated. No sound system is better than 
its speaker equipment. Efficient speakers justify their cost 
not only by virtue of their better tone quality—through their 
increased efficiency they convert the highest possible per- 
centage of the amplifiers’ electrical energy into sound waves, 
thereby increasing the apparent power output of the apparatus. 


The Driver Units: Only the highest quality materials and 
workmanship are used in University driver units. Pole pieces 
are machined “Armco” electrical quality iron which is 99.7% 
pure iron. The surface of the ‘‘Alnico’’ Magnets and washer 
shaped pole piéces are ground microscopically flat. 


Due to an exclusive method of voice coil centering these 
units have far greater efficiency than can possibly be realized 
with ordinary speakers. Fully 75% of the magnetic gap is 
occupied by the voice coil as compared to the usual 50%. The 
construction of the diaphragm alone requires 23 separate 
and distinct operations. 


Specifications of Driver Units 


Power Capacity 
In Watts with Horns Gtoauetey ee 


SMH LH PH Cycles 


17 
25 
24 


Price List of Driver Units 


To make up a complete loud speaker you must have a driver 
unit and a projector. These we price separately. Horns with 
wide projection angles will not carry the sound as far as those 
with narrow projection angle. The longer the projector the 
better the low frequency response. All University Driver Units 
are of the Permanent Magnet Dynamic type and require only 
two connecting wires. All voice coils are of 8 ohm impedance. 
Any driver unit fits any projector here described. 

Type WRSA Driver Unit. Power handling capacity (18 watts). 
Excellent for public address work where the utmost in clarity 
in speech and music is required, Aluminum cover furnished 
when purchased with projector. 

57 PT 07480—Shipping weight, 8 pounds.......... $22.34 
Type SAH. This entire unit is enclosed in a spun aluminum 
head assembly. The unit is thus absolutely watertight. Best 
unit for outdoor use. Handles 25 to 30 watts. 

67 PT 07481—Shipping weight, 8 pounds,.......... $17.64 
Type PAH. For standard public address work requiring power 
handling capacity up to 24 to 27 watts. When ordered with 
any University projector an aluminum cover is furnished at 
no extra cost. 

57 PT 07482—Shipping weight, 12 pounds.......... $26.46 


Specifications of Jensen Speakers 


The rating in watts is the output of the 
amplifier with which the speaker can be Speaker ai, 
used. The efficiency of a speaker is its relative ne 


Power fs 
Ratin Eoletive voice coil. 
Watts joncy 


PM12H|} 12 | 12 
PM12B) 12 | 14 
Al2PM| 12 | 15 


MI8AC! 18. | 25 .5db=1.43 watts 


Jensen Speaker Transformers 


values of 500, 1000, 1500, 2000 and 


67 PT 7425—Core %x% inch. For 
models PM10C and PM12C. 

Shpg. weight, 1 1b. 8 oz. Each..$1,32 
67 PT 7426—Core %#x% inch. For 
models PM8H, PM12H, PM12B, 
A12PM. Shpg. wt., 2 lbs. Each.$1.62 
Model X Transformers are for radio 
use. Impedance values are: Voice coil, 
4500, 7000, 10,000, and 14,000 ohms. 
67 PT 7427—Core %x% inch. For 


UNIVERSITY REFLEXED SPEAKERS 


The Projectors: It is a well known fact that the driver unit 
exponential horn loud speaker possesses the highest possible 
acoustic efficiency. A correctly designed combination having 
up to 50% electro-acoustic conversion efficiency at speech fre- 

uencies, as compared to about 10 to 20% for cone speakers, 

he invention and development of University reflexed ex- 
ponential projectors constitute one of the very few important 
contributions to the further improvement in this type in recent 
ears. To obtain proper “loading” (which is essential to wide 
requency response) without undue length and bulkiness, these 
projectors are so designed that the air column is almost three 
times the overall length of the horn itself. This sound travel 
provides frequency responses as wide as 70 to 7,500 cycles. 


Waterproof Chambers: The reflexed chambers of University 
Projectors act as a trap against the possibility of any water 
entering the mouth of the driver units. It is impossible for a 
direct stream of water into the horn to get further than the 
second turn. 


Specifications for Reflex Projectors 


Acous- Low | Projec- 
Mouth | Overali Cut-Of | tion Application 


Opening} Length C.P.S. | Angie 


21 in. | 16 in. | 42 in. 80° | Speech 
25 in. | 21 in. in. 90° | Speech and Music 
SMH| 14 in. | 12 in, in. 75° | P.A. Speech 


Price List of Projectors 


Type LH. Very heavy gauge aluminum with all exposed 
edges made with oversize beads. The double curvature of 
surface results in a structure absolutely free from all resonance 
or B napomreonesd of rattle. Each horn is tested throughout the 
audio spectrum, 30 to 10,000 cycles at maximum power. Coup- 
ling thread 1%x18 inches. See above table for dimensions. 
Not Mailable. 
67 PTM 7483—Shipping weight, 12 pounds....... $19.99 
@ Type PH—Same as type LH except for dimensions, for 
which see table above. Mailable, but we recommend freight 
or express. 
57 PT 07484—Shipping weight, 9 pounds,........... $12.36 
Type SMH—Not shown. Similar to type LH, Same con- 
struction except dimensions are smaller. See table above. 
57 PT 07585. Shipping weight, 7 pounds. Mailable...$9.11 
© Type LWM. Non-Refiex Type. Double cone projector for 
one 12-inch standard dynamic speaker. Mounting speaker 
within projector results in bi-directional coverage from a 
single speaker. All metal, rubber edges at bell. Bell opening 
20 inches. Depth overall 30 inches. lounting brackets extra. 


67 PTM 7486—Shpg. wt., 10 lbs. Not Mailable...... $13.62 
67 PT 7487—Mounting bracket for LWM projector. 
Shipping weight, 3 pounds. ...............0 60s eee eee 8Be 


JENSEN SPEAKER 


“H” Speakers 


A new series designed espec- 
ially for public address 
work. Have magnet covers. 
Voice coil 6 ohms. Priced 
without transformer. 

57 PT 7432— PAH8—8- 
inch. 15 watts. Designed 
for projector such as our 
57 P ee shown on next 
page. Shipping 

Weights 11 lbs: na SOLO 
67 PT 7433—PM12H— 


PM12B Speaker 


A widely used permanent 
magnet t ype reproducer_ for 
public address work. Fea- 
tured in our own systems. 
Somewhat more efficient than 
the model “H,’’ Will handle 
14 watts continuously. 8 ohm 
voice coil. Does not have 
cover over magnet. See upper 
illustration at right. Shipping 
weight, 12 pounds. 


A1 2PM Speaker 
Recommended where as much 
as 15 watts must be handled 
by each reproducer. A mar- 
vel of tone quality and effici- 
ency. Unquestionably the 
most widely used 12 inch PM 
speaker in the public address 
industry. Has magnet cover. 
8 ohm voice coil. Shipping 
weight, 18 pounds. 


67 PT 07434—Less 


transformer........ $ 14.70 


inch. 10 watts. Shpg. wt., 12-inch. 12 watts. Ship- 
7 tbs. 4.0z.......... $7.79 weight, 10 pounds..$11.47 


67PT07436—Less 
transformer....... $20.43 


< Replacement Radio Speakers 


Finest quality radio type speaker for replacements 
or extension speakers. P.M. Speakers have Univer- 
sal transformers with taps to match all popular out- 

ut tubes, both angle and push-pull. Magnetic 
Speakers have 10,000 ohm inputs and are suitable 
for practically all uses to which a magnetic speaker 
can be put except public address. 


18-inch Dynamic Speaker 
86 Jensen M-18 A.C. The largest, most pow- 
350 erful, most pane speaker in the famous 


Jensen line. Power handling capacity 25 

Cash to 40 watts. Its size and unusual per- 

$5 Down formance ability strongly recommend it 
See Page2 for super quality public address installa- 
tions. Very extensively employed in theater installa- 


tions. Its conversion efficiency is the highest ever 
attained in electro dynamic Cone speakers. Voice coil the P.M. Dynamic ___ r Magnetic a w| Price 
impedance 8 ohms. Cone housing diameter 18 in, Voice : Catalog Shpg. Wt. | Price ae 1Paee or} Each 


coil diameter 2% in. For 110-volt, 60-cycle A.C. See ___Nember__| Lbs. Oz. |_Each 


table above for efficiency comparison with that of 67PT 6661| 3 10 \$1.98| 57PT65611 | 3 10 |$1.10 
other Jensen Speakers, Shpg. wt., 78 lbs. Not Mailable. 57 PT 5662} 6 8] 2.79) 8&7 PT 5612 6 8 


57 PTM 7436—Less transformers. Cash Price. $50.86 67PT 6663! 7 4) 3.25) ...-.-----: Meee dlc tos 
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All Items in this 
Catalog can tbe 
bought on Easy Pay- 
ment Terms or 
orders of $10 or more 
-.-- See Page 2 


SPEAKER ENCLOSURES 


Waterproof Marine Horns 


® Reflex construction prevents dam- 
age to speaker from rain. Made of 
heavy aluminum, Bracket is extra. 
Type WX-8. For 8-inch speaker (Jen- 
sen PAHB listed on preceding page is 
an ideal speaker for this horn). Bell 
opening 18 inches, length 13 inches, 
57 PT 07465—Shpg. wt., 
AUT ie Sa Sy a ahi dehy Sit 9.11 
Type WX-12. For 12-inch speakers. 
Bell opening 23 in., length overall 16 in, 
57 PT 07466—Shpg. wt., 141bs,$16.46 
Adjustable Mounting bracket. Shpg. 
welght, 12 lbs. 
57 PT 7467—For WX-8,.,,..,.$4.12 
67 PT 7476—-For WX-12........4.12 


Dynamic Horn 


The directional qualities of this horn 
Make it particularly suited to out- 
door applications where 
and ting power is required. 
range of the 

wi 


67PTM7476—Complete with 
speaker housing as shown... . $ 10.95 


® Marine Midget Speaker. Designed 
for indoor and outdoor use. In- 
verted reflex design provides air column 
length of 15 inches. Made of heavy 
aluminum. PM speaker supplied has 
power handling capacity of 5 watts. 
Voice coil impedance 6 ohms. Bell open- 
ing is 10 inches in diameter, length 8 
inches. An excellent unit for factory 
call systems and similar other apptica- 
tions where a good small speaker as 
well as one which is fully protected is 
needed. Comes complete with mounting 
brackets. . 
57 PT 07468—Shipping weight, 
4 pounds........... stavauisee BOLE 


Round Projector 


© For either indoor or outdoor use- 
Widely used for auto-top mounting 


in combination with auto-top mounting 


platform listed below. Can be easily 
and quickly removed from aute to audi- 
torium. Frojector is made of spun 
aluminum and steel, eather provenied 
ceneo wrinkle lacquer, Mount: 
platter Fi ene b 
car top. Four vy we 
justable catch 
to door 


anchorage 
ledges and other readily avail- 
a ie then ng ing toe Papaya 
87 PT 07440—Projector and mount- 
ing bracket only(No auto top 
platform). Shpg. wt., 18 Ibs. . $8.15 
67 PT 7441—Auto Top Mounting 
Platform complete with straps (less 
Projector). Shipping weight, 
10 pounds. Each............ $4.10 


All Steel Heavy Duty Flare Baffles 


This all steel ba Tle is of spot welded 
20-gauge steel throughout and fin- 
ished in baked-on wrinkle lacquer to 
give protection from weather through 
many years of service. Scientifically 
proportioned to give proper air column 
“loading’’ to produce good quality re- 
roduction of both voice and musical 
requencies, Bell opening 20x20 inches. 
Length overall 18% inches. Comes 
complete as illustrated including ad- 


justable mounting bracket. For 12- 
inch speaker. Not Mailable. 
67 PTM 7469—Shipping 
weight, 27 pounds............ $8.15 


Flare Baffle 


© Improves frequency response_and 

controls sound distribution. Ship- 
ed taken apart. Easily assembled. 
WWeaterpeeo material. Aluminum fin- 
ish. Baffle takes 10, 1], or 12-inch 
speakers. Price does not include speak- 
er housing. Bell, 22x23 inches; depth, 
25 inches. Very directional. Gives long 
range with relatively narrow beam. 
Shipping weight, 15 pounds. 


67 PT 07471—Each........ $5.00 


Wide angle type. Bell, 30x18 inches; 
depth 14 inches. Less reach than above 
but wider beam. Shipping weight, 
10 pounds. 


57 PY 07472—Each........... $4.12 
67 PT 7473— Weatherproof speaker 
housing for either baffle. Size, 15%x 


1534x1] inches deep. Shipping 
weight, 8 pounds. Each...... $2.35 


{) 


This baffle when used in conjunction 

with a Jensen PAH8 speaker (see 
preceding Page) will provide long range 
coverage with minimum power. Such 
a combination is a good compromise 
between the long-range but relatively 
poor tone quality of the “Morning 
glory” horn, and the short-range, ex- 
cellent tone of the Short flare baffle, 
Made of spot welded 20-gauge steel. 
Black baked-on wrinkle lacquer finish. 
Bell opening 27x27 inches. Length over- 
all 31 inches. For 8-inch cone type 
speaker. Bracket included. 
57 PTM 7470—Sh 


42 Ibs. Not Mailable..-”., $13.95 


Jensen Enclosures 


© Whole octaves are added to music- 
. Speech is crisp and intelligible. Ob- 
jectionable resonance and boom is elim- 


jec’ * 

nut finish. Shipped taken apart. Easy 
to assemble. All hardware included. 
67 PT 07437—BR10 for 10-inch 
speaker. Size 28x21 4x12% 

inches. Shpg. wt., 38 Ibs...... $11.64 
67 PT 07438—BR1i12 for 12-inch 
speaker. Size 30%x23%x12% inches. 
Shipping weight, 47 pounds....$13.44 


+ - 
Pri. 2 9S 4 
” . 3 Es ts 


® A practical, black artificial 
leather covered case for one 
or two 12\%-inch (or smaller) 
dynamic speakers. Divides di- 
agonally, each hali forming a 
separate speaker case which 
rests with wide end on the floor. 
Strong clasps hold halves of 
case together firmly. Overall 
size when closed, 214 inches 
high, 13% inches wide, and 8% 
inches deep. Net weight, 7 
pounds. Shipping weight, 
11 pounds. 
57 PT 07474—Each.. $5.69 


2-Section Case 


@ Case has two sections. Size 
. overall when closed, 18% 
inches deep, 22 inches wide, 
29% inches high. Speaker sec- 
tion drilled for standard 12- 
inch speaker. Tray section ac- 
commodates amplifier not more 
than 20 inches long. Ample 
space in amplifier tray for mic- 
evan stand, microphone and 
cables. Covered with heavy 
pec black seal-grain artificial 
eather. Deluxe quality. 

Shpg. wt., 26 lbs. = - 

57 PT 07442..,..... $6.79 


Carrying Case 
® This deluxe quality single 
speaker carrying case will 
accommodate a 10-inch or 12- 
inch speaker and provide 
enough baffle area to give you 
good tone quality. heaper 
cases, of which there are many 
varieties, are usually too small 
to give you this needed area. 
Substantially constructed 
and covered with a heavy 
trade of artificial leather. 
size overall 16x16x12 inches. 
67 PT 07496 : 
Shpg. wt., 12 Ibs...,. $4.95 


Standard Baffle 


® Made of slightly lighter 

material than the wall baf- 
fle described at left. A good 
value. Guaranteed the equal 
in quality and appearance of 
any hardwood wall baffle you 
can buy at a comparable price. 
Walnut veneer. Size 15%x 
14x11 inches. For 12-inch (or 
smaller) speaker. 


57 PT 07490 
Shpg. wt., 61bs.... $3.90 


See Page 2 for 
Easy Payment Terms 


Quality Bafiles 


® This is better quality mer- 
chandise than is generally 
offered in wall baffles of this 
type. Costs a little more; 
worth a great deal more! 
Shaped and proportioned to 
give best possible acoustical 
results. Generous in size for 
‘ood low frequency response. 
Made of well seasoned walnut 
veneers. Shipping weight, 
7 pounds. 
67 PT 07443—For 12-inch 


Wachee $4.95 


SILVERTONE ARISTOFONE 


The Silvertone Aristofone represents the last word in electrical amplification 
for musical instruments. The Aristofone requires no specially constructed in- 
strument with which to use it. You can use your favorite guitar, mandolin, 
violin or “bull” fiddle and eqral results from special-built instruments. 


Aristofone accommédates up to 4 different instruments at one and the — 

same time—a valuable feature for string ensembles. Provisions are also made 

for amplifying the pickup of a standard velocity, dynamic or cry: ‘al micro- \C 
phone— opening up amazing possibilities for entertainers! Announcc.aents and 

entertaining gags as well as vocal solos can be picked up by the standard 
microphone, while straight musical selections are picked up by the instrument 
microphones. Reed or brass instruments as well as the harmonica secure mar- 
velous effects when so amplified. Reed organs and pianos are also suitable. 


SUITABLE FOR UPRIGHT 
OR GRAND PIANOS 


The very efficient Amperite Kontak Microphones described on Page 60, are 
used on the instruments! These small devices slip under the strings of the in- 
strument, or may be temporarily held in place by adhesive tape. Two volume 
controls at top side of the amplifier case control instrument pick-ups, and LON 
standard microphone. The convenient location of the controls makes for ease 
of manipulation. Foot pedals (57PT 8209, Page 60) may be used to control 
instrument microphone if desired, or 57PT8207 microphones (Page 60) having BRINGS OUT THE FULL RICH 
a volume control built-in is suitable. Four Kontak Models SKH or KKH can ONERI ONES Cece 
be used simultaneously. Case is covered with a good grade of artificial leather. 
Size 814x1214x17% inches. Eight-inch electro-dynamic speaker system has a 
5-tube 8-watt amplifier which operates on 110-volt 60-cycle A.C. 
57 PT 08960—Aristofone, tubes, case and speaker, No microphones, Shpg. wt., 19 lbs.$22.50 


57 PT 08961—As above with one Kontak model SKH microphone. Shpg. wt., 21 tbs.$29.50 —— A 


57 PT 08962—Same as 57 PT 08961 except with one Amperite foot pedal volume control in- 
cluded. Shipping weight, 25 pounds. ..,.. : .. $34.50 r 
57 PT 08963—Complete DeLuxe Outfit consisting of Aristofone, tubes, four Kontak model KKH 
volume control microphones, one Velocity microphone as illustrated and one floor type micro- 
phone stand. Shipping weight, 41 pounds, ; a. Reels : - .$77.50 MAKES THE HUMBLE HARMONICA 
SOUND LIKE A PIPE ORGAN 


SEARS, ROEBUCK AND CO. 


